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ADVERTISEMENT FOR BIDS 
 
The Town of Mooresville will receive sealed bids for the following project: 
 
PROJECT:  Liberty Park Renovation    
 
PROJECT NUMBER:             
 
BID DATE AND TIME: January 17, 2019 at 1:00 p.m.       
 
BID OPENING LOCATION: Town of Mooresville, Town Hall  

413 N. Main Street, Mooresville, NC 
  
PROJECT DESCRIPTION:  The work will consist of site clearing, grading, asphalt 
and concrete paving, drainage, retaining walls, seeding, landscape planting, 
water and sewer utilities, new bandshell structure, pole lighting, fencing, site 
furnishings, and signage 
 

 
Contract documents, including Drawings and Technical specifications, are available for 
viewing in the Mooresville Recreation Office, located at 418 Carpenter Avenue, 
Mooresville, NC, 28115. 
 
Pre-Bid Meeting – There will be a pre-bid meeting as described in the Instruction to 
Bidders. 
 
Bid Security - If the bid does not equal or exceed $300,000, a bid security is not 
required. A bid security in the amount of five percent (5%) of the contract sum must be 
submitted with each bid.  The bid security will be in the form of cash, a cashier's check 
or a certified check from a bank or trust company insured by the Federal Deposit 
Insurance Corporation made payable to the order of the Town of Mooresville.  In lieu of 
making a cash deposit, the bidder may submit a bid bond executed by a corporate 
surety licensed in North Carolina to execute such bonds. 
 
Contractor’s License - Bidders will comply with all applicable laws regulating the 
practice of General Contracting as required by the General Statutes of North Carolina 
which requires the Bidder to be licensed by the North Carolina Licensing Board for 
Contractors when bidding on any project where the bid is $30,000 or more.  
 
The Bidder will indicate his North Carolina General Contractor's License Number, 
Classification(s), and Limits in the space provided on the signature page of the 
proposal. 
 
The Town of Mooresville requires that all Contractors performing landscaping work be 
registered with N.C. Landscape Contractors Registration Board in accordance with 
chapter 89-D of the N C General Statutes. 
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ADA Compliance – A qualified interpreter for the hearing impaired is available upon 
request at least 10 (ten) days in advance of the bid opening date.  Please call the Public 
Services Department at (704) 663-7282 for more information. 
 
Drug Free Workplace - The Town has adopted a policy requiring Town construction 
and service Contractors to provide a drug-free workplace in the performance of any 
Town contract. 
 
Non-Discrimination Policy - Bidders will ensure that employees and applicants for 
employment are not discriminated against because of their race, color, religion, sex, 
national origin, disability, or veteran's status. 
 
Bids may be held by the Town of Mooresville for a period not to exceed sixty (60) days 
from the date of the bid opening for the purpose of reviewing bids and investigating 
qualifications of bidders.  The Town also reserves the right to reject any and all 
proposals and to waive informalities or technicalities as it may deem to be in its best 
interest. 
 
In the form of an alternate bid, the contractor will complete the work on the 
Veteran’s Promenade and entrance from Church street by 10/31/2019. 
 
The Contractor further agrees to pay as liquidated damages, the sum of $1,000.00 for 
each consecutive calendar day that the CONTRACTOR fails to complete the WORK 
indicated, by this special provision. 
 
 
Bids shall be submitted on the form provided in the Project Manual. The form 
shall be accompanied by the Bid Bond (if applicable). All bids will be placed in a 
sealed envelope having the Bidder's name, address, North Carolina General 
Contractor's License Number, and the statement "BID FOR LIBERTY PARK 
RENOVATION,”.  DO NOT OPEN UNTIL January 17, 2019". 
 
FOR INFORMATION REGARDING THIS PROJECT DURING THE BID PHASE CONTACT: 
 
Chris Wyckoff 
Director of Facilities Town of Mooresville 
418 Carpenter Ave. 
Mooresville NC. 28115 
704-555-1707 
cwyckoff@moresvillenc.gov 
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INSTRUCTION TO BIDDERS 
 
1. DEFINED TERMS: Terms used in these Instructions to Bidders which are defined 
in the General Conditions of the Contract Documents have the meanings assigned to 
them in the General Conditions.  All terms used in these Instructions to Bidders are 
applicable to both the singular and plural forms. 
 
2. CONTRACT FORMS: Included in the Contract Documents are a complete set of 
Contract forms which are for the convenience of the bidders and are not to be detached 
from the contract documents. 

 
3. PRE-BID MEETING:  A Pre-Bid Meeting will be held on January 03, 2019 at 10:00   
a.m. at the Town of Mooresville Town Hall; 413 N. Main Street; Mooresville, NC 28115.  
Representatives from the Town of Mooresville and Piedmont Design, P.A. will be 
present to discuss the Project.  Minutes of the meeting will be distributed as part of an 
Addendum. 

 
Bidders are responsible for legibly signing the attendance list.  
 
4. INSPECTION OF SITE: Before preparing bids, all qualified bidders should visit all 
aspects of the project site and familiarize themselves on the proposed construction 
installation. The bidder should also satisfy themselves by testing the existing 
characteristics and quality of surfaces and subsurface materials to be encountered. 
 
Any failure by the Bidder to acquaint him or herself with the conditions affecting the 
work or the Invitation To Bid shall not relieve him from responsibility for estimating 
properly the difficulty or cost of successfully performing the work nor entitle him or her to 
payments other than as set out in the contract price.  The Town assumes no 
responsibility for any conclusions or interpretations made by Bidders on the basis of 
information made available by the Town. 
 
5. QUALIFICATIONS OF BIDDERS:  To demonstrate qualifications to perform the 
Work, each Bidder must be prepared to submit within five days after Bid opening upon 
Owner’s request written evidence, such as financial data, previous experience, present 
commitments and other such data.  The Owner reserves the right to reject any Bid if the 
evidence submitted fails to satisfy the Owner that the Bidder is properly qualified to 
carry out the obligations of the Agreement and to complete the Work.  Each Bid must 
contain evidence of Bidder’s qualification to do business in the state where the Project 
is located or covenant to obtain such qualification prior to award of the contract. 
 
6. BIDS:  All bids shall be submitted at the time/place indicated in the Advertisement 
and shall be filled out on the forms supplied by the Owner which are subject to the 
requirements of the Contract Documents.  Each Bidder will clearly state on the correct 
forms his/her name, address, North Carolina contracting license number, project name 
and project number.  All bids shall be addressed to the Town of Mooresville, 413 North 
Main Street, Mooresville, NC. 28115.   
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Bidders must initial each alteration made on the bid form before submission 
guaranteeing authenticity. 
 
Bidders shall be solely responsible for ensuring that their bids are properly received 
before the date and time established for the bid opening.  Any bid received after the 
time and date specified, regardless of the mode of delivery, shall not be considered 
 
7. OPENING OF BIDS:  Bids will be opened and read aloud publicly at the place 
established in the Advertisement.  The date, time, and place of the bid opening may be 
changed by the Engineer by addendum and issued to all prospective bidders prior to the 
scheduled bid opening.  Bidders and/or their authorized agents, and any other 
interested parties are invited to attend the opening. 
 
8. INTERPRETATION OF ADDENDA:  No oral interpretation will be given to any 
bidder as to the meaning of the Contract Documents or any part thereof.  All questions 
about the meaning or intent of these documents are to be directed to the Engineer.  
Interpretations and clarifications in response to such questions will be issued by 
Addenda and mailed or delivered to all parties in possession of Contract Documents, 
but it shall be the responsibility of each Bidder to make inquiry as to the meaning of 
such Addenda.  All such Addenda shall become part of the Contract, and all bidders 
shall be bound by such Addenda, whether or not received by the bidders. 
 
9. WITHDRAWAL OF BIDS:  Any Bid may be withdrawn prior to the date and time set 
for the bid opening.  Bids may also be withdrawn after the public opening if an 
unintentional, substantial error is made by the Bidder, and it can be proven that the error 
was arithmetic or an omission as opposed to judgment.  The request to withdraw a bid 
must be made in writing within (3) calendar days after the opening of the bids. 
 
10. AWARDING OF CONTRACT:  The Owner reserves the right to reject any or all 
Bids, including without limitation the rights to reject any or all nonconforming, non-
responsive, unbalanced or conditional Bids and to reject the Bid of any Bidder if Owner 
believes that it would not be in the best interest of the Project to make an award to that 
Bidder, whether because the Bid is not responsive or the Bidder is unqualified or of 
doubtful financial ability or fails to meet any other pertinent standard or criteria 
established by the Owner.  Owner also reserves the right to waive all informalities not 
involving price, time or changes in the Work and to negotiate contact terms with 
successful Bidder.  Discrepancies between the multiplication of units of Work and unit 
prices will be resolved in favor or the unit prices.  Other discrepancies between the 
indicated sum of any column of figures and the correct sum thereof will be resolved in 
favor of the correct sum.  Discrepancies between words and figures will be resolved in 
favor of the words. 
 
In evaluating Bids, Owner will consider the qualification of Bidders, whether or not the 
Bids comply with the prescribed requirements, and such alternates, unit prices, and 
other data, as may be requested in the Bid Form or prior to the Notice of Award. 
 
Owner may consider the qualifications and experience of Subcontractors, Suppliers, 
and other persons and organizations proposed for those portions of the Work.  Owner 
also may consider the operating costs, maintenance requirements, performance data 
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and guarantees of major items of materials and equipment proposed for incorporation in 
the Work when such data is required to be submitted prior to the Notice of Award. 
 
Owner may conduct such investigations as Owner deems necessary to assist in the 
evaluation of any Bid and to establish the responsibility, safety history, qualifications, 
and financial ability of Bidders, proposed Subcontractors, Suppliers and other persons 
and organizations to perform and furnish the Work in accordance with the Contract 
Documents to Owner’s satisfaction within the prescribed time. 
 
11. BID SECURITY:  If the bid does not equal or exceed $300,000, a bid security is not 
required. Each bid must be accompanied by a deposit equal to five percent (5%) of the 
total amount of the bid or bids, and may consist of cash, a cashier’s check or a certified 
check drawn on a Bank or Trust Company authorized to do business in North Carolina.  
Whichever form the Bidder wishes to use, it must be submitted in order to show a 
guarantee that the contract will be performed if awarded and that the performance bond 
and payment bond, each equal to one-hundred percent (100%) of the bid, will be 
executed. 
 
The Bid deposit of Successful Bidder will be retained until such Bidder has executed the 
Agreement, furnished the required performance and payment bonds and met the other 
conditions of the Notice of Award, whereupon the Bid security will be returned.  If the 
Successful Bidder fails to execute and deliver the Agreement and furnish the required 
performance and payment bonds within ten (10) business days after the Notice of 
Award, Owner may annul the Notice of Award and the Bid deposit of that Bidder will be 
forfeited.  The Bid deposit of other Bidders whom Owner believes to have a reasonable 
chance of receiving the award may be retained by Owner until earlier of the 10th day 
after the Effective Date of the Agreement, whereupon Bid deposit furnished by such 
Bidders will be returned.  Bid deposit with Bids which are not competitive will be 
returned within 10 days after the Bid opening. 
 
12. EXECUTION OF AGREEMENT:  Bidder shall execute and deliver to the Owner the 
Agreement set forth in the Contract Documents with all other written attachments within 
ten (10) business days after being given the Notice of Award.  If Bidder unsuccessfully 
executes these requirements then Owner may at his/her option considers the Bidder in 
default, in which case the Bid bond accompanying the proposal shall become the 
property of the Owner. 
 
The Owner within ten (10) business days of receipt of acceptable performance bond, 
payment bond and Agreement signed by the Successful Bidder shall sign the 
Agreement and return to such party an executed duplicate of the Agreement.  If the 
Owner does not execute the Agreement within such period, the Bidder may by written 
notice withdraw his signed Agreement.  Such notice of withdrawal shall be effective 
upon receipt of the notice by the Owner.  
 
13. INTERPRETATION OF PLANS AND SPECIFICATIONS:  Anything mentioned in 
the Specifications and not shown on the Drawings or vice versa shall be of like effect as 
if shown on or mentioned on both.  In cases of difference between both, the 
Specifications shall govern.  All such discrepancies shall be immediately submitted to 
the Engineer, without whose decision, said discrepancy(s) shall not be adjusted by the 
Contractor, save only at his own risk and expense. 



 
Town of Mooresville 9December 21, 2018                       

 
14. SUBCONTRACTORS AND SUPPLIERS: If the Bidding Documents require the 
identity of certain Subcontractors, Suppliers, and other individuals or entities to be 
submitted to Owner in advance of a specified date prior to the Effective Date of the 
Agreement, the apparent Successful Bidder, and any other Bidder so requested, shall 
within 3 days after the Bid opening submit to Owner the List of Subcontractors, 
completed with names of all such Subcontractors, Suppliers, and other individuals and 
entities proposed for those portions of the Work for which such identification is required. 
The list shall be accompanied by an experience statement with pertinent information 
regarding similar projects and other evidence of qualification for each such 
Subcontractor, Supplier, individual, or entity if requested by Owner. If, after due 
investigation, Owner or Engineer has reasonable objection to any proposed 
Subcontractor, Supplier, or other individual or entity, Owner may, before the Notice of 
Award is given, request the apparent Successful Bidder to submit an acceptable 
substitute without an increase in the Bid. 
 
If apparent Successful Bidder declines to make any such substitution, Owner may 
award the contract to the next lowest Bidder that proposes to use acceptable 
Subcontractors, Suppliers, individuals and organizations.  The declining to make 
requested substitutions will not constitute grounds for sacrificing his/her Bid security.  
Any Subcontractor, Suppliers, individuals and organizations listed and to whom Owner 
or Engineer does not make written objection prior to the effective date of the Agreement 
will be deemed acceptable to Owner and Engineer. 
 
All Subcontractors shall be a licensed contractor in the State of North Carolina. 
 
15. NON-COLLUSIVE BIDDING:  In accordance with Section 112(c) of Title 23 USC, 
and G.S. 75-5(b) (7) of the State of North Carolina, Bidders, by submission and 
execution of this bid, certifies that they have not entered into any agreement, 
participated in any collusion, or otherwise taken any action in restraint of free 
competitive bidding connection with their bids on this project. 
 
16. MINORITY-OWNED, WOMAN-OWNED, DISADVANTAGED-OWNED OUTREACH 
PLAN AND GUIDELINES:  All bidders shall comply with all applicable sections of the 
Town’s Minority-Owned, Woman-Owned, Disadvantaged-Owned Outreach Plan and 
Guidelines, a copy of which follows these Instructions to Bidders, and shall complete all 
required forms. 

 
17. COMPLIANCE WITH E-VERIFY REQUIREMENTS:  Contractor certifies that it is in 
compliance with all applicable provisions of Article 2, Chapter 64 of the North Carolina 
General Statutes, which generally provides that each contractor and subcontractor shall 
verify the work authorization of the employee through E-Verify. This certification is a 
material representation of fact upon which reliance is placed when this transaction is 
made or entered into.  Further, contractor agrees to execute an affidavit, approved by 
the town, evidencing its compliance with this requirement 
 
Contractor agrees that during the term of this Agreement it shall comply and shall 
require all subcontractors to comply with any and all applicable provisions of Article 2, 
Chapter 64 of the North Carolina General Statutes, and Contractor agrees to 
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incorporate in all further contracts or subcontracts for the Project a provision requiring 
compliance with Article 2, Chapter 64 of the North Carolina General Statutes. 
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BASE BID 
Liberty Park Renovation 

 
 

 
 

    BASE BID     

    CONTINGENCY ALLOWANCE (10% of Base Bid)     

    TOTAL BID (Base Bid + Contingency Allowance)     
 
 
 
TOTAL BID (WORDS): ______________________________________________________________________ 
 
________________________________________________________________________________Dollars              
 
 
Signature of Responsible Party: ________________________________________ Date: _____________________    

 
Acknowledgement of Addenda: _________________________________________________________________________ 
 
 

ALTERNATE BID #1 
Liberty Park Renovation 

 

Desc.:  Completion of Promenade and entrance from Church St. per approved plans and 
specifications by October 31, 2019. 
 

  

    ALTERNATE BID     

    CONTINGENCY ALLOWANCE (10% of Alternate Bid)     

    TOTAL BID (Alternate Bid + Contingency Allowance)     
 
TOTAL ALTERNATE BID (WORDS): _______________________________________________________________ 
 
________________________________________________________________________________Dollars              
 
 
Signature of Responsible Party: ________________________________________ Date: _____________________    

 
Acknowledgement of Addenda: 
 
_________________________________________________________________________ 
 

 

 

ITEM   QTY 
UNI
T 

UNIT 
PRICE 

1 Earthwork 1 CY   

2 Grading 1 LS   
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3 4” concrete pavement 1 SY   

4 Asphalt pavement complete installed including base course 1 CY   

5 Seeding  1 SF  

6 Silt Fence Installed 1 LF   

7 Tree Fence Installed 1 LF   

8 Silt Fence Outlet - Installed 1 EA   

9 Mass Rock Excavation 1 CY   

10 Trench Rock Excavation 1 CY   

11 Structural Fills – Place/Compact from Offsite 1 CY  

12 Import Suitable Non-Structural Fill from Offsite 1 CY   

13 Rip Rap, Class B - Installed 1 CY   

14 Filter Fabric for Drainage Installed 1 SY   
 
 
 
 
 
 
 
 
 
 
 
 
 
 

STATEMENT FOR EXCLUSION OF THE REQUIREMENT TO 
MAINTAIN WORKERS’ COMPENSATION INSURANCE 

North Carolina 
     Re: Contract/Project Name or Number________________ 
Iredell County 
 
The North Carolina Workers’ Compensation Act requires that all businesses which employ three 
or more employees (NC General Statute 97-2), including those operating as corporations, sole 
proprietorships, limited liability companies and partnerships, obtain workers’ compensation 
insurance or qualify as self-insured employers for purposes of paying workers’ compensation 
benefits to their employees. 
 
An employer is not relieved of its liability under the North Carolina’s Workers’ Compensation Act 
by calling its employees “independent contractors.” Even if the employer refers to its workers as 
independent contractors and issues a Form 1099 for tax purposes, the Industrial Commission 
may still find that the workers were in fact employees, based upon its analysis of several factors, 
including but not limited to the degree of control exercised by the employer over the details of 
the work. 
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The Town of Mooresville requires all contractors working for the Town to provide evidence of 
Workers’ Compensation insurance coverage unless excluded from coverage under North 
Carolina Law. 
 
By signing this form, I certify on behalf of the contractor named below, that such contractor is 
not required to carry Workers’ Compensation insurance as required under North Carolina law. 
 
This the ______ day of ___________, 20_____. 
 
_____________________________________________   
Official or person authorized to sign for Contractor     
_____________________________________________ 
Printed Name of Official or Person 
_____________________________________________ 
 
Name of Contractor 
 

************************************** 
 
______________________ County, North Carolina 
 
I certify that _____________________________________ personally appeared before me this 
day, and acknowledged to me that he or she signed the foregoing document. 
 
This the _________ day of ________________________, 20_____. 
 
     __________________________________________ 
     Notary Public 
     __________________________________________ 
     Printed Name of Notary Public 
 
     My commission expires:_______________________ 
 
 

E-VERIFY AFFIDAVIT 
 
STATE OF NORTH CAROLINA 
          AFFIDAVIT 
COUNTY OF IREDELL 
 
 NOW COMES Affiant, first being sworn, deposes and says as follows 
 
1. I have submitted a bid for contract or desire to enter into a contract with the Town of 
Mooresville. 
 
2. As part of my duties and responsibilities pursuant to said bid and/or contract, I attest that 
I am aware of and in compliance with the requirements of E-Verify, Article 2 of Chapter 64 of the 
North Carolina General Statutes, to include (mark which one that applies): 
 
___    After hiring an employee to work in the United States I verify the work authorization of 
said employee through E-Verify and retain the record of the verification of work authorization 
while the employee is employed and for one year thereafter; or 
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___  I employ less than twenty-five (25) employees in the State of North Carolina. 
 
3. As part of my duties and responsibilities pursuant to said bid and/or contract, I attest that 
to the best of my knowledge any subcontractors employed as a part of this bid and/or contract 
are in compliance with the requirements of E-Verify, Article 2 of Chapter 64 of the North 
Carolina General Statutes, to include (I have marked which one that applies; if neither one 
applies, I have marked “NA” to indicate that there will be no subcontractors employed as a part 
of this bid and/or contract): 
 
___ NA 
 
___    After hiring an employee to work in the United States the subcontractor verifies the work 
authorization of said employee through E-Verify and retains the record of the verification of work 
authorization while the employee is employed and for one year thereafter; or 
 
___  Employs less than twenty-five (25) employees in the State of North Carolina. 
 Specify subcontractor: __________________________________________________ 
    __________________________________________________ 
    __________________________________________________ 
    __________________________________________________ 
 
This the ________ day of _________,20____. 
 
____________________________________ 
Affiant 
   
Sworn to and subscribed before me, this the ________ day of _________, 20____. 
       

_____________________________________ 
[OFFICIAL SEAL]    _________________________, Notary Public 
 
 
My Commission Expires: ________________ 

EXECUTION OF BID 
 
 A CONTRACT FOR THE CONSTRUCTION OF: 
 
 PROJECT NAME:  Liberty Park Renovation 
  
 PROJECT NUMBER:   
 
The person executing the bid, on behalf of the bidder, being first duly sworn, deposes and says that: 
 
(1) He is fully informed regarding the preparation and contents of the attached Proposal 
and of all pertinent circumstances regarding such Proposal; 
 
(2) Neither he, nor any official, agent or employee of the bidder has entered into any 
agreement, participated in any collusion, or otherwise taken any action which is in restraint of 
free competitive bidding in connection with this bid; and 
 
(3) He will not discriminate against any employee or applicant for employment because of 
race, color, religion, sex, national origin, disability, or veteran's status. 
 
(4) He will comply with the Town of Mooresville's drug free workplace policy. 
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SIGNATURE OF CONTRACTOR (IF A CORPORATION, USE THIS SHEET) 
 
  _                                                                                                                                                _  

(Print full name of corporation) 
 
_                                                                                                                                                     _  
 (Address - Town - State - Zip Code) 
 
Attest                                                                        By                                                                           _     
(Secretary/Assistant Secretary)              (President/Vice President/Assistant Vice President) 
 
 
CORPORATE SEAL: 
 
North Carolina General Contractor's License Number_____________________ 
 
Classification(s) _____________________________________________________ 
 
Limits_____________________________________________________________ 
 
Federal I.D. or Social Security Number__________________________________ 
 
NOTE - AFFIDAVIT MUST BE NOTARIZED 
 
Subscribed and sworn to before me 
 
this ____ day of ____________, 20___ 
 
___________________________________ 
 
___________________________________ 
            Title 
 
My commission expires _____________ 
 

 
 

EXECUTION OF BID 
 
 A CONTRACT FOR THE CONSTRUCTION OF: 
 
 PROJECT NAME:  Liberty Park Renovation 
 
 PROJECT NUMBER:   
 
The person executing the bid, on behalf of the bidder, being first duly sworn, deposes and says that: 
 
(1) He is fully informed regarding the preparation and contents of the attached Proposal 
and of all pertinent circumstances regarding such Proposal; 
 
(2) Neither he, nor any official, agent or employee of the bidder has entered into any 
agreement, participated in any collusion, or otherwise taken any action which is in restraint of 
free competitive bidding in connection with this bid; and 
 
(3) He will not discriminate against any employee or applicant for employment because of 
race, color, religion, sex, national origin, disability, or veteran's status. 
 
(4) He will comply with the Town of Mooresville's drug free workplace policy. 
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SIGNATURE OF CONTRACTOR (IF A JOINT VENTURE, USE THIS SHEET) 
 
A Joint Venture Between: 
 
                                                                   and                                                                            _ 
(Name of Contractor)     (Name of Contractor) 
 
                                                                                                                                                      _           
(Address - Town - State - Zip Code)   (Address - Town - State - Zip Code) 
 
                                                                                                                                                      _  
Witness or Attest      Witness or Attest 
 
By                                                                     By _____________________________________ 
  
If a corporation, affix seal:    If a corporation, affix seal: 
 
Federal I.D. or Social Security # ______________    Federal I.D. or Social Security # ________________ 
 
N.C. General Contractor's License # ___________   N.C. General Contractor's License # ____________ 
 
Classification(s) ___________________________   Classification(s) ____________________________ 
 
Limits ___________________________________   Limits ____________________________________ 
 
NOTE - AFFIDAVIT MUST BE NOTARIZED 
Subscribed and sworn to before me 
 
this ____ day of ____________, 20___ 
 
___________________________________ 
 
___________________________________   My commission expires _____________ 
            Title  

 
 

EXECUTION OF BID 
 
 A CONTRACT FOR THE CONSTRUCTION OF: 
 
 PROJECT NAME:  Liberty Park Renovation    
 
 PROJECT NUMBER:   
 
The person executing the bid, on behalf of the bidder, being first duly sworn, deposes and says that: 
 
(1) He is fully informed regarding the preparation and contents of the attached Proposal 
and of all pertinent circumstances regarding such Proposal; 
 
(2) Neither he, nor any official, agent or employee of the bidder has entered into any 
agreement, participated in any collusion, or otherwise taken any action which is in restraint of 
free competitive bidding in connection with this bid; and 
 
(3) He will not discriminate against any employee or applicant for employment because of 
race, color, religion, sex, national origin, disability, or veteran's status. 
 
(4) He will comply with the Town of Mooresville's drug free workplace policy. 
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SIGNATURE OF CONTRACTOR (IF AN INDIVIDUAL DOING BUSINESS UNDER A FIRM NAME, USE 
THIS SHEET) 
 
Name of Contractor                                                                                                                   trading 
 (Print individual name) 
 
and doing business as  __                                                                                              ___                        _               
 (Print firm name) 
 
                                                                                                                              _____                             _           
 (Address - Town  - State - Zip Code) 
 
 
                                                            Signature of Contractor                                                    
_              
Witness         (Individually) 
 
North Carolina General Contractor's License Number_____________________ 
 
Classification(s)_____________________________________________________ 
 
Limits_____________________________________________________________ 
 
Federal I.D. or Social Security Number__________________________________ 
 
NOTE - AFFIDAVIT MUST BE NOTARIZED 
 
Subscribed and sworn to before me 
 
this ____ day of ____________, 20___ 
 
___________________________________ 
 
___________________________________  My commission expires _____________ 
            Title 
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EXECUTION OF BID 
 
 A CONTRACT FOR THE CONSTRUCTION OF: 
 
 PROJECT NAME:  Liberty Park Renovation 
 
 PROJECT NUMBER:   
 
The person executing the bid, on behalf of the bidder, being first duly sworn, deposes and says that: 
 
(1) He is fully informed regarding the preparation and contents of the attached Proposal 
and of all pertinent circumstances regarding such Proposal; 
 
(2) Neither he, nor any official, agent or employee of the bidder has entered into any 
agreement, participated in any collusion, or otherwise taken any action which is in restraint of 
free competitive bidding in connection with this bid; and 
 
(3) He will not discriminate against any employee or applicant for employment because of 
race, color, religion, sex, national origin, disability, or veteran's status. 
 
(4) He will comply with the Town of Mooresville's drug free workplace policy. 
 
SIGNATURE OF CONTRACTOR (IF AN INDIVIDUAL DOING BUSINESS IN HIS OWN NAME, USE 
THIS SHEET) 
 
 
Name of Contractor                                                                                                                                 _         
 (Print individual name) 
 
_                                                                                                                                                            _           
 (Address - Town - State - Zip Code) 
 
 
                                                            Signature of Contractor                                                      
_         
Witness         (Individually) 
 
 
North Carolina General Contractor's License Number_____________________ 
 
Classification(s)_____________________________________________________ 
 
Limits_____________________________________________________________ 
 
Federal I.D. or Social Security Number__________________________________ 
 
NOTE - AFFIDAVIT MUST BE NOTARIZED 
 
 
Subscribed and sworn to before me 
 
this ____ day of ____________, 20___ 
 
___________________________________ 
 
___________________________________  My commission expires _____________ 
            Title 
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EXECUTION OF BID 
 
 A CONTRACT FOR THE CONSTRUCTION OF: 
 
 PROJECT NAME:  Liberty Park Renovation    
 
 PROJECT NUMBER:   
 
The person executing the bid, on behalf of the bidder, being first duly sworn, deposes and says that: 
 
(1) He is fully informed regarding the preparation and contents of the attached Proposal 
and of all pertinent circumstances regarding such Proposal; 
 
(2) Neither he, nor any official, agent or employee of the bidder has entered into any 
agreement, participated in any collusion, or otherwise taken any action which is in restraint of 
free competitive bidding in connection with this bid; and 
 
(3) He will not discriminate against any employee or applicant for employment because of 
race, color, religion, sex, national origin, disability, or veteran's status. 
 
(4) He will comply with the Town of Mooresville's drug free workplace policy. 
 
SIGNATURE OF CONTRACTOR (IF A PARTNERSHIP, USE THIS SHEET) 
 
 
                                                                                                                                       (Seal) 

(Print name of Partnership) 
                                                                                                                                                      _                            
   (Address - Town - State - Zip Code) 
 
                                                                                                                                                      _  
 Partner       Partner 
 
N.C. General Contractor's License #________   N.C. General Contractor's License # __________ 
 
Classification(s) __________________________________  
 
Limits___________________________________________ 
 
Federal I.D. or Social Security #                        Federal I.D. or Social Security # _____________ 
 
NOTE - AFFIDAVIT MUST BE NOTARIZED 
 
Subscribed and sworn to before me 
 
this ____ day of ____________, 20___ 
 
___________________________________ 
 
___________________________________ 
            Title 
 
My commission expires ____________ 
 



AGREEMENT 
 

THIS AGREEMENT, made this         day of                                          , 20__ by and 
between the Town of Mooresville, hereinafter called “OWNER” and                      
_________________________, hereinafter called “CONTRACTOR”. 
 
 WITNESSETH:  That for and in consideration of payments and agreements 
hereinafter mentioned: 
 
1. The CONTRACTOR will commence and complete the construction of the Liberty 
Park Renovation. 
 
2. The CONTRACTOR will furnish all of the materials, supplies, tools equipment, 
labor and other services necessary for the construction and completion of the project 
described herein. 
 
3. The CONTRACTOR will commence the work required by the Contract 
Documents within 10 calendar days after the date of the Notice to Proceed and will 
complete the same within  360  calendar days unless the period for completion is 
extended otherwise by the Contract Documents.  The CONTRACTOR further agrees to 
pay as liquidated damages, the sum of $ 1,000 for each consecutive calendar day that 
the CONTRACTOR fails to complete the WORK indicated, thereafter. 
 
4. The CONTRACTOR agrees to perform all of the Work described in the Contract 
Documents and comply with the terms herein for the sum of $ _______________  or as 
shown in the Bid Proposal. 
 
5. The term “Contract Documents” means and includes the following: 
 
a. Advertisement for Bid 
b. Instructions to Bidders 
c. Bid 
d. Exclusion of Requirement to Maintain Workers Compensation Insurance 
e. E-Verify Affidavit  
f. Execution of Bid 
g. Agreement 
h. Performance Bond 
i. Payment Bond 
j. Insurance Certificate 
k. Certificate of Owner’s Attorney 
l. General Conditions 
m. Project Special Provisions 
n. Addenda 
 
Addendum No. , Dated  
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o. Drawings prepared by Stewart Design and dated December 3, 2018.  
 
6. The OWNER will pay to the CONTRACTOR in the manner and such times as set 
forth in the General Conditions such amounts as required by the Contract Documents. 
 
7. This Agreement shall be binding upon all parties hereto and their respective 
heirs, executors, administrators, successors, and assigns. 
 

 IN WITNESS WHEREOF, the parties hereto have executed, or caused to be 
executed by their duly authorized officials, this Agreement in three counterparts, each of 
which shall be deemed an original on the date first above written. 
 
CONTRACTOR:               ATTEST: 

                                                      

 

By                  _ Name                _ 

Name                                 ______          Title        

Title                 ______ 

(Seal) 

 

OWNER:      ATTEST: 

TOWN OF MOORESVILLE   ___     _ 

 

By                 _____            Name                            ___ 

Name                                ____            Title    Town Clerk   _ 

Title                                              __  

(Seal) 

 

This instrument has been pre-audited in the manner required by the local Government 

Budget and Fiscal Control Act. 

      _______________________________,   

      Finance Director  

      Town of Mooresville, North Carolina 

PERFORMANCE BOND 
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(to be attached) 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

PAYMENT BOND 
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(to be attached) 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

INSURANCE CERTIFICATE 
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(to be attached) 
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CERTIFICATE OF OWNER’S ATTORNEY 
 

The undersigned as the duty authorized attorney for the Owner does hereby certify that: 

I have examined the Contract, the surety bond(s), and the policies or other evidence of 

insurance coverage, and in the manner of execution thereof.  In my opinion said surety 

bond(s) and insurance coverage are in compliance with the Contract and are adequate 

in form, substance, and amount to protect the various interests of the Owner in 

connection with the Contract.  I am of further opinion that the Contract, the said surety 

bond(s) and policies or other evidence of insurance coverage have been duly executed 

by the proper parties thereto acting through their duly authorized representatives; that 

said representatives have full power and authorization to execute said agreements on 

behalf of the respective parties named thereon; and that each of the aforementioned 

agreements constitutes valid and legally bonding obligations upon the parties executing 

the same in accordance with the terms, conditions, and provisions thereof. 

 

 
______________________________ 
Steve Gambill, Town Attorney 
Town of Mooresville 
 
______________________________ 
Dated:   
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GENERAL CONDITIONS 
 
In the event of conflict between these General conditions and any other provision of the 
contract documents, these General Conditions shall prevail unless such other provision 
expressly provides to the contrary. 
 
1. DEFINITIONS:  Whenever the following words are written in the Contract            
Documents, in any of the contract documents, or in the plans, the intended            
significance (singular or plural) shall be as follows: 

ADDENDA:  Written documents issued prior to the opening of Bids, which clarify, 
correct, or change the Bidding Requirements or the proposed Contract Documents.  

AGREEMENT:  The written document, which is evidence of the agreement between 
the Owner and Contractor for the work. 

ADDITIONAL WORK:  Work found necessary by the Engineer to complete the work 
contemplated by the contract and for which payment is not provided by the unit prices or 
lump sum prices in the contract. Additional work shall not be work, which, in terms of the 
Advertisement for Bids, is incidental to work for which there is a contract unit price or 
lump sum price in the contract.  

BID:  The offer or proposal of a Bidder submitted on the prescribed form setting forth 
the prices for the work to be performed. 

BID FORM:  The approved prepared form on which the bidder is to, or has submitted 
his Bid for the contemplated work. 

BIDDER:  Any individual, firm, partnership, or corporation submitting a bid for the 
work contemplated.  

BOARD:  The Mayor, and the Town Board of Commissioners of the Town of 
Mooresville, North Carolina  

CHANGE ORDER:  A document recommended by the Engineer, which is signed by the 
Contractor and Town and authorizes an addition, deletion, or revision in the work, or an 
adjustment in the Contract Price or the Contract Times, issued on or after the Effective 
Date of the Contract.  

CONTRACT:   The executed agreement between the Town of Mooresville 
and the successful bidder, covering the performance of the work, the furnishing of all 
materials, equipment and/or apparatus, and the compensation thereof.  

The term Contract is all-inclusive and shall specifically include, but not be limited to the 
bid form, the printed contract form and all attachments thereto, the contract bonds, the 
plans, standard detail drawings, the specifications and all supplemental specifications 
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thereto, the project special provisions and the pay item descriptions, and all executed 
change orders and work orders, all of which shall constitute one instrument. The 
Contract supersedes prior negotiations, representations, or agreements, whether written 
or oral.  

CONTRACT PERIOD:   The time fixed for performance and completion of the 
contract set by the Engineer in the Notice to Proceed and any time extensions allowed 
by the Engineer and approved by the Town.  

CONTRACT PRICE:   Same as total bid price. The Contract Price shall be 
the correct total price obtained by adding together all items in the bid form, including 
authorized alternates to those items for which a Bid amount has been awarded. The 
Contract Price shall be approved and awarded by the Town Council.  

CONTRACTOR:   Any individual, firm, partnership, or corporation with whom 
the Owner has entered into the Agreement. 

EASEMENT:  The area that has been acquired for the location,    installation and 
maintenance of the public or private utility, roadway, drainage facility, sewer line or 
water line.  The bounds of the easement are shown and defined on the plans. 

EFFECTIVE DATE:  The date indicated in the Agreement on which it becomes 
effective, but if no such date is indicated, it means the date on which the Agreement is 
signed and delivered by the last of the two parties to sign and deliver.  

 

EXTRA ITEMS: Anything added by the Town as an additional line item that is 
covered by the contingency or does not increase the amount of the Contract. 

ENGINEER:   The Director of Engineering for the Town of Mooresville, North 
Carolina, duly authorized by the Town Manager, acting directly or through an assistant 
or other representative duly authorized, by whom all explanations and directions 
necessary for the satisfactory prosecution and completion of the work will be given.  

FIELD ORDER:  A written order issued by the Engineer which requires minor 
changes in the Work but which does not involve a change in the Contract Price or the 
Contract Time.  

INSPECTOR:  An authorized representative of the Engineer, assigned to make 
any and all necessary inspections of the work performed and materials furnished by the 
Contractor.  The Inspector is not authorized to approve or direct any changes in the 
work including adjustments in unit quantities. 

LABORATORY:  The official laboratory designated or employed by the Contractor 
with the approval of the Engineer.  
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LUMP SUM PRICE:  The amount bid for a lump sum item, which has been 
included by the Contractor in his bid form.  

NOTICE TO PROCEED:  A written notice to the Contractor of the date on or before 
which he shall begin the prosecution of work to be done under the contract.  

“OR EQUAL” CLAUSE:  The name of a certain brand, make, or definite specification 
is to denote the quality standard of the article desired, but does not restrict bidders to 
the specific brand, make or manufacturer named. It is to set forth and convey to 
prospective bidders the general style, type, character, and quality of the article desired. 
Wherever the words “or equal” appear in the specifications, they shall be interpreted to 
mean an item of material or equipment equivalent to that named and which is suited to 
the same use and capable of performing the same function as that named.  

OWNER:  Town of Mooresville, North Carolina 

PLANS:   All drawings, or reproductions of drawings that pertain to the 
construction under the contract.  

RESPONSIBLE BIDDER:  A duly licensed bidder who maintains a permanent place of 
business; has adequate equipment, resources, and previous experience to do the work 
properly within the time limit specified; and has adequate financial status to meet his 
obligations contingent to the work.  

RESPONSIVE BIDDER:  A bidder whose bid conforms substantially to the Instruction 
to Bidders and submittal requirement of this project. 

RIGHT-OF-WAY:  The area that has been acquired for the location, installation and 
maintenance of a public or private utility, roadway, drainage facility, sewer line or water 
line. The bounds of the right-of-way are shown and defined on the plans.  

SPECIFICATIONS:  That part of the Contract Documents consisting of written 
requirements for materials, equipment, systems, standards, and workmanship as 
applied to the work, and certain administrative requirements and procedural matters 
applicable to the work.  

STANDARD DETAILS: Town of Mooresville’s Detail Drawings and North Carolina 
Department of Transportation (NCDOT) Standard Drawings. 

STANDARD  
SPECIFICATIONS: Town of Mooresville’s Land Development Standards and North 
Carolina Department of Transportation (NCDOT) Standard Specifications Manual. 

SUBCONTRACTOR:  Any individual, firm, partnership or corporation with whom a 
Contractor, with the written consent of the Engineer, sublets, assigns, or otherwise 
disposes of any part of the work covered by the contract.  
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SUCCESSFUL  
BIDDER: The lowest, responsible and responsive Bidder to whom Owner (on the 
basis of evaluation as hereinafter provided) makes an award. 

SUPPLIER: A manufacturer, fabricator, supplier, distributor, materialman, or vendor 
having a direct contract with Contractor or with any Subcontractor to furnish materials or 
equipment to be incorporated in the Work by Contractor or any Subcontractor. 

SURETY:   The corporate body, licensed to do business in the state of North 
Carolina, which is bound with and for the Contractor, which is primarily liable and which 
engages to be responsible for the Contractor for his acceptable performance of the work 
for which he has contracted and for his acceptable payment to subcontractors for the 
work covered by the contract. 

SURETY BOND:  The approved form of security furnished by the Contractor and his 
surety as a guaranty of good faith on the part of the Contractor to execute the work in 
accordance with the terms of the contract to pay subcontractors for the work covered by 
the contract and to execute his bid as submitted unless otherwise withdrawn in 
accordance to the Instruction To Bidders provisions.  

TOWN:   The Town of Mooresville, North Carolina 

UNAUTHORIZED  
WORK:  Any work which may be done by the Contractor prior to the receipt of the 
Notice to Proceed, except work which has been approved in writing by the Engineer; 
work done beyond the lines and grades shown on the contract plans, or as given; or any 
additional work done without compliance with the provisions of this contract governing 
additional work; or any changes made within the scope of the work without compliance 
with the provisions of this contract governing such changes. All such work shall be 
considered unauthorized and shall be performed solely at the risk of the Contractor.  

UNIT PRICE:   The unit price per given unit of a line item submitted by the 
Bidder/Contractor in his bid form.  

WORK:  All completed construction required to be provided under the Contract 
Documents.  Work involves all labor, services, and documentation necessary to develop 
such construction, and furnishing, installing, and incorporating all materials and 
equipment into such construction.  

WORK ORDER:  A written order authorizing the performance of an extra item, 
or additional units of an existing item. 
 
2. INTENT OF CONTRACT:  It is the intent of the Contract documents to explain         
the purpose of the complete project.  The project is to be constructed in         
accordance with the Contract documents.   
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The Contractor shall perform all work in an efficient and workmanlike manner and in 
accordance with all data and details shown on the plans and specifications or as 
modified by written change orders, including the furnishing of new materials, 
implements, machinery, equipment, tools, supplies, transportation, labor, and all other 
things necessary to the satisfactory prosecution and completion of the project in full 
compliance with the Contract Requirements.1 
 
3. PLANS AND SPECIFICATIONS:  The approved plans and specifications will show 
the locations, details and dimensions of the work contemplated and the work shall be 
performed in strict accordance therewith except as the plans and/or specifications are 
modified by addenda or change orders.  In case of a discrepancy, figured dimensions 
shall govern over scaled dimensions; standard details shall govern over standard 
specifications; plans shall govern over standard details and standard specifications; 
special provisions shall govern over plans, standard details and standard specifications. 
 
In the event the Contractor discovers any discrepancies in the Contract Documents, he 
shall immediately notify the Engineer.  The Engineer will then make corrections and 
interpretations as may be deemed necessary for fulfilling the intent of the contract.  The 
Contractor shall take no advantage of any apparent error or omission in the plans or 
specifications. 
 
The Contractor shall be provided three (3) sets of plans and specifications.  These 
copies shall be available at the pre-construction conference.  Any additional sets that 
the Contractor shall need can be paid at cost of printing. 2 
 
4. LAND AND RIGHTS-OF-WAY:  The Town shall obtain such land encroachment and 
rights-of-way the Engineer deems necessary for the carrying out and for the completion 
of the work to be performed pursuant to the contract documents, unless otherwise 
directed in the Project Special Provisions of this contract and/or unless otherwise 
mutually agreed.   
 
The Town shall provide to the Contractor, on the construction plans or otherwise, 
information which delineates and describes the lands owned and rights-of-way 
acquired.   
 
The Contractor shall provide, at his own expense and without liability to the Town, any 
additional land and access thereto that he may deem necessary and/or desire for 
access, temporary construction facilities, or for storage of materials.3 
 
5. SUBSURFACE INVESTIGATIONS:  The Contractor shall be responsible to make 
his own subsurface investigations.  Any information obtained by the Town as a result of 
its own subsurface investigations will be made available upon request.  This information 
(when available) is provided for informational purposes only and shall not relieve the 

                                                 
1    Defined in NCDOT Section 104 
2   Defined in NCDOT Section 105-3 & 105-4 
3  Defined in NCDOT Section 107-12 & 107-14 
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Contractor of making his own investigations.  The Contractor shall obtain all necessary 
permits prior to making any pavement cuts on existing streets 
 
Any provided subsurface condition reports or drawings shall not be considered part of 
the Contract Documents.4 
 
6. EXISTING UNDERGROUND UTILITIES/FACILITIES:  The Town has contacted all 
involved utility owners of the effect of this project on their respective utility.  Construction 
plans and anticipated construction schedules have been provided to the utility owners. 
Each utility owner will be requested to attend the preconstruction conference to discuss 
potential conflicts and their schedule for relocation where required.  All adjustments or 
relocations will be made by the utility owner unless otherwise indicated in the Contract 
Documents. 
 
The owners of utilities in this project could include but not be limited to: 
   
Windstream Communications 
Duke Power Company 
Bellsouth Communications 
Piedmont Natural Gas Company 
Mooresville Utility Department 
American Telephone & Telegraph 
Time Warner Cable 
MI Connection 
MCI Telecommunications 
North Carolina Department of Transportation 
 
The Contractor shall adhere to the provisions of 1985 Underground Damage Prevention 
Act North Carolina General Statutes 887 Chapter 785 Senate Bill 168 Article 3.  To 
assist the Contractor and utility owners in meeting the requirements of this law, there is 
a "one call system" called "NC ONECALL".   
 
Most major utilities with underground facilities in the State subscribe to this service.  For 
calls originating within North Carolina, The NC ONECALL telephone number is 1-800-
632-4949.  
  
For calls originating outside of North Carolina, the number is (919) 855-5760.  The 
Contractor shall include the cost of any coordination and cooperation of utilities in his 
bid.  
  
No additional compensation shall be allowed for delays or inconveniences sustained by 
the Contractor due to utility relocation or adjustments.  No additional payment will be 
made for re-mobilization required by the utility's failure to relocate utility at the request of 
the Contractor. 
 

                                                 
4 Defined in NCDOT Section 102-7 
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Where changes to utility facilities are to be made solely for the convenience of the 
Contractor, it shall be the Contractor's responsibility to arrange for such changes, and 
the Contractor shall bear all costs of such changes. 
 
The Owner will not assume nor accept any responsibility for charges assessed by 
private or public utility companies or from the NC Department of Transportation for 
damages sustained to their property by virtue of action on the part of the Contractor, nor 
for such charges as may be imposed by the utility or Department of Transportation for 
personnel to furnish field location of the facility.  All such costs are to be borne by the 
Contractor. 
 
7. HAZARDOUS ENVIRONMENTAL CONDITION AT SITE:  When a hazardous 
environmental condition is encountered on the project site the Contractor will 
immediately halt all operations and contact the Engineer.  Once the Engineer is notified 
of the situation, an investigation will occur, and if necessary; suspension of all 
operations will occur. The Contractor shall not be held responsible for hazardous 
material uncovered that was not shown or indicated in the Contract Documents or 
Plans.  The Contractor is responsible for any hazardous environmental condition 
caused by any material brought onto the site by the Contractor, Subcontractors, 
Suppliers, or any persons for whom Contractor is responsible.  If this occurs, the 
Contractor will halt all operations, secure the site, and contact the Engineer. 
 
Contractor may not resume any work that is suspended due to a hazardous condition or 
material until the Owner has submitted to the Contractor a written notice stating that the 
condition or material has been considered safe for the resumption of Work; and a 
special provision under which the Work can be resumed. 
 
If any adjustments are made to the Contract Price or Times, or both, due to the 
suspension of the Work or such provisions under which it can be resumed by the 
Contractor, the Contractor may make a Claim and/or the Town may withhold payment 
or sue the Contractor as provided in these General Conditions. 5 
 
8. INSURANCE:  
 
Contractor's Liability and Other Insurance: The Contractor shall purchase and 
maintain with a company acceptable to the Town and authorized to do business with the 
State of North Carolina, such insurance as will protect him from claims under worker's 
compensation laws, disability benefit laws or other similar employee benefit laws; from 
claims for damages because of bodily injury, occupational sickness or disease, or death 
of his employees; from claims for damages because of bodily injury, sickness or 
disease, or death of third parties including of bodily injury and personal injury; and from 
claims for damage to or destruction of tangible property, including loss of use resulting 
therefrom - any or all of which may arise out of or result from the Contractors operations 
under the contract documents, whether such operations be by himself or any 

                                                 
5 Defined in NCDOT Section 107-26 
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subcontractor or anyone directly or indirectly employed by any of them or for whose acts 
any of them may be legally liable.   
 
This insurance shall be written for not less than the limits of liability specified below. 
 
Automobile: Bodily injury and property liability covering all owned, non-owned and 
hired automobiles for limits of not less than $1,000,000 bodily injury each person, each 
accident and $1,000,000 property damage, or $1,000,000 combined single limit - Bodily 
injury and property damage combined. 
 
Commercial General Liability: Bodily injury and property damage liability as shall 
protect the Contractor and any subcontractor performing work under this contract from 
claims of bodily injury or property damage which arise from operations of this contract 
whether such operations are performed by the Contractor, any subcontractor or anyone 
directly or indirectly employed by either.  The amounts of such insurance shall not be 
less than $1,000,000 bodily injury each occurrence/aggregate and $1,000,000 property 
damage each occurrence/aggregate or $1,000,000 bodily injury and property damage 
combined single limits each occurrence/aggregate.  This insurance shall include 
coverage for products/completed operations, personal injury liability and contractual 
liability assumed under the indemnity provision of this contract and broad form property 
damage, explosion, collapse and underground property damage (XC&U).  The 
coverage shall be on an occurrence basis. 
 
Worker's Compensation and Employers Liability: Shall meet the statutory 
requirement of the State of North Carolina, in the amount of $100,000 each accident 
and disease - each employee and $500,000 disease policy limit providing coverage for 
employees and owners. 
 
The Town shall be named as additional insured under the commercial liability insurance 
for operations or services rendered under this contract.  
 
At the time of execution of the contract, the Contractor shall provide the Town with 
insurance certificates certifying that the foregoing insurance is in force; and such 
insurance certificates shall include provisions that the insurance shall not be canceled, 
allowed to expire or be materially changed without giving the Town thirty (30) days 
advance written notice by registered mail. 
 
The Contractor is advised that if any part of the work under the contract is sublet, he 
shall require the subcontractor(s) to carry insurance as required above.  However, this 
will in no way relieve the Contractor from providing full insurance coverage on all 
phases of the projects, including any that are sublet. 
 
When certain work is to be performed inside rights-of-way owned by railroads, North 
Carolina Department of Transportation or other agencies, both the Contractor and any 
subcontractor may be required to furnish individual insurance certificates made in favor 
by the controlling agency, with limits established by that agency. 
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9. SURETY BONDS REQUIRED: Unless otherwise directed, the Contractor shall     
furnish performance and payment bonds, as hereinafter specified, on only those forms 
enclosed herein. 
 
A. A performance bond, satisfactory to the Town of Mooresville, will be required 
of the successful bidder or bidders within ten (10) business days after notice of award, 
in an amount equal to one hundred percent (100%) of the contract price, conditioned 
that he shall comply in all respects with the terms and conditions of his contract and his 
obligations thereunder including, but not limited to, the specifications, and shall 
indemnify and save harmless the Town of Mooresville, North Carolina, against or from 
all cost, expense, injury or loss to which the Town may be subjected by reason of wrong 
doing, misconduct, want of care or skill, negligence, or default upon the part of the 
Contractor, his agents, or employees, in or about the execution or performance of said 
contract, and shall save and keep the Town harmless against and from all claims or 
losses to it or from any cause whatever, in the matter of the performance of said 
contract, and including also any patent infringements because of designed operating 
methods on the project and/or the use of any patented thing, equipment, and/or 
apparatus installed by him therein.  The performance bond shall remain in full force and 
effect for a minimum of twelve (12) months after project completion, but for not less than 
the guarantee period established by the Engineer upon project completion and 
acceptance.  
 
B. A payment bond, satisfactory to the Town of Mooresville will be required of the 
successful bidder or bidders within ten (10) business days after notice of award, in an 
amount equal to one hundred percent (100%) of the contract amount, conditioned that 
he shall comply in all respects with the terms and conditions of his contract; and also 
conditioned upon the prompt payment for all labor or materials for which the Contractor 
or Subcontractor is liable. The payment bond shall be for the protection of the persons 
furnishing materials or performing labor and to save the Town harmless from and 
against any and all legal recourse resulting from the Town’s owning and/or accepting 
construction for which labor and materials have not been paid in full.  
 
C. Whenever the surety or sureties on the bonds so furnished shall be deemed by 
the Town to be insufficient or unsatisfactory, the Contractor, within ten (10) business 
days after notice thereof, shall furnish and deliver new bonds to the Town in the same 
penalty and on the same conditions with a surety satisfactory to the Town. This duty 
shall continue on the part of the Contractor whenever and so long as the Town may 
require.  
 
D. If the Contractor shall fail to furnish such bonds within ten (10) business days 
after said notice is mailed to his address, the Town of Mooresville, North Carolina, 
through its proper agents, may stop all further work under said contract and re-let the 
unfinished work at the expense of the Contractor. 
 
10. TIME EXTENSION:  The Contractor’s attention is directed to Article 108-10 in the 
NCDOT Standard Specifications.  Item number (5) of sub-article 108-10(b) shall be 
deleted in its entirety.   



 
Town of Mooresville 35December 21, 2018                       

 
If the Contractor is obstructed or delayed in the prosecution or completion of the work 
by the neglect, delay or default of any other Contractors for adjoining or contiguous 
work, or by any damage that may happen thereto, by the unusual action of the 
elements, or by the abandonment of the work by the employees in a general strike, or 
by any delay on the part of the Owner or Engineer doing work or furnishing material, the 
Contractor shall have no claim or damages against the Owner or Engineer for any such 
cause or delay, but he may in such case be entitled to an extension of time specified 
herein for the completion of the work provided, however, that claim for such extension of 
time is made by the Contractor in writing within thirty (30) calendar days from the time 
when such alleged cause for delay shall occur. 
 
The Contractor shall not be entitled to receive a separate extension of time for each one 
of several causes of delay operating concurrently, but, if at all, only for the actual period 
of delay in completion of the work as determined by the Owner irrespective of the 
number of causes contributing to produce such delay.  If one of several causes of delay 
operating concurrently results from any act, fault or omission of the Contractor or of his 
subcontractor or supplier, and would of itself (irrespective of the concurrent causes) 
have delayed the work, no extension of time will be allowed for the period of delay 
resulting from such act, fault or omission. 
 
Work shall not be performed when weather creates work site conditions that are unsafe 
for workmen, the general public, or prevents compliance with the Project Special 
Provisions.  The Engineer shall consider special circumstances caused by inclement 
weather or by continuing adverse weather patterns on a case-by-case basis.  Such 
requests must be submitted in writing to the Engineer as stated above. The Contractor’s 
sole remedy for delays covered by this stipulation shall be an extension of the contract 
time only. 
 
11. CONTRACT PERIOD AND LIQUIDATED DAMAGES: The contract period defined 
shall begin on the date set forth in a Notice to Proceed from the Engineer to the 
Contractor.  This date shall be as agreed upon by the Owner and Contractor, but shall 
be such that all work is complete by the end of the agreed upon end date. 
 
The Contractor shall begin work on the date set forth in the Notice to Proceed unless a 
delay in the starting time has been granted to him by the Engineer. Should the 
Contractor for any reason request a delay in the starting time, he shall make such 
request in writing to the Engineer prior to the starting time set forth in the Notice to 
Proceed. The Town retains the right to extend the time for completion of the work. 
 
Should the Contractor fail to begin work on the established starting date and then fail to 
complete the project within the contract period, no consideration will be given to waiver 
of liquidated damages for the number of days between the established starting date and 
the date the Contractor actually began work. 
 
It is mutually agreed that time is an essential element of the contract, and that delay in 
completing the work will result in public inconvenience, interference with business, and 
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an increase of administrative costs to the Town. It is therefore mutually agreed that in 
view of the difficulty of making a precise determination of such damages, a sum of 
money in the amount stipulated in this contract will be charged against the Contractor 
for each calendar day that the work, or any portion of the work remains uncompleted 
after the expiration of the completion date, or of any extension in time which may have 
been granted by the Town, not as a penalty but as liquidated damages. Should the 
Contractor, or in case of default the surety, fail to complete the work, or any portion of 
the work by the completion date or by the end of any extension thereof, a deduction of 
the amount stipulated as liquidated damages will be made for each and every calendar 
day that the work or any portion of the work remains uncompleted after the expiration of 
any completion date or extension thereof applicable to the uncompleted work. 
 
This amount will be deducted from any money due the Contractor or his surety under 
the contract and the Contractor and his surety will be liable for any liquidated damages 
in excess of the amount due. 
  
In any dispute involving the collection or the assessment of liquidated damages, the 
reasonableness of the amount stipulated in the contract will be presumed. The 
liquidated damages referred to herein are intended to be and are cumulative, and will be 
in addition to every other remedy which the Town may have under the contract. 
Permitting the Contractor to continue and finish the work, or any part thereof, after the 
expiration of the completion date, or any extension thereof, shall in no way operate as a 
waiver on the part of the Town of any of its rights under this contract. 
 
The Contractor shall not be charged with liquidated damages or any excess cost when 
the delay in completion of the work is due to the following, and the Contractor has 
promptly given written notice of such delay to the Town and/or Engineer: 
 
A. To any preference, priority or allocation order duly issued by the Town which 
was not enumerated in the Project Special Provisions of this Contract. 
 
B. To unforeseeable causes beyond the control and without the fault or 
negligence of the Contractor, including but not restricted to, acts of God, or of acts of 
another Contractor in the performance of a contract with the Town, or any other 
abnormal instances beyond the Contractor’s control. 
 
12. CHANGES IN THE WORK:  At any time during the progress of the work, the Town 
reserves the right to make alterations in the plans or in the details of the work within the 
general scope of the contract.  Such changes shall not invalidate the contract nor 
release the sureties, and the Contractor agrees to perform the work so ordered. 
 
Alterations shall be made by written change orders; alterations in the details of the work 
may also be made by field order. 
 

A. Where the Contractor believes that a field order or other order by the 
Engineer (which terms as used in this paragraph shall include directions, 
instructions, interpretations or determinations from the Engineer) causes a 
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change which increases the Contractor’s cost of, or the time required for, 
the performance of any part of the work under the contract, he shall, 
before executing such order send to the Engineer  within seven (7) 
business days after receipt of the order, notice that such order increases 
the amount due under the contract documents or in the time required for 
the performance of the work.  Thereafter, the Contractor shall document 
the basis for the change in contract price or contract time within thirty (30) 
days and present the documentation to the Engineer. The Contractor will 
not execute such order until he receives from the Engineer a subsequent 
written change order. 

 
B. The Engineer shall have authority to approve increases in units or 

combinations of units installed up to the total contract price including 
contingency.  Any increase exceeding the total contract amount must be 
authorized by a written change order approved by the Director of 
Engineering, Town Manager, and the Town Board of Commissioners.  
Request of extension of contract time will be approved by written change 
approved by the Director of Engineering, Town Manager, and the Town 
Board of Commissioners. 

 
C. Except as herein provided, no order, statement, or conduct of the 

Engineer shall be treated as a change order under this section or entitle 
the Contractor to an equitable adjustment hereunder. 6 

 
13. EXTRA WORK:  The Town may require the Contractor to furnish materials and to do 
additional or extra work not provided in the contract or in the specifications, but which 
may be found necessary to the proper protection and completion of the work embraced 
in this contract, at prices to be fixed by the prices named in the Proposal, or on material 
and force account, in accordance with Section 109-3 “Force Account Work” of the 
Standard Specifications.  But no other work than that included in the Contract shall be 
done, and no additional material shall be furnished by the Contractor without a written 
order from the Engineer.  In the absence of such a written order from the Engineer, the 
Contractor shall not be entitled to payment for such additional or extra work. 
 
Upon request, bills for additional or extra work shall be filed with the Town within three 
(3) business days after such additional or extra work is completed, in order that the 
Engineer may establish the accuracy of the additional or extra work bills. 
         
14. CLAIMS:  Subject to and without in any way enlarging or limiting the other provisions 
of this contract, and unless otherwise specifically prescribed in the contract, any claim of 
the Contractor against the Town for an extension of time, additional compensation or 
damages shall be conclusively deemed to have been waived by the Contractor, unless 
said claim is set forth in writing, accompanied by itemized supporting data, and unless 
the claim is filed with the Engineer within thirty (30) days after the conditions upon which 
said claim is based became known, or should have become known to the Contractor.7 
                                                 
6  Defined in NCDOT Section 104-6 & 104-8 (B,C,&D) 
7 Defined in NCDOT Section 104-8 (B,C, & D), 107-25 
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15. EMERGENCY WORK:  The Contractor agrees to provide emergency contracting 
services as needed to assist the Town in restoring and/or maintaining water, sewer, and 
roadway service to the public during declared emergency situations. 
 
The activation of this provision of the contract is at the sole discretion of the Town 
Manager or his/her designee as a result of an emergency situation that requires 
resources beyond that which the Town is capable of providing. 
 
All other terms and conditions of the contract shall apply to this provision unless 
otherwise noted.  Under no circumstances will this provision be construed to relieve the 
parties of such obligations as they may have under this contract to protect, maintain, 
replace, restore, repair, and/or insure the work performed pursuant to this contract from 
the conditions giving rise to any emergency condition. 
 
A. The type of work required during an emergency situation will vary and cannot 
be accurately described or detailed; however, it shall be typical of the nature of the work 
the Contractor normally performs, and will not require the Contractor to perform work 
that is beyond the capabilities of the Contractor. 
 
The Engineer or authorized Town representative shall determine specifics of the work 
that the Contractor shall perform, as the situation requires.  The Contractor shall be 
responsible for performing said work.  
 
B. The Contractor shall be available for emergency work during the duration of 
this Contract. 
 
If the Contractor believes that any services provided under this provision have or will 
prevent the Contractor from completing the work in a timely manner as required by this 
contract, the Contractor may submit a request in writing for a time extension in 
accordance with the provisions of this contract. 
 
C. Payment to the Contractor for services performed under this provision shall 
be in the form of a change order.  Work performed that is substantially similar to the 
work required by this contract shall be at the rate(s) established herein.  Work 
performed that is substantially differed from the work required by this contract shall be 
at prevailing industry rates during times of non-emergency.  If it is a Declared State of 
Emergency, then Force Account rates shall apply for all work. 
 
16. DRUG-FREE WORKPLACE POLICY:  The Town of Mooresville is a drug-free 
workplace employer.  The Town of Mooresville expects the Contractors to provide a 
drug-free workplace in the performance of any Town Contract. 
 
In order to be eligible to submit a bid or proposal for a Town construction or service 
contract, a prospective Contractor must certify that it will, if awarded the contract, 
provide a drug-free workplace during the performance of the contract.  This requirement 
is met by: 
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A. notifying employees that the unlawful manufacture, distribution, dispensation, 
possession, or use of a controlled substance is prohibited in the workplace and 
specifying the actions that will be taken for violations of such prohibition; 
 
B. establishing a drug-free awareness program to inform employees about 1) the 
dangers of drug abuse in the workplace, 2) the Contractor’s policy of maintaining a 
drug-free workplace, 3) any available drug counseling, rehabilitation, and employee 
assistance program, and 4) the penalties that may be imposed upon employees for drug 
abuse violations; 
 
C. notifying each employee that as a condition of employment, the employee will 
1) abide by the terms of the prohibition outlined in (a) above and 2) notify the Contractor 
of any criminal drug statute conviction for a violation occurring in the workplace not later 
than five (5) business days after such conviction; 
 
D. notifying the Town of Mooresville within two (2) business days after receiving 
from an employee a notice of a criminal drug statute conviction or after otherwise 
receiving actual notice of such conviction; 
   
E. imposing a sanction on, or requiring the satisfactory participation in a drug 
counseling, rehabilitation or abuse program by, an employee convicted of a drug crime; 
F. making a good faith effort to continue to maintain a drug-free workplace for 
employees; and 
 
G. requiring any party to which it subcontracts any portion of the work under the 
contract to comply with the provisions of (a) through (f). 
 
If the prospective Contractor is an individual, the drug-free workplace requirement is 
met by not engaging in the unlawful manufacture, distribution, dispensation, possession, 
or use of a controlled substance in the performance of the contract. 
 
By submitting a bid or proposal, a prospective Contractor certifies that it will comply with 
the Town of Mooresville’s drug-free workplace requirement.  A false certification or the 
failure to comply with the above drug-free workplace requirements during the 
performance of a contract shall be grounds for suspension, or termination of the 
contract.  
 
17. OBSERVANCE OF LAWS:  Contractor will take heed and abide by all Laws and 
Regulations as exist at present or enacted during the life of the contract.  No plea of 
misunderstanding will be considered on account of his/her ignorance thereof. 
 
If the Contractor knowingly or unknowingly performs any work contradicting any laws or 
regulations, the Contractor shall bear all cost and losses associated with any claims or 
damages including but not limited to any fees from engineers, architects, attorneys, and 
all court/resolution cost.  
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18. PERMITS, LICENSES, AND PATENTS:  Unless otherwise provided in the 
Contract, Contractor shall obtain and pay all fees associated with all permits and 
licenses.  
 
Pursuant to patents and infringements of same, the Contractor shall pay all applicable 
royalties and licensee fees.  The Contractor shall defend all suits or claims for 
infringements of any patent rights and save the Town harmless from loss of account 
thereof, except that the Town shall be responsible for any such loss when a particular 
process, design, or the product of a particular manufacturer(s) is specified.  However, if 
the Contractor has reason to believe that the design, process, or product specified is an 
infringement of a patent, he shall be responsible for such loss unless he promptly gives 
such information to the Engineer.8 
 
19. SALES AND USE TAX STATEMENTS:  Each partial payment request submitted 
by the Contractor must furnish a certified statement setting forth the cost of the property 
purchased from each vendor and the amount of sales and/or use tax paid thereon. The 
statement shall show the North Carolina Sales Tax and County Tax paid (by county), 
Mecklenburg County Transit Tax, and shall list any payments made directly to the North 
Carolina Department of Revenue. Tax statements shall be submitted on the forms 
provided by the Town at the pre-construction conference.  All tax statement forms and 
all signatures must be original and notarized.  In the event the Contractor makes several 
purchases form the same vendor, such certified statements must indicate the invoice 
numbers, the inclusive dates of the invoices, the total amount of the invoices, and the 
sales and use taxes paid thereon.  Such statement must include the cost of any tangible 
personal property withdrawn from the Contractor’s warehouse stock and the amount of 
sales or use tax paid thereon by the Contractor. Similar certified statements by his 
subcontractors must be obtained by the prime Contractor and furnished to the Town.  If 
no tax has been paid during the pay request period, “NONE,” or “NO TAXES PAID THIS 
PERIOD” shall be entered on the tax form. 
 
Use tax is also due on construction equipment brought into North Carolina for use in the 
performance of Town contracts (N.C. Revenue Laws G.S. 105-164.4 and 105-164.6).  
Contractors are also liable for payment of applicable privilege licenses (N.C. Revenue 
Laws G.S. 105-54) and for payment of applicable franchise, corporate income and 
withholding taxes (N.C. Revenue Laws, G.S. 105-122, 105-123, 105-134, and 105-
163.2). 
 
20. INDEMNIFICATION OF THE TOWN: The Contractor will indemnify and hold 
harmless the Town and its agents and employees from and against all claims, 
damages, loss and expenses, including attorney's fees, arising out of or resulting from 
the performance of the work, provided that any such claims, damage, loss or expense is 
attributable to bodily injury, sickness, disease or death, or to injury to or destruction of 
tangible property, including the loss of use resulting therefrom; and is caused in whole 
or in part by any negligent or willful act or omission of the Contractor, or Subcontractor, 

                                                 
8 Defined in NCDOT Section 107-3 & 107-4 
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or anyone directly or indirectly employed by any of them or anyone for whose acts any 
of them may be liable.   
 
In any and all claims against the Town any of its agents or employees, by any employee 
of the Contractor, any Subcontractor, anyone directly or indirectly employed by any of 
them, or anyone for whose acts any of them may be liable, the indemnification 
obligation shall not be limited in any way by any limitation on the amount or type of 
damages, compensation or benefits payable by or for the Contractor or any 
Subcontractor under Workmen's Compensation Acts, Disability Benefit Acts or other 
employee benefits acts.9 
 
21. COMMERICAL NON-DISCRIMINATION POLICY:  As a condition of entering into 
this Agreement, the Contractor represents and warrants that it will fully comply with the 
Town’s Commercial Non-Discrimination Policy (see Commercial Non-Discrimination 
Certification), and consents to be bound by the award of any arbitration conducted 
thereunder.  As part of such compliance, the Contractor shall not discriminate on the 
basis of race, gender, religion, national origin, ethnicity, age, or disability in the 
solicitation, selection, hiring, or treatment of subcontractors, vendors, suppliers, or 
commercial customers in connection with a Town contract or contract solicitation 
process, nor shall the Contractor retaliate against any person or entity for reporting 
instances of such discrimination. 
 
The Contractor shall provide equal opportunity for subcontractors, vendors and 
suppliers to participate in all of its subcontracting and supply opportunities on Town 
contracts, provided that nothing contained in this clause shall prohibit or limit otherwise 
lawful efforts to remedy the effects of marketplace discrimination that has occurred or is 
occurring in the marketplace.  The Contractor understands and agrees that a violation of 
this clause shall be considered a material breach of this Agreement and may result in 
termination of this Agreement, disqualification of the Contractor from participating in 
Town contracts or other sanctions. 
 
As a condition of entering into this Agreement, the Contractor agrees to: (a) promptly 
provide to the Town all information and documentation that may be requested by the 
Town from time to time regarding the solicitation, selection, treatment and payment of 
subcontractors in connection with this Agreement; and (b) if requested, provide to the 
Town within sixty days after the request a truthful and complete list of the names of all 
subcontractors, vendors, and suppliers that Contractor has used on Town contracts in 
the past five years, including the total dollar amount paid by the Contractor on each 
subcontract or supply contract. 
 
The Contractor further agrees to fully cooperate in any investigation conducted by the 
Town pursuant to the Town’s Commercial Non-Discrimination Policy to provide any 
documents relevant to such investigation that are requested by the Town, and to be 
bound by the award of any arbitration conducted under such Policy.  The Contractor 
understands and agrees that violation of this clause shall be considered a material 

                                                 
9 Defined in NCDOT Section 107-15 
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breach of this Agreement and may result in contract termination, disqualification of the 
Contractor from participating in Town contracts and other sanctions. 
 
22. PROSECUTION OF WORK:  The work shall be prosecuted in such a manner and 
with sufficient materials, equipment, and labor as is necessary to assure its completion 
within the time set forth in the contract.  Except as otherwise stated in this contract, the 
Contractor may choose the order or sequence in which the various parts of the work are 
done.   
 
The Contractor may discontinue the work only when written permission has been 
obtained from the Engineer to do so.  When permission is granted by the Engineer to 
discontinue work, the Contractor shall notify the Engineer at least twenty-four (24) hours 
prior to resuming operations.   
 
The Contractor shall appoint one (1) individual to serve as Superintendent and be the 
Town’s primary contact.  The Superintendent shall be present at all times when 
construction is in progress and shall be empowered to receive orders and act for the 
Contractor. The Superintendent shall see that all reports of faulty work and/or 
complaints are acted upon immediately regardless of the delegation of responsibility 
between individual crews. Each site must have a competent, English-speaking person 
present at all times. The Contractor shall keep a minimum of one (1) fully staffed crew 
on the job at all times.    
 
The Contractor is advised that, should said Superintendent not be present at the 
construction site, the Engineer or his authorized representative may halt all work until 
such time as proper supervision is restored.   
 
No work will be scheduled or performed on New Year's Day, Martin Luther King Jr. Day, 
Good Friday, Memorial Day, Independence Day, Labor Day, Thanksgiving Day, 
Christmas and Additional Christmas Holiday.  On holidays which occur on a weekend, 
and where the Town observes such holiday on Friday or Monday, the Contractor will not 
be allowed to work on the weekend or on the observed holiday.  
 
No work will be scheduled or performed on weekends or town-observed holidays unless 
the Contractor obtains prior approval from the Engineer 48 hours in advance. This 
requirement will be waived for any emergency that threatens the safety of the public or 
in the opinion of the Engineer puts the project at risk.  
 
Night, weekend and holiday work may be required based on project specific 
circumstances as directed or specified by the Engineer for the convenience or safety of 
the public.  
 
The Contractor shall, before beginning any work, submit a list of phone numbers for 
responsible company personnel empowered to respond to and/or act upon any 
emergency situation that may be encountered during the course of this contract, 
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regardless of the time of day.  Maximum response time shall be one and one half (1 1/2) 
hours after notification.10   
 
23. EROSION AND SEDIMENTATION CONTROL:  The Contractor shall install and 
maintain all erosion and sedimentation control measures and devices necessary to 
comply with the Erosion and Sedimentation Control Plan and applicable local and state 
ordinances and laws.  All erosion and sedimentation control measures and devices shall 
be installed prior to beginning clearing or grading operations.  Such devices shall be 
maintained in proper working condition from installation throughout the duration of the 
project. 
 
The Contractor shall indemnify and hold harmless the Town for any penalties imposed 
against the Town by any local or state agency for the Contractor's failure to install and 
properly maintain erosion and sedimentation control devices.  The Contractor shall 
immediately correct any deficiencies in erosion and sedimentation measures identified 
by the Town or local or state agency.  If the Contractor fails to correct the deficiencies 
within 24 hours after notification, the Town will have such corrections performed and 
assess the cost of these corrections plus a 100% surcharge against the Contractor. 
 
If any borrow or waste areas are to be utilized, it will be the responsibility of the 
Contractor to notify the property owner that the property owner is responsible for any 
damage occurring from the site, either as part of the agreement with the Contractor, or 
on his own.  All work, sediment control structures, and seeding will be at the cost of the 
property owner or Contractor. The Town will not participate in the cost of this work on 
the waste or borrow areas. Prior to final payment being made, the Contractor shall 
obtain a release from the property owner of the borrow or waste site utilized for the 
project.11 
 
24. NONDISCRIMINATION IN EMPLOYMENT: During the performance of this contract 
the Contractor agrees as follows:   
 
The Contractor will not discriminate against any employee or applicant for employment   
because of race, color, religion, sex, or national origin.  The Contractor will take 
affirmative action to ensure that applicants are employed, and that employees are 
treated during employment without regard to race, color, religion, sex, or national origin.  
Such action shall include, but not be limited to the following:  employment, upgrading, 
demotion, or transfer; recruitment or recruitment advertising, layoff or termination; rate 
of pay or other forms of compensation and selection for training, including 
apprenticeship.  The Contractor agrees to post in conspicuous places, available to 
employees and applicants for employment, notice to be provided by the Local Public 
Agency setting forth the provisions of this nondiscrimination clause.   
  
 The Contractor will note that signing the Proposal in this Contract document 
constitutes certification of nondiscrimination.  However, all certifications called for herein 
as contained within the section titled Specifications and Contract Provisions for Work 
                                                 
10 Defined in NCDOT Section 104-10, 105-6, 105-12, 105-13, 105-14, 108-1, & 108-5 
11 Defined in NCDOT Section 105-16 & 107-13 
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Under Federally Funded Projects, shall be executed prior to the award of contract, when 
applicable.   
         
The Board of Commissioners of Town of Mooresville, North Carolina, and the funding 
agency shall have final authority to determine the question of compliance with these 
specifications. 
 
25. PUBLIC CONVENIENCE AND SAFETY:  The Contractor shall conduct at all times 
the work in such a manner as to minimize obstructions to vehicular and pedestrian 
traffic.  The convenience of the general public and of the residents along and adjacent 
to the work shall be satisfactorily provided for, including provision and maintenance of 
ingress & egress to passageways and entrances into public and private property.  Fire 
hydrants on or adjacent to the street shall be kept accessible to fire apparatus at all 
times, and no material shall be placed within fifteen (15) feet of any such hydrants.  The 
Contractor shall provide, erect, and maintain all necessary barricades, suitable and 
sufficient warning lights and danger signals, provide watchmen, and take all precautions 
necessary for the protection of the work and safety of the public in accordance with the 
North Carolina Department of Transportation's "Policies and Procedures for 
Accommodating Utilities on Highway Rights-Of-Way" and the Manual on Uniform Traffic 
Control Devices (MUTCD).  Any necessary signs shall be mounted on suitable and 
approved standards and shall be conspicuously placed adjacent to the work where 
traffic demands.   
 
The Contractor shall provide and maintain toilet facilities for use by his employees in a 
neat and sanitary condition.   
 
The Contractor shall at his own risk and expense, shore up and otherwise protect 
buildings, bridges, fences, walls, property monuments, pipes, and other structures and 
objects legally existing along the line or adjacent to the work. In the event of any 
damage to such public or private property by reason of, or consequent upon any act, 
omission, neglect or misconduct in the execution of the work provided for herein, the 
Contractor shall, at his own expense, make all such repairs as may be necessary to 
restore such property to its former condition.  Failure on the part of the Contractor to 
make all necessary repairs, or to satisfy any legal demand of liability, shall confer upon 
the Town the right to make, or have made such repairs and discharge any such liability 
and demand. The cost thereof shall be deducted from monies due or to become due the 
Contractor under this contract.   
 
The Contractor shall not, without proper consent, enter upon or occupy any property or 
land, except public street roadways and rights-of-way furnished him by the Town.  He 
shall not cause any hindrance to or interfere with any individual firm, corporation, Town 
Department, Highway Organization, Public Utility, or Railroad in the pursuance of their 
usual work and shall commit no public nuisance. There may possibly be delays because 
of work to be done by the aforementioned organizations in repairing or relocating poles, 
conduits, or other facilities, and the Contractor is required to cooperate in any way 
possible to assure completion of the project as quickly as possible. The Contractor will 
have no claims whatsoever against the Town of Mooresville for any delays resulting 
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from work performed by these organizations as directed by the Contractor for his own 
convenience.   
 
It is clearly understood that it is the responsibility of the Contractor to maintain 
reasonable cleanliness of all streets that are used in the construction of the project.  
When, in the opinion of the Engineer, any time that any street inside or outside of the 
project becomes excessively dusty, muddy, or unclean due to its use by the Contrac-
tor's equipment, the Contractor shall, at his own expense, furnish labor and equipment 
and clean said street to a degree acceptable to the Engineer.  At the completion of the 
project, the Contractor shall thoroughly clean the above mentioned streets to a degree 
acceptable to the Engineer.  The condition of these streets will be included in the final 
inspection.12 
 
26. CONTRACTOR SAFETY: The Contractor shall be required to designate a qualified 
and experienced safety representative for the jobsite.  This individual will be responsible 
for explaining compliance requirements to the Contractor’s employees, maintaining and 
supervising safety precautions and programs, conducting regular safety inspections of 
the jobsite. 
 
The Contractor shall at all times perform the work subject to this Contract in a safe and 
proper manner and in compliance with all applicable ordinances, statutes, rules and 
regulations concerning safety, including but not limited to, such applicable statutes, 
rules and regulations known as or issued pursuant to, the Occupational Safety and 
Health Act ("OSHA") (hereinafter "safety standards").  Without limiting the foregoing in 
any manner, safety standards concerning trenching and excavation are particularly 
important. The Contractor shall, at its own expense, strictly adhere to all pertinent safety 
standards, rules and OSHA regulations required or recommended by governmental or 
quasi-governmental authorities having jurisdiction. The Contractor hereby 
acknowledges that it has its own safety program for all work covered by or performed 
under this Contract. The Contractor agrees to conduct its own frequent and regular 
inspections of all work covered by or performed under this Contract at the project site to 
verify compliance with the Contractor’s safety program and all applicable Safety 
Standards. The Contractor and the Town acknowledge and agree that the Town has no 
control, responsibility or authority over the Contractor or the Contractor’s employees or 
subcontractor with regard to the safety and health conditions or compliance with 
applicable Safety Standards relating to or arising out of the Contractor’s work or the 
performance of any work covered by this Contract. The Contractor has the sole 
responsibility and authority for ensuring that any and all hazardous conditions relating to 
or arising out of the Contractor’s work are corrected and for complying with all 
applicable Safety Standards at all times. 
 
With regard to the Contractor’s work or any work covered by or performed under this 
Contract, the Town is not the controlling employer or controlling entity for the purpose of 
identifying violations or applicable Safety Standards, detecting hazardous conditions or 

                                                 
12 Defined in NCDOT Section 107-22 
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ensuring that hazardous conditions or violations of applicable Safety Standards are 
corrected. 
 
Without limiting the foregoing, the Engineer or his authorized Inspector(s) may, but is 
not contractually obligated to, bring Contractor violations of the applicable Safety 
Standards to the attention of the Contractor for correction by the Contractor. If the 
Contractor fails to correct violations of applicable Safety Standards, the Engineer or his 
authorized Inspector(s) may, but is not contractually obligated to, take such actions as it 
deems appropriate to notify governmental or quasi-governmental authorities having 
jurisdiction over the Contractor’s compliance with applicable Safety Standards. The 
provisions of this sub-paragraph shall be in addition to, and not in limitation of, other 
provisions of this Agreement for the enforcement of the terms of this Agreement. 
 
The Contractor will notify the Town’s designated representative within 24-hours of any 
serious accident or injury; and within 8-hours of any fatality. 
 
The Contractor will immediately notify the Project Inspector of any OSHA inspection. In 
addition, the Contractor will send the Engineer a copy of any citation(s) upon receipt of 
the citation (not after settlement of the case). 
 
The Contractor will notify the Engineer of any unusual hazards created by the job or 
found during construction. 
 
The Contractor will provide to the Town a copy of all work permits, if requested. Permits 
issued will include confined space entry, lockout/tagout, blasting, excavations, etc. The 
Contractor shall provide a copy of a written safety program to meet the needs of the job 
(i.e. hazard communication, excavation, trenching, confined space, etc.). In addition, the 
Contractor will provide the following: 

A. A copy of their drug and alcohol abuse program, 

B. Fire protection and emergency evacuation plan, 

C. Medical services—regarding worker’s compensation medical services and first 
aid on the job site, 

D. Personal protective equipment — determines personal protective equipment 
(PPE) needs and documentation of PPE assessment. The Contractor shall maintain 
good housekeeping (i.e. clean work areas, clear access, barricaded dangerous areas). 
 

27. MATERIALS AND EQUIPMENT STORAGE:  The Contractor shall be responsible 
for locating and providing storage areas for construction materials and equipment.  The 
material and equipment storage shall comply with all local and state ordinances 
throughout the construction period.  The Contractor shall restore the storage area to its 
original condition upon completion of the project or upon such time as directed by the 
Engineer.  Such restoration shall be at no additional cost to the Town. 
 
The Contractor shall be responsible for the safeguarding of materials and equipment 
against fire, theft and vandalism and shall not hold the Town responsible in any way for 
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occurrences of same.  The Contractor shall furnish and erect, at no additional cost, 
whatever works as may be necessary for the protection of the public, including but not 
limited to barricades, fences, etc.  Prior to final payment being made, the Contractor 
shall obtain a release from the property owner of the storage area utilized for the 
project. 
 
28. REQUEST FOR PAYMENT:  It shall be the sole responsibility of the Contractor to 
initiate all requests for partial payment on work completed. Both the Contractor and 
Inspector shall review the proposed pay request in the field before any submitted written 
request for partial payment is sent to the Engineer for approval.  (See “Periodic 
Payments” and “Materials on Hand”) 
 
29. QUANTITY TICKETS:  All quantity tickets shall be submitted to the Inspector within 
seventy-two (72) hours after receipt of the material on the project site.  Each ticket shall 
indicate the date, Contractor, project location and name, type of material, quantity of 
material, truck number and signature of the Contractor or his authorized representative. 
 
No tickets will be accepted after seventy-two (72) hours have elapsed between the time 
of delivery and submittal of tickets to the Inspector.  
 
30. FINAL CLEAN UP:  Upon completion of the work in the contract and before final 
payment will be made, the construction areas and all other adjoining areas which were 
occupied by the Contractor during the construction of the project shall be cleaned of all 
surplus and discarded materials, spilled materials, false work, rubbish and temporary 
structures and buildings that were placed thereon by the Contractor.   
 
The Contractor shall also restore in a manner acceptable to the Engineer and at his own 
expense all property, public or private, which has been damaged during construction 
and shall leave the property in a neat and presentable condition.  
 
The Contractor shall furnish releases signed by current property owners for all private 
property outside the permanent rights-of-way and temporary construction easements, 
which was damaged in any way by construction of the project.  If the Contractor is 
unable to secure a release, he shall furnish to the Engineer satisfactory evidence that 
he has made every reasonable effort to secure such release and shall restore the area 
in question to the satisfaction of the Engineer. 
 
31. ESTIMATED QUANTITIES: The quantities appearing in the prepared bid proposal 
are approximate only and are prepared for the canvassing of bids.  Payment to the 
Contractor will be only for the actual quantities of work performed or materials furnished 
in accordance with the contract.  It is agreed and understood that the scheduled 
quantities of work to be done and materials to be furnished may be increased, 
decreased or omitted by the Town without in any way invalidating the unit prices bid.  
Unit prices shall remain the same regardless of the quantity of work performed or 
materials furnished. 
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32. AUTHORITY OF THE INSPECTOR:  The Inspector(s) employed by the Town is 
authorized to inspect all work done and materials furnished and such inspection may 
extend to all or part of the work and to the preparation or manufacture of the materials 
to be used.  An Inspector shall be assigned to the work to report to the Engineer as to 
the progress of the work and the manner in which it is being performed; also to report 
whenever it appears that the materials furnished and the work performed by the 
Contractor fail to fulfill the requirements of the specifications and contract, and to call to 
the attention of the Contractor such failure or other default. 
 
The Contractor shall perform all the work strictly in accordance with the requirements of 
the plans and specifications. The presence of an Inspector does not release the 
Contractor from any of the terms of the contract.  The Inspector is not authorized to 
revoke, alter or waive any of the requirements of the contract, to approve or accept any 
portion of the completed project or to give any instructions contrary to the plans and 
specifications.  He shall have the authority to reject materials or, if necessary, to 
suspend the work until any questions at issue can be referred to and decided by the 
Engineer. 
 
The Inspector shall perform his duties at such times and in such a manner as will not 
unnecessarily impede progress on the contract.  The Inspector shall in no case act as 
foremen or perform other duties for, nor interfere with the management of the work by 
the Contractor.  Any advice or instructions which the Inspector may give the Contractor 
shall not be construed as binding the Engineer or the Town in any way, nor as releasing 
the Contractor from fulfilling all of the terms of the contract.  Where there is 
disagreement between the Contractor or his representative and the Inspector regarding 
use of unapproved materials or work not in compliance with the plans and specifications 
the Inspector will immediately report to the Engineer the issues of disagreement.  If the 
Contractor refuses to make corrections after instructions to do so by the Engineer, the 
Engineer will prepare and deliver in writing to the Contractor, by mail or otherwise, a 
written order suspending the work and explaining the reason for such shutdown.  As 
soon as the Inspector is advised of the delivery of the shutdown order, he shall 
immediately leave the site of the work and any work performed during the Inspector’s 
absence will not be accepted or paid for.  All such work will be removed and disposed of 
at the Contractor’s expense.13 
 
33. SUSPENSION OF WORK:  The Engineer shall have the authority to suspend the 
work wholly or in part by written order, for such periods as he may deem necessary due 
to conditions considered unfavorable for the suitable prosecution of the work; or from 
failure on the part of the Contractor to correct conditions unsafe for workmen or for the 
general public; or from failure to carry out orders given or to perform any provisions of 
the contract. No provision of this Agreement shall be construed under any 
circumstances to create any contractual obligation of the Town, the Engineer or any 
employee or officer thereof to exercise such authority or right as is conferred on the 
Town or the Engineer by any provision of this Agreement, except as may otherwise be 
expressly set forth herein. 

                                                 
13 Defined in NCDOT Section 105-10 & 105-11 
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A. In addition to the suspension listed above, the Engineer may also suspend the 
work or any portion thereof for any other reason for a period of not more than ninety 
(90) days or such further time as agreed upon by the Contractor, by written notice to the 
Contractor, which notice shall fix the day on which work shall be resumed.  The 
Contractor will resume the work on the date so fixed. 
 
B. If the Contractor is adjudged bankrupt or insolvent, or if he makes a general 
assignment for the benefit of his creditors, or if a trustee or receiver is appointed for the 
Contractor or for any of his property, or if he files a petition to take advantage of any 
debtor’s act or to reorganize under bankruptcy or other applicable laws, or if he 
repeatedly fails to supply sufficient skilled workmen or suitable materials or equipment, 
or if he disregards laws, ordinances, rules, regulation or orders of any public body 
having jurisdiction of the work, or if he disregards the authority of the Engineer, or if he 
otherwise violates any provision of the contract documents, then the Town may, without 
prejudice to any other right or remedy and after giving the Contractor and his surety, a 
minimum of ten (10) business days from delivery of a written notice, terminate the 
services of the Contractor and take possession of the project and of all materials, 
equipment, tools, construction equipment and machinery thereon owned by the 
Contractor, and finish the work by whatever method the Town may deem expedient. 
 
In such case the Contractor shall not be entitled to receive any further payment until the 
work is finished.  If the unpaid balance of the contract price exceeds the direct and 
indirect costs of completing the project, including compensation for additional 
professional services, such excess shall be paid to the Contractor.  If such costs exceed 
such unpaid balance, the Contractor will pay the difference to the Town.  Such costs 
incurred by the Town will be determined by the Engineer and incorporated in a change 
order. 
 
Where the Contractor’s services have been so terminated by the town, said termination 
shall not affect any right of the Town against the Contractor then existing or which may 
thereafter accrue.  Any retention or payment of monies by the Town due the Contractor 
will not release the Contractor from compliance with the contract documents. 
 
After ten (10) business days from delivery of a written notice to the Contractor, the Town 
may, without cause and without prejudice to any other right or remedy, elect to abandon 
the project and terminate the contract.  In such case, the Contractor shall be paid for all 
work executed and any expense sustained plus reasonable profit. 
 
C. If the performance of all or any part of the work is suspended, delayed or 
interrupted for any reason excluding (B) above, or if the performance of work is 
suspended, delayed or interrupted for an unreasonable period of time as a result of the 
failure of the Town or its agents to act within times specified in the contract documents 
(or if no time is specified, then within a reasonable time), through no fault or negligence 
of the Contractor, an equitable adjustment shall be made as provided below for any 
increase in cost to the Contractor or any increase in the contract time resulting from 
such suspension, delay or interruption.  The Contractor shall within twenty (20) business 
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days after resumption of the work so suspended, delayed or interrupted notify the 
Engineer in writing of any claim for increase in the contract price and/or increase in the 
contract time.  Such notice shall include the amount of any increase which the 
Contractor claims.  The Contractor shall within (10) business days after filing such claim 
provide documentation of his basis for any increase. 
 
No adjustment in the contract price or contract time shall be made for any suspension, 
delay or interruption of the work resulting from the fault or negligence of the Contractor 
or from any action of the elements or bad weather unless such weather conditions are 
abnormal for this climatic region and for the time of year; nor shall an adjustment be 
made hereunder where it is provided for or excluded under any other provisions of the 
contract. 
 
D. Where the Engineer fails to act on any request for partial payment within thirty 
(30) days after it is submitted, or the Town fails to pay the Contractor substantially the 
sum approved by the Engineer or awarded by arbitrators within forty-five (45) days of its 
approval or presentation, then in such cases, the Contractor may, after ten (10) 
business days from the delivery of a written notice to the Engineer, terminate the 
contract and recover from the Town the payment for all work executed and all expenses 
sustained up to the date of termination.  In lieu of termination of the contract, if the 
Engineer has failed to act on a request for payment or if the Town has failed to make 
payment as aforesaid, the Contractor may, upon ten (10) business days written notice 
to the Engineer, stop work until he has been paid all amounts then due, in which event 
an equitable adjustment in the contract price and/or the contract time shall be made as 
provided herein.14 
 
E. If performance of all of the work is suspended by the Engineer, the Contractor 
shall remove his forces from the job site in a timely manner or be considered 
trespassing. 
 
34. SUBLETTING:  The Engineer reserves the right to waive the subcontracting 
limits set forth in Article 108-6 of the Standard Specifications whenever it is deemed to 
be in the best interest of the Town.  The limits can be waived only upon written approval 
from the Engineer. 
 
35. SITE ACCESS: The Town, their agents, testing personnel, government agencies, 
and any other personnel as determined by the Town will have at all times access to the 
project site.  The Contractor will provide a safe work zone for such access and also 
advise them of the safety procedures they shall conform to.15 
 
36. TESTS AND INSPECTIONS:  The Contractor shall give a reasonable notice to 
the Engineer/Inspector for work that needs to be inspected, tested, or given approval.  
Contractor will cooperate with all personnel who will have to facilitate these inspections 
or tests.  The Engineer, his personnel, and all authorized representatives and agents of 

                                                 
14 Defined in NCDOT Section 104-4 & 108-7  
15   Defined in NCDOT Section 105-11 
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any participating federal or state agencies shall be permitted to inspect all work, 
materials, payrolls, personal records, and other relevant data and records.   
 
The Contractor shall hire an AASHTO certified independent testing laboratory to 
perform all compaction testing except for pavement structures. The testing of all 
pavements shall fall solely on the Contractor or Contractor’s subs. A certified 
independent testing laboratory shall also be used for the testing of all water mains. The 
Contractor shall give the Owner a list of potential testing companies that will be used on 
the project at the pre-construction conference for approval. 
 
The Contractor shall not receive payment for work requiring testing and/or inspection 
until all required inspections and tests have been completed and accepted by the 
Engineer.  If work must be uncovered so that the Engineer may observe required tests 
and perform required inspections, all costs for uncovering the work and restoring 
completed work shall be borne by the Contractor.16 
 
37. CONTINGENCY ALLOWANCE:  This allowance is included as a line item in the 
bid form, which is to be added to the base bid.  This allowance is to be used only upon a 
written work order from the Engineer.  The Contingency Allowance shall be a fixed 
percentage of the base bid as specified in the Bid Pay Item Description and bid form. 
 
38. CONSTRUCTION CONFERENCES:  The Engineer will schedule a pre-
construction conference approximately ten (10) business days after award of this 
contract.  Additional conferences will be scheduled as needed.  The construction 
conferences will be with the Engineer and all parties involved or to be involved with this 
construction. The Contractor shall be accompanied at the required construction 
conference by his designated Project Superintendent and/or Foreman and by a 
representative of any subcontractor with whom he has executed a binding agreement.17  
 
39. PERIODIC PAYMENTS: The Town will make periodic payments based on the 
work progress estimates prepared by the Engineer and the payment request(s) 
submitted by the Contractor on a monthly schedule established by the Engineer.   
 
Payment will be made within thirty (30) calendar days after approval of a correct 
payment request. 
 
For contracts less than $50,000, partial payments may be made twice each month if in 
the judgment of the Engineer the amount of work performed is sufficient to warrant such 
payment. No partial payment will be made when the total value of the work performed 
since the last partial payment, excluding mobilization, amounts to less than $1,000.00. 
 
40. RETAINAGE:  An amount equal to five percent (5%) of the total amount due on 
payment requests will be deducted and retained until fifty percent (50%) of the work has 
been completed if work is progressing satisfactorily.  The Engineer may reduce the 
amount of retainage, if, in his opinion, work continues progressing in a satisfactory 
                                                 
16  Defined in NCDOT Section 105-11 
17 Defined in NCDOT Section 108-4 
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manner. Following fifty percent (50%) completion, the Engineer is authorized to withhold 
additional retainage if the total amount of retainage falls below two and one-half percent 
(2.5%). Any reduction of retainage below two and on-half percent (2.5%) will be strictly 
at the discretion of the Engineer. The full contract retainage of five percent (5%) may be 
reinstated if the manner of completion of the work and its progress does not remain 
satisfactory to the Engineer, or for other good and sufficient reason. 
 
No retainage will be withheld on projects in which the Total Contract Price is less than 
$100,000. 
 
41. MATERIALS ON HAND:  Payment will be made on ninety percent (90%) of 
materials on hand that are stored on the project site or in a bonded warehouse which 
meets the requirements of the contract, and has met the prior approval of the Engineer 
or Inspector.  Requests for payment of materials on hand shall be accompanied by the 
original supplier's invoice and proof of insurance coverage of the storage facility.   
 
No compensation will be made for materials that are considered faulty and/or are 
damaged due to unloading, placing, weather damage due to overexposure, etc.   
 
The Owner will deduct from future payments for any materials paid for, but not 
incorporated into the project. 
 
42. TERMINATION BY THE TOWN FOR CAUSE: 
 
The Owner may terminate the Contract if the Contractor: 
 
A. persistently or repeatedly fails to perform the work in accordance with the Contract 
Documents (including, but not limited to, failure to supply sufficient skilled workers or 
suitable materials or equipment or failure to adhere to the Progress Schedule 
established and as adjusted from time to time); 
 
B. fails to make payment to Subcontractors for materials or labor in accordance with 
the respective agreements between the Contractor and the Subcontractors; 
 
C. persistently disregards laws, ordinances, or rules, regulations or orders of a public 
authority having jurisdiction; or: 
 
D. otherwise is guilty of substantial breach of a provision of the Contract Documents  
 
When any of the above reasons exist, the Owner, upon certification by the Engineer that 
sufficient cause exists to justify such action, may without prejudice to any other rights or 
remedies of the Owner and after giving the Contractor and the Contractor’s surety, if 
any, five (5) business days written notice, terminate employment of the Contractor and 
may, subject to any prior rights of the surety: 
 
A. take possession of the site and of all materials, equipment, tools and construction 
equipment and machinery thereon owned by the Contractor; 
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B. accept assignment of subcontracts; and 
 
C. finish the work by whatever reasonable method the Owner may deem expedient. 
Upon request of the Contractor, the Owner shall furnish to the Contractor a detailed 
accounting of the costs incurred by the Owner in finishing the Work. 
 
When the Owner terminates the Contract for one of the reasons stated above, the 
Contractor shall not be entitled to receive further payment until the Work in finished. 
 
A. The Director of Engineering and the Town Manager shall have authority to 
terminate the contract without additional authorization by the Town Board. 
 
If the unpaid balance of the Contract Sum exceeds costs of finishing the Work, including 
compensation for the Engineer’s services and expenses made necessary thereby, and 
other damages incurred by the Owner and not expressly waived, such expenses shall 
be paid to the Contractor. If such costs and damages exceed the unpaid balance, the 
Contractor shall pay the difference to the Owner. The amount paid to the Contractor or 
Owner, as the case may be, shall be certified by the Engineer, upon application, and 
this obligation for payment shall survive as termination of the Contract. 
 
43. TERMINATION BY TOWN  FOR CONVENIENCE: 
 
The Town may, at any time terminate the Contract for the Town’s convenience and 
without cause.  
  
A. Upon written notice from the Town of such termination for the Town’s convenience, 
the Contractor shall:  
 
B. Cease operations as directed by the Town in the notice; 
 
C. Take actions necessary, or that the Town may direct, for the protection and 
preservation of the Work; and; 
 
D. Except for the Work directed to be performed prior to the effective date of 
termination stated in the notice, terminate all existing subcontracts and purchase orders 
and enter into no further subcontracts and purchase orders. 
 
The Director of Engineering and the Town Manager shall have authority to terminate the 
contract without additional authorization by the Town Board. 
 
In case of such termination for the Town’s convenience, the Contractor shall be entitled 
to receive payment for work executed, and costs incurred by reason of such 
termination, along with reasonable overhead and profit and the completed work. 
 
44. MEDIATION:  If a dispute arises out of or relating to this contract, or the breach 
thereof, and if said dispute cannot be settled through direct discussions, the parties may 
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agree to endeavor first to settle the dispute in an amicable manner by mediation under 
the Voluntary Construction Mediation Rules of the American Arbitration Association, 
before having recourse to arbitration or a judicial forum. 
 
45. FINAL INSPECTION AND ACCEPTANCE:  Upon written notice from the 
Contractor that the entire Work or a portion thereof as defined in the Contract or 
otherwise directed in writing by the Engineer, when it is in the best interest of the Town, 
the Engineer will promptly make a final inspection with Owner and Contractor and will 
notify Contractor in writing of all particulars in which this inspection reveals that the 
Work is incomplete or defective (punch list).  The Contractor shall immediately take 
such measures as are necessary to complete such Work or remedy such deficiencies.   
 
The project will not be accepted and the Contractor shall be responsible for the 
maintenance of the project until all the recommendations made at the time of the 
inspection have been satisfactorily completed in the opinion of the Engineer.  The 
Engineer will notify the Contractor in writing that the project has been accepted as soon 
as practicable after the completion of the project. 
 
Any incremental acceptance of the project shall not waive the assessment of all or a 
portion of liquidated damages assessable under the terms of the Contract. 
 
46. PROJECT CLOSEOUT DOCUMENTS:  The Contractor will provide the following 
documents with the final payment request: 
 
A. Contractor’s Affidavit Release and Waiver of Claim 
B. Affidavit of Final Payment and Subcontractors/Supplier Utilization 
C. Consent of Surety to Final Payment (Contracts equal to or exceeding $100,000) 
(AIA Document G707) 
D. Electronic as-built data will be provided to the Engineer of Record for the 
production of Record Drawings for the Town. 
 
No Final Payment will be authorized until these documents have been submitted by the 
Contractor and approved by the Engineer.18 
  
Submission of false information in the documents required by this section may be a 
basis for disqualifying the Contractor from future bidding. 
 
47. WARRANTY:  The Contractor shall guarantee and warrant all work, including        
materials, equipment and workmanship covered by the contract.  This warranty will 
cover a period of at least twelve (12) months from the date of final acceptance by the 
Town.  The Contractor shall replace any faulty workmanship or materials at no 
additional cost to the Town.  A six (6) and eleven (11) month field inspection will be 
conducted during the warranty period.  If defects are found during either of these two 
inspections, a written notice will be given to the Contractor.  Upon receiving the 
notification of faulty work, Contractor shall repair all listed items in a timely manner.  

                                                 
18  Defined in NCDOT Section 109-9 & 109-10 
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Items repaired by the Contractor shall have an extended warranty period of twelve (12) 
months from the date the repair was accepted.  
 
48. EMPLOYMENT VERIFICATION:  Contractor shall not knowingly employ or 
contract with an illegal alien to perform work under this contract, and Contractor shall 
not enter into a contract with a Subcontractor that fails to certify to the Contractor that 
the Subcontractor shall not knowingly employ or contract with an illegal alien to perform 
work under this Contract. 
 
If Contractor obtains actual knowledge that a Subcontractor performing work under the 
Contract knowingly employs or contracts with an illegal alien on this Project, Contractor 
shall: 
 
 notify the Subcontractor and the Owner within three days that the Contractor 
has actual knowledge that the Subcontractor is employing or contracting with an illegal 
alien; and 
 provide the Subcontractor with three days from receipt of the notice to 
terminate the employment or the contract with the illegal alien; and 
 terminate the Subcontract with the Subcontractor if the Subcontractor fails to 
terminate the employment or the contract with the illegal alien within three days of 
receiving notice.  
 
Contractor shall not terminate the contract with the Subcontractor if during such three 
day period the Subcontractor provides information to establish that the Subcontractor 
has not knowingly employed or contracted with an illegal alien, provided that the 
Subcontractor terminates the employment or the contract with the illegal alien. 
 
Contractor shall comply with any reasonable request by Owner to conduct on-site 
inspections and review documents to determine compliance with this section.  Town 
may request and review documentation that proves the citizenship of any person 
performing work on this Contract or take any other reasonable steps that are necessary 
to determine whether a contractor is complying with the provisions of this contract.  
Failure or refusal of Contractor to cooperate with Town shall be deemed a material 
breach of this contract and Town may at its discretion terminate this Contract and hold 
Contractor liable for actual and consequential damages suffered as a result of the 
termination, including forfeiture of any bonds or deposits made to Town on behalf of or 
for the benefit of contractor. 
 
A violation by Contractor of this provision shall be deemed a material breach of the 
contract and Owner may terminate this contract and hold Contractor liable for actual 
and consequential damages suffered as a result of the termination, including but not 
limited to, forfeiture of any bonds or deposits made to Town on behalf of, or for the 
benefit of, Contractor. 
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SECTION 011000 - SUMMARY 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Project information. 
2. Work covered by Contract Documents. 
3. Phased construction. 
4. Work by Owner. 
5. Work under separate contracts. 
6. Future work. 
7. Purchase contracts. 
8. Owner-furnished products. 
9. Contractor-furnished, Owner-installed products. 
10. Access to site. 
11. Coordination with occupants. 
12. Work restrictions. 
13. Specification and Drawing conventions. 
14. Miscellaneous provisions. 

B. Related Requirements: 

1.3 PROJECT INFORMATION 

A. Project Identification: Liberty Park Renovation. 

1. Project Location: 255 East Iredell Avenue, Mooresville North Carolina 28115. 

B. Owner: Town of Mooresville. 
1. Owner's Representative: Chris Wyckoff, 704.555.1707, cwyckoff@mooresvillenc.gov  

C. Landscape Architect: Tedd Duncan, Stewart, 980.875.1991, tduncan@stewartinc.com  

D. Project Coordinator: Owner shall serve as Project coordinator. 

1.4 WORK COVERED BY CONTRACT DOCUMENTS 

A. The Work of Project is defined by the Contract Documents and consists of the following: 
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1. Redevelopment of a portion of approximately 2.5 acres of the existing Liberty Park site 
to include construction of a new 1400 SF Band Shell building, a performance lawn, an 
accessible pedestrian promenade with ramps and stairs connecting the lawn to North 
Church Street, and associated site improvements to address lighting, drainage and 
stormwater, water quality, minor roadway improvements and other Work indicated in the 
Contract Documents. 

B. Type of Contract: 

1. Project will be constructed under a single prime contract. 

a. Liberty Park Improvements. 

1.5 PHASED CONSTRUCTION 

A. The Work shall be conducted in a single phase of construction. 

B. Before commencing Work, submit an updated copy of Contractor's construction schedule 
showing the sequence, commencement and completion dates for all phases of the Work. 

1.6 FUTURE WORK 

A. The Contract Documents include requirements that will allow Owner to carry out future work 
following completion of this Project; provide for the following future work: 

1. Future work includes the re-development and renovation of the balance of the Liberty 
Park parcel and adjacent parcels owned by the Town.  

1.7 PURCHASE CONTRACTS 

A. Owner will furnish products indicated. The Work includes receiving, unloading, handling, 
storing, protecting, and delivery to Contractor for Owner-furnished products.  

B. Contractor is to install Owner-furnished products.  

C. Owner-Furnished Products: Pedestrian Light Poles and Fixtures. 

1.8 ACCESS TO SITE 

A. General: Contractor shall have full use of Project site for construction operations during 
construction period. Contractor's use of Project site is limited only by Owner's right to perform 
work or to retain other contractors on portions of Project. 

B. Use of Site: Limit use of Project site to areas within the Contract limits indicated. Do not 
disturb portions of Project site beyond areas in which the Work is indicated. 

1. Limits: Confine construction operations to the southern portion of the park parcel as 
identified in the Construction documents. 
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2. Driveways, Walkways and Entrances: Keep driveways and entrances serving premises 
clear and available to Owner, Owner's employees, and emergency vehicles at all times. 
Do not use these areas for parking or for storage of materials unless approved by the 
Owner. 

a. Schedule deliveries to minimize use of driveways and entrances by construction 
operations. 

b. Schedule deliveries to minimize space and time requirements for storage of 
materials and equipment on-site. 

C. Condition of Existing Building: Maintain the existing restroom building affected by 
construction operations in a weathertight condition throughout construction period. Repair 
damage caused by construction operations.  

D. Condition of Adjacent Building: preserve and maintain the adjacent existing mill building 
affected by construction operations throughout construction period. Repair damage caused by 
construction operations.  

E. Condition of Existing Grounds: Maintain portions of existing grounds, landscaping, and 
hardscaping affected by construction operations throughout construction period. Repair damage 
caused by construction operations. 

1.9 COORDINATION WITH OCCUPANTS 

A. Partial Owner Occupancy: Owner will occupy the premises during entire construction period, 
with the exception of areas under construction. Cooperate with Owner during construction 
operations to minimize conflicts and facilitate Owner usage. Perform the Work so as not to 
interfere with Owner's operations. Maintain existing exits unless otherwise indicated. 

1. Maintain access to existing walkways, corridors, and other adjacent occupied or used 
facilities. Do not close or obstruct walkways, corridors, or other occupied or used 
facilities without written permission from Owner and authorities having jurisdiction. 

2. Provide not less than 72 hours' notice to Owner of activities that will affect Owner's 
operations. 

1.10 WORK RESTRICTIONS 

A. Work Restrictions, General: Comply with restrictions on construction operations. 

1. Comply with limitations on use of public streets and with other requirements of 
authorities having jurisdiction. 

B. On-Site Work Hours: Limit work to normal business working hours of 7 a.m. to 8 p.m., 
Monday through Saturday, unless otherwise indicated. 

1. Weekend Hours: permission to work on Sundays must be approved by the Owner and 
request submitted 48 hours in advance.  

2. Hours for Utility Shutdowns: coordinate with the Owner. 
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C. Existing Utility Interruptions: Do not interrupt utilities serving facilities occupied by Owner or 
others unless permitted under the following conditions and then only after providing temporary 
utility services according to requirements indicated: 

1. Notify Owner not less than two days in advance of proposed utility interruptions. 
2. Obtain Owner's written permission before proceeding with utility interruptions. 

D. Noise, Vibration, and Odors: Coordinate operations that may result in high levels of noise and 
vibration, odors, or other disruption to Owner occupancy with Owner. 

1. Notify Owner not less than two days in advance of proposed disruptive operations. 
2. Obtain Owner's written permission before proceeding with disruptive operations. 

E. Restricted Substances: Use of tobacco products and other controlled substances on Project site 
is not permitted. 

F. Employee Identification: Provide identification tags for Contractor personnel working on 
Project site. Require personnel to use identification tags at all times. 

G. Employee Screening: Comply with Owner's requirements for screening of Contractor personnel 
working on Project site. 

1. Maintain list of approved screened personnel with Owner's representative. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 011000 
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SECTION 012200 - UNIT PRICES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for unit prices. 

B. Related Requirements: 
1. Section 012600 "Contract Modification Procedures" for procedures for submitting and 

handling Change Orders. 

1.3 DEFINITIONS 

A. Unit price is an amount incorporated into the Agreement, applicable during the duration 
of the Work as a price per unit of measurement for materials, equipment, or services, or a 
portion of the Work, added to or deducted from the Contract Sum by appropriate modification, 
if the scope of Work or estimated quantities of Work required by the Contract Documents are 
increased or decreased. 

1.4 PROCEDURES 

A. Unit prices include all necessary material, plus cost for delivery, installation, insurance, 
applicable taxes, overhead, and profit. 

B. Measurement and Payment: See individual Specification Sections for work that requires 
establishment of unit prices. Methods of measurement and payment for unit prices are specified 
in those Sections. 

C. Owner reserves the right to reject Contractor's measurement of work-in-place that involves use 
of established unit prices and to have this work measured, at Owner's expense, by an 
independent surveyor acceptable to Contractor. 

D. List of Unit Prices: A schedule of unit prices is included in Part 3. Specification Sections 
referenced in the schedule contain requirements for materials described under each unit price. 
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PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION 

3.1 SCHEDULE OF UNIT PRICES 

A. Unit Price No. 1: Removal of unsatisfactory soil and replacement with satisfactory soil material. 

1. Description: Unsatisfactory soil excavation and disposal off-site and replacement with 
satisfactory fill material or engineered fill from off-site, as required, according to 
Section 312000 "Earth Moving." 

2. Unit of Measurement: Cubic yard of soil excavated, based on in-place surveys of volume 
before and after removal. 

B. Unit Price No. 2: Rock excavation and replacement with satisfactory soil material. 

1. Description: Classified rock excavation and disposal off-site and replacement with 
satisfactory fill material or engineered fill from off-site, as required, according to 
Section 312000 "Earth Moving." 

2. Unit of Measurement: Cubic yard of rock excavated, based on survey of in-place surveys 
volume of before and after removal. 

C. Unit Price No. 3: Imported soil material satisfactory for construction fill. 

1. Description: Engineered fill soil from offsite, placement on site and compaction as 
required, according to Section 312000 "Earth Moving." 

2. Unit of Measurement: Cubic yard of soil imported, based on in-place surveys of volume 
before and after removal. 

D. Unit Price No. 4: Construction of concrete slabs-on-grade. 

1. Description: Installation of new concrete slabs-on-grade 4 inches thick, excavation as 
required, and subsequent backfill, compaction, and associated patching of concrete 
according to Section 033000 "Cast-in-Place Concrete" not otherwise indicated in the 
Contract Documents. 

2. Unit of Measurement: Square feet of concrete constructed. 

E. Unit Price No. 5 – Construction of Brick Paver Walkway: 

1. Description: Installation of brick paver pavement, excavation as required, and subsequent 
backfill, compaction, subbase and base materials according to Section 321400 “Unit 
Paving” not otherwise indicated in the Contract Documents. 

2. Unit of Measurement: Square feet of brick paver walkway constructed. 

F. Unit Price No. 6- Construction of Roadway Asphalt Pavement 

1. Description: Installation of asphalt roadway pavement, excavation as required, backfill, 
compaction, base and sub-base materials according to Section 321216 "Asphalt Paving" 
not otherwise indicated in the Contract Documents. 

2. Unit of Measurement: Square Yard of asphalt paving constructed. 
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G. Unit Price No. 7 – Construction of Concrete Step and Riser  

1. Description: Construction of concrete stair step and riser, excavation, formwork, and 
reinforcement according to Section 033000 "Cast-in-Place Concrete" not otherwise 
indicated in the Contract Documents. 

2. Unit of Measurement: Linear Foot of concrete step riser constructed. 

H. Unit Price No. 8 -Handrails: 

1. Description: Purchase/fabrication of aluminum/stainless steel handrails, shipping, and 
installation according to the Contract Documents.  

2. Unit of Measurement: Linear Feet of handrail installed. 

END OF SECTION 012200 
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SECTION 012500 - SUBSTITUTION PROCEDURES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for substitutions. 

B. Related Requirements: 

1. Section 012100 "Allowances" for products selected under an allowance. 
2. Section 012300 "Alternates" for products selected under an alternate. 
3. Section 016000 "Product Requirements" for requirements for submitting comparable 

product submittals for products by listed manufacturers. 

1.3 DEFINITIONS 

A. Substitutions: Changes in products, materials, equipment, and methods of construction from 
those required by the Contract Documents and proposed by Contractor. 

1. Substitutions for Cause: Changes proposed by Contractor that are required due to 
changed Project conditions, such as unavailability of product, regulatory changes, or 
unavailability of required warranty terms. 

2. Substitutions for Convenience: Changes proposed by Contractor or Owner that are not 
required in order to meet other Project requirements but may offer advantage to 
Contractor or Owner. 

1.4 ACTION SUBMITTALS 

A. Substitution Requests: Submit three copies of each request for consideration. Identify product or 
fabrication or installation method to be replaced. Include Specification Section number and title 
and Drawing numbers and titles. 

a. Statement indicating why specified product or fabrication or installation method 
cannot be provided, if applicable. 

b. Coordination of information, including a list of changes or revisions needed to 
other parts of the Work and to construction performed by Owner and separate 
contractors that will be necessary to accommodate proposed substitution. 

c. Detailed comparison of significant qualities of proposed substitutions with those of 
the Work specified. Include annotated copy of applicable Specification Section. 
Significant qualities may include attributes, such as performance, weight, size, 
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durability, visual effect, sustainable design characteristics, warranties, and specific 
features and requirements indicated. Indicate deviations, if any, from the Work 
specified. 

d. Product Data, including drawings and descriptions of products and fabrication and 
installation procedures. 

e. Samples, where applicable or requested. 
f. Certificates and qualification data, where applicable or requested. 
g. List of similar installations for completed projects, with project names and 

addresses as well as names and addresses of architects and owners. 
h. Material test reports from a qualified testing agency, indicating and interpreting 

test results for compliance with requirements indicated. 
i. Research reports evidencing compliance with building code in effect for Project, 

from ICC-ES. 
j. Detailed comparison of Contractor's construction schedule using proposed 

substitutions with products specified for the Work, including effect on the overall 
Contract Time. If specified product or method of construction cannot be provided 
within the Contract Time, include letter from manufacturer, on manufacturer's 
letterhead, stating date of receipt of purchase order, lack of availability, or delays 
in delivery. 

k. Cost information, including a proposal of change, if any, in the Contract Sum. 
l. Contractor's certification that proposed substitution complies with requirements in 

the Contract Documents, except as indicated in substitution request, is compatible 
with related materials and is appropriate for applications indicated. 

m. Contractor's waiver of rights to additional payment or time that may subsequently 
become necessary because of failure of proposed substitution to produce indicated 
results. 

2. Architect's Action: If necessary, Architect will request additional information or 
documentation for evaluation within seven days of receipt of a request for substitution. 
Architect will notify Contractor through Construction Manager of acceptance or 
rejection of proposed substitution within 15 Insert number days of receipt of request, or 
seven days of receipt of additional information or documentation, whichever is later. 

a. Forms of Acceptance: Change Order, Construction Change Directive, or 
Architect's Supplemental Instructions for minor changes in the Work. 

b. Use product specified if Architect does not issue a decision on use of a proposed 
substitution within time allocated. 

1.5 QUALITY ASSURANCE 

A. Compatibility of Substitutions: Investigate and document compatibility of proposed substitution 
with related products and materials. Engage a qualified testing agency to perform compatibility 
tests recommended by manufacturers. 

1.6 PROCEDURES 

A. Coordination: Revise or adjust affected work as necessary to integrate work of the approved 
substitutions. 
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1.7 SUBSTITUTIONS 

A. Substitutions for Cause: Submit requests for substitution immediately on discovery of need for 
change, but not later than 15 days prior to time required for preparation and review of related 
submittals. 

1. Conditions: Architect will consider Contractor's request for substitution when the 
following conditions are satisfied. If the following conditions are not satisfied, Architect 
will return requests without action, except to record noncompliance with these 
requirements: 

a. Requested substitution is consistent with the Contract Documents and will produce 
indicated results. 

b. Substitution request is fully documented and properly submitted. 
c. Requested substitution will not adversely affect Contractor's construction schedule. 
d. Requested substitution has received necessary approvals of authorities having 

jurisdiction. 
e. Requested substitution is compatible with other portions of the Work. 
f. Requested substitution has been coordinated with other portions of the Work. 
g. Requested substitution provides specified warranty. 
h. If requested substitution involves more than one contractor, requested substitution 

has been coordinated with other portions of the Work, is uniform and consistent, is 
compatible with other products, and is acceptable to all contractors involved. 

B. Substitutions for Convenience: Architect will consider requests for substitution if received 
within 60 days after commencement of the Work. Requests received after that time may be 
considered or rejected at discretion of Architect. 

1. Conditions: Architect will consider Contractor's request for substitution when the 
following conditions are satisfied. If the following conditions are not satisfied, Architect 
will return requests without action, except to record noncompliance with these 
requirements: 

a. Requested substitution offers Owner a substantial advantage in cost, time, energy 
conservation, or other considerations, after deducting additional responsibilities 
Owner must assume. Owner's additional responsibilities may include 
compensation to Architect for redesign and evaluation services, increased cost of 
other construction by Owner, and similar considerations. 

b. Requested substitution does not require extensive revisions to the Contract 
Documents. 

c. Requested substitution is consistent with the Contract Documents and will produce 
indicated results. 

d. Substitution request is fully documented and properly submitted. 
e. Requested substitution will not adversely affect Contractor's construction schedule. 
f. Requested substitution has received necessary approvals of authorities having 

jurisdiction. 
g. Requested substitution is compatible with other portions of the Work. 
h. Requested substitution has been coordinated with other portions of the Work. 
i. Requested substitution provides specified warranty. 
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j. If requested substitution involves more than one contractor, requested substitution 
has been coordinated with other portions of the Work, is uniform and consistent, is 
compatible with other products, and is acceptable to all contractors involved. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 012500 
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SECTION 013100 - PROJECT MANAGEMENT AND COORDINATION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative provisions for coordinating construction operations on Project 
including, but not limited to, the following: 

1. General coordination procedures. 
2. Coordination drawings. 
3. RFIs. 
4. Digital project management procedures. 
5. Project meetings. 

B. Each contractor shall participate in coordination requirements. Certain areas of responsibility 
are assigned to a specific contractor. 

C. Related Requirements: 
1. Section 013200 "Construction Progress Documentation" for preparing and submitting 

Contractor's construction schedule. 
2. Section 017300 "Execution" for procedures for coordinating general installation and 

field-engineering services, including establishment of benchmarks and control points. 
3. Section 017700 "Closeout Procedures" for coordinating closeout of the Contract. 
4. Section 019113 "General Commissioning Requirements" for coordinating the Work with 

Owner's Commissioning Authority. 

1.3 DEFINITIONS 

A. BIM: Building Information Modeling. 

B. RFI: Request for Information. Request from Owner, Construction Manager, Architect, or 
Contractor seeking information required by or clarifications of the Contract Documents. 

1.4 INFORMATIONAL SUBMITTALS 

A. Subcontract List: Prepare a written summary identifying individuals or firms proposed for each 
portion of the Work, including those who are to furnish products or equipment fabricated to a 
special design. Include the following information in tabular form: 
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1. Name, address, telephone number, and email address of entity performing subcontract or 
supplying products. 

2. Number and title of related Specification Section(s) covered by subcontract. 
3. Drawing number and detail references, as appropriate, covered by subcontract. 

B. Key Personnel Names: Within 15 days of starting construction operations, submit a list of key 
personnel assignments, including superintendent and other personnel in attendance at Project 
site. Identify individuals and their duties and responsibilities; list addresses and cellular 
telephone numbers and e-mail addresses. Provide names, addresses, and telephone numbers of 
individuals assigned as alternates in the absence of individuals assigned to Project. 

1. Post copies of list in project meeting room, in temporary field office. Keep list current at 
all times. 

1.5 GENERAL COORDINATION PROCEDURES 

A. Coordination: Coordinate construction operations included in different Sections of the 
Specifications to ensure efficient and orderly installation of each part of the Work. Coordinate 
construction operations included in different Sections that depend on each other for proper 
installation, connection, and operation. 

1. Schedule construction operations in sequence required to obtain the best results where 
installation of one part of the Work depends on installation of other components, before 
or after its own installation. 

2. Coordinate installation of different components to ensure maximum performance and 
accessibility for required maintenance, service, and repair. 

3. Make adequate provisions to accommodate items scheduled for later installation. 

B. Prepare memoranda for distribution to each party involved, outlining special procedures 
required for coordination. Include such items as required notices, reports, and list of attendees at 
meetings. 

1. Prepare similar memoranda for Owner and separate contractors if coordination of their 
Work is required. 

C. Administrative Procedures: Coordinate scheduling and timing of required administrative 
procedures with other construction activities to avoid conflicts and to ensure orderly progress of 
the Work. Such administrative activities include, but are not limited to, the following: 

1. Preparation of Contractor's construction schedule. 
2. Preparation of the schedule of values. 
3. Installation and removal of temporary facilities and controls. 
4. Delivery and processing of submittals. 
5. Progress meetings. 
6. Preinstallation conferences. 
7. Project closeout activities. 
8. Startup and adjustment of systems. 
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1.6 COORDINATION DRAWINGS 

A. Coordination Drawings, General: Prepare coordination drawings according to requirements in 
individual Sections, and additionally where installation is not completely indicated on Shop 
Drawings, where limited space availability necessitates coordination, or if coordination is 
required to facilitate integration of products and materials fabricated or installed by more than 
one entity. 

1. Content: Project-specific information, drawn accurately to a scale large enough to 
indicate and resolve conflicts. Do not base coordination drawings on standard printed 
data. Include the following information, as applicable: 

a. Use applicable Drawings as a basis for preparation of coordination drawings. 
Prepare sections, elevations, and details as needed to describe relationship of 
various systems and components. 

b. Coordinate the addition of trade-specific information to coordination drawings in a 
sequence that best provides for coordination of the information and resolution of 
conflicts between installed components before submitting for review. 

c. Indicate functional and spatial relationships of components of architectural, 
structural, civil, mechanical, and electrical systems. 

d. Indicate space requirements for routine maintenance and for anticipated 
replacement of components during the life of the installation. 

e. Show location and size of access doors required for access to concealed dampers, 
valves, and other controls. 

f. Indicate required installation sequences. 
g. Indicate dimensions shown on Drawings. Specifically note dimensions that appear 

to be in conflict with submitted equipment and minimum clearance requirements. 
Provide alternative sketches to Architect indicating proposed resolution of such 
conflicts. Minor dimension changes and difficult installations will not be 
considered changes to the Contract. 

B. Coordination Drawing Organization: Organize coordination drawings as follows: 

1. Floor Plans and Reflected Ceiling Plans: Show architectural and structural elements, and 
mechanical, plumbing, fire-protection, fire-alarm, and electrical Work. Show locations of 
visible ceiling-mounted devices relative to acoustical ceiling grid. Supplement plan 
drawings with section drawings where required to adequately represent the Work. 

2. Plenum Space: Indicate sub-framing for support of ceiling and wall systems, mechanical 
and electrical equipment, and related Work. Locate components within plenums to 
accommodate layout of light fixtures and other components indicated on Drawings. 
Indicate areas of conflict between light fixtures and other components. 

3. Mechanical Rooms: Provide coordination drawings for mechanical rooms showing plans 
and elevations of mechanical, plumbing, fire-protection, fire-alarm, and electrical 
equipment. 

4. Structural Penetrations: Indicate penetrations and openings required for all disciplines. 
5. Slab Edge and Embedded Items: Indicate slab edge locations and sizes and locations of 

embedded items for metal fabrications, sleeves, anchor bolts, bearing plates, angles, door 
floor closers, slab depressions for floor finishes, curbs and housekeeping pads, and 
similar items. 

6. Mechanical and Plumbing Work: Show the following: 
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a. Sizes and bottom elevations of ductwork, piping, and conduit runs, including 
insulation, bracing, flanges, and support systems. 

b. Dimensions of major components, such as dampers, valves, diffusers, access 
doors, cleanouts and electrical distribution equipment. 

c. Fire-rated enclosures around ductwork. 

7. Electrical Work: Show the following: 

a. Runs of vertical and horizontal conduit 1-1/4 inches (32 mm) in diameter and 
larger. 

b. Light fixture, exit light, emergency battery pack, smoke detector, and other fire-
alarm locations. 

c. Panel board, switch board, switchgear, transformer, busway, generator, and motor-
control center locations. 

d. Location of pull boxes and junction boxes, dimensioned from column center lines. 

8. Fire-Protection System: Show the following: 

a. Locations of standpipes, mains piping, branch lines, pipe drops, and sprinkler 
heads. 

9. Review: Architect will review coordination drawings to confirm that in general the Work 
is being coordinated, but not for the details of the coordination, which are Contractor's 
responsibility. If Architect determines that coordination drawings are not being prepared 
in sufficient scope or detail, or are otherwise deficient, Architect will so inform 
Contractor, who shall make suitable modifications and resubmit. 

10. Coordination Drawing Prints: Prepare coordination drawing prints according to 
requirements in Section 013300 "Submittal Procedures." 

C. Coordination Digital Data Files: Prepare coordination digital data files according to the 
following requirements: 
1. File Submittal Format: Submit or post coordination drawing files using [format same as 

file preparation format] [PDF format]. 

2. Architect will furnish Contractor one set of digital data files of Drawings for use in 
preparing coordination digital data files. 

a. Architect makes no representations as to the accuracy or completeness of digital 
data files as they relate to Drawings. 

b. Digital Data Software Program: Drawings are available in AutoCAD 
c. Contractor shall execute a data licensing agreement in the form of 

AIA Document C106. 

1.7 REQUEST FOR INFORMATION (RFI) 

A. General: Immediately on discovery of the need for additional information, clarification, or 
interpretation of the Contract Documents, Contractor shall prepare and submit an RFI in the 
form specified. 
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1. Architect will return without response those RFIs submitted to Architect by other entities 
controlled by Contractor. 

2. Coordinate and submit RFIs in a prompt manner so as to avoid delays in Contractor's 
work or work of subcontractors. 

B. Content of the RFI: Include a detailed, legible description of item needing information or 
interpretation and the following: 

1. Project name. 
2. Project number. 
3. Date. 
4. Name of Contractor. 
5. Name of Architect  and Construction Manager. 
6. RFI number, numbered sequentially. 
7. RFI subject. 
8. Specification Section number and title and related paragraphs, as appropriate. 
9. Drawing number and detail references, as appropriate. 
10. Field dimensions and conditions, as appropriate. 
11. Contractor's suggested resolution. If Contractor's suggested resolution impacts the 

Contract Time or the Contract Sum, Contractor shall state impact in the RFI. 
12. Contractor's signature. 
13. Attachments: Include sketches, descriptions, measurements, photos, Product Data, Shop 

Drawings, coordination drawings, and other information necessary to fully describe items 
needing interpretation. 

a. Include dimensions, thicknesses, structural grid references, and details of affected 
materials, assemblies, and attachments on attached sketches. 

C. RFI Forms: AIA Document G716  

1. Attachments shall be electronic files in PDF format. 

D. Architect's and Construction Manager's Action: Architect and Construction Manager will 
review each RFI, determine action required, and respond. Allow seven working days for 
Architect's response for each RFI. RFIs received by Architect or Construction Manager after 
1:00 p.m. will be considered as received the following working day. 

1. The following Contractor-generated RFIs will be returned without action: 

a. Requests for approval of submittals. 
b. Requests for approval of substitutions. 
c. Requests for approval of Contractor's means and methods. 
d. Requests for coordination information already indicated in the Contract 

Documents. 
e. Requests for adjustments in the Contract Time or the Contract Sum. 
f. Requests for interpretation of Architect's actions on submittals. 
g. Incomplete RFIs or inaccurately prepared RFIs. 

2. Architect's action may include a request for additional information, in which case 
Architect's time for response will date from time of receipt by Architect or Construction 
Manager of additional information. 
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3. Architect's action on RFIs that may result in a change to the Contract Time or the 
Contract Sum may be eligible for Contractor to submit Change Proposal according to 
Section 012600 "Contract Modification Procedures." 

a. If Contractor believes the RFI response warrants change in the Contract Time or 
the Contract Sum, notify Architect and Construction Manager in writing within 
10 days of receipt of the RFI response. 

E. RFI Log: Prepare, maintain, and submit a tabular log of RFIs organized by the RFI number. 
Submit log weekly. Include the following: 

1. Project name. 
2. Name and address of Contractor. 
3. Name and address of Architect and Construction Manager. 
4. RFI number including RFIs that were returned without action or withdrawn. 
5. RFI description. 
6. Date the RFI was submitted. 
7. Date Architect's and Construction Manager's response was received. 
8. Identification of related Field Order, Work Change Directive, and Proposal Request, as 

appropriate. 

F. On receipt of Architect's and Construction Manager's action, update the RFI log and 
immediately distribute the RFI response to affected parties. Review response and notify 
Architect and Construction Manager within seven days if Contractor disagrees with response. 

1.8 DIGITAL PROJECT MANAGEMENT PROCEDURES 

A. Use of Architect's Digital Data Files: Digital data files of Architect's CAD drawings will be 
provided by Architect for Contractor's use during construction. 

1. Digital data files may be used by Contractor in preparing coordination drawings, Shop 
Drawings, and Project record Drawings. 

2. Architect makes no representations as to the accuracy or completeness of digital data files 
as they relate to Contract Drawings. 

3. Digital Drawing Software Program: Contract Drawings are available in AutoCAD 
4. Contractor shall execute a data licensing agreement in the form of AIA Document C106 

Digital Data Licensing Agreement 

a. Subcontractors, and other parties granted access by Contractor to Architect's digital 
data files shall execute a data licensing agreement in the form of 
AIA Document C106 

B. PDF Document Preparation: Where PDFs are required to be submitted to Architect, prepare as 
follows: 

1. Assemble complete submittal package into a single indexed file incorporating submittal 
requirements of a single Specification Section and transmittal form with links enabling 
navigation to each item. 

2. Name file with submittal number or other unique identifier, including revision identifier. 
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3. Certifications: Where digitally submitted certificates and certifications are required, 
provide a digital signature with digital certificate on where indicated. 

1.9 PROJECT MEETINGS 

A. General: Schedule and conduct meetings and conferences at Project site unless otherwise 
indicated. 

1. Attendees: Inform participants and others involved, and individuals whose presence is 
required, of date and time of each meeting. Notify Owner and Architect of scheduled 
meeting dates and times a minimum of 10 working days prior to meeting. 

2. Agenda: Prepare the meeting agenda. Distribute the agenda to all invited attendees. 
3. Minutes: Entity responsible for conducting meeting will record significant discussions 

and agreements achieved. Distribute the meeting minutes to everyone concerned, 
including Owner, Construction Manager, and Architect, within days of the meeting. 

B. Preconstruction Conference: Schedule and conduct a preconstruction conference before 
starting construction, at a time convenient to Owner and Architect, but no later than 15 days 
after execution of the Agreement. 

1. Attendees: Authorized representatives of Owner, Owner's Commissioning 
Authority, Construction Manager, Architect, and their consultants; Contractor and its 
superintendent; major subcontractors; suppliers; and other concerned parties shall attend 
the conference. Participants at the conference shall be familiar with Project and 
authorized to conclude matters relating to the Work. 

2. Agenda: Discuss items of significance that could affect progress, including the following: 

a. Responsibilities and personnel assignments. 
b. Tentative construction schedule. 
c. Phasing. 
d. Critical work sequencing and long lead items. 
e. Designation of key personnel and their duties. 
f. Lines of communications. 
g. Use of web-based Project software. 
h. Procedures for processing field decisions and Change Orders. 
i. Procedures for RFIs. 
j. Procedures for testing and inspecting. 
k. Procedures for processing Applications for Payment. 
l. Distribution of the Contract Documents. 
m. Submittal procedures. 
n. Preparation of Record Documents. 
o. Use of the premises and existing building]. 
p. Work restrictions. 
q. Working hours. 
r. Owner's occupancy requirements. 
s. Responsibility for temporary facilities and controls. 
t. Procedures for moisture and mold control. 
u. Procedures for disruptions and shutdowns. 
v. Construction waste management and recycling. 
w. Parking availability. 
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x. Office, work, and storage areas. 
y. Equipment deliveries and priorities. 
z. First aid. 
aa. Security. 
bb. Progress cleaning. 

3. Minutes: Entity responsible for conducting meeting will record and distribute meeting 
minutes. 

4. Attendees: Authorized representatives of Owner, Owner's Commissioning Authority, 
 Construction Manager, Architect, and their consultants; Contractor and its 
superintendent and sustainable design coordinator; major subcontractors; suppliers; and 
other concerned parties shall attend the conference. Participants at the conference shall be 
familiar with Project and authorized to conclude matters relating to the Work. 

5. Agenda: Discuss items of significance that could affect meeting sustainable design 
requirements, including the following: 

a. Sustainable design Project checklist. 
b. General requirements for sustainable design-related procurement and 

documentation. 
c. Project closeout requirements and sustainable design certification procedures. 
d. Role of sustainable design coordinator. 
e. Construction waste management. 
f. Construction operations and sustainable design requirements and restrictions. 

6. Minutes: Entity responsible for conducting meeting will record and distribute meeting 
minutes. 

C. Preinstallation Conferences: Conduct a preinstallation conference at Project site before each 
construction activity when required by other sections and when required for coordination with 
other construction. 

1. Attendees: Installer and representatives of manufacturers and fabricators involved in or 
affected by the installation and its coordination or integration with other materials and 
installations that have preceded or will follow, shall attend the meeting. Advise 
Architect, Construction Manager of scheduled meeting dates. 

2. Agenda: Review progress of other construction activities and preparations for the 
particular activity under consideration, including requirements for the following: 

a. Contract Documents. 
b. Options. 
c. Related RFIs. 
d. Related Change Orders. 
e. Purchases. 
f. Deliveries. 
g. Submittals. 
h. Review of mockups. 
i. Possible conflicts. 
j. Compatibility requirements. 
k. Time schedules. 
l. Weather limitations. 
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m. Manufacturer's written instructions. 
n. Warranty requirements. 
o. Compatibility of materials. 
p. Acceptability of substrates. 
q. Temporary facilities and controls. 
r. Space and access limitations. 
s. Regulations of authorities having jurisdiction. 
t. Testing and inspecting requirements. 
u. Installation procedures. 
v. Coordination with other work. 
w. Required performance results. 
x. Protection of adjacent work. 
y. Protection of construction and personnel. 

3. Record significant conference discussions, agreements, and disagreements, including 
required corrective measures and actions. 

4. Reporting: Distribute minutes of the meeting to each party present and to other parties 
requiring information. 

5. Do not proceed with installation if the conference cannot be successfully concluded. 
Initiate whatever actions are necessary to resolve impediments to performance of the 
Work and reconvene the conference at earliest feasible date. 

D. Project Closeout Conference: Schedule and conducta project closeout conference, at a time 
convenient to Owner and Architect, but no later than 90 days prior to the scheduled date of 
Substantial Completion. 

1. Conduct the conference to review requirements and responsibilities related to Project 
closeout. 

2. Attendees: Authorized representatives of Owner, Owner's Commissioning Authority, 
Construction Manager, Architect, and their consultants; Contractor and its 
superintendent; major subcontractors; suppliers; and other concerned parties shall attend 
the meeting. Participants at the meeting shall be familiar with Project and authorized to 
conclude matters relating to the Work. 

3. Agenda: Discuss items of significance that could affect or delay Project closeout, 
including the following: 

a. Preparation of Record Documents. 
b. Procedures required prior to inspection for Substantial Completion and for final 

inspection for acceptance. 
c. Procedures for completing and archiving web-based Project software site data 

files. 
d. Submittal of written warranties. 
e. Requirements for completing sustainable design documentation. 
f. Requirements for preparing operations and maintenance data. 
g. Requirements for delivery of material samples, attic stock, and spare parts. 
h. Requirements for demonstration and training. 
i. Preparation of Contractor's punch list. 
j. Procedures for processing Applications for Payment at Substantial Completion and 

for final payment. 
k. Submittal procedures. 
l. Coordination of separate contracts. 
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m. Owner's partial occupancy requirements. 
n. Installation of Owner's furniture, fixtures, and equipment. 
o. Responsibility for removing temporary facilities and controls. 

4. Minutes: Entity conducting meeting will record and distribute meeting minutes. 

E. Progress Meetings: Conduct progress meetings at regular intervals approved by the 
Construction Manager. 

1. Coordinate dates of meetings with preparation of payment requests. 
2. Attendees: In addition to representatives of Owner, Owner's Commissioning 

Authority, Construction Manager, and Architect, each contractor, subcontractor, 
supplier, and other entity concerned with current progress or involved in planning, 
coordination, or performance of future activities shall be represented at these meetings. 
All participants at the meeting shall be familiar with Project and authorized to conclude 
matters relating to the Work. 

3. Agenda: Review and correct or approve minutes of previous progress meeting. Review 
other items of significance that could affect progress. Include topics for discussion as 
appropriate to status of Project. 

a. Contractor's Construction Schedule: Review progress since the last meeting. 
Determine whether each activity is on time, ahead of schedule, or behind schedule, 
in relation to Contractor's construction schedule. Determine how construction 
behind schedule will be expedited; secure commitments from parties involved to 
do so. Discuss whether schedule revisions are required to ensure that current and 
subsequent activities will be completed within the Contract Time. 

1) Review schedule for next period. 

b. Review present and future needs of each entity present, including the following: 

1) Interface requirements. 
2) Sequence of operations. 
3) Status of submittals. 
4) Deliveries. 
5) Off-site fabrication. 
6) Access. 
7) Site use. 
8) Temporary facilities and controls. 
9) Progress cleaning. 
10) Quality and work standards. 
11) Status of correction of deficient items. 
12) Field observations. 
13) Status of RFIs. 
14) Status of Proposal Requests. 
15) Pending changes. 
16) Status of Change Orders. 
17) Pending claims and disputes. 
18) Documentation of information for payment requests. 
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4. Minutes: Entity responsible for conducting the meeting will record and distribute the 
meeting minutes to each party present and to parties requiring information. 

a. Schedule Updating: Revise Contractor's construction schedule after each progress 
meeting where revisions to the schedule have been made or recognized. Issue 
revised schedule concurrently with the report of each meeting. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 013100 
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SECTION 013233 - PHOTOGRAPHIC DOCUMENTATION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for the following: 

1. Preconstruction photographs. 
2. Periodic construction photographs. 
3. Final completion construction photographs. 
4. Preconstruction video recordings. 
5. Periodic construction video recordings. 
6. Construction webcam. 

B. Related Requirements: 

1. Section 017700 "Closeout Procedures" for submitting photographic documentation as 
Project Record Documents at Project closeout. 

2. Section 017900 "Demonstration and Training" for submitting video recordings of 
demonstration of equipment and training of Owner's personnel. 

3. Section 024116 "Structure Demolition" for photographic documentation before building 
demolition operations commence. 

4. Section 024119 "Selective Demolition" for photographic documentation before selective 
demolition operations commence. 

5. Section 311000 "Site Clearing" for photographic documentation before site clearing 
operations commence. 

1.3 INFORMATIONAL SUBMITTALS 

A. Key Plan: Submit key plan of Project site and building with notation of vantage points marked 
for location and direction of each photograph. Indicate elevation or story of construction. 
Include same information as corresponding photographic documentation. 

B. Digital Photographs: Submit image files within three days of taking photographs. 

1. Submit photos in JPG efile format. Include copy of key plan indicating each photograph's 
location and direction. 

2. Identification: Provide the following information with each image description: 

a. Name of Project. 
b. Name and contact information for photographer. 
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c. Name of Architect and Construction Manager. 
d. Name of Contractor. 
e. Date photograph was taken. 
f. Description of location, vantage point, and direction. 
g. Unique sequential identifier keyed to accompanying key plan. 

1.4 QUALITY ASSURANCE 

A. Photographer Qualifications: An individual who has been regularly engaged as a photographer 
of construction projects for not less than three years. 

B. Construction Webcam Service Provider: A firm specializing in providing photographic 
equipment, web-based software, and related services for construction projects, with record of 
providing satisfactory services similar to those required for Project. 

1.5 FORMATS AND MEDIA 

A. Digital Photographs: Provide color images in JPG format, produced by a digital camera with 
minimum sensor size of 12 megapixels, and at an image resolution of not less than 3200 by 
2400 pixels. Use flash in low light levels or backlit conditions. 

B. File Names: Name media files with and sequential numbering suffix. 

1.6 CONSTRUCTION PHOTOGRAPHS 

A. Photographer: Engage a qualified photographer to take construction photographs. 

B. General: Take photographs with maximum depth of field and in focus. 

1. Maintain key plan with each set of construction photographs that identifies each 
photographic location. 

C. Preconstruction Photographs: Before starting construction, take photographs of Project site 
and surrounding properties, including existing items to remain during construction, from 
different vantage points. 
1. Take [20] <Insert number> photographs of existing buildings either on or adjoining 

property to accurately record physical conditions at start of construction. 
2. Take additional photographs as required to record settlement or cracking of adjacent 

structures, pavements, and improvements. 

D. Periodic Construction Photographs: Take 20 photographs monthly coinciding with the cutoff 
date associated with each Application for Payment. Select vantage points to show status of 
construction and progress since last photographs were taken. 

E. Final Completion Construction Photographs: Take 50 photographs after date of Substantial 
Completion for submission as Project Record Documents.  

a. Special events planned at Project site. 
b. Immediate follow-up when on-site events result in construction damage or losses. 
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c. Photographs to be taken at fabrication locations away from Project site. These 
photographs are not subject to unit prices or unit-cost allowances. 

d. Substantial Completion of a major phase or component of the Work. 
e. Extra record photographs at time of final acceptance. 
f. Owner's request for special publicity photographs. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 013233 
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SECTION 013300 - SUBMITTAL PROCEDURES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Submittal schedule requirements. 
2. Administrative and procedural requirements for submittals. 

B. Related Requirements: 

1. Section 012900 "Payment Procedures" for submitting Applications for Payment and the 
schedule of values. 

2. Section 013100 "Project Management and Coordination" for submitting coordination 
drawings and subcontract list and for requirements for web-based Project software. 

3. Section 013200 "Construction Progress Documentation" for submitting schedules and 
reports, including Contractor's construction schedule. 

4. Section 013233 "Photographic Documentation" for submitting preconstruction 
photographs, periodic construction photographs, and final completion construction 
photographs. 

5. Section 014000 "Quality Requirements" for submitting test and inspection reports, and 
schedule of tests and inspections. 

6. Section 017700 "Closeout Procedures" for submitting closeout submittals and 
maintenance material submittals. 

7. Section 017823 "Operation and Maintenance Data" for submitting operation and 
maintenance manuals. 

8. Section 017839 "Project Record Documents" for submitting record Drawings, record 
Specifications, and record Product Data. 

9. Section 017900 "Demonstration and Training" for submitting video recordings of 
demonstration of equipment and training of Owner's personnel. 

1.3 DEFINITIONS 

A. Action Submittals: Written and graphic information and physical samples that require 
Architect's and Construction Manager's responsive action. Action submittals are those 
submittals indicated in individual Specification Sections as "action submittals." 

B. Informational Submittals: Written and graphic information and physical samples that do not 
require Architect's and Construction Manager's responsive action. Submittals may be rejected 
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for not complying with requirements. Informational submittals are those submittals indicated in 
individual Specification Sections as "informational submittals." 

1.4 SUBMITTAL SCHEDULE 

A. Submittal Schedule: Submit, as an action submittal, a list of submittals, arranged in 
chronological order by dates required by construction schedule. Include time required for 
review, ordering, manufacturing, fabrication, and delivery when establishing dates. Include 
additional time required for making corrections or revisions to submittals noted by 
Architect and Construction Manager and additional time for handling and reviewing 
submittals required by those corrections. 

1. Coordinate submittal schedule with list of subcontracts, the schedule of values, and 
Contractor's construction schedule. 

2. Initial Submittal: Submit concurrently with startup construction schedule. Include 
submittals required during the first 60 days of construction. List those submittals required 
to maintain orderly progress of the Work and those required early because of long lead 
time for manufacture or fabrication. 

3. Final Submittal: Submit concurrently with the first complete submittal of Contractor's 
construction schedule. 

a. Submit revised submittal schedule to reflect changes in current status and timing 
for submittals. 

4. Format: Arrange the following information in a tabular format: 

a. Scheduled date for first submittal. 
b. Specification Section number and title. 
c. Submittal Category: Action; informational. 
d. Name of subcontractor. 
e. Description of the Work covered. 
f. Scheduled date for Architect's and Construction Manager's final release or 
g. Scheduled dates for purchasing. 
h. Scheduled date of fabrication. 
i. Scheduled dates for installation. 
j. Activity or event number. 

1.5 SUBMITTAL FORMATS 

A. Submittal Information: Include the following information in each submittal: 

1. Project name. 
2. Date. 
3. Name of Architect. 
4. Name of Construction Manager. 
5. Name of Contractor. 
6. Name of firm or entity that prepared submittal. 
7. Names of subcontractor, manufacturer, and supplier. 
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8. Unique submittal number, including revision identifier. Include Specification Section 
number with sequential alphanumeric identifier; and alphanumeric suffix for 
resubmittals. 

9. Category and type of submittal. 
10. Submittal purpose and description. 
11. Number and title of Specification Section, with paragraph number and generic name for 

each of multiple items. 
12. Drawing number and detail references, as appropriate. 
13. Indication of full or partial submittal. 
14. Location(s) where product is to be installed, as appropriate. 
15. Other necessary identification. 
16. Remarks. 
17. Signature of transmitter. 

B. Options: Identify options requiring selection by Architect. 

C. Deviations and Additional Information: On each submittal, clearly indicate deviations from 
requirements in the Contract Documents, including minor variations and limitations; include 
relevant additional information and revisions, other than those requested by Architect and 
Construction Manager on previous submittals. Indicate by highlighting on each submittal or 
noting on attached separate sheet. 
1. Additional Copies: Unless additional copies are required for final submittal, and unless 

Architect or Construction Manager observes noncompliance with provisions in the 
Contract Documents, initial submittal may serve as final submittal. 

2. Transmittal for Submittals: Assemble each submittal individually and appropriately for 
transmittal and handling. Transmit each submittal using transmittal form. 

D. PDF Submittals: Prepare submittals as PDF package, incorporating complete information into 
each PDF file. Name PDF file with submittal number. 

1.6 SUBMITTAL PROCEDURES 

A. Prepare and submit submittals required by individual Specification Sections. Types of 
submittals are indicated in individual Specification Sections. 

1. Email: Prepare submittals as PDF package, and transmit to Architect by sending via 
email. Include PDF transmittal form. Include information in email subject line as 
requested by Architect. 

a. Architect, through Construction Manager, will return annotated file. Annotate 
and retain one copy of file as a digital Project Record Document file. 

B. Coordination: Coordinate preparation and processing of submittals with performance of 
construction activities. 

1. Coordinate each submittal with fabrication, purchasing, testing, delivery, other 
submittals, and related activities that require sequential activity. 

2. Submit all submittal items required for each Specification Section concurrently unless 
partial submittals for portions of the Work are indicated on approved submittal schedule. 
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3. Submit action submittals and informational submittals required by the same Specification 
Section as separate packages under separate transmittals. 

4. Coordinate transmittal of submittals for related parts of the Work specified in different 
Sections so processing will not be delayed because of need to review submittals 
concurrently for coordination. 

a. Architect and Construction Manager reserve the right to withhold action on a 
submittal requiring coordination with other submittals until related submittals are 
received. 

C. Processing Time: Allow time for submittal review, including time for resubmittals, as follows. 
Time for review shall commence on Architect's and Construction Manager's receipt of 
submittal. No extension of the Contract Time will be authorized because of failure to transmit 
submittals enough in advance of the Work to permit processing, including resubmittals. 

1. Initial Review: Allow 15 days for initial review of each submittal. Allow additional time 
if coordination with subsequent submittals is required. Construction Manager will 
advise Contractor when a submittal being processed must be delayed for coordination. 

2. Intermediate Review: If intermediate submittal is necessary, process it in same manner as 
initial submittal. 

3. Resubmittal Review: Allow 10 days for review of each resubmittal. 

4. Concurrent Consultant Review: Where the Contract Documents indicate that submittals 
may be transmitted simultaneously to Architect and to Architect's consultants, allow 15] 
days for review of each submittal. Submittal will be returned to Construction Manager, 
through Architect, before being returned to Contractor. 

a. Submit one copy of submittal to concurrent reviewer in addition to specified 
number of copies to Architect and Construction Manager. 

D. Resubmittals: Make resubmittals in same form and number of copies as initial submittal. 

1. Note date and content of previous submittal. 
2. Note date and content of revision in label or title block and clearly indicate extent of 

revision. 
3. Resubmit submittals until they are marked with approval notation from Architect's and 

Construction Manager's action stamp. 

E. Distribution: Furnish copies of final submittals to manufacturers, subcontractors, suppliers, 
fabricators, installers, authorities having jurisdiction, and others as necessary for performance of 
construction activities. Show distribution on transmittal forms. 

F. Use for Construction: Retain complete copies of submittals on Project site. Use only final action 
submittals that are marked with approval notation from Architect's and Construction 
Manager's action stamp. 

1.7 SUBMITTAL REQUIREMENTS 

A. Product Data: Collect information into a single submittal for each element of construction and 
type of product or equipment. 
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1. If information must be specially prepared for submittal because standard published data 
are unsuitable for use, submit as Shop Drawings, not as Product Data. 

2. Mark each copy of each submittal to show which products and options are applicable. 
3. Include the following information, as applicable: 

a. Manufacturer's catalog cuts. 
b. Manufacturer's product specifications. 
c. Standard color charts. 
d. Statement of compliance with specified referenced standards. 
e. Testing by recognized testing agency. 
f. Application of testing agency labels and seals. 
g. Notation of coordination requirements. 
h. Availability and delivery time information. 

4. For equipment, include the following in addition to the above, as applicable: 

a. Wiring diagrams that show factory-installed wiring. 
b. Printed performance curves. 
c. Operational range diagrams. 
d. Clearances required to other construction, if not indicated on accompanying Shop 

Drawings. 

5. Submit Product Data before Shop Drawings, and before or concurrent with Samples. 

B. Shop Drawings: Prepare Project-specific information, drawn accurately to scale. Do not base 
Shop Drawings on reproductions of the Contract Documents or standard printed data. 

1. Preparation: Fully illustrate requirements in the Contract Documents. Include the 
following information, as applicable: 

a. Identification of products. 
b. Schedules. 
c. Compliance with specified standards. 
d. Notation of coordination requirements. 
e. Notation of dimensions established by field measurement. 
f. Relationship and attachment to adjoining construction clearly indicated. 
g. Seal and signature of professional engineer if specified. 

2. Paper Sheet Size: Except for templates, patterns, and similar full-size Drawings, submit 
Shop Drawings on sheets at least 8-1/2 by 11 inches (215 by 280 mm), but no larger 
than 30 by 42 inches (750 by 1067 mm). 

a. Two opaque (bond) copies of each submittal. Architect, through Construction 
Manager, will return one copy. 

 

C. Samples: Submit Samples for review of kind, color, pattern, and texture for a check of these 
characteristics with other materials. 

1. Transmit Samples that contain multiple, related components such as accessories together 
in one submittal package. 
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2. Identification: Permanently attach label on unexposed side of Samples that includes the 
following: 

a. Project name and submittal number. 
b. Generic description of Sample. 
c. Product name and name of manufacturer. 
d. Sample source. 
e. Number and title of applicable Specification Section. 
f. Specification paragraph number and generic name of each item. 

3. Email Transmittal: Provide PDF transmittal. Include digital image file illustrating Sample 
characteristics, and identification information for record. 

4. Disposition: Maintain sets of approved Samples at Project site, available for quality-
control comparisons throughout the course of construction activity. Sample sets may be 
used to determine final acceptance of construction associated with each set. 
a. Samples not incorporated into the Work, or otherwise designated as Owner's 

property, are the property of Contractor. 

5. Samples for Initial Selection: Submit manufacturer's color charts consisting of units or 
sections of units showing the full range of colors, textures, and patterns available. 

a. Number of Samples: Submit one full set(s) of available choices where color, 
pattern, texture, or similar characteristics are required to be selected from 
manufacturer's product line. Architect, through Construction Manager, will 
return submittal with options selected. 

6. Samples for Verification: Submit full-size units or Samples of size indicated, prepared 
from same material to be used for the Work, cured and finished in manner specified, and 
physically identical with material or product proposed for use, and that show full range of 
color and texture variations expected. Samples include, but are not limited to, the 
following: partial sections of manufactured or fabricated components; small cuts or 
containers of materials; complete units of repetitively used materials; swatches showing 
color, texture, and pattern; color range sets; and components used for independent testing 
and inspection. 

a. Number of Samples: Submit three sets of Samples. Architec[ and Construction 
Manager will retain two  Sample sets; remainder will be returned. Mark up and 
retain one returned Sample set as a project record Sample. 

1) Submit a single Sample where assembly details, workmanship, fabrication 
techniques, connections, operation, and other similar characteristics are to 
be demonstrated. 

2) If variation in color, pattern, texture, or other characteristic is inherent in 
material or product represented by a Sample, submit at least three sets of 
paired units that show approximate limits of variations. 

D. Product Schedule: As required in individual Specification Sections, prepare a written summary 
indicating types of products required for the Work and their intended location. Include the 
following information in tabular form: 
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1. Type of product. Include unique identifier for each product indicated in the Contract 
Documents or assigned by Contractor if none is indicated. 

2. Manufacturer and product name, and model number if applicable. 
3. Number and name of room or space. 
4. Location within room or space. 

E. Qualification Data: Prepare written information that demonstrates capabilities and experience of 
firm or person. Include lists of completed projects with project names and addresses, contact 
information of architects and owners, and other information specified. 

F. Design Data: Prepare and submit written and graphic information indicating compliance with 
indicated performance and design criteria in individual Specification Sections. Include list of 
assumptions and summary of loads. Include load diagrams if applicable. Provide name and 
version of software, if any, used for calculations. Number each page of submittal. 

G. Certificates: 

1. Certificates and Certifications Submittals: Submit a statement that includes signature of 
entity responsible for preparing certification. Certificates and certifications shall be 
signed by an officer or other individual authorized to sign documents on behalf of that 
entity. Provide a notarized signature where indicated. 

2. Installer Certificates: Submit written statements on manufacturer's letterhead certifying 
that Installer complies with requirements in the Contract Documents and, where required, 
is authorized by manufacturer for this specific Project. 

3. Manufacturer Certificates: Submit written statements on manufacturer's letterhead 
certifying that manufacturer complies with requirements in the Contract Documents. 
Include evidence of manufacturing experience where required. 

4. Material Certificates: Submit written statements on manufacturer's letterhead certifying 
that material complies with requirements in the Contract Documents. 

5. Product Certificates: Submit written statements on manufacturer's letterhead certifying 
that product complies with requirements in the Contract Documents. 

6. Welding Certificates: Prepare written certification that welding procedures and personnel 
comply with requirements in the Contract Documents. Submit record of Welding 
Procedure Specification and Procedure Qualification Record on AWS forms. Include 
names of firms and personnel certified. 

H. Test and Research Reports: 

1. Compatibility Test Reports: Submit reports written by a qualified testing agency, on 
testing agency's standard form, indicating and interpreting results of compatibility tests 
performed before installation of product. Include written recommendations for primers 
and substrate preparation needed for adhesion. 

2. Field Test Reports: Submit written reports indicating and interpreting results of field tests 
performed either during installation of product or after product is installed in its final 
location, for compliance with requirements in the Contract Documents. 

3. Material Test Reports: Submit reports written by a qualified testing agency, on testing 
agency's standard form, indicating and interpreting test results of material for compliance 
with requirements in the Contract Documents. 

4. Preconstruction Test Reports: Submit reports written by a qualified testing agency, on 
testing agency's standard form, indicating and interpreting results of tests performed 
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before installation of product, for compliance with performance requirements in the 
Contract Documents. 

5. Product Test Reports: Submit written reports indicating that current product produced by 
manufacturer complies with requirements in the Contract Documents. Base reports on 
evaluation of tests performed by manufacturer and witnessed by a qualified testing 
agency, or on comprehensive tests performed by a qualified testing agency. 

6. Research Reports: Submit written evidence, from a model code organization acceptable 
to authorities having jurisdiction, that product complies with building code in effect for 
Project. Include the following information: 

a. Name of evaluation organization. 
b. Date of evaluation. 
c. Time period when report is in effect. 
d. Product and manufacturers' names. 
e. Description of product. 
f. Test procedures and results. 
g. Limitations of use. 

1.8 DELEGATED-DESIGN SERVICES 

A. Performance and Design Criteria: Where professional design services or certifications by a 
design professional are specifically required of Contractor by the Contract Documents, provide 
products and systems complying with specific performance and design criteria indicated. 

1. If criteria indicated are insufficient to perform services or certification required, submit a 
written request for additional information to Architect. 

B. Delegated-Design Services Certification: In addition to Shop Drawings, Product Data, and other 
required submittals, submit [digitally signed PDF file] [and] [three] <Insert number> paper 
copies of certificate, signed and sealed by the responsible design professional, for each product 
and system specifically assigned to Contractor to be designed or certified by a design 
professional. 

1. Indicate that products and systems comply with performance and design criteria in the 
Contract Documents. Include list of codes, loads, and other factors used in performing 
these services. 

1.9 CONTRACTOR'S REVIEW 

A. Action Submittals and Informational Submittals: Review each submittal and check for 
coordination with other Work of the Contract and for compliance with the Contract Documents. 
Note corrections and field dimensions. Mark with approval stamp before submitting to 
Architect  and Construction Manager. 

B. Contractor's Approval: Indicate Contractor's approval for each submittal with a uniform 
approval stamp. Include name of reviewer, date of Contractor's approval, and statement 
certifying that submittal has been reviewed, checked, and approved for compliance with the 
Contract Documents. 
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1. Architect and Construction Manager will not review submittals received from 
Contractor that do not have Contractor's review and approval. 

1.10 ARCHITECT' AND CONSTRUCTION MANAGER'S REVIEW 

A. Action Submittals: Architect and Construction Manager will review each submittal, indicate 
corrections or revisions required. 

1. PDF Submittals: Architect and Construction Manager will indicate, via markup on 
each submittal, the appropriate action. 

a.  

2. Paper Submittals: Architect and Construction Manager will stamp each submittal with 
an action stamp and will mark stamp appropriately to indicate action. 

B. Informational Submittals: Architect and Construction Manager will review each submittal 
and will not return it, or will return it if it does not comply with requirements. Architect and 
Construction Manager] will forward each submittal to appropriate party. 

C. Partial submittals prepared for a portion of the Work will be reviewed when use of partial 
submittals has received prior approval from Architect and Construction Manager. 

D. Incomplete submittals are unacceptable, will be considered nonresponsive, and will be returned 
for resubmittal without review. 

E. Architect and Construction Manager will return without review submittals received from 
sources other than Contractor. 

F. Submittals not required by the Contract Documents will be returned by Architect without 
action. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION (Not Used) 

END OF SECTION 013300 
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SECTION 014000 - QUALITY REQUIREMENTS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for quality assurance and quality 
control. 

B. Testing and inspection services are required to verify compliance with requirements specified or 
indicated. These services do not relieve Contractor of responsibility for compliance with the 
Contract Document requirements. 

1. Specific quality-assurance and quality-control requirements for individual work results 
are specified in their respective Specification Sections. Requirements in individual 
Sections may also cover production of standard products. 

2. Specified tests, inspections, and related actions do not limit Contractor's other quality-
assurance and quality-control procedures that facilitate compliance with the Contract 
Document requirements. 

3. Requirements for Contractor to provide quality-assurance and quality-control services 
required by Architect, Owner, or authorities having jurisdiction are not limited by 
provisions of this Section. 

4. Specific test and inspection requirements are not specified in this Section. 

C. Related Requirements: 

1.3 DEFINITIONS 

A. Experienced: When used with an entity or individual, "experienced" unless otherwise further 
described means having successfully completed a minimum of [five] <Insert number> 
previous projects similar in nature, size, and extent to this Project; being familiar with special 
requirements indicated; and having complied with requirements of authorities having 
jurisdiction. 

B. Field Quality-Control Tests: Tests and inspections that are performed on-site for installation of 
the Work and for completed Work. 

C. Installer/Applicator/Erector: Contractor or another entity engaged by Contractor as an 
employee, Subcontractor, or Sub-subcontractor, to perform a particular construction operation, 
including installation, erection, application, assembly, and similar operations. 
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1. Use of trade-specific terminology in referring to a trade or entity does not require that 
certain construction activities be performed by accredited or unionized individuals, or 
that requirements specified apply exclusively to specific trade(s). 

D. Mockups: Full-size physical assemblies that are constructed on-site either as freestanding 
temporary built elements or as part of permanent construction. Mockups are constructed to 
verify selections made under Sample submittals; to demonstrate aesthetic effects and qualities 
of materials and execution; to review coordination, testing, or operation; to show interface 
between dissimilar materials; and to demonstrate compliance with specified installation 
tolerances. Mockups are not Samples. Unless otherwise indicated, approved mockups establish 
the standard by which the Work will be judged. 

1. Laboratory Mockups: Full-size physical assemblies constructed and tested at testing 
facility to verify performance characteristics. 

2. Integrated Exterior Mockups: Mockups of the exterior envelope constructed on-site as 
free-standing or as part of permanent construction, consisting of multiple products, 
assemblies, and subassemblies. 

E. Preconstruction Testing: Tests and inspections performed specifically for Project before 
products and materials are incorporated into the Work, to verify performance or compliance 
with specified criteria. 

F. Product Tests: Tests and inspections that are performed by a nationally recognized testing 
laboratory (NRTL) according to 29 CFR 1910.7, by a testing agency accredited according to 
NIST's National Voluntary Laboratory Accreditation Program (NVLAP), or by a testing agency 
qualified to conduct product testing and acceptable to authorities having jurisdiction, to 
establish product performance and compliance with specified requirements. 

G. Source Quality-Control Tests: Tests and inspections that are performed at the source; for 
example, plant, mill, factory, or shop. 

H. Testing Agency: An entity engaged to perform specific tests, inspections, or both. Testing 
laboratory shall mean the same as testing agency. 

I. Quality-Assurance Services: Activities, actions, and procedures performed before and during 
execution of the Work to guard against defects and deficiencies and substantiate that proposed 
construction will comply with requirements. 

J. Quality-Control Services: Tests, inspections, procedures, and related actions during and after 
execution of the Work to evaluate that actual products incorporated into the Work and 
completed construction comply with requirements. Contractor's quality-control services do not 
include contract administration activities performed by Architect or Construction Manager. 

1.4 DELEGATED-DESIGN SERVICES 

A. Performance and Design Criteria: Where professional design services or certifications by a 
design professional are specifically required of Contractor by the Contract Documents, provide 
products and systems complying with specific performance and design criteria indicated. 
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1. If criteria indicated are not sufficient to perform services or certification required, submit 
a written request for additional information to Architect. 

1.5 CONFLICTING REQUIREMENTS 

A. Conflicting Standards and Other Requirements: If compliance with two or more standards or 
requirements are specified and the standards or requirements establish different or conflicting 
requirements for minimum quantities or quality levels, comply with the most stringent 
requirement. Refer conflicting requirements that are different, but apparently equal, to Architect 
for direction before proceeding. 

B. Minimum Quantity or Quality Levels: The quantity or quality level shown or specified shall be 
the minimum provided or performed. The actual installation may comply exactly with the 
minimum quantity or quality specified, or it may exceed the minimum within reasonable limits. 
To comply with these requirements, indicated numeric values are minimum or maximum, as 
appropriate, for the context of requirements. Refer uncertainties to Architect for a decision 
before proceeding. 

1.6 ACTION SUBMITTALS 

A. Shop Drawings: For  mockups. 

1. Include plans, sections, and elevations, indicating materials and size of mockup 
construction. 

2. Indicate manufacturer and model number of individual components. 
3. Provide axonometric drawings for conditions difficult to illustrate in two dimensions. 

1.7 INFORMATIONAL SUBMITTALS 

A. Contractor's Quality-Control Plan: For quality-assurance and quality-control activities and 
responsibilities. 

B. Qualification Data: For Contractor's quality-control personnel. 

C. Contractor's Statement of Responsibility: When required by authorities having jurisdiction, 
submit copy of written statement of responsibility submitted to authorities having jurisdiction 
before starting work on the following systems: 

1. Seismic-force-resisting system, designated seismic system, or component listed in the 
Statement of Special Inspections. 

2. Main wind-force-resisting system or a wind-resisting component listed in the Statement 
of Special Inspections. 

D. Testing Agency Qualifications: For testing agencies specified in "Quality Assurance" Article to 
demonstrate their capabilities and experience. Include proof of qualifications in the form of a 
recent report on the inspection of the testing agency by a recognized authority. 

E. Schedule of Tests and Inspections: Prepare in tabular form and include the following: 
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1. Specification Section number and title. 
2. Entity responsible for performing tests and inspections. 
3. Description of test and inspection. 
4. Identification of applicable standards. 
5. Identification of test and inspection methods. 
6. Number of tests and inspections required. 
7. Time schedule or time span for tests and inspections. 
8. Requirements for obtaining samples. 
9. Unique characteristics of each quality-control service. 

F. Reports: Prepare and submit certified written reports and documents as specified. 

G. Permits, Licenses, and Certificates: For Owner's record, submit copies of permits, licenses, 
certifications, inspection reports, releases, jurisdictional settlements, notices, receipts for fee 
payments, judgments, correspondence, records, and similar documents established for 
compliance with standards and regulations bearing on performance of the Work. 

1.8 CONTRACTOR'S QUALITY-CONTROL PLAN 

A. Quality-Control Plan, General: Submit quality-control plan within 10 days of Notice to 
Proceed, and not less than five days prior to preconstruction conference. Submit in format 
acceptable to Architect. Identify personnel, procedures, controls, instructions, tests, records, and 
forms to be used to carry out Contractor's quality-assurance and quality-control responsibilities. 
Coordinate with Contractor's Construction Schedule. 

B. Quality-Control Personnel Qualifications: Engage qualified personnel trained and experienced 
in managing and executing quality-assurance and quality-control procedures similar in nature 
and extent to those required for Project. 

1. Project quality-control manager may also serve as Project superintendent. 

C. Submittal Procedure: Describe procedures for ensuring compliance with requirements through 
review and management of submittal process. Indicate qualifications of personnel responsible 
for submittal review. 

D. Testing and Inspection: In quality-control plan, include a comprehensive schedule of Work 
requiring testing or inspection, including the following: 

1. Contractor-performed tests and inspections including Subcontractor-performed tests and 
inspections. Include required tests and inspections and Contractor-elected tests and 
inspections. Distinguish source quality-control tests and inspections from field quality-
control tests and inspections. 

2. Special inspections required by authorities having jurisdiction and indicated on the 
Statement of Special Inspections. 

3. Owner-performed tests and inspections indicated in the Contract Documents. 

E. Continuous Inspection of Workmanship: Describe process for continuous inspection during 
construction to identify and correct deficiencies in workmanship in addition to testing and 
inspection specified. Indicate types of corrective actions to be required to bring work into 
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compliance with standards of workmanship established by Contract requirements and approved 
mockups. 

F. Monitoring and Documentation: Maintain testing and inspection reports including log of 
approved and rejected results. Include work Architect has indicated as nonconforming or 
defective. Indicate corrective actions taken to bring nonconforming work into compliance with 
requirements. Comply with requirements of authorities having jurisdiction. 

1.9 REPORTS AND DOCUMENTS 

A. Test and Inspection Reports: Prepare and submit certified written reports specified in other 
Sections. Include the following: 

1. Date of issue. 
2. Project title and number. 
3. Name, address, telephone number, and email address of testing agency. 
4. Dates and locations of samples and tests or inspections. 
5. Names of individuals making tests and inspections. 
6. Description of the Work and test and inspection method. 
7. Identification of product and Specification Section. 
8. Complete test or inspection data. 
9. Test and inspection results and an interpretation of test results. 
10. Record of temperature and weather conditions at time of sample taking and testing and 

inspection. 
11. Comments or professional opinion on whether tested or inspected Work complies with 

the Contract Document requirements. 
12. Name and signature of laboratory inspector. 
13. Recommendations on retesting and reinspecting. 

B. Manufacturer's Technical Representative's Field Reports: Prepare written information 
documenting manufacturer's technical representative's tests and inspections specified in other 
Sections. Include the following: 

1. Name, address, telephone number, and email address of technical representative making 
report. 

2. Statement on condition of substrates and their acceptability for installation of product. 
3. Statement that products at Project site comply with requirements. 
4. Summary of installation procedures being followed, whether they comply with 

requirements and, if not, what corrective action was taken. 
5. Results of operational and other tests and a statement of whether observed performance 

complies with requirements. 
6. Statement whether conditions, products, and installation will affect warranty. 
7. Other required items indicated in individual Specification Sections. 

C. Factory-Authorized Service Representative's Reports: Prepare written information documenting 
manufacturer's factory-authorized service representative's tests and inspections specified in 
other Sections. Include the following: 

1. Name, address, telephone number, and email address of factory-authorized service 
representative making report. 
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2. Statement that equipment complies with requirements. 
3. Results of operational and other tests and a statement of whether observed performance 

complies with requirements. 
4. Statement whether conditions, products, and installation will affect warranty. 
5. Other required items indicated in individual Specification Sections. 

1.10 QUALITY ASSURANCE 

A. General: Qualifications paragraphs in this article establish the minimum qualification levels 
required; individual Specification Sections specify additional requirements. 

B. Manufacturer Qualifications: A firm experienced in manufacturing products or systems similar 
to those indicated for this Project and with a record of successful in-service performance, as 
well as sufficient production capacity to produce required units. As applicable, procure products 
from manufacturers able to meet qualification requirements, warranty requirements, and 
technical or factory-authorized service representative requirements. 

C. Fabricator Qualifications: A firm experienced in producing products similar to those indicated 
for this Project and with a record of successful in-service performance, as well as sufficient 
production capacity to produce required units. 

D. Specialists: Certain Specification Sections require that specific construction activities shall be 
performed by entities who are recognized experts in those operations. Specialists shall satisfy 
qualification requirements indicated and shall be engaged for the activities indicated. 

1. Requirements of authorities having jurisdiction shall supersede requirements for 
specialists. 

E. Testing Agency Qualifications: An NRTL, an NVLAP, or an independent agency with the 
experience and capability to conduct testing and inspection indicated, as documented according 
to ASTM E329; and with additional qualifications specified in individual Sections; and, where 
required by authorities having jurisdiction, that is acceptable to authorities. 

F. Manufacturer's Technical Representative Qualifications: An authorized representative of 
manufacturer who is trained and approved by manufacturer to observe and inspect installation 
of manufacturer's products that are similar in material, design, and extent to those indicated for 
this Project. 

G. Factory-Authorized Service Representative Qualifications: An authorized representative of 
manufacturer who is trained and approved by manufacturer to inspect installation of 
manufacturer's products that are similar in material, design, and extent to those indicated for this 
Project. 

H. Mockups: Before installing portions of the Work requiring mockups, build mockups for each 
form of construction and finish required to comply with the following requirements, using 
materials indicated for the completed Work: 

1. Build mockups of size indicated. 
2. Build mockups in location indicated or, if not indicated, as directed by Architect or 

Construction Manager. 
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3. Notify Architec and Construction Manager seven days in advance of dates and times 
when mockups will be constructed. 

4. Employ supervisory personnel who will oversee mockup construction. Employ workers 
that will be employed to perform same tasks during the construction at Project. 

5. Demonstrate the proposed range of aesthetic effects and workmanship. 
6. Obtain Architect's and Construction Manager's approval of mockups before starting 

corresponding work, fabrication, or construction. 

a. Allow seven days for initial review and each re-review of each mockup. 

7. Maintain mockups during construction in an undisturbed condition as a standard for 
judging the completed Work. 

8. Demolish and remove mockups when directed unless otherwise indicated. 

1.11 QUALITY CONTROL 

A. Owner Responsibilities: Where quality-control services are indicated as Owner's responsibility, 
Owner will engage a qualified testing agency to perform these services. 

1. Owner will furnish Contractor with names, addresses, and telephone numbers of testing 
agencies engaged and a description of types of testing and inspection they are engaged to 
perform. 

2. Payment for these services will be made from testing and inspection allowances, as 
authorized by Change Orders. 

3. Costs for retesting and reinspecting construction that replaces or is necessitated by work 
that failed to comply with the Contract Documents will be charged to Contractor. 

B. Contractor Responsibilities: Tests and inspections not explicitly assigned to Owner are 
Contractor's responsibility. Perform additional quality-control activities, whether specified or 
not, to verify and document that the Work complies with requirements. 

1. Unless otherwise indicated, provide quality-control services specified and those required 
by authorities having jurisdiction. Perform quality-control services required of Contractor 
by authorities having jurisdiction, whether specified or not. 

2. Engage a qualified testing agency to perform quality-control services. 

a. Contractor shall not employ same entity engaged by Owner, unless agreed to in 
writing by Owner. 

3. Notify testing agencies at least 24 hours in advance of time when Work that requires 
testing or inspection will be performed. 

4. Where quality-control services are indicated as Contractor's responsibility, submit a 
certified written report, in duplicate, of each quality-control service. 

5. Testing and inspection requested by Contractor and not required by the Contract 
Documents are Contractor's responsibility. 

6. Submit additional copies of each written report directly to authorities having jurisdiction, 
when they so direct. 
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C. Retesting/Reinspecting: Regardless of whether original tests or inspections were Contractor's 
responsibility, provide quality-control services, including retesting and reinspecting, for 
construction that replaced Work that failed to comply with the Contract Documents. 

D. Testing Agency Responsibilities: Cooperate with Architect, Commissioning Authority 
, Construction Manager, and Contractor in performance of duties. Provide qualified personnel 
to perform required tests and inspections. 

1. Notify Architect, Commissioning Authority, Construction Manager, and Contractor 
promptly of irregularities or deficiencies observed in the Work during performance of its 
services. 

2. Determine the locations from which test samples will be taken and in which in-situ tests 
are conducted. 

3. Conduct and interpret tests and inspections and state in each report whether tested and 
inspected work complies with or deviates from requirements. 

4. Submit a certified written report, in duplicate, of each test, inspection, and similar 
quality-control service through Contractor. 

5. Do not release, revoke, alter, or increase the Contract Document requirements or approve 
or accept any portion of the Work. 

6. Do not perform duties of Contractor. 

E. Manufacturer's Field Services: Where indicated, engage a factory-authorized service 
representative to inspect field-assembled components and equipment installation, including 
service connections. Report results in writing as specified in Section 013300 "Submittal 
Procedures." 

F. Manufacturer's Technical Services: Where indicated, engage a manufacturer's technical 
representative to observe and inspect the Work. Manufacturer's technical representative's 
services include participation in preinstallation conferences, examination of substrates and 
conditions, verification of materials, observation of Installer activities, inspection of completed 
portions of the Work, and submittal of written reports. 

G. Associated Contractor Services: Cooperate with agencies and representatives performing 
required tests, inspections, and similar quality-control services, and provide reasonable auxiliary 
services as requested. Notify agency sufficiently in advance of operations to permit assignment 
of personnel. Provide the following: 

1. Access to the Work. 
2. Incidental labor and facilities necessary to facilitate tests and inspections. 
3. Adequate quantities of representative samples of materials that require testing and 

inspection. Assist agency in obtaining samples. 
4. Facilities for storage and field curing of test samples. 
5. Preliminary design mix proposed for use for material mixes that require control by testing 

agency. 
6. Security and protection for samples and for testing and inspection equipment at Project 

site. 

H. Coordination: Coordinate sequence of activities to accommodate required quality-assurance and 
quality-control services with a minimum of delay and to avoid necessity of removing and 
replacing construction to accommodate testing and inspection. 
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1. Schedule times for tests, inspections, obtaining samples, and similar activities. 

1.12 SPECIAL TESTS AND INSPECTIONS 

A. Special Tests and Inspections: Owner will engage a qualified special inspector or testing 
agency to conduct special tests and inspections required by authorities having jurisdiction as the 
responsibility of Owner and as follows: 

1. Verifying that manufacturer maintains detailed fabrication and quality-control procedures 
and reviewing the completeness and adequacy of those procedures to perform the Work. 

B. Special Tests and Inspections: Conducted by a qualified testing agency or special inspector]as 
required by authorities having jurisdiction, as indicated in individual Specification Sections and 
as follows: 

1. Verifying that manufacturer maintains detailed fabrication and quality-control procedures 
and reviewing the completeness and adequacy of those procedures to perform the Work. 

PART 2 - PRODUCTS (Not Used) 

PART 3 - EXECUTION 

3.1 TEST AND INSPECTION LOG 

A. Test and Inspection Log: Prepare a record of tests and inspections. Include the following: 

1. Date test or inspection was conducted. 
2. Description of the Work tested or inspected. 
3. Date test or inspection results were transmitted to Architect. 
4. Identification of testing agency or special inspector conducting test or inspection. 

B. Maintain log at Project site. Post changes and revisions as they occur. Provide access to test and 
inspection log for Architect's and Construction Manager's reference during normal working 
hours. 

1. Submit log at Project closeout as part of Project Record Documents. 

3.2 REPAIR AND PROTECTION 

A. General: On completion of testing, inspection, sample taking, and similar services, repair 
damaged construction and restore substrates and finishes. 

1. Provide materials and comply with installation requirements specified in other 
Specification Sections or matching existing substrates and finishes. Restore patched areas 
and extend restoration into adjoining areas with durable seams that are as invisible as 
possible. Comply with the Contract Document requirements for cutting and patching in 
Section 017300 "Execution." 
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B. Protect construction exposed by or for quality-control service activities. 

C. Repair and protection are Contractor's responsibility, regardless of the assignment of 
responsibility for quality-control services. 

END OF SECTION 014000 
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SECTION 015639 - TEMPORARY TREE AND PLANT PROTECTION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes general protection and pruning of existing trees and plants that are affected by 
execution of the Work, whether temporary or permanent construction. 

B. Related Requirements: 

1. Section 015000 "Temporary Facilities and Controls" for temporary site fencing. 
2. Section 311000 "Site Clearing" for removing existing trees and shrubs. 

1.3 DEFINITIONS 

A. Caliper: Diameter of a trunk measured at a height 6 inches (150 mm) above the ground for trees 
up to and including 4-inch (100-mm) size at this height and as measured at a height of 12 inches 
(300 mm) above the ground for trees larger than 4-inch (100-mm) size. 

B. Caliper (DBH): Diameter breast height; diameter of a trunk as measured by a diameter tape or 
the average of the smallest and largest diameters at a height 54 inches (1372 mm) above the 
ground line. 

C. Plant-Protection Zone: Area surrounding individual trees, groups of trees, shrubs, or other 
vegetation to be protected during construction and indicated on Drawings. 

D. Tree-Protection Zone: Area surrounding individual trees or groups of trees to be protected 
during construction and indicated on Drawings.. 

E. Vegetation: Trees, shrubs, groundcovers, grass, and other plants. 

1.4 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site. 

1. Review methods and procedures related to temporary tree and plant protection including, 
but not limited to, the following: 

a. Tree-service firm's personnel, and equipment needed to make progress and avoid 
delays. 
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b. Arborist's responsibilities. 
c. Quality-control program. 
d. Coordination of Work and equipment movement with the locations of protection 

zones. 
e. Trenching by hand or with air spade within protection zones. 
f. Field quality control. 

1.5 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: 

1. Include plans, elevations, sections, and locations of protection-zone fencing and signage, 
showing relation of equipment-movement routes and material storage locations with 
protection zones. 

2. Detail fabrication and assembly of protection-zone fencing and signage. 
3. Indicate extent of trenching by hand or with air spade within protection zones. 

C. Samples: For each type of the following: 

1. Organic Mulch: 1-quart (1-L) volume of organic mulch; in sealed plastic bags labeled 
with composition of materials by percentage of weight and source of mulch. 

2. Protection-Zone Signage: Full-size Samples of each size and text, ready for installation. 

D. Tree Pruning Schedule: Written schedule detailing scope and extent of pruning of trees to 
remain that interfere with or are affected by construction. 

1. Species and size of tree. 
2. Location on site plan. Include unique identifier for each. 
3. Reason for pruning. 
4. Description of pruning to be performed. 
5. Description of maintenance following pruning. 

1.6 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For arborist and tree service firm. 

B. Certification: From arborist, certifying that trees indicated to remain have been protected during 
construction according to recognized standards and that trees were promptly and properly 
treated and repaired when damaged. 

C. Maintenance Recommendations: From arborist, for care and protection of trees affected by 
construction during and after completing the Work. 

D. Existing Conditions: Documentation of existing trees and plantings indicated to remain, which 
establishes preconstruction conditions that might be misconstrued as damage caused by 
construction activities. 

1. Use sufficiently detailed photographs or video recordings. 
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2. Include plans and notations to indicate specific wounds and damage conditions of each 
tree or other plants designated to remain. 

E. Quality-control program. 

1.7 QUALITY ASSURANCE 

A. Arborist Qualifications: Certified Arborist as certified by ISA. 

B. Tree Service Firm Qualifications: An experienced tree service firm that has successfully 
completed temporary tree and plant protection work similar to that required for this Project and 
that will assign an experienced, qualified arborist to Project site during execution of the Work. 

C. Quality-Control Program: Prepare a written program to systematically demonstrate the ability of 
personnel to properly follow procedures and handle materials and equipment during the Work 
without damaging trees and plantings. Include dimensioned diagrams for placement of 
protection zone fencing and signage, the arborist's and tree-service firm's responsibilities, 
instructions given to workers on the use and care of protection zones, and enforcement of 
requirements for protection zones. 

1.8 FIELD CONDITIONS 

A. The following practices are prohibited within protection zones: 

1. Storage of construction materials, debris, or excavated material. 
2. Moving or parking vehicles or equipment. 
3. Foot traffic. 
4. Erection of sheds or structures. 
5. Impoundment of water. 
6. Excavation or other digging unless otherwise indicated. 
7. Attachment of signs to or wrapping materials around trees or plants unless otherwise 

indicated. 

B. Do not direct vehicle or equipment exhaust toward protection zones. 

C. Prohibit heat sources, flames, ignition sources, and smoking within or near protection zones and 
organic mulch. 

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. Backfill Soil: Stockpiled soil mixed with planting soil of suitable moisture content and 
granular texture for placing around tree; free of stones, roots, plants, sod, clods, clay lumps, 
pockets of coarse sand, concrete slurry, concrete layers or chunks, cement, plaster, building 
debris, and other extraneous materials harmful to plant growth. 

1. Mixture: Well-blended mix of two parts stockpiled soil to one part planting soil. 
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2. Planting Soil: Planting soil as specified in Section 329113 "Soil Preparation" 

B. Organic Mulch: Free from deleterious materials and suitable as a top dressing for trees and 
shrubs, consisting of one of the following: 

1. Type: double hammered hardwood. 
2. Color: Natural. 

C. Protection-Zone Fencing: Fencing fixed in position and meeting the requirements of the 
drawings.  

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Erosion and Sedimentation Control: Examine the site to verify that temporary erosion- and 
sedimentation-control measures are in place. Verify that flows of water redirected from 
construction areas or generated by construction activity do not enter or cross protection zones. 

B. Prepare written report, endorsed by arborist, listing conditions detrimental to tree and plant 
protection. 

3.2 PREPARATION 

A. Locate and clearly identify trees, shrubs, and other vegetation to remain. Flag each tree trunk at 
54 inches (1372 mm) above the ground. 

B. Protect tree root systems from damage caused by runoff or spillage of noxious materials while 
mixing, placing, or storing construction materials. Protect root systems from ponding, eroding, 
or excessive wetting caused by dewatering operations. 

C. Tree-Protection Zones: Mulch areas inside tree-protection zones and other areas indicated. Do 
not exceed indicated thickness of mulch. 

1. Apply 2-inch (50-mm) uniform thickness of organic mulch unless otherwise indicated. 
Do not place mulch within 6 inches (150 mm) of tree trunks. 

3.3 PROTECTION ZONES 

A. Protection-Zone Fencing: Install protection-zone fencing along edges of protection zone[ before 
materials or equipment are brought on the site and construction operations begin. in a 
manner that will prevent people from easily entering protected areas except by entrance gates. 
Construct fencing so as not to obstruct safe passage or visibility at vehicle intersections where 
fencing is located adjacent to pedestrian walkways or in close proximity to street intersections, 
drives, or other vehicular circulation. 
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B. Protection-Zone Signage: Install protection-zone signage in visibly prominent locations in a 
manner approved by Architect. Install one sign spaced approximately every [50 feet (15 m) on 
protection-zone fencing, but no fewer than four signs with each facing a different direction. 

C. Maintain protection zones free of weeds and trash. 

D. Maintain protection-zone fencing and signage in good condition as acceptable to Architect and 
remove when construction operations are complete and equipment has been removed from the 
site. 

1. Do not remove protection-zone fencing, even temporarily, to allow deliveries or 
equipment access through the protection zone. 

2. Temporary access is permitted subject to preapproval in writing by arborist if a root 
buffer effective against soil compaction is constructed as directed by arborist. Maintain 
root buffer so long as access is permitted. 

3.4 EXCAVATION 

A. General: Excavate at edge of protection zones and for trenches indicated within protection 
zones according to requirements in Section 312000 "Earth Moving" unless otherwise indicated. 

B. Trenching within Protection Zones: Where utility trenches are required within protection zones, 
excavate under or around tree roots by hand or with air spade, or tunnel under the roots by 
drilling, auger boring, or pipe jacking. Do not cut main lateral tree roots or taproots; cut only 
smaller roots that interfere with installation of utilities. Cut roots as required for root pruning. If 
excavating by hand, use narrow-tine spading forks to comb soil and expose roots. 

C. Redirect roots in backfill areas where possible. If encountering large, main lateral roots, expose 
roots beyond excavation limits as required to bend and redirect them without breaking. If 
encountered immediately adjacent to location of new construction and redirection is not 
practical, cut roots approximately 3 inches (75 mm) back from new construction and as required 
for root pruning. 

D. Do not allow exposed roots to dry out before placing permanent backfill. Provide temporary 
earth cover or pack with peat moss and wrap with burlap. Water and maintain in a moist 
condition. Temporarily support and protect roots from damage until they are permanently 
relocated and covered with soil. 

3.5 ROOT PRUNING 

A. Prune tree roots that are affected by temporary and permanent construction. Prune roots as 
required:] 

1. Cut roots manually by digging a trench and cutting exposed roots with sharp pruning 
instruments; do not break, tear, chop, or slant the cuts. Do not use a backhoe or other 
equipment that rips, tears, or pulls roots. 

2. Cut Ends: Do not paint cut root ends. 
3. Temporarily support and protect roots from damage until they are permanently redirected 

and covered with soil. 
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4. Cover exposed roots with burlap and water regularly. 
5. Backfill as soon as possible according to requirements in Section 312000 "Earth 

Moving." 

B. Root Pruning at Edge of Protection Zone: Prune tree roots 12 inches (300 mm) outside] [12 
inches (300 mm) of the protection zone by cleanly cutting all roots to the depth of the required 
excavation. 

C. Root Pruning within Protection Zone: Clear and excavate by hand or with air spade to the depth 
of the required excavation to minimize damage to tree root systems. If excavating by hand, use 
narrow-tine spading forks to comb soil to expose roots. Cleanly cut roots as close to excavation 
as possible. 

3.6 CROWN PRUNING 

A. Prune branches that are affected by temporary and permanent construction. Prune branches 
under direction of arborist. 

1. Prune to remove only broken, dying, or dead branches unless otherwise indicated. Do not 
prune for shape unless otherwise indicated. 

2. Do not remove or reduce living branches to compensate for root loss caused by damaging 
or cutting root system. 

3. Pruning Standards: Prune trees according to ANSI A300 (Part 1). 

B. Unless otherwise directed by arborist and acceptable to Architect, do not cut tree leaders. 

C. Cut branches with sharp pruning instruments; do not break or chop. 

D. Do not paint or apply sealants to wounds. 

E. Provide subsequent maintenance pruning during Contract period as recommended by arborist. 

F. Chip removed branches and dispose of off-site. 

3.7 REGRADING 

A. Lowering Grade: Where new finish grade is indicated below existing grade around trees, slope 
grade beyond the protection zone. Maintain existing grades within the protection zone. 

B. Lowering Grade within Protection Zone: Where new finish grade is indicated below existing 
grade around trees, slope grade away from trees as recommended by arborist unless otherwise 
indicated. 

1. Root Pruning: Prune tree roots exposed by lowering the grade. Do not cut main lateral 
roots or taproots; cut only smaller roots. Cut roots as required for root pruning. 

C. Raising Grade: Where new finish grade is indicated above existing grade around trees, slope 
grade beyond the protection zone. Maintain existing grades within the protection zone. 
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D. Minor Fill within Protection Zone: Where existing grade is 2 inches (50 mm) or less below 
elevation of finish grade, fill with backfill soil. Place backfill soil in a single uncompacted layer 
and hand grade to required finish elevations. 

3.8 FIELD QUALITY CONTROL 

A. Inspections: Engage a qualified arborist to direct plant-protection measures in the vicinity of 
trees, shrubs, and other vegetation indicated to remain and to prepare inspection reports. 

3.9 REPAIR AND REPLACEMENT 

A. General: Repair or replace trees, shrubs, and other vegetation indicated to remain or to be 
relocated that are damaged by construction operations, in a manner approved by Architect. 

1. Submit details of proposed pruning and repairs. 
2. Perform repairs of damaged trunks, branches, and roots within 24 hours according to 

arborist's written instructions. 
3. Replace trees and other plants that cannot be repaired and restored to full-growth status, 

as determined by Architect. 

B. Trees: Remove and replace trees indicated to remain that are more than 25 percent dead or in an 
unhealthy condition or are damaged during construction operations that Architect determines 
are incapable of restoring to normal growth pattern. 

1. Small Trees: Provide new trees of same size and species as those being replaced for each 
tree. 

2. Large Trees: Provide one new tree(s) of 6-inch (150-mm)  caliper size for each tree 
being replaced that measures more than 6 inches (150 mm) in caliper size. 

a. Species: As selected by Landscape Architect 

3. Plant and maintain new trees as specified in Section 329300 "Plants." 

3.10 DISPOSAL OF SURPLUS AND WASTE MATERIALS 

A. Disposal: Remove excess excavated material, displaced trees, trash, and debris and legally 
dispose of them off Owner's property. 

END OF SECTION 015639 
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SECTION 017300 - EXECUTION 

PART 1 -   

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes general administrative and procedural requirements governing execution of the 
Work including, but not limited to, the following: 

1. Construction layout. 
2. Field engineering and surveying. 
3. Installation of the Work. 
4. Cutting and patching. 
5. Coordination of Owner-installed products. 
6. Progress cleaning. 
7. Starting and adjusting. 
8. Protection of installed construction. 

B. Related Requirements: 

1. Section 011000 "Summary" for limits on use of Project site. 
2. Section 017700 "Closeout Procedures" for submitting final property survey with Project 

Record Documents, recording of Owner-accepted deviations from indicated lines and 
levels, replacing defective work, and final cleaning. 

3. Section 024119 "Selective Demolition" for demolition and removal of selected portions 
of the building. 

1.3 DEFINITIONS 

A. Cutting: Removal of in-place construction necessary to permit installation or performance of 
subsequent work. 

B. Patching: Fitting and repair work required to restore construction to original conditions after 
installation of subsequent work. 

1.4 PREINSTALLATION MEETINGS 

A. Cutting and Patching Conference: Conduct conference at Project site. 

1. Prior to commencing work requiring cutting and patching, review extent of cutting 
and patching anticipated and examine procedures for ensuring satisfactory result from 
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cutting and patching work. Require representatives of each entity directly concerned with 
cutting and patching to attend, including the following: 

a. Contractor's superintendent. 
b. Trade supervisor responsible for cutting operations. 
c. Trade supervisor(s) responsible for patching of each type of substrate. 
d. Mechanical, electrical, and utilities subcontractors' supervisors, to the extent each 

trade is affecting by cutting and patching operations. 

2. Review areas of potential interference and conflict. Coordinate procedures and resolve 
potential conflicts before proceeding. 

1.5 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For land surveyor or professional engineer. 

B. Certificates: Submit certificate signed by land surveyor or professional engineer certifying 
that location and elevation of improvements comply with requirements. 
1. Utilities and Mechanical and Electrical Systems: List services and systems that cutting 

and patching procedures will disturb or affect. List services and systems that will be 
relocated and those that will be temporarily out of service. Indicate length of time 
permanent services and systems will be disrupted. 

a. Include description of provisions for temporary services and systems during 
interruption of permanent services and systems. 

C. Landfill Receipts: Submit copy of receipts issued by a landfill facility, licensed to accept 
hazardous materials, for hazardous waste disposal. 

D. Certified Surveys: Submit two copies signed by land surveyor. 

E. Final Property Survey: Submit electronic files showing the Work performed and record survey 
data. 

1.6 QUALITY ASSURANCE 

A. Land Surveyor Qualifications: A professional land surveyor who is legally qualified to practice 
in jurisdiction where Project is located and who is experienced in providing land-surveying 
services of the kind indicated. 

B. Cutting and Patching: Comply with requirements for and limitations on cutting and patching of 
construction elements. 

1. Structural Elements: When cutting and patching structural elements, notify Architect of 
locations and details of cutting and await directions from Architect before proceeding. 
Shore, brace, and support structural elements during cutting and patching. Do not cut and 
patch structural elements in a manner that could change their load-carrying capacity or 
increase deflection. 
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2. Operational Elements: Do not cut and patch operating elements and related components 
in a manner that results in reducing their capacity to perform as intended or that results in 
increased maintenance or decreased operational life or safety. 

a. Primary operational systems and equipment. 
b. Plumbing piping systems. 
c. Conveying systems. 
d. Electrical wiring systems. 
e. Operating systems of special construction. 
 

3. Other Construction Elements: Do not cut and patch other construction elements or 
components in a manner that could change their load-carrying capacity, that results in 
reducing their capacity to perform as intended, or that results in increased maintenance or 
decreased operational life or safety.[ Other construction elements include but are not 
limited to the following:] 

a. Water, moisture, or vapor barriers. 
b. Membranes and flashings. 
c. Exterior curtain-wall construction. 
d. Sprayed fire-resistive material. 
e. Equipment supports. 
f. Piping, ductwork, vessels, and equipment. 
g. Noise- and vibration-control elements and systems. 

4. Visual Elements: Do not cut and patch construction in a manner that results in visual 
evidence of cutting and patching. Do not cut and patch exposed construction in a manner 
that would, in Architect's opinion, reduce the building's aesthetic qualities. Remove and 
replace construction that has been cut and patched in a visually unsatisfactory manner. 

C. Manufacturer's Installation Instructions: Obtain and maintain on-site manufacturer's written 
recommendations and instructions for installation of products and equipment. 

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. General: Comply with requirements specified in other Sections. 

1. For projects requiring compliance with sustainable design and construction practices and 
procedures, use products for patching that comply with sustainable design requirements. 

B. In-Place Materials: Use materials for patching identical to in-place materials. For exposed 
surfaces, use materials that visually match in-place adjacent surfaces to the fullest extent 
possible. 

1. If identical materials are unavailable or cannot be used, use materials that, when installed, 
will provide a match acceptable to Architect for the visual and functional performance of 
in-place materials. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Existing Conditions: The existence and location of underground and other utilities and 
construction indicated as existing are not guaranteed. Before beginning sitework, investigate 
and verify the existence and location of underground utilities, mechanical and electrical 
systems, and other construction affecting the Work. 

1. Before construction, verify the location and invert elevation at points of connection of 
sanitary sewer, storm sewer, and water-service piping; underground electrical services; 
and other utilities. 

2. Furnish location data for work related to Project that must be performed by public 
utilities serving Project site. 

B. Examination and Acceptance of Conditions: Before proceeding with each component of the 
Work, examine substrates, areas, and conditions, with Installer or Applicator present where 
indicated, for compliance with requirements for installation tolerances and other conditions 
affecting performance. Record observations. 

1. Examine roughing-in for mechanical and electrical systems to verify actual locations of 
connections before equipment and fixture installation. 

2. Examine walls, floors, and roofs for suitable conditions where products and systems are 
to be installed. 

3. Verify compatibility with and suitability of substrates, including compatibility with 
existing finishes or primers. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. Proceeding 
with the Work indicates acceptance of surfaces and conditions. 

3.2 PREPARATION 

A. Existing Utility Information: Furnish information to local utility and Owner that is necessary to 
adjust, move, or relocate existing utility structures, utility poles, lines, services, or other utility 
appurtenances located in or affected by construction. Coordinate with authorities having 
jurisdiction. 

B. Field Measurements: Take field measurements as required to fit the Work properly. Recheck 
measurements before installing each product. Where portions of the Work are indicated to fit to 
other construction, verify dimensions of other construction by field measurements before 
fabrication. Coordinate fabrication schedule with construction progress to avoid delaying the 
Work. 

C. Space Requirements: Verify space requirements and dimensions of items shown 
diagrammatically on Drawings. 

D. Review of Contract Documents and Field Conditions: Immediately on discovery of the need for 
clarification of the Contract Documents caused by differing field conditions outside the control 
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of Contractor, submit a request for information to Architect according to requirements in 
Section 013100 "Project Management and Coordination." 

3.3 CONSTRUCTION LAYOUT 

A. Verification: Before proceeding to lay out the Work, verify layout information shown on 
Drawings, in relation to the property survey and existing benchmarks. If discrepancies are 
discovered, notify Landscape Architect and Construction Manager promptly. 

B. General: Engage a land surveyor to lay out the Work using accepted surveying practices. 

1. Establish benchmarks and control points to set lines and levels at each story of 
construction and elsewhere as needed to locate each element of Project. 

2. Establish limits on use of Project site. 
3. Establish dimensions within tolerances indicated. Do not scale Drawings to obtain 

required dimensions. 
4. Inform installers of lines and levels to which they must comply. 
5. Check the location, level and plumb, of every major element as the Work progresses. 
6. Notify Landscape Architect and Construction Manager when deviations from required 

lines and levels exceed allowable tolerances. 
7. Close site surveys with an error of closure equal to or less than the standard established 

by authorities having jurisdiction. 

C. Site Improvements: Locate and lay out site improvements, including pavements, grading, fill 
and topsoil placement, utility slopes, and rim and invert elevations. 

D. Building Lines and Levels: Locate and lay out control lines and levels for structures, building 
foundations, column grids, and floor levels, including those required for mechanical and 
electrical work. Transfer survey markings and elevations for use with control lines and levels. 
Level foundations and piers from two or more locations. 

E. Record Log: Maintain a log of layout control work. Record deviations from required lines and 
levels. Include beginning and ending dates and times of surveys, weather conditions, name and 
duty of each survey party member, and types of instruments and tapes used. Make the log 
available for reference by Landscape Architect and Construction Manager. 

3.4 FIELD ENGINEERING 

A. Identification: Owner will identify existing benchmarks, control points, and property corners. 

B. Reference Points: Locate existing permanent benchmarks, control points, and similar reference 
points before beginning the Work. Preserve and protect permanent benchmarks and control 
points during construction operations. 

1. Do not change or relocate existing benchmarks or control points without prior written 
approval of Landscape Architect or Construction Manager. Report lost or destroyed 
permanent benchmarks or control points promptly. Report the need to relocate permanent 
benchmarks or control points to Landscape Architect and Construction Manager before 
proceeding. 
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2. Replace lost or destroyed permanent benchmarks and control points promptly. Base 
replacements on the original survey control points. 

C. Benchmarks: Establish and maintain a minimum of two permanent benchmarks on Project site, 
referenced to data established by survey control points. Comply with authorities having 
jurisdiction for type and size of benchmark. 

1. Record benchmark locations, with horizontal and vertical data, on Project Record 
Documents. 

2. Where the actual location or elevation of layout points cannot be marked, provide 
temporary reference points sufficient to locate the Work. 

3. Remove temporary reference points when no longer needed. Restore marked construction 
to its original condition. 

D. Final Property Survey: Engage a land surveyor to prepare a final property survey showing 
significant features (real property) for Project. Include on the survey a certification, signed by 
land surveyor, that principal metes, bounds, lines, and levels of Project are accurately 
positioned as shown on the survey. 

1. Show boundary lines, monuments, streets, site improvements and utilities, existing 
improvements and significant vegetation, adjoining properties, acreage, grade contours, 
and the distance and bearing from a site corner to a legal point. 

3.5 INSTALLATION 

A. General: Locate the Work and components of the Work accurately, in correct alignment and 
elevation, as indicated. 

1. Make vertical work plumb and make horizontal work level. 
2. Where space is limited, install components to maximize space available for maintenance 

and ease of removal for replacement. 
3. Conceal pipes, ducts, and wiring in finished areas unless otherwise indicated. 
4. Maintain minimum headroom clearance of 96 inches (2440 mm) in occupied spaces and 

90 inches (2300 mm) in unoccupied spaces. 

B. Comply with manufacturer's written instructions and recommendations for installing products in 
applications indicated. 

C. Install products at the time and under conditions that will ensure the best possible results. 
Maintain conditions required for product performance until Substantial Completion. 

D. Conduct construction operations so no part of the Work is subjected to damaging operations or 
loading in excess of that expected during normal conditions of occupancy. 

E. Sequence the Work and allow adequate clearances to accommodate movement of construction 
items on site and placement in permanent locations. 

F. Tools and Equipment: Where possible, select tools or equipment that minimize production of 
excessive noise levels. 
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G. Templates: Obtain and distribute to the parties involved templates for work specified to be 
factory prepared and field installed. Check Shop Drawings of other portions of the Work to 
confirm that adequate provisions are made for locating and installing products to comply with 
indicated requirements. 

H. Attachment: Provide blocking and attachment plates and anchors and fasteners of adequate size 
and number to securely anchor each component in place, accurately located and aligned with 
other portions of the Work. Where size and type of attachments are not indicated, verify size 
and type required for load conditions. 

1. Mounting Heights: Where mounting heights are not indicated, mount components at 
heights directed by Architect. 

2. Allow for building movement, including thermal expansion and contraction. 
3. Coordinate installation of anchorages. Furnish setting drawings, templates, and directions 

for installing anchorages, including sleeves, concrete inserts, anchor bolts, and items with 
integral anchors, that are to be embedded in concrete or masonry. Deliver such items to 
Project site in time for installation. 

I. Joints: Make joints of uniform width. Where joint locations in exposed work are not indicated, 
arrange joints for the best visual effect. Fit exposed connections together to form hairline joints. 

J. Repair or remove and replace damaged, defective, or nonconforming Work. 

1. Comply with Section 017700 "Closeout Procedures" for repairing or removing and 
replacing defective Work. 

3.6 CUTTING AND PATCHING 

A. Cutting and Patching, General: Employ skilled workers to perform cutting and patching. 
Proceed with cutting and patching at the earliest feasible time, and complete without delay. 

1. Cut in-place construction to provide for installation of other components or performance 
of other construction, and subsequently patch as required to restore surfaces to their 
original condition. 

B. Existing Warranties: Remove, replace, patch, and repair materials and surfaces cut or damaged 
during installation or cutting and patching operations, by methods and with materials so as not 
to void existing warranties. 

C. Temporary Support: Provide temporary support of work to be cut. 

D. Protection: Protect in-place construction during cutting and patching to prevent damage. 
Provide protection from adverse weather conditions for portions of Project that might be 
exposed during cutting and patching operations. 

E. Adjacent Occupied Areas: Where interference with use of adjoining areas or interruption of free 
passage to adjoining areas is unavoidable, coordinate cutting and patching according to 
requirements in Section 011000 "Summary." 
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F. Existing Utility Services and Mechanical/Electrical Systems: Where existing services/systems 
are required to be removed, relocated, or abandoned, bypass such services/systems before 
cutting to minimize interruption to occupied areas. 

G. Cutting: Cut in-place construction by sawing, drilling, breaking, chipping, grinding, and similar 
operations, including excavation, using methods least likely to damage elements retained or 
adjoining construction. If possible, review proposed procedures with original Installer; comply 
with original Installer's written recommendations. 

1. In general, use hand or small power tools designed for sawing and grinding, not 
hammering and chopping. Cut holes and slots neatly to minimum size required, and with 
minimum disturbance of adjacent surfaces. Temporarily cover openings when not in use. 

2. Finished Surfaces: Cut or drill from the exposed or finished side into concealed surfaces. 
3. Concrete and Masonry: Cut using a cutting machine, such as an abrasive saw or a 

diamond-core drill. 
4. Excavating and Backfilling: Comply with requirements in applicable Sections where 

required by cutting and patching operations. 
5. Mechanical and Electrical Services: Cut off pipe or conduit in lawn, walls or partitions to 

be removed. Cap, valve, or plug and seal remaining portion of pipe or conduit to prevent 
entrance of moisture or other foreign matter after cutting. 

6. Proceed with patching after construction operations requiring cutting are complete. 

H. Patching: Patch construction by filling, repairing, refinishing, closing up, and similar operations 
following performance of other work. Patch with durable seams that are as invisible as 
practicable. Provide materials and comply with installation requirements specified in other 
Sections, where applicable. 

1. Inspection: Where feasible, test and inspect patched areas after completion to 
demonstrate physical integrity of installation. 

2. Exposed Finishes: Restore exposed finishes of patched areas and extend finish restoration 
into retained adjoining construction in a manner that will minimize evidence of patching 
and refinishing. 

a. Clean piping, conduit, and similar features before applying paint or other finishing 
materials. 

b. Restore damaged pipe covering to its original condition. 
3. Exterior Building Enclosure: Patch components in a manner that restores enclosure to a 

weathertight condition and ensures thermal and moisture integrity of building enclosure. 

I. Cleaning: Clean areas and spaces where cutting and patching are performed. Remove paint, 
mortar, oils, putty, and similar materials from adjacent finished surfaces. 

3.7 OWNER-INSTALLED PRODUCTS 

A. Site Access: Provide access to Project site for Owner's construction personnel. 

B. Coordination: Coordinate construction and operations of the Work with work performed by 
Owner's construction personnel. 
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1. Construction Schedule: Inform Owner of Contractor's preferred construction schedule for 
Owner's portion of the Work. Adjust construction schedule based on a mutually agreeable 
timetable. Notify Owner if changes to schedule are required due to differences in actual 
construction progress. 

2. Preinstallation Conferences: Include Owner's construction personnel at preinstallation 
conferences covering portions of the Work that are to receive Owner's work. Attend 
preinstallation conferences conducted by Owner's construction personnel if portions of 
the Work depend on Owner's construction. 

3.8 PROGRESS CLEANING 

A. General: Clean Project site and work areas daily, including common areas. Enforce 
requirements strictly. Dispose of materials lawfully. 

1. Comply with requirements in NFPA 241 for removal of combustible waste materials and 
debris. 

2. Do not hold waste materials more than seven days during normal weather or three days if 
the temperature is expected to rise above 80 deg F (27 deg C). 

3. Containerize hazardous and unsanitary waste materials separately from other waste. Mark 
containers appropriately and dispose of legally, according to regulations. 

a. Use containers intended for holding waste materials of type to be stored. 

B. Site: Maintain Project site free of waste materials and debris. 

C. Work Areas: Clean areas where work is in progress to the level of cleanliness necessary for 
proper execution of the Work. 

1. Remove liquid spills promptly. 
2. Where dust would impair proper execution of the Work, broom-clean or vacuum the 

entire work area, as appropriate. 

D. Installed Work: Keep installed work clean. Clean installed surfaces according to written 
instructions of manufacturer or fabricator of product installed, using only cleaning materials 
specifically recommended. If specific cleaning materials are not recommended, use cleaning 
materials that are not hazardous to health or property and that will not damage exposed surfaces. 

E. Concealed Spaces: Remove debris from concealed spaces before enclosing the space. 

F. Exposed Surfaces in Finished Areas: Clean exposed surfaces and protect as necessary to ensure 
freedom from damage and deterioration at time of Substantial Completion. 

G. Waste Disposal: Do not bury or burn waste materials on-site. Do not wash waste materials 
down sewers or into waterways. Comply with waste disposal requirements in Section 017419 
"Construction Waste Management and Disposal." 

H. During handling and installation, clean and protect construction in progress and adjoining 
materials already in place. Apply protective covering where required to ensure protection from 
damage or deterioration at Substantial Completion. 
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I. Clean and provide maintenance on completed construction as frequently as necessary through 
the remainder of the construction period. Adjust and lubricate operable components to ensure 
operability without damaging effects. 

J. Limiting Exposures: Supervise construction operations to ensure that no part of the 
construction, completed or in progress, is subject to harmful, dangerous, damaging, or otherwise 
deleterious exposure during the construction period. 

3.9 STARTING AND ADJUSTING 

A. Coordinate startup and adjusting of equipment and operating components with requirements in 
Section 019113 "General Commissioning Requirements." 

B. Start equipment and operating components to confirm proper operation. Remove 
malfunctioning units, replace with new units, and retest. 

C. Adjust equipment for proper operation. Adjust operating components for proper operation 
without binding. 

D. Test each piece of equipment to verify proper operation. Test and adjust controls and safeties. 
Replace damaged and malfunctioning controls and equipment. 

E. Manufacturer's Field Service: Comply with qualification requirements in Section 014000 
"Quality Requirements." 

3.10 PROTECTION OF INSTALLED CONSTRUCTION 

A. Provide final protection and maintain conditions that ensure installed Work is without damage 
or deterioration at time of Substantial Completion. 

B. Protection of Existing Items: Provide protection and ensure that existing items to remain 
undisturbed by construction are maintained in condition that existed at commencement of the 
Work. 

C. Comply with manufacturer's written instructions for temperature and relative humidity. 

END OF SECTION 017300 
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SECTION 017419 - CONSTRUCTION WASTE MANAGEMENT AND DISPOSAL 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for the following: 
1. Recycling nonhazardous [demolition] [and] [construction] waste. 
2. Disposing of nonhazardous [demolition] [and] [construction] waste. 

B. Related Requirements: 
1. Section 042000 "Unit Masonry" for disposal requirements for masonry waste. 
2. Section 044313.13 "Anchored Stone Masonry Veneer" for disposal requirements for 

excess stone and stone waste. 
3. Section 311000 "Site Clearing" for disposition of waste resulting from site clearing and 

removal of above- and below-grade improvements. 

1.3 DEFINITIONS 

A. Construction Waste: Building, structure, and site improvement materials and other solid waste 
resulting from construction, remodeling, renovation, or repair operations. Construction waste 
includes packaging. 

B. Demolition Waste: Building, structure, and site improvement materials resulting from 
demolition operations. 

C. Disposal: Removal of demolition or construction waste and subsequent salvage, sale, recycling, 
or deposit in landfill, incinerator acceptable to authorities having jurisdiction, or designated 
spoil areas on Owner’s property. 

D. Recycle: Recovery of demolition or construction waste for subsequent processing in preparation 
for reuse. 

E. Salvage: Recovery of demolition or construction waste and subsequent sale or reuse in another 
facility. 

F. Salvage and Reuse: Recovery of demolition or construction waste and subsequent incorporation 
into the Work. 
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1.4 MATERIALS OWNERSHIP 

A. Unless otherwise indicated, demolition and construction waste becomes property of Contractor. 

1.5 ACTION SUBMITTALS 

A. Waste Management Plan: Submit plan within 7 days of date established for the Notice to 
Proceed. 

1.6 INFORMATIONAL SUBMITTALS 

A. Waste Reduction Calculations: Before request for Substantial Completion, submit calculated 
end-of-Project rates for salvage, recycling, and disposal as a percentage of total waste generated 
by the Work. 

B. Landfill and Incinerator Disposal Records: Indicate receipt and acceptance of waste by landfills 
and incinerator facilities licensed to accept them. Include manifests, weight tickets, receipts, and 
invoices. 

1.7 QUALITY ASSURANCE 

A. Regulatory Requirements: Comply with transportation and disposal regulations of authorities 
having jurisdiction. 

B. Waste Management Conference(s): Conduct conference(s) at Project site to comply with 
requirements in Section 013100 "Project Management and Coordination." Review methods and 
procedures related to waste management including, but not limited to, the following: 

1. Review and discuss waste management plan including responsibilities of each contractor 
and waste management coordinator. 

2. Review requirements for documenting quantities of each type of waste and its 
disposition. 

3. Review and finalize procedures for materials separation and verify availability of 
containers and bins needed to avoid delays. 

4. Review procedures for periodic waste collection and transportation to recycling and 
disposal facilities. 

5. Review waste management requirements for each trade. 

1.8 WASTE MANAGEMENT PLAN 

A. General: Develop a waste management plan according to requirements in this Section. Plan 
shall consist of waste identification, waste reduction work plan, and cost/revenue analysis. 
Indicate quantities by weight or volume, but use same units of measure throughout waste 
management plan. 

B. Waste Identification: Indicate anticipated types and quantities of waste. Include estimated 
quantities and assumptions for estimates. 
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PART 2 - EXECUTION 

2.1 PLAN IMPLEMENTATION 

A. General: Implement approved waste management plan. Provide handling, containers, storage, 
signage, transportation, and other items as required to implement waste management plan 
during the entire duration of the Contract. 

1. Comply with operation, termination, and removal requirements in Section 015000 
"Temporary Facilities and Controls." 

B. Waste Management Coordinator: Engage a waste management coordinator to be responsible for 
implementing, monitoring, and reporting status of waste management work plan. 

C. Training: Train workers, subcontractors, and suppliers on proper waste management 
procedures, as appropriate for the Work. 

1. Distribute waste management plan to everyone concerned within three days of submittal 
return. 

2. Distribute waste management plan to entities when they first begin work on-site. Review 
plan procedures and locations established for salvage, recycling, and disposal. 

D. Site Access and Temporary Controls: Conduct waste management operations to ensure 
minimum interference with roads, streets, walks, walkways, and other adjacent occupied and 
used facilities. 
1. Comply with Section 015000 "Temporary Facilities and Controls" for controlling dust 

and dirt, environmental protection, and noise control. 

E. Asphalt Paving: Break up and transport paving to asphalt-recycling facility. 

F. Concrete: Remove reinforcement and other metals from concrete and sort with other metals. 

1. Pulverize concrete to maximum 1-1/2-inch (38-mm) size. 
2. Crush concrete and screen to comply with requirements in Section 312000 "Earth 

Moving" for use as satisfactory soil for fill or subbase. 

G. Masonry: Remove metal reinforcement, anchors, and ties from masonry and sort with other 
metals. 

2.2 DISPOSAL OF WASTE 

A. General: Except for items or materials to be salvaged or recycled, remove waste materials from 
Project site and legally dispose of them in a landfill or incinerator acceptable to authorities 
having jurisdiction. 

1. Except as otherwise specified, do not allow waste materials that are to be disposed of 
accumulate on-site. 

2. Remove and transport debris in a manner that will prevent spillage on adjacent surfaces 
and areas. 
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B. General: Except for items or materials to be salvaged or recycled, remove waste materials and 
legally dispose of at designated spoil areas on Owner’s property. 

C. Burning: Do not burn waste materials. 

END OF SECTION 017419 
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SECTION 017700 - CLOSEOUT PROCEDURES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for contract closeout, including, 
but not limited to, the following: 

1. Substantial Completion procedures. 
2. Final completion procedures. 
3. Warranties. 
4. Final cleaning. 
5. Repair of the Work. 

B. Related Requirements: 

1. Section 013233 "Photographic Documentation" for submitting final completion 
construction photographic documentation. 

2. Section 017839 "Project Record Documents" for submitting Record Drawings, Record 
Specifications, and Record Product Data. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of cleaning agent. 

B. Contractor's List of Incomplete Items: Initial submittal at Substantial Completion. 

C. Certified List of Incomplete Items: Final submittal at final completion. 

1.4 CLOSEOUT SUBMITTALS 

A. Certificates of Release: From authorities having jurisdiction. 

B. Certificate of Insurance: For continuing coverage. 

C. Field Report: For pest control inspection. 
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1.5 MAINTENANCE MATERIAL SUBMITTALS 

A. Schedule of Maintenance Material Items: For maintenance material submittal items specified in 
other Sections. 

1.6 SUBSTANTIAL COMPLETION PROCEDURES 

A. Contractor's List of Incomplete Items: Prepare and submit a list of items to be completed and 
corrected (Contractor's punch list), indicating the value of each item on the list and reasons why 
the Work is incomplete. 

B. Submittals Prior to Substantial Completion: Complete the following a minimum of 10 days 
prior to requesting inspection for determining date of Substantial Completion. List items below 
that are incomplete at time of request. 

1. Certificates of Release: Obtain and submit releases from authorities having jurisdiction 
permitting Owner unrestricted use of the Work and access to services and utilities. 
Include occupancy permits, operating certificates, and similar releases. 

2. Submit closeout submittals specified in other Division 01 Sections, including project 
record documents, operation and maintenance manuals, damage or settlement surveys, 
property surveys, and similar final record information. 

3. Submit closeout submittals specified in individual Sections, including specific warranties, 
workmanship bonds, maintenance service agreements, final certifications, and similar 
documents. 

4. Submit maintenance material submittals specified in individual Sections, including tools, 
spare parts, extra materials, and similar items, and deliver to location designated by 
Construction Manager. Label with manufacturer's name and model number. 

5. Submit testing, adjusting, and balancing records. 
6. Submit changeover information related to Owner's occupancy, use, operation, and 

maintenance. 

C. Procedures Prior to Substantial Completion: Complete the following a minimum of 10 days 
prior to requesting inspection for determining date of Substantial Completion. List items below 
that are incomplete at time of request. 

1. Advise Owner of pending insurance changeover requirements. 
2. Make final changeover of permanent locks and deliver keys to Owner. Advise Owner's 

personnel of changeover in security provisions. 
3. Complete startup and testing of systems and equipment. 
4. Perform preventive maintenance on equipment used prior to Substantial Completion. 
5. Instruct Owner's personnel in operation, adjustment, and maintenance of products, 

equipment, and systems. Submit demonstration and training video recordings specified in 
Section 017900 "Demonstration and Training." 

6. Advise Owner of changeover in utility services. 
7. Participate with Owner in conducting inspection and walkthrough with local emergency 

responders. 
8. Terminate and remove temporary facilities from Project site, along with mockups, 

construction tools, and similar elements. 
9. Complete final cleaning requirements. 
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10. Touch up paint and otherwise repair and restore marred exposed finishes to eliminate 
visual defects. 

D. Inspection: Submit a written request for inspection to determine Substantial Completion a 
minimum of 10 days prior to date the Work will be completed and ready for final inspection and 
tests. On receipt of request, Landscape Architect and Construction Manager will either 
proceed with inspection or notify Contractor of unfulfilled requirements. Architect will prepare 
the Certificate of Substantial Completion after inspection or will notify Contractor of items, 
either on Contractor's list or additional items identified by Architect, that must be completed or 
corrected before certificate will be issued. 

1. Request reinspection when the Work identified in previous inspections as incomplete is 
completed or corrected. 

2. Results of completed inspection will form the basis of requirements for final completion. 

1.7 FINAL COMPLETION PROCEDURES 

A. Submittals Prior to Final Completion: Before requesting final inspection for determining final 
completion, complete the following: 

1. Submit a final Application for Payment according to Section 012900 "Payment 
Procedures." 

2. Certified List of Incomplete Items: Submit certified copy of Architect's Substantial 
Completion inspection list of items to be completed or corrected (punch list), endorsed 
and dated by Architect. Certified copy of the list shall state that each item has been 
completed or otherwise resolved for acceptance. 

3. Certificate of Insurance: Submit evidence of final, continuing insurance coverage 
complying with insurance requirements. 

4. Submit final completion photographic documentation. 

B. Inspection: Submit a written request for final inspection to determine acceptance a minimum of 
10 days prior to date the work will be completed and ready for final inspection and tests. On 
receipt of request, Landscape Architect and Construction Manager will either proceed with 
inspection or notify Contractor of unfulfilled requirements. Architect will prepare a final 
Certificate for Payment after inspection or will notify Contractor of construction that must be 
completed or corrected before certificate will be issued. 

1. Request reinspection when the Work identified in previous inspections as incomplete is 
completed or corrected. 

1.8 LIST OF INCOMPLETE ITEMS (PUNCH LIST) 

A. Organization of List: Include name and identification of each space and area affected by 
construction operations for incomplete items and items needing correction including, if 
necessary, areas disturbed by Contractor that are outside the limits of construction. 

1. Organize list of spaces in sequential order. 
2. Organize items applying to each space by major element, including categories for ceiling, 

individual walls, floors, equipment, and building systems. 
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3. Include the following information at the top of each page: 

a. Project name. 
b. Date. 
c. Name of Landscape Architect and Construction Manager. 
d. Name of Contractor. 
e. Page number. 

4. Submit list of incomplete items in the following format: 
a. PDF electronic file. Architect, through Construction Manager, will return 

annotated file. 
b. Three paper copies. Landscape Architect, through Construction Manager, will 

return[two copies. 

1.9 SUBMITTAL OF PROJECT WARRANTIES 

A. Time of Submittal: Submit written warranties on request of Architect for designated portions of 
the Work where warranties are indicated to commence on dates other than date of Substantial 
Completion, or when delay in submittal of warranties might limit Owner's rights under 
warranty. 

B. Partial Occupancy: Submit properly executed warranties within 15 days of completion of 
designated portions of the Work that are completed and occupied or used by Owner during 
construction period by separate agreement with Contractor. 

C. Organize warranty documents into an orderly sequence based on the table of contents of Project 
Manual. 

D. Warranty Electronic File: Provide warranties and bonds in PDF format. Assemble complete 
warranty and bond submittal package into a single electronic PDF file with bookmarks enabling 
navigation to each item. Provide bookmarked table of contents at beginning of document. 

1. Submit on digital media acceptable to Construction Manager. 

E. Warranties in Paper Form: 

1. Bind warranties and bonds in heavy-duty, three-ring, vinyl-covered, loose-leaf binders, 
thickness as necessary to accommodate contents, and sized to receive 8-1/2-by-11-inch 
(215-by-280-mm) paper. 

2. Provide heavy paper dividers with plastic-covered tabs for each separate warranty. Mark 
tab to identify the product or installation. Provide a typed description of the product or 
installation, including the name of the product and the name, address, and telephone 
number of Installer. 

3. Identify each binder on the front and spine with the typed or printed title 
"WARRANTIES," Project name, and name of Contractor. 

F. Provide additional copies of each warranty to include in operation and maintenance manuals. 
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PART 2 - PRODUCTS 

2.1 MATERIALS 

A. Cleaning Agents: Use cleaning materials and agents recommended by manufacturer or 
fabricator of the surface to be cleaned. Do not use cleaning agents that are potentially hazardous 
to health or property or that might damage finished surfaces. 

PART 3 - EXECUTION 

3.1 FINAL CLEANING 

A. General: Perform final cleaning. Conduct cleaning and waste-removal operations to comply 
with local laws and ordinances and Federal and local environmental and antipollution 
regulations. 

B. Cleaning: Employ experienced workers or professional cleaners for final cleaning. Clean each 
surface or unit to condition expected in an average commercial building cleaning and 
maintenance program. Comply with manufacturer's written instructions. 

1. Complete the following cleaning operations before requesting inspection for certification 
of Substantial Completion for entire Project or for a designated portion of Project: 

a. Clean Project site, yard, and grounds, in areas disturbed by construction activities, 
including landscape development areas, of rubbish, waste material, litter, and other 
foreign substances. 

b. Sweep paved areas broom clean. Remove petrochemical spills, stains, and other 
foreign deposits. 

c. Rake grounds that are not planted, mulched, or paved to a smooth, even-textured 
surface. 

d. Remove tools, construction equipment, machinery, and surplus material from 
Project site. 

e. Remove snow and ice to provide safe access to building. 
f. Clean exposed exterior and interior hard-surfaced finishes to a dirt-free condition, 

free of stains, films, and similar foreign substances. Avoid disturbing natural 
weathering of exterior surfaces. Restore reflective surfaces to their original 
condition. 

g. Remove debris and surface dust from limited access spaces, including roofs, 
plenums, shafts, trenches, equipment vaults, manholes, attics, and similar spaces. 

h. Sweep concrete floors broom clean in unoccupied spaces. 
i. Clean transparent materials, including mirrors and glass in doors and windows. 

Remove glazing compounds and other noticeable, vision-obscuring materials. 
Polish mirrors and glass, taking care not to scratch surfaces. 

j. Remove labels that are not permanent. 
k. Wipe surfaces of mechanical and electrical equipment and similar equipment. 

Remove excess lubrication, paint and mortar droppings, and other foreign 
substances. 



Copyright 2017 AIA Liberty Park Renovation 12/17/2018 

CLOSEOUT PROCEDURES 017700 - 6 

l. Clean plumbing fixtures to a sanitary condition, free of stains, including stains 
resulting from water exposure. 

m. Replace disposable air filters and clean permanent air filters. Clean exposed 
surfaces of diffusers, registers, and grills. 

n. Clean ducts, blowers, and coils if units were operated without filters during 
construction or that display contamination with particulate matter on inspection. 

1) Clean HVAC system in compliance with NADCA ACR. Provide written 
report on completion of cleaning. 

o. Clean luminaires, lamps, globes, and reflectors to function with full efficiency. 
p. Leave Project clean and ready for occupancy. 

C. Construction Waste Disposal: Comply with waste disposal requirements. 

3.2 REPAIR OF THE WORK 

A. Complete repair and restoration operations before requesting inspection for determination of 
Substantial Completion. 

B. Repair, or remove and replace, defective construction. Repairing includes replacing defective 
parts, refinishing damaged surfaces, touching up with matching materials, and properly 
adjusting operating equipment. Where damaged or worn items cannot be repaired or restored, 
provide replacements. Remove and replace operating components that cannot be repaired. 
Restore damaged construction and permanent facilities used during construction to specified 
condition. 

1. Remove and replace chipped, scratched, and broken glass, reflective surfaces, and other 
damaged transparent materials. 

2. Touch up and otherwise repair and restore marred or exposed finishes and surfaces. 
Replace finishes and surfaces that that already show evidence of repair or restoration. 

a. Do not paint over "UL" and other required labels and identification, including 
mechanical and electrical nameplates. Remove paint applied to required labels and 
identification. 

3. Replace parts subject to operating conditions during construction that may impede 
operation or reduce longevity. 

4. Replace burned-out bulbs, bulbs noticeably dimmed by hours of use, and defective and 
noisy starters in fluorescent and mercury vapor fixtures to comply with requirements for 
new fixtures. 

END OF SECTION 017700 
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SECTION 017839 - PROJECT RECORD DOCUMENTS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and other Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes administrative and procedural requirements for project record documents, 
including the following: 

1. Record Drawings. 
2. Record Specifications. 
3. Record Product Data. 
4. Miscellaneous record submittals. 

B. Related Requirements: 
 

1. Section 017700 "Closeout Procedures" for general closeout procedures. 
2. Section 017823 "Operation and Maintenance Data" for operation and maintenance 

manual requirements. 

1.3 CLOSEOUT SUBMITTALS 

A. Record Drawings: Comply with the following: 

1. Number of Copies: Submit one set(s) of marked-up record prints. 
2. Number of Copies: Submit copies of record Drawings as follows: 

a. Initial Submittal: 

 
1) Submit PDF electronic files of scanned record prints and one of file prints. 
2) Architect will indicate whether general scope of changes, additional 

information recorded, and quality of drafting are acceptable. 

b. Final Submittal: 
1) Submit PDF electronic files of scanned record prints and three set(s) of 

prints. 
2) Print each drawing, whether or not changes and additional information were 

recorded. 

B. Record Specifications: Submit one paper copy or one annotated PDF electronic files of 
Project's Specifications, including addenda and contract modifications. 
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C. Record Product Data: Submit one paper copy or one annotated PDF electronic files and 
directories] of each submittal. 

1. Where record Product Data are required as part of operation and maintenance manuals, 
submit duplicate marked-up Product Data as a component of manual. 

D. Miscellaneous Record Submittals: See other Specification Sections for miscellaneous record-
keeping requirements and submittals in connection with various construction activities. Submit 
one paper copies or annotated PDF of each submittal. 

E. Reports: Submit written report indicating items incorporated into project record documents 
concurrent with progress of the Work, including revisions, concealed conditions, field changes, 
product selections, and other notations incorporated. 

1.4 RECORD DRAWINGS 

A. Record Prints: Maintain one set of marked-up paper copies of the Contract Drawings and Shop 
Drawings, incorporating new and revised drawings as modifications are issued. 

1. Preparation: Mark record prints to show the actual installation where installation varies 
from that shown originally. Require individual or entity who obtained record data, 
whether individual or entity is Installer, subcontractor, or similar entity, to provide 
information for preparation of corresponding marked-up record prints. 

a. Give particular attention to information on concealed elements that would be 
difficult to identify or measure and record later. 

b. Accurately record information in an acceptable drawing technique. 
c. Record data as soon as possible after obtaining it. 
d. Record and check the markup before enclosing concealed installations. 
e. Cross-reference record prints to corresponding photographic documentation. 

2. Content: Types of items requiring marking include, but are not limited to, the following: 

a. Dimensional changes to Drawings. 
b. Revisions to details shown on Drawings. 
c. Depths of foundations. 
d. Locations and depths of underground utilities. 
e. Revisions to routing of piping and conduits. 
f. Revisions to electrical circuitry. 
g. Actual equipment locations. 
h. Duct size and routing. 
i. Locations of concealed internal utilities. 
j. Changes made by Change Order or [Construction] [Work] Change Directive. 
k. Details not on the original Contract Drawings. 
l. Field records for variable and concealed conditions. 
m. Record information on the Work that is shown only schematically. 

3. Mark the Contract Drawings and Shop Drawings completely and accurately. Use 
personnel proficient at recording graphic information in production of marked-up record 
prints. 
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4. Mark record sets with erasable, red-colored pencil. Use other colors to distinguish 
between changes for different categories of the Work at same location. 

5. Mark important additional information that was either shown schematically or omitted 
from original Drawings. 

6. Note Construction Change Directive numbers, alternate numbers, Change Order 
numbers, and similar identification, where applicable. 

B. Record Digital Data Files: Immediately before inspection for Certificate of Substantial 
Completion, review marked-up record prints with Architect and Construction Manager. When 
authorized, prepare a full set of corrected digital data files of the Contract Drawings, as follows: 

1. Format: Same digital data software program, version, and operating system as the 
original Contract Drawings. 

2. Incorporate changes and additional information previously marked on record prints. 
Delete, redraw, and add details and notations where applicable. 

3. Refer instances of uncertainty to Architect through Construction Manager for 
resolution. 

4. Architect will furnish Contractor with one set of digital data files of the Contract 
Drawings for use in recording information. 

a. See Section 013100 "Project Management and Coordination" for requirements 
related to use of Architect's digital data files. 

b. Architect will provide data file layer information. Record markups in separate 
layers. 

C. Format: Identify and date each record Drawing; include the designation "PROJECT RECORD 
DRAWING" in a prominent location. 

1. Record Prints: Organize record prints into manageable sets. Bind each set with durable 
paper cover sheets. Include identification on cover sheets. 

2. Format: Annotated PDF electronic file with comment function enabled. 
3. Record Digital Data Files: Organize digital data information into separate electronic files 

that correspond to each sheet of the Contract Drawings. Name each file with the sheet 
identification. Include identification in each digital data file. 

4. Identification: As follows: 

a. Project name. 
b. Date. 
c. Designation "PROJECT RECORD DRAWINGS." 
d. Name of Architect and Construction Manager. 
e. Name of Contractor. 

1.5 RECORD SPECIFICATIONS 

A. Preparation: Mark Specifications to indicate the actual product installation where installation 
varies from that indicated in Specifications, addenda, and contract modifications. 

1. Give particular attention to information on concealed products and installations that 
cannot be readily identified and recorded later. 
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2. Mark copy with the proprietary name and model number of products, materials, and 
equipment furnished, including substitutions and product options selected. 

3. Record the name of manufacturer, supplier, Installer, and other information necessary to 
provide a record of selections made. 

4. For each principal product, indicate whether record Product Data has been submitted in 
operation and maintenance manuals instead of submitted as record Product Data. 

5. Note related Change Orders, record Product Data] and record Drawings where 
applicable. 

B. Format: Submit record Specifications as annotated PDF electronic file or paper copy. 

1.6 RECORD PRODUCT DATA 

A. Recording: Maintain one copy of each submittal during the construction period for project 
record document purposes. Post changes and revisions to project record documents as they 
occur; do not wait until end of Project. 

B. Preparation: Mark Product Data to indicate the actual product installation where installation 
varies substantially from that indicated in Product Data submittal. 

1. Give particular attention to information on concealed products and installations that 
cannot be readily identified and recorded later. 

2. Include significant changes in the product delivered to Project site and changes in 
manufacturer's written instructions for installation. 

3. Note related Change Orders and record Drawings where applicable. 

C. Format: Submit record Product Data as annotated PDF electronic file or paper copy. 

1. Include record Product Data directory organized by Specification Section number and 
title, electronically linked to each item of record Product Data. 

1.7 MISCELLANEOUS RECORD SUBMITTALS 

A. Assemble miscellaneous records required by other Specification Sections for miscellaneous 
record keeping and submittal in connection with actual performance of the Work. Bind or file 
miscellaneous records and identify each, ready for continued use and reference. 

B. Format: Submit miscellaneous record submittals as PDF electronic file or paper copy. 

1. Include miscellaneous record submittals directory organized by Specification Section 
number and title, electronically linked to each item of miscellaneous record submittals. 

1.8 MAINTENANCE OF RECORD DOCUMENTS 

A. Maintenance of Record Documents: Store record documents in the field office apart from the 
Contract Documents used for construction. Do not use project record documents for 
construction purposes. Maintain record documents in good order and in a clean, dry, legible 
condition, protected from deterioration and loss. Provide access to project record documents for 
Architect's and Construction Manager's reference during normal working hours. 
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PART 2 - PRODUCTS 

PART 3 - EXECUTION 

END OF SECTION 017839 
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SECTION 024119 - SELECTIVE DEMOLITION 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 
1. Demolition and removal of selected site elements. 
2. Salvage of existing items to be reused or recycled. 

B. Related Requirements: 

1. Section 011000 "Summary" for restrictions on use of the premises, Owner-occupancy 
requirements, and phasing requirements. 

2. Section 015639 "Temporary Tree and Plant Protection" for temporary protection of 
existing trees and plants that are affected by selective demolition. 

3. Section 017300 "Execution" for cutting and patching procedures. 
4. Section 311000 "Site Clearing" for site clearing and removal of above- and below-grade 

improvements not part of selective demolition. 

1.3 DEFINITIONS 

A. Remove: Detach items from existing construction and dispose of them off-site unless indicated 
to be salvaged or reinstalled. 

B. Remove and Salvage: Detach items from existing construction, in a manner to prevent damage, 
and store. 

C. Remove and Reinstall: Detach items from existing construction, in a manner to prevent damage, 
prepare for reuse, and reinstall where indicated. 

D. Existing to Remain: Leave existing items that are not to be removed and that are not otherwise 
indicated to be salvaged or reinstalled. 

E. Dismantle: To remove by disassembling or detaching an item from a surface, using gentle 
methods and equipment to prevent damage to the item and surfaces; disposing of items unless 
indicated to be salvaged or reinstalled. 

1.4 MATERIALS OWNERSHIP 

A. Unless otherwise indicated, demolition waste becomes property of Contractor. 
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1.5 PREINSTALLATION MEETINGS 

A. Predemolition Conference: Conduct conference at Project site. 

1. Inspect and discuss condition of construction to be selectively demolished. 
2. Review structural load limitations of existing structure. 
3. Review and finalize selective demolition schedule and verify availability of materials, 

demolition personnel, equipment, and facilities needed to make progress and avoid 
delays. 

4. Review requirements of work performed by other trades that rely on substrates exposed 
by selective demolition operations. 

5. Review areas where existing construction is to remain and requires protection. 

1.6 INFORMATIONAL SUBMITTALS 

A. Proposed Protection Measures: Submit report, including Drawings, that indicates the measures 
proposed for protecting individuals and property. Indicate proposed locations and construction 
of barriers. 

B. Schedule of Selective Demolition Activities: Indicate the following: 

1. Detailed sequence of selective demolition and removal work, with starting and ending 
dates for each activity. Ensure Owner's building managers [and other tenants' on-site 
operations are uninterrupted. 

2. Interruption of utility services. Indicate how long utility services will be interrupted. 
3. Coordination for shutoff, capping, and continuation of utility services. 
4. Coordination of Owner's continuing occupancy of portions of existing building/site and 

of Owner's partial occupancy of completed Work. 

C. Predemolition Photographs or Video: Show existing conditions of adjoining construction, 
including finish surfaces, that might be misconstrued as damage caused by demolition 
operations. Comply with Section 013233 "Photographic Documentation." Submit before Work 
begins. 

D. Statement of Refrigerant Recovery: Signed by refrigerant recovery technician responsible for 
recovering refrigerant, stating that all refrigerant that was present was recovered and that 
recovery was performed according to EPA regulations. Include name and address of technician 
and date refrigerant was recovered. 

E. Warranties: Documentation indicating that existing warranties are still in effect after completion 
of selective demolition. 

1.7 CLOSEOUT SUBMITTALS 

A. Inventory: Submit a list of items that have been removed and salvaged. 
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1.8 QUALITY ASSURANCE 

A. Refrigerant Recovery Technician Qualifications: Certified by an EPA-approved certification 
program. 

1.9 FIELD CONDITIONS 

A. Owner may occupy portions of building immediately adjacent to selective demolition area. 
Conduct selective demolition so Owner's operations will not be disrupted. 

B. Conditions existing at time of inspection for bidding purpose will be maintained by Owner as 
far as practical. 

1. Before selective demolition, Owner will remove the following items: None 

C. Notify Architect of discrepancies between existing conditions and Drawings before proceeding 
with selective demolition. 

D. Hazardous Materials: It is not expected that hazardous materials will be encountered in the 
Work. 
1. If suspected hazardous materials are encountered, do not disturb; immediately notify 

Architect and Owner. Hazardous materials will be removed by Owner under a separate 
contract. 

2. Do not disturb hazardous materials or items suspected of containing hazardous materials 
except under procedures specified elsewhere in the Contract Documents. 

E. Storage or sale of removed items or materials on-site is not permitted. 

F. Utility Service: Maintain existing utilities indicated to remain in service and protect them 
against damage during selective demolition operations. 

1. Maintain fire-protection facilities in service during selective demolition operations. 

G. Arrange selective demolition schedule so as not to interfere with Owner's operations. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Regulatory Requirements: Comply with governing EPA notification regulations before 
beginning selective demolition. Comply with hauling and disposal regulations of authorities 
having jurisdiction. 

B. Standards: Comply with ASSE A10.6 and NFPA 241. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Verify that utilities have been disconnected and capped before starting selective demolition 
operations. 

B. Review Project Record Documents of existing construction or other existing condition and 
hazardous material information provided by Owner. Owner does not guarantee that existing 
conditions are same as those indicated in Project Record Documents. 

C. Perform a professional engineer to perform an engineering survey of condition of building to 
determine whether removing any element might result in structural deficiency or unplanned 
collapse of any portion of structure or adjacent structures during selective building demolition 
operations. 

1. Perform surveys as the Work progresses to detect hazards resulting from selective 
demolition activities. 

D. Survey of Existing Conditions: Record existing conditions by use of photographs or video. 

1. Comply with requirements specified in Section 013233 "Photographic Documentation." 
2. Inventory and record the condition of items to be removed and salvaged. Provide 

photographs or video of conditions that might be misconstrued as damage caused by 
salvage operations. 

3.2 UTILITY SERVICES AND MECHANICAL/ELECTRICAL SYSTEMS 

A. Existing Services/Systems to Remain: Maintain services/systems indicated to remain and 
protect them against damage. 

B. Existing Services/Systems to Be Removed, Relocated, or Abandoned: Locate, identify, 
disconnect, and seal or cap off utility services and mechanical/electrical systems serving areas 
to be selectively demolished. 
1. Arrange to shut off utilities with utility companies. 
2. If services/systems are required to be removed, relocated, or abandoned, provide 

temporary services/systems that bypass area of selective demolition and that maintain 
continuity of services/systems to other parts of building. 

a. Piping to Be Removed: Remove portion of piping indicated to be removed and cap 
or plug remaining piping with same or compatible piping material. 

b. Piping to Be Abandoned in Place: Drain piping and cap or plug piping with same 
or compatible piping material and leave in place. 

c. Equipment to Be Removed: Disconnect and cap services and remove equipment. 

3.3 PROTECTION 

A. Temporary Protection: Provide temporary barricades and other protection required to prevent 
injury to people and damage to adjacent buildings and facilities to remain. 
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1. Provide protection to ensure safe passage of people around selective demolition area and 
to and from occupied portions of building. 

2. Protect walls, ceilings, floors, and other existing finish work that are to remain or that are 
exposed during selective demolition operations. 

B. Temporary Shoring: Design, provide, and maintain shoring, bracing, and structural supports as 
required to preserve stability and prevent movement, settlement, or collapse of construction and 
finishes to remain, and to prevent unexpected or uncontrolled movement or collapse of 
construction being demolished. 

1. Strengthen or add new supports when required during progress of selective demolition. 

C. Remove temporary barricades and protections where hazards no longer exist. 

3.4 SELECTIVE DEMOLITION, GENERAL 

A. General: Demolish and remove existing construction only to the extent required by new 
construction and as indicated. Use methods required to complete the Work within limitations of 
governing regulations and as follows: 

1. Proceed with selective demolition systematically, from higher to lower level. Complete 
selective demolition operations above each floor or tier before disturbing supporting 
members on the next lower level. 

2. Neatly cut openings and holes plumb, square, and true to dimensions required. Use 
cutting methods least likely to damage construction to remain or adjoining construction. 
Use hand tools or small power tools designed for sawing or grinding, not hammering and 
chopping. Temporarily cover openings to remain. 

3. Cut or drill from the exposed or finished side into concealed surfaces to avoid marring 
existing finished surfaces. 

4. Do not use cutting torches until work area is cleared of flammable materials. At 
concealed spaces, such as duct and pipe interiors, verify condition and contents of hidden 
space before starting flame-cutting operations. Maintain portable fire-suppression devices 
during flame-cutting operations. 

5. Maintain fire watch during and for at least 8 hours after flame-cutting operations. 
6. Maintain adequate ventilation when using cutting torches. 
7. Remove decayed, vermin-infested, or otherwise dangerous or unsuitable materials and 

promptly dispose of off-site. 
8. Remove structural framing members and lower to ground by method suitable to avoid 

free fall and to prevent ground impact or dust generation. 
9. Locate selective demolition equipment and remove debris and materials so as not to 

impose excessive loads on supporting walls, floors, or framing. 
10. Dispose of demolished items and materials promptly.[ Comply with requirements in 

Section 017419 "Construction Waste Management and Disposal."] 

B. Site Access and Temporary Controls: Conduct selective demolition and debris-removal 
operations to ensure minimum interference with roads, streets, walks, walkways, and other 
adjacent occupied and used facilities. 

C. Removed and Reinstalled Items: 
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1. Clean and repair items to functional condition adequate for intended reuse. 
2. Pack or crate items after cleaning and repairing. Identify contents of containers. 
3. Protect items from damage during transport and storage. 
4. Reinstall items in locations indicated. Comply with installation requirements for new 

materials and equipment. Provide connections, supports, and miscellaneous materials 
necessary to make item functional for use indicated. 

D. Existing Items to Remain: Protect construction indicated to remain against damage and soiling 
during selective demolition. When permitted by Architect, items may be removed to a suitable, 
protected storage location during selective demolition and cleaned and reinstalled in their 
original locations after selective demolition operations are complete. 

3.5 SELECTIVE DEMOLITION PROCEDURES FOR SPECIFIC MATERIALS 

A. Concrete: Demolish in small sections. Using power-driven saw, cut concrete to a depth of at 
least 3/4 inch (19 mm) at junctures with construction to remain. Dislodge concrete from 
reinforcement at perimeter of areas being demolished, cut reinforcement, and then remove 
remainder of concrete. Neatly trim openings to dimensions indicated. 

B. Concrete: Demolish in sections. Cut concrete full depth at junctures with construction to remain 
and at regular intervals using power-driven saw, and then remove concrete between saw cuts. 

C. Masonry: Demolish in small sections. Cut masonry at junctures with construction to remain, 
using power-driven saw, and then remove masonry between saw cuts. 

D. Concrete Slabs-on-Grade: Saw-cut perimeter of area to be demolished, and then break up and 
remove. 

3.6 DISPOSAL OF DEMOLISHED MATERIALS 

A. Remove demolition waste materials from Project site and dispose of them in an EPA-
approved construction and demolition waste landfill acceptable to authorities having 
jurisdiction and recycle or dispose of them according to Section 017419 "Construction 
Waste Management and Disposal." 

1. Do not allow demolished materials to accumulate on-site. 
2. Remove and transport debris in a manner that will prevent spillage on adjacent surfaces 

and areas. 

B. Burning: Do not burn demolished materials. 

3.7 CLEANING 

A. Clean adjacent structures and improvements of dust, dirt, and debris caused by selective 
demolition operations. Return adjacent areas to condition existing before selective demolition 
operations began. 

END OF SECTION 024119 
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SECTION 033000 - CAST-IN-PLACE CONCRETE 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes cast-in-place concrete, including formwork, reinforcement, concrete materials, 
mixture design, placement procedures, and finishes. 

B. Related Requirements: 
1. Section 312000 "Earth Moving" for drainage fill under slabs-on-grade. 
2. Section 321313 "Concrete Paving" for concrete pavement and walks. 

1.3 DEFINITIONS 

A. Cementitious Materials: Portland cement alone or in combination with one or more of the 
following: blended hydraulic cement, fly ash, slag cement, other pozzolans, and silica fume; 
materials subject to compliance with requirements. 

B. W/C Ratio: The ratio by weight of water to cementitious materials. 

1.4 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site. 

1.5 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Design Mixtures: For each concrete mixture. Submit alternate design mixtures when 
characteristics of materials, Project conditions, weather, test results, or other circumstances 
warrant adjustments. 

1. Indicate amounts of mixing water to be withheld for later addition at Project site. 

C. Steel Reinforcement Shop Drawings: Placing Drawings that detail fabrication, bending, and 
placement. Include bar sizes, lengths, material, grade, bar schedules, stirrup spacing, bent bar 
diagrams, bar arrangement, splices and laps, mechanical connections, tie spacing, hoop spacing, 
and supports for concrete reinforcement. 
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D. Construction Joint Layout: Indicate proposed construction joints required to construct the 
structure. 

1. Location of construction joints is subject to approval of the Architect. 

1.6 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For Installer and manufacturer.  

B. Material Certificates: For each of the following, signed by manufacturers: 

1. Cementitious materials. 
2. Admixtures. 
3. Form materials and form-release agents. 
4. Steel reinforcement and accessories. 
5. Curing compounds. 
6. Vapor retarders. 
7. Semirigid joint filler. 
8. Joint-filler strips. 
9. Repair materials. 

C. Material Test Reports: For the following, from a qualified testing agency: 

1. Aggregates: Include service record data indicating absence of deleterious expansion 
of concrete due to alkali aggregate reactivity. 

D. Field quality-control reports. 

1.7 QUALITY ASSURANCE 

A. Installer Qualifications: A qualified installer who employs on Project personnel qualified as 
ACI-certified Flatwork Technician and Finisher and a supervisor who is an ACI-certified 
Concrete Flatwork Technician. 

B. Manufacturer Qualifications: A firm experienced in manufacturing ready-mixed concrete 
products and that complies with ASTM C94/C94M requirements for production facilities and 
equipment. 

1. Manufacturer certified according to NRMCA's "Certification of Ready Mixed Concrete 
Production Facilities." 

C. Testing Agency Qualifications: An independent agency, acceptable to authorities having 
jurisdiction, qualified according to ASTM C1077 and ASTM E329 for testing indicated. 

1. Personnel conducting field tests shall be qualified as ACI Concrete Field Testing 
Technician, Grade 1, according to ACI CP-1 or an equivalent certification program. 

2. Personnel performing laboratory tests shall be ACI-certified Concrete Strength Testing 
Technician and Concrete Laboratory Testing Technician, Grade I. Testing agency 
laboratory supervisor shall be an ACI-certified Concrete Laboratory Testing Technician, 
Grade II. 
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1.8 PRECONSTRUCTION TESTING 

A. Preconstruction Testing Service: Engage a qualified testing agency to perform preconstruction 
testing on concrete mixtures. 

1.9 DELIVERY, STORAGE, AND HANDLING 

A. Steel Reinforcement: Deliver, store, and handle steel reinforcement to prevent bending and 
damage. 

1.10 FIELD CONDITIONS 

A. Cold-Weather Placement: Comply with ACI 306.1 and as follows. Protect concrete work from 
physical damage or reduced strength that could be caused by frost, freezing actions, or low 
temperatures. 

1. When average high and low temperature is expected to fall below 40 deg F (4.4 deg C) 
for three successive days, maintain delivered concrete mixture temperature within the 
temperature range required by ACI 301 (ACI 301M). 

2. Do not use frozen materials or materials containing ice or snow. Do not place concrete on 
frozen subgrade or on subgrade containing frozen materials. 

3. Do not use calcium chloride, salt, or other materials containing antifreeze agents or 
chemical accelerators unless otherwise specified and approved in mixture designs. 

B. Hot-Weather Placement: Comply with ACI 301 (ACI 301M) and ACI 305.1 (ACI 305.1M), and 
as follows: 

1. Maintain concrete temperature below 90 deg F (32 deg C) at time of placement. Chilled 
mixing water or chopped ice may be used to control temperature, provided water 
equivalent of ice is calculated to total amount of mixing water. Using liquid nitrogen to 
cool concrete is Contractor's option. 

2. Fog-spray forms, steel reinforcement, and subgrade just before placing concrete. Keep 
subgrade uniformly moist without standing water, soft spots, or dry areas. 

PART 2 - PRODUCTS 

2.1 CONCRETE, GENERAL 

A. ACI Publications: Comply with the following unless modified by requirements in the Contract 
Documents: 

1. ACI 301 (ACI 301M). 
2. ACI 117 (ACI 117M). 
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2.2 FORM-FACING MATERIALS 

A. Smooth-Formed Finished Concrete: Form-facing panels that provide continuous, true, and 
smooth concrete surfaces. Furnish in largest practicable sizes to minimize number of joints. 

1. Plywood, metal, or other approved panel materials. 

B. Forms for Cylindrical Columns, Pedestals, and Supports: Metal, glass-fiber-reinforced plastic, 
paper, or fiber tubes that produce surfaces with gradual or abrupt irregularities not exceeding 
specified formwork surface class. Provide units with sufficient wall thickness to resist plastic 
concrete loads without detrimental deformation. 

C. Void Forms: Biodegradable paper surface, treated for moisture resistance, structurally sufficient 
to support weight of plastic concrete and other superimposed loads. 

D. Chamfer Strips: Wood, metal, PVC, or rubber strips, 3/4 by 3/4 inch (19 by 19 mm), minimum. 

E. Form-Release Agent: Commercially formulated form-release agent that does not bond with, 
stain, or adversely affect concrete surfaces and does not impair subsequent treatments of 
concrete surfaces. 

1. Formulate form-release agent with rust inhibitor for steel form-facing materials. 

2.3 STEEL REINFORCEMENT 

A. Reinforcing Bars: ASTM A615/A615M, Grade 60 (Grade 420), deformed. 

B. Plain-Steel Wire: ASTM A1064/A1064M, as drawn. 

C. Deformed-Steel Wire: ASTM A1064/A1064M. 

D. Plain-Steel Welded-Wire Reinforcement: ASTM A1064/A1064M, plain, fabricated from as-
drawn steel wire into flat sheets. 

E. Deformed-Steel Welded-Wire Reinforcement: ASTM A1064/A1064M, flat sheet. 

F. Galvanized-Steel Welded-Wire Reinforcement: ASTM A1064/A1064M, plain, fabricated from 
galvanized-steel wire into flat sheets. 

G. Epoxy-Coated Welded-Wire Reinforcement: ASTM A884/A884M, Class A coated, Type 1, 
deformed steel. 

2.4 REINFORCEMENT ACCESSORIES 

A. Joint Dowel Bars: ASTM A615/A615M, Grade 60 (Grade 420), plain-steel bars, cut true to 
length with ends square and free of burrs. 

B. Epoxy-Coated Joint Dowel Bars: ASTM A615/A615M, Grade 60 (Grade 420), plain-steel bars, 
ASTM A775/A775M epoxy coated. 
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C. Epoxy Repair Coating: Liquid, two-part, epoxy repair coating; compatible with epoxy coating 
on reinforcement and complying with ASTM A775/A775M. 

D. Zinc Repair Material: ASTM A780/A780M. 

E. Bar Supports: Bolsters, chairs, spacers, and other devices for spacing, supporting, and fastening 
reinforcing bars and welded-wire reinforcement in place. Manufacture bar supports from steel 
wire, plastic, or precast concrete according to CRSI's "Manual of Standard Practice," of greater 
compressive strength than concrete and as follows: 

1. For concrete surfaces exposed to view, where legs of wire bar supports contact forms, use 
CRSI Class 1 plastic-protected steel wire or CRSI Class 2 stainless-steel bar supports. 

2. For epoxy-coated reinforcement, use epoxy-coated or other dielectric-polymer-coated 
wire bar supports. 

3. For zinc-coated reinforcement, use galvanized wire or dielectric-polymer-coated wire bar 
supports. 

2.5 CONCRETE MATERIALS 

A. Source Limitations: Obtain each type or class of cementitious material of the same brand from 
the same manufacturer's plant, obtain aggregate from single source, and obtain admixtures from 
single source from single manufacturer. 

B. Cementitious Materials: 

1. Portland Cement: ASTM C150/C150M, Type II white. 
2. Fly Ash: ASTM C618, Class F or C. 
3. Slag Cement: ASTM C989/C989M, Grade 100 or 120. 

C. Normal-Weight Aggregates: ASTM C33/C33M, Class 3S coarse aggregate or better, graded. 
Provide aggregates from a single source with documented service record data of at least 10 
years' satisfactory service in similar applications and service conditions using similar 
aggregates and cementitious materials. 

1. Maximum Coarse-Aggregate Size: 1 inch (25 mm) nominal. 
2. Fine Aggregate: Free of materials with deleterious reactivity to alkali in cement. 

3. Water-Reducing Admixture: ASTM C494/C494M, Type A. 
4. Retarding Admixture: ASTM C494/C494M, Type B. 
5. Water-Reducing and Retarding Admixture: ASTM C494/C494M, Type D. 
6. High-Range, Water-Reducing Admixture: ASTM C494/C494M, Type F. 
7. High-Range, Water-Reducing and Retarding Admixture: ASTM C494/C494M, Type G. 
8. Plasticizing and Retarding Admixture: ASTM C1017/C1017M, Type II. 

D. Water: ASTM C94/C94M and potable. 



Copyright 2017 AIA Liberty Park Renovation 06/17 

CAST-IN-PLACE CONCRETE 033000 - 6 

2.6 CURING MATERIALS 

A. Evaporation Retarder: Waterborne, monomolecular film forming, manufactured for application 
to fresh concrete. 

B. Absorptive Cover: AASHTO M 182, Class 2, burlap cloth made from jute or kenaf, weighing 
approximately 9 oz./sq. yd. (305 g/sq. m) when dry. 

C. Moisture-Retaining Cover: ASTM C171, polyethylene film or white burlap-polyethylene sheet. 

D. Water: Potable. 

E. Clear, Waterborne, Membrane-Forming Curing Compound: ASTM C309, Type 1, Class B, 
dissipating. 

F. Clear, Waterborne, Membrane-Forming Curing Compound: ASTM C309, Type 1, Class B, 18 
to 25 percent solids, nondissipating, certified by curing compound manufacturer to not 
interfere with bonding of floor covering]. 

G. Clear, Solvent-Borne, Membrane-Forming Curing and Sealing Compound: ASTM C1315, 
Type 1, Class A. 

H. Clear, Waterborne, Membrane-Forming Curing and Sealing Compound: ASTM C1315, Type 1, 
Class A. 

2.7 RELATED MATERIALS 

A. Expansion- and Isolation-Joint-Filler Strips: ASTM D1751, asphalt-saturated cellulosic fiber. 

B. Semirigid Joint Filler: Two-component, semirigid, 100 percent solids, [epoxy resin with a 
Type A shore durometer hardness of 80 according to ASTM D2240. 

C. Bonding Agent: ASTM C1059/C1059M, Type II, nonredispersible, acrylic emulsion or styrene 
butadiene. 

2.8 CONCRETE MIXTURES, GENERAL 

A. Prepare design mixtures for each type and strength of concrete, proportioned on the basis of 
laboratory trial mixture or field test data, or both, according to ACI 301 (ACI 301M). 

1. Use a qualified independent testing agency for preparing and reporting proposed mixture 
designs based on laboratory trial mixtures. 

B. Cementitious Materials: Use fly ash, pozzolan, slag cement, and silica fume as needed to 
reduce the total amount of portland cement, which would otherwise be used, by not less 
than 40 percent. Limit percentage, by weight, of cementitious materials other than 
Portland cement in concrete as follows: 

1. Fly Ash: 25 percent. 
2. Combined Fly Ash and Pozzolan: 25 percent. 
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3. Slag Cement: 50 percent. 
4. Combined Fly Ash or Pozzolan and Slag Cement: 50 percent portland cement minimum, 

with fly ash or pozzolan not exceeding 25 percent. 

2.9 CONCRETE MIXTURES FOR BUILDING ELEMENTS 

A. Footings: Normal-weight concrete. 

1. Minimum Compressive Strength: 4000 psi (27.6 MPa) at 28 days. 
2. Slump Limit: 4 inches (100 mm) plus or minus 1 inch (25 mm). 

3. Minimum Compressive Strength: 4000 psi (27.6 MPa) at 28 days. 

B. Slabs-on-Grade: Normal-weight concrete. 

1. Minimum Compressive Strength: 4000 psi (27.6 MPa) at 28 days. 
2. Minimum Cementitious Materials Content: 520 lb/cu. yd. (309 kg/cu. m). 
3. Slump Limit: 5 inches (125 mm), plus or minus 1 inch (25 mm). 
4. Air Content: 5.5 percent, plus or minus 1.5 percent at point of delivery for 1-1/2-inch (38-

mm) nominal maximum aggregate size. 
5. Air Content: Do not allow air content of trowel-finished floors to exceed 3 percent. 
6. Steel-Fiber Reinforcement: Add to concrete mixture, according to manufacturer's written 

instructions, at a rate of 50 lb/cu. yd. (29.7 kg/cu. m). 

2.10 FABRICATING REINFORCEMENT 

A. Fabricate steel reinforcement according to CRSI's "Manual of Standard Practice." 

2.11 CONCRETE MIXING 

A. Ready-Mixed Concrete: Measure, batch, mix, and deliver concrete according to 
ASTM C94/C94M[ and ASTM C1116/C1116M], and furnish batch ticket information. 

1. When air temperature is between 85 and 90 deg F (30 and 32 deg C), reduce mixing and 
delivery time from 1-1/2 hours to 75 minutes; when air temperature is above 90 deg F (32 
deg C), reduce mixing and delivery time to 60 minutes. 

B. Project-Site Mixing: Measure, batch, and mix concrete materials and concrete according to 
ASTM C94/C94M. Mix concrete materials in appropriate drum-type batch machine mixer. 

1. For mixer capacity of 1 cu. yd. (0.76 cu. m) or smaller, continue mixing at least 1-1/2 
minutes, but not more than 5 minutes after ingredients are in mixer, before any part of 
batch is released. 

2. For mixer capacity larger than 1 cu. yd. (0.76 cu. m), increase mixing time by 15 seconds 
for each additional 1 cu. yd. (0.76 cu. m). 

3. Provide batch ticket for each batch discharged and used in the Work, indicating Project 
identification name and number, date, mixture type, mixture time, quantity, and amount 
of water added. Record approximate location of final deposit in structure. 



Copyright 2017 AIA Liberty Park Renovation 06/17 

CAST-IN-PLACE CONCRETE 033000 - 8 

PART 3 - EXECUTION 

3.1 FORMWORK INSTALLATION 

A. Design, erect, shore, brace, and maintain formwork, according to ACI 301 (ACI 301M), to 
support vertical, lateral, static, and dynamic loads, and construction loads that might be applied, 
until structure can support such loads. 

B. Construct formwork so concrete members and structures are of size, shape, alignment, 
elevation, and position indicated, within tolerance limits of ACI 117 (ACI 117M). 

C. Limit concrete surface irregularities, designated by ACI 347 as abrupt or gradual, as follows: 

1. Class A, 1/8 inch (3.2 mm) for smooth-formed finished surfaces. 
2. Class B, 1/4 inch (6 mm)] for rough-formed finished surfaces. 

D. Construct forms tight enough to prevent loss of concrete mortar. 

E. Construct forms for easy removal without hammering or prying against concrete surfaces. 
Provide crush or wrecking plates where stripping may damage cast-concrete surfaces. Provide 
top forms for inclined surfaces steeper than 1.5 horizontal to 1 vertical. 

1. Install keyways, reglets, recesses, and the like, for easy removal. 
2. Do not use rust-stained steel form-facing material. 

F. Set edge forms, bulkheads, and intermediate screed strips for slabs to achieve required 
elevations and slopes in finished concrete surfaces. Provide and secure units to support screed 
strips; use strike-off templates or compacting-type screeds. 

G. Provide temporary openings for cleanouts and inspection ports where interior area of formwork 
is inaccessible. Close openings with panels tightly fitted to forms and securely braced to prevent 
loss of concrete mortar. Locate temporary openings in forms at inconspicuous locations. 

H. Chamfer exterior corners and edges of permanently exposed concrete. 

I. Form openings, chases, offsets, sinkages, keyways, reglets, blocking, screeds, and bulkheads 
required in the Work. Determine sizes and locations from trades providing such items. 

J. Clean forms and adjacent surfaces to receive concrete. Remove chips, wood, sawdust, dirt, and 
other debris just before placing concrete. 

K. Retighten forms and bracing before placing concrete, as required, to prevent mortar leaks and 
maintain proper alignment. 

L. Coat contact surfaces of forms with form-release agent, according to manufacturer's written 
instructions, before placing reinforcement. 
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3.2 EMBEDDED ITEM INSTALLATION 

A. Place and secure anchorage devices and other embedded items required for adjoining work that 
is attached to or supported by cast-in-place concrete. Use setting drawings, templates, diagrams, 
instructions, and directions furnished with items to be embedded. 

1. Install anchor rods, accurately located, to elevations required and complying with 
tolerances in Section 7.5 of AISC 303. 

2. Install reglets to receive waterproofing and to receive through-wall flashings in outer face 
of concrete frame at exterior walls, where flashing is shown at lintels, shelf angles, and 
other conditions. 

3.3 REMOVING AND REUSING FORMS 

A. General: Formwork for sides of beams, walls, columns, and similar parts of the Work that does 
not support weight of concrete may be removed after cumulatively curing at not less than 50 
deg F (10 deg C) for 24 hours after placing concrete. Concrete has to be hard enough to not be 
damaged by form-removal operations, and curing and protection operations need to be 
maintained. 

1. Leave formwork for beam soffits, joists, slabs, and other structural elements that support 
weight of concrete in place until concrete has achieved at least 70 percent of its 28-day 
design compressive strength. 

2. Remove forms only if shores have been arranged to permit removal of forms without 
loosening or disturbing shores. 

B. Clean and repair surfaces of forms to be reused in the Work. Split, frayed, delaminated, or 
otherwise damaged form-facing material are not acceptable for exposed surfaces. Apply new 
form-release agent. 

C. When forms are reused, clean surfaces, remove fins and laitance, and tighten to close joints. 
Align and secure joints to avoid offsets. Do not use patched forms for exposed concrete surfaces 
unless approved by Architect. 

3.4 SHORING AND RESHORING INSTALLATION 

A. Comply with ACI 318 (ACI 318M) and ACI 301 (ACI 301M) for design, installation, and 
removal of shoring and reshoring. 

1. Do not remove shoring or reshoring until measurement of slab tolerances is complete. 

3.5 VAPOR-RETARDER INSTALLATION 

A. Sheet Vapor Retarders: Place, protect, and repair sheet vapor retarder according to 
ASTM E1643 and manufacturer's written instructions. 

1. Lap joints 6 inches (150 mm) and seal with manufacturer's recommended tape. 
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B. Bituminous Vapor Retarders: Place, protect, and repair bituminous vapor retarder according to 
manufacturer's written instructions. 

3.6 STEEL REINFORCEMENT INSTALLATION 

A. General: Comply with CRSI's "Manual of Standard Practice" for fabricating, placing, and 
supporting reinforcement. 

1. Do not cut or puncture vapor retarder. Repair damage and reseal vapor retarder before 
placing concrete. 

B. Clean reinforcement of loose rust and mill scale, earth, ice, and other foreign materials that 
reduce bond to concrete. 

C. Accurately position, support, and secure reinforcement against displacement. Locate and 
support reinforcement with bar supports to maintain minimum concrete cover. Do not tack weld 
crossing reinforcing bars. 

D. Set wire ties with ends directed into concrete, not toward exposed concrete surfaces. 

E. Install welded-wire reinforcement in longest practicable lengths on bar supports spaced to 
minimize sagging. Lap edges and ends of adjoining sheets at least one mesh spacing. Offset laps 
of adjoining sheet widths to prevent continuous laps in either direction. Lace overlaps with wire. 

3.7 JOINTS 

A. General: Construct joints true to line with faces perpendicular to surface plane of concrete. 

B. Construction Joints: Install so strength and appearance of concrete are not impaired, at locations 
indicated or as approved by Architect. 

1. Place joints perpendicular to main reinforcement. Continue reinforcement across 
construction joints unless otherwise indicated. Do not continue reinforcement through 
sides of strip placements of floors and slabs. 

2. Use a bonding agent at locations where fresh concrete is placed against hardened or 
partially hardened concrete surfaces. 

C. Contraction Joints in Slabs-on-Grade: Form weakened-plane contraction joints, sectioning 
concrete into areas as indicated. Construct contraction joints for a depth equal to at least one-
fourth of concrete thickness as follows: 

1. Grooved Joints: Form contraction joints after initial floating by grooving and finishing 
each edge of joint to a radius of 1/8 inch (3.2 mm). Repeat grooving of contraction joints 
after applying surface finishes. Eliminate groover tool marks on concrete surfaces. 

2. Sawed Joints: Form contraction joints with power saws equipped with shatterproof 
abrasive or diamond-rimmed blades. Cut 1/8-inch- (3.2-mm-) wide joints into concrete 
when cutting action does not tear, abrade, or otherwise damage surface and before 
concrete develops random contraction cracks. 
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D. Isolation Joints in Slabs-on-Grade: After removing formwork, install joint-filler strips at slab 
junctions with vertical surfaces, such as column pedestals, foundation walls, grade beams, and 
other locations, as indicated. 
1. Terminate full-width joint-filler strips not less than 1/2 inch (13 mm) or more than 1 inch 

(25 mm) below finished concrete surface where joint sealants, specified in 
Section 079200 "Joint Sealants," are indicated. 

2. Install joint-filler strips in lengths as long as practicable. Where more than one length is 
required, lace or clip sections together. 

E. Doweled Joints: Install dowel bars and support assemblies at joints where indicated. Lubricate 
or asphalt coat one-half of dowel length to prevent concrete bonding to one side of joint. 

3.8 CONCRETE PLACEMENT 

A. Before placing concrete, verify that installation of formwork, reinforcement, and embedded 
items is complete and that required inspections are completed. 

B. Before test sampling and placing concrete, water may be added at Project site, subject to 
limitations of ACI 301 (ACI 301M). 

1. Do not add water to concrete after adding high-range water-reducing admixtures to 
mixture. 

C. Deposit concrete continuously in one layer or in horizontal layers of such thickness that no new 
concrete is placed on concrete that has hardened enough to cause seams or planes of weakness. 
If a section cannot be placed continuously, provide construction joints as indicated. Deposit 
concrete to avoid segregation. 

1. Deposit concrete in horizontal layers of depth not to exceed formwork design pressures 
and in a manner to avoid inclined construction joints. 

2. Consolidate placed concrete with mechanical vibrating equipment according to ACI 301 
(ACI 301M). 

3. Do not use vibrators to transport concrete inside forms. Insert and withdraw vibrators 
vertically at uniformly spaced locations to rapidly penetrate placed layer and at least 6 
inches (150 mm) into preceding layer. Do not insert vibrators into lower layers of 
concrete that have begun to lose plasticity. At each insertion, limit duration of vibration 
to time necessary to consolidate concrete and complete embedment of reinforcement and 
other embedded items without causing mixture constituents to segregate. 

D. Deposit and consolidate concrete for floors and slabs in a continuous operation, within limits of 
construction joints, until placement of a panel or section is complete. 

1. Consolidate concrete during placement operations, so concrete is thoroughly worked 
around reinforcement and other embedded items and into corners. 

2. Maintain reinforcement in position on chairs during concrete placement. 
3. Screed slab surfaces with a straightedge and strike off to correct elevations. 
4. Slope surfaces uniformly to drains where required. 
5. Begin initial floating using bull floats or darbies to form a uniform and open-textured 

surface plane, before excess bleedwater appears on the surface. Do not further disturb 
slab surfaces before starting finishing operations. 
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3.9 FINISHING FLOORS AND SLABS 

A. General: Comply with ACI 302.1R recommendations for screeding, restraightening, and 
finishing operations for concrete surfaces. Do not wet concrete surfaces. 

B. Trowel and Fine-Broom Finish: Apply a first trowel finish to surfaces [indicated] [where 
ceramic or quarry tile is to be installed by either thickset or thinset method]. While 
concrete is still plastic, slightly scarify surface with a fine broom. 

1. Comply with flatness and levelness tolerances for trowel-finished floor surfaces. 

C. Broom Finish: Apply a broom finish to exterior concrete platforms, steps, ramps, and elsewhere 
as indicated. 

1. Immediately after float finishing, slightly roughen trafficked surface by brooming with 
fiber-bristle broom perpendicular to main traffic route. Coordinate required final finish 
with Architect before application. 

3.10 MISCELLANEOUS CONCRETE ITEM INSTALLATION 

A. Filling In: Fill in holes and openings left in concrete structures after work of other trades is in 
place unless otherwise indicated. Mix, place, and cure concrete, as specified, to blend with in-
place construction. Provide other miscellaneous concrete filling indicated or required to 
complete the Work. 

B. Curbs: Provide monolithic finish to interior curbs by stripping forms while concrete is still 
green and by steel-troweling surfaces to a hard, dense finish with corners, intersections, and 
terminations slightly rounded. 

C. Equipment Bases and Foundations: 

1. Coordinate sizes and locations of concrete bases with actual equipment provided. 
2. Construct concrete bases 4 inches (100 mm)] high unless otherwise indicated, and extend 

base not less than 6 inches (150 mm) in each direction beyond the maximum dimensions 
of supported equipment unless otherwise indicated or unless required for seismic anchor 
support. 

3. Minimum Compressive Strength: 4000 psi (27.6 MPA) at 28 days. 
4. Install dowel rods to connect concrete base to concrete floor. Unless otherwise indicated, 

install dowel rods on 18-inch (450-mm) centers around the full perimeter of concrete 
base. 

5. For supported equipment, install epoxy-coated anchor bolts that extend through concrete 
base and anchor into structural concrete substrate. 

6. Prior to pouring concrete, place and secure anchorage devices. Use setting drawings, 
templates, diagrams, instructions, and directions furnished with items to be embedded. 

7. Cast anchor-bolt insert into bases. Install anchor bolts to elevations required for proper 
attachment to supported equipment. 
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3.11 CONCRETE PROTECTING AND CURING 

A. General: Protect freshly placed concrete from premature drying and excessive cold or hot 
temperatures. Comply with ACI 306.1 for cold-weather protection and ACI 305.1 (ACI 
305.1M) for hot-weather protection during curing. 

B. Formed Surfaces: Cure formed concrete surfaces, including underside of beams, supported 
slabs, and other similar surfaces. If forms remain during curing period, moist cure after 
loosening forms. If removing forms before end of curing period, continue curing for remainder 
of curing period. 

C. Unformed Surfaces: Begin curing immediately after finishing concrete. Cure unformed 
surfaces, including floors and slabs, concrete floor toppings, and other surfaces. 

D. Cure concrete according to ACI 308.1, by one or a combination of the following methods: 

1. Moisture Curing: Keep surfaces continuously moist for not less than seven days with the 
following materials: 

a. Water. 
b. Continuous water-fog spray. 
c. Absorptive cover, water saturated, and kept continuously wet. Cover concrete 

surfaces and edges with 12-inch (300-mm) lap over adjacent absorptive covers. 

2. Moisture-Retaining-Cover Curing: Cover concrete surfaces with moisture-retaining cover 
for curing concrete, placed in widest practicable width, with sides and ends lapped at 
least 12 inches (300 mm), and sealed by waterproof tape or adhesive. Cure for not less 
than seven days. Immediately repair any holes or tears during curing period, using cover 
material and waterproof tape. 

a. Moisture cure or use moisture-retaining covers to cure concrete surfaces to receive 
floor coverings. 

b. Moisture cure or use moisture-retaining covers to cure concrete surfaces to receive 
penetrating liquid floor treatments. 

c. Cure concrete surfaces to receive floor coverings with either a moisture-retaining 
cover or a curing compound that the manufacturer certifies does not interfere with 
bonding of floor covering used on Project. 

3. Curing Compound: Apply uniformly in continuous operation by power spray or roller 
according to manufacturer's written instructions. Recoat areas subjected to heavy rainfall 
within three hours after initial application. Maintain continuity of coating and repair 
damage during curing period. 

3.12 JOINT FILLING 

A. Prepare, clean, and install joint filler according to manufacturer's written instructions. 

1. Defer joint filling until concrete has aged at least one month. Do not fill joints until 
construction traffic has permanently ceased. 
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B. Remove dirt, debris, saw cuttings, curing compounds, and sealers from joints; leave contact 
faces of joints clean and dry. 

C. Install semirigid joint filler full depth in saw-cut joints and at least 2 inches (50 mm) deep in 
formed joints. Overfill joint and trim joint filler flush with top of joint after hardening. 

3.13   FIELD QUALITY CONTROL 

A. Special Inspections: Owner will engage a special inspector and qualified testing and 
inspecting agency to perform field tests and inspections and prepare test reports. 

B. Inspections: 

1. Steel reinforcement placement. 
2. Verification of use of required design mixture. 
3. Concrete placement, including conveying and depositing. 
4. Curing procedures and maintenance of curing temperature. 
5. Verification of concrete strength before removal of shores and forms from beams and 

slabs. 

C. Concrete Tests: Testing of composite samples of fresh concrete obtained according to 
ASTM C172/C172M shall be performed according to the following requirements: 
1. Testing Frequency: Obtain at least one composite sample for each 100 cu. yd. (76 cu. m) 

or fraction thereof of each concrete mixture placed each day. 

a. When frequency of testing provides fewer than five compressive-strength tests for 
each concrete mixture, testing shall be conducted from at least five randomly 
selected batches or from each batch if fewer than five are used. 

2. Slump: ASTM C143/C143M; one test at point of placement for each composite sample, 
but not less than one test for each day's pour of each concrete mixture. Perform additional 
tests when concrete consistency appears to change. 

3. Air Content: ASTM C231/C231M, pressure method, for normal-weight concrete; 
ASTM C173/C173M, volumetric method, for structural lightweight concrete one test 
for each composite sample, but not less than one test for each day's pour of each concrete 
mixture. 

4. Concrete Temperature: ASTM C1064/C1064M; one test hourly when air temperature is 
40 deg F (4.4 deg C) and below or 80 deg F (27 deg C) and above, and one test for each 
composite sample. 

5. Compression Test Specimens: ASTM C31/C31M. 

a. Cast and laboratory cure two sets of two standard cylinder specimens for each 
composite sample. 

6. Compressive-Strength Tests: ASTM C39/C39M; test one set of two laboratory-cured 
specimens at 7 days and one set of two specimens at 28 days. 

a. Test one set of two field-cured specimens at 7 days and one set of two specimens 
at 28 days. 
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7. Strength of each concrete mixture will be satisfactory if every average of any three 
consecutive compressive-strength tests equals or exceeds specified compressive strength 
and no compressive-strength test value falls below specified compressive strength by 
more than 500 psi (3.4 MPa). 

8. Test results shall be reported in writing to Landscape Architect, concrete manufacturer, 
and Contractor within 48 hours of testing. Reports of compressive-strength tests shall 
contain Project identification name and number, date of concrete placement, name of 
concrete testing and inspecting agency, location of concrete batch in Work, design 
compressive strength at 28 days, concrete mixture proportions and materials, compressive 
breaking strength, and type of break for both 7- and 28-day tests. 

9. Nondestructive Testing: Impact hammer, sonoscope, or other nondestructive device may 
be permitted by Architect but will not be used as sole basis for approval or rejection of 
concrete. 

10. Additional Tests: Testing and inspecting agency shall make additional tests of concrete 
when test results indicate that slump, air entrainment, compressive strengths, or other 
requirements have not been met, as directed by Architect. Testing and inspecting agency 
may conduct tests to determine adequacy of concrete by cored cylinders complying with 
ASTM C42/C42M or by other methods as directed by Architect. 

11. Additional testing and inspecting, at Contractor's expense, will be performed to determine 
compliance of replaced or additional work with specified requirements. 

12. Correct deficiencies in the Work that test reports and inspections indicate do not comply 
with the Contract Documents. 

END OF SECTION 033000 
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SECTION 042000 - UNIT MASONRY 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 
1. Concrete building brick. 
2. Concrete face brick. 
3. Clay face brick. 
4. Building (common) brick. 
5. Stone trim units. 
6. Mortar and grout. 
7. Steel reinforcing bars. 
8. Masonry-joint reinforcement. 
9. Ties and anchors. 
10. Embedded flashing. 
11. Miscellaneous masonry accessories. 
12. Section 321400 "Unit Paving" for exterior unit masonry paving. 

1.3 DEFINITIONS. 

A. CMU(s): Concrete masonry unit(s). 

B. Reinforced Masonry: Masonry containing reinforcing steel in grouted cells. 

1.4 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site. 

1.5 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: For the following: 

1. Masonry Units: Show sizes, profiles, coursing, and locations of special shapes. 
2. Stone Trim Units: Show sizes, profiles, and locations of each stone trim unit required. 
3. Reinforcing Steel: Detail bending, lap lengths, and placement of unit masonry reinforcing 

bars. Comply with ACI 315. 
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C. Samples for Initial Selection: 
1. Clay face brick 
2. Stone trim. 
3. Colored mortar. 
4. Weep holes/cavity vents. 

D. Samples for Verification: For each type and color of the following: 
1. Clay face brick, in the form of straps of five or more bricks. 
2. Glazed brick. 
3. Stone trim. 
4. Pigmented mortar. Make Samples using same sand and mortar ingredients to be used on 

Project. 
5. Weep holes and cavity vents. 
6. Accessories embedded in masonry. 

1.6 INFORMATIONAL SUBMITTALS 

A. List of Materials Used in Constructing Mockups: List generic product names together with 
manufacturers, manufacturers' product names, model numbers, lot numbers, batch numbers, 
source of supply, and other information as required to identify materials used. Include mix 
proportions for mortar and grout and source of aggregates. 

B. Qualification Data: For testing agency. 

C. Material Certificates: For each type and size of the following: 

1. Masonry units. 

a. Include data on material properties. 
b. For brick, include size-variation data verifying that actual range of sizes falls 

within specified tolerances. 
c. For exposed brick, include test report for efflorescence according to ASTM C67. 
d. For surface-coated brick, include test report for durability of surface appearance 

after 50 cycles of freezing and thawing according to ASTM C67 
e. For masonry units used in structural masonry, include data and calculations 

establishing average net-area compressive strength of units. 
2. Cementitious materials. Include name of manufacturer, brand name, and type. 
3. Mortar admixtures. 
4. Preblended, dry mortar mixes. Include description of type and proportions of ingredients. 
5. Grout mixes. Include description of type and proportions of ingredients. 
6. Reinforcing bars. 
7. Joint reinforcement. 
8. Anchors, ties, and metal accessories. 

D. Mix Designs: For each type of mortar and grout. Include description of type and proportions of 
ingredients. 

1. Include test reports for mortar mixes required to comply with property specification. Test 
according to ASTM C109/C109M for compressive strength, ASTM C1506 for water 
retention, and ASTM C91/C91M for air content. 
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2. Include test reports, according to ASTM C1019, for grout mixes required to comply with 
compressive strength requirement. 

E. Cold-Weather[ and Hot-Weather] Procedures: Detailed description of methods, materials, and 
equipment to be used to comply with requirements. 

1.7 QUALITY ASSURANCE 

A. Testing Agency Qualifications: Qualified according to ASTM C1093 for testing indicated. 

B. Sample Panels: Build sample panels to verify selections made under Sample submittals and to 
demonstrate aesthetic effects. Comply with requirements in Section 014000 "Quality 
Requirements" for mockups. 

1. Build sample panels for typical exterior wall in sizes approximately 48 inches (1200 
mm) by 60 inches (1500 mm) high by full thickness. 

2. Build sample panels facing south. 
3. Where masonry is to match existing, build panels adjacent and parallel to existing 

surface. 
4. Clean exposed faces of panels with masonry cleaner indicated. 
5. Protect approved sample panels from the elements with weather-resistant membrane. 
6. Approval of sample panels is for color, texture, and blending of masonry units; 

relationship of mortar and sealant colors to masonry unit colors; tooling of joints; 
aesthetic qualities of workmanship; and other material and construction qualities 
specifically approved by Architect in writing. 

a. Approval of sample panels does not constitute approval of deviations from the 
Contract Documents contained in sample panels unless Architect specifically 
approves such deviations in writing. 

C. Mockups: Build mockups to verify selections made under Sample submittals, to demonstrate 
aesthetic effects, and to set quality standards for materials and execution. 

a. Approval of mockups is also for other material and construction qualities 
specifically approved by Architect in writing. 

b. Approval of mockups does not constitute approval of deviations from the Contract 
Documents contained in mockups unless Architect specifically approves such 
deviations in writing. 

2. Subject to compliance with requirements, approved mockups may become part of the 
completed Work if undisturbed at time of Substantial Completion. 

1.8 DELIVERY, STORAGE, AND HANDLING 

A. Store masonry units on elevated platforms in a dry location. If units are not stored in an 
enclosed location, cover tops and sides of stacks with waterproof sheeting, securely tied. If units 
become wet, do not install until they are dry. 
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B. Store cementitious materials on elevated platforms, under cover, and in a dry location. Do not 
use cementitious materials that have become damp. 

C. Store aggregates where grading and other required characteristics can be maintained and 
contamination avoided. 

D. Deliver preblended, dry mortar mix in moisture-resistant containers. Store preblended, dry 
mortar mix in delivery containers on elevated platforms in a dry location or in covered 
weatherproof dispensing silos. 

E. Store masonry accessories, including metal items, to prevent corrosion and accumulation of dirt 
and oil. 

1.9 FIELD CONDITIONS 

A. Protection of Masonry: During construction, cover tops of walls, projections, and sills with 
waterproof sheeting at end of each day's work. Cover partially completed masonry when 
construction is not in progress. 

1. Extend cover a minimum of 24 inches (600 mm) down both sides of walls, and hold 
cover securely in place. 

2. Where one wythe of multiwythe masonry walls is completed in advance of other wythes, 
secure cover a minimum of 24 inches (600 mm) down face next to unconstructed 
wythe,and hold cover in place. 

B. Do not apply uniform floor or roof loads for at least 12 hours and concentrated loads for at least 
three days after building masonry walls or columns. 

C. Stain Prevention: Prevent grout, mortar, and soil from staining the face of masonry to be left 
exposed or painted. Immediately remove grout, mortar, and soil that come in contact with such 
masonry. 

1. Protect base of walls from rain-splashed mud and from mortar splatter by spreading 
coverings on ground and over wall surface. 

2. Protect sills, ledges, and projections from mortar droppings. 
3. Protect surfaces of window and door frames, as well as similar products with painted and 

integral finishes, from mortar droppings. 
4. Turn scaffold boards near the wall on edge at the end of each day to prevent rain from 

splashing mortar and dirt onto completed masonry. 

D. Cold-Weather Requirements: Do not use frozen materials or materials mixed or coated with ice 
or frost. Do not build on frozen substrates. Remove and replace unit masonry damaged by frost 
or by freezing conditions. Comply with cold-weather construction requirements contained in 
TMS 602/ACI 530.1/ASCE 6. 

1. Cold-Weather Cleaning: Use liquid cleaning methods only when air temperature is 40 
deg F (4 deg C) and higher and will remain so until masonry has dried, but not less than 
seven days after completing cleaning. 
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E. Hot-Weather Requirements: Comply with hot-weather construction requirements contained in 
TMS 602/ACI 530.1/ASCE 6. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Source Limitations for Masonry Units: Obtain exposed masonry units of a uniform texture and 
color, or a uniform blend within the ranges accepted for these characteristics, from single source 
from single manufacturer for each product required. 

B. Source Limitations for Mortar Materials: Obtain mortar ingredients of a uniform quality, 
including color for exposed masonry, from single manufacturer for each cementitious 
component and from single source or producer for each aggregate. 

2.2 PERFORMANCE REQUIREMENTS 

A. Provide structural unit masonry that develops indicated net-area compressive strengths at 28 
days. 

1. Determine net-area compressive strength of masonry from average net-area compressive 
strengths of masonry units and mortar types (unit-strength method) according to 
TMS 602/ACI 530.1/ASCE 6. 

2.3 UNIT MASONRY, GENERAL 

A. Masonry Standard: Comply with TMS 602/ACI 530.1/ASCE 6, except as modified by 
requirements in the Contract Documents. 

B. Defective Units: Referenced masonry unit standards may allow a certain percentage of units to 
contain chips, cracks, or other defects exceeding limits stated. Do not use units where such 
defects are exposed in the completed Work[ and will be within 20 feet (6 m) vertically and 
horizontally of a walking surface]. 

C. Concrete Face Brick: ASTM C1634. 
1. Unit Compressive Strength: Provide units with minimum average net-area compressive 

strength of[3750 psi (25.86 MPa). 
2. Density Classification: Normal weight. 
3. Size (Actual Dimensions): as indicated on drawings 

a. Match Architect's samples. 

4. Colors: As selected by Architect from manufacturer's full range. 
5. Special Aggregate: Provide units made with aggregate matching aggregate in Architect's 

sample. 
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2.4 BRICK 

A. General: Provide shapes indicated and as follows, with exposed surfaces matching finish and 
color of exposed faces of adjacent units: 

1. For ends of sills and caps and for similar applications that would otherwise expose 
unfinished brick surfaces, provide units without cores or frogs and with exposed surfaces 
finished. 

2. Provide special shapes for applications where stretcher units cannot accommodate special 
conditions, including those at corners, movement joints, bond beams, sashes, and lintels. 

3. Provide special shapes for applications requiring brick of size, form, color, and texture on 
exposed surfaces that cannot be produced by sawing. 

4. Provide special shapes for applications where shapes produced by sawing would result in 
sawed surfaces being exposed to view. 

B. Clay Face Brick: Facing brick complying with ASTM C216. 
1. Grade: MW or SW. 
2. Type: FBX or FBS or FBA 
3. Unit Compressive Strength: Provide units with minimum average net-area compressive 

strength of 3350 psi (23.10 MPa) 
4. Initial Rate of Absorption: Less than 30 g/30 sq. in. (30 g/194 sq. cm) per minute when 

tested according to ASTM C67. 
5. Efflorescence: Provide brick that has been tested according to ASTM C67 and is rated 

"not effloresced." 
6. Surface Coating: Brick with colors or textures produced by application of coatings shall 

withstand 50 cycles of freezing and thawing according to ASTM C67 with no observable 
difference in the applied finish when viewed from 10 feet (3 m) or shall have a history 
of successful use in Project's area. 

7. Size (Actual Dimensions):as indicated on drawings. 

8. Color and Texture: As selected by Architect. 

C. Building (Common) Brick: ASTM C62, Grade MW or SW. 
1. Size: Match size of face brick. 
2. Efflorescence: Provide brick that has been tested according to ASTM C67 and is rated 

"not effloresced." 

3. Color and Texture: As selected by Architect. 

D. Portland Cement: ASTM C150/C150M, Type I or II, except Type III may be used for cold-
weather construction. Provide natural color or white cement as required to produce mortar color 
indicated. 

1. Alkali content shall not be more than 0.1 percent when tested according to ASTM C114. 

E. Hydrated Lime: ASTM C207, Type S. 

F. Portland Cement-Lime Mix: Packaged blend of portland cement and hydrated lime containing 
no other ingredients. 

G. Masonry Cement: ASTM C91/C91M. 
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H. Mortar Cement: ASTM C1329/C1329M. 

I. Mortar Pigments: Natural and synthetic iron oxides and chromium oxides, compounded for use 
in mortar mixes and complying with ASTM C979/C979M. Use only pigments with a record of 
satisfactory performance in masonry mortar. 

J. Colored Cement Products: Packaged blend made from portland cement and hydrated lime or 
masonry cement] and mortar pigments, all complying with specified requirements, and 
containing no other ingredients. 

1. Colored Portland Cement-Lime Mix: 

2. Colored Masonry Cement: 

3. Formulate blend as required to produce color indicated or, if not indicated, as selected 
from manufacturer's standard colors. 

4. Pigments shall not exceed 10 percent of portland cement by weight. 
5. Pigments shall not exceed 5 percent of masonry cement or mortar cement by weight. 

K. Aggregate for Mortar: ASTM C144. 

1. For mortar that is exposed to view, use washed aggregate consisting of natural sand or 
crushed stone. 

2. For joints less than 1/4 inch (6 mm) thick, use aggregate graded with 100 percent passing 
the No. 16 (1.18-mm) sieve. 

3. White-Mortar Aggregates: Natural white sand or crushed white stone. 
4. Colored-Mortar Aggregates: Natural sand or crushed stone of color necessary to produce 

required mortar color. 

L. Aggregate for Grout: ASTM C404. 

M. Cold-Weather Admixture: Nonchloride, noncorrosive, accelerating admixture complying with 
ASTM C494/C494M, Type C, and recommended by manufacturer for use in masonry mortar of 
composition indicated. 

N. Water: Potable. 

2.5 REINFORCEMENT 

A. Uncoated-Steel Reinforcing Bars: ASTM A615/A615M or ASTM A996/A996M, Grade 60 
(Grade 420). 

B. Reinforcing Bar Positioners: Wire units designed to fit into mortar bed joints spanning masonry 
unit cells and to hold reinforcing bars in center of cells. Units are formed from 0.148-inch (3.77-
mm) steel wire, hot-dip galvanized after fabrication. Provide units designed for number of bars 
indicated. 

C. Masonry-Joint Reinforcement, General: ASTM A951/A951M. 
1. Exterior Walls:[Hot-dip galvanized carbon steel. 
2. Wire Size for Side Rods:0.148-inch (3.77-mm) diameter. 
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3. Wire Size for Cross Rods: [0.148-inch (3.77-mm) diameter. 
4. Wire Size for Veneer Ties: [0.148-inch (3.77-mm) diameter. 
5. Spacing of Cross Rods, Tabs, and Cross Ties: Not more than 16 inches (407 mm) o.c. 
6. Provide in lengths of not less than 10 feet (3 m)[, with prefabricated corner and tee 

units]. 

D. Masonry-Joint Reinforcement for Single-Wythe Masonry: Ladder[ or truss] type with single 
pair of side rods. 

1.  

E. Masonry-Joint Reinforcement for Veneers Anchored with Seismic Masonry-Veneer Anchors: 
Single 0.187-inch- (4.76-mm-) diameter, hot-dip galvanized carbon steel continuous wire. 

2.6 TIES AND ANCHORS 

A. General: Ties and anchors shall extend at least 1-1/2 inches (38 mm) into veneer but with at 
least a 5/8-inch (16-mm) cover on outside face. 

B. Materials: Provide ties and anchors specified in this article that are made from materials that 
comply with the following unless otherwise indicated: 

1. Mill-Galvanized, Carbon-Steel Wire: ASTM A82/A82M, with ASTM A641/A641M, 
Class 1 coating. 

2. Hot-Dip Galvanized, Carbon-Steel Wire: ASTM A82/A82M, with ASTM A153/A153M, 
Class B-2 coating. 

C. Individual Wire Ties: Rectangular units with closed ends and not less than 4 inches (100 mm) 
wide. 

1. Z-shaped ties with ends bent 90 degrees to provide hooks not less than 2 inches (50 mm) 
long may be used for masonry constructed from solid units. 

2. Where wythes do not align or are of different materials, use adjustable ties with pintle-
and-eye connections having a maximum adjustment of 1-1/4 inches (32 mm). 

D. Adjustable Anchors for Connecting to Concrete: Provide anchors that allow vertical or 
horizontal adjustment but resist tension and compression forces perpendicular to plane of wall. 

1. Tie Section: Triangular-shaped wire tie made from [0.187-inch- (4.76-mm-)] [0.25-inch- 
(6.35-mm-)] diameter, hot-dip galvanized steel wire. 

2. Corrosion Protection: Hot-dip galvanized to comply with ASTM A153/A153M. 

E. Adjustable Masonry-Veneer Anchors: 

1. General: Provide anchors that allow vertical adjustment but resist a 100-lbf (445-N) load 
in both tension and compression perpendicular to plane of wall without deforming or 
developing play in excess of 1/16 inch (1.5 mm). 

2. Fabricate sheet metal anchor sections and other sheet metal parts from [0.075-inch- 
(1.90-mm-) thick steel sheet, galvanized after fabrication. 
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3. Fabricate wire ties from [0.187-inch- (4.76-mm-)] [0.25-inch- (6.35-mm-)] diameter, 
hot-dip galvanized-steel wire unless otherwise indicated. 

4. Contractor's Option: Unless otherwise indicated, provide any of the adjustable masonry-
veneer anchors specified. 

5. Screw-Attached, Masonry-Veneer Anchors: Wire tie and a sheet metal anchor section, 1-
1/4 inches (32 mm) wide by 9 inches (229 mm) long, with screw holes top and bottom 
and with raised rib-stiffened strap, 5/8 inch (16 mm) wide by 5-1/2 inches (140 mm) 
long, stamped into center to provide a slot between strap and base for inserting wire tie. 

2.7 EMBEDDED FLASHING MATERIALS 

A. Metal Flashing: Provide metal flashing complying with SMACNA's "Architectural Sheet Metal 
Manual" and as follows: 

1. Where flashing is indicated to receive counterflashing, use metal flashing. 
2. Where flashing is indicated to be turned down at or beyond the wall face, use metal 

flashing. 
3. Where flashing is fully concealed, use metal flashing. 

2.8 MISCELLANEOUS MASONRY ACCESSORIES 

A. Bond-Breaker Strips: Asphalt-saturated felt complying with ASTM D226/D226M, Type I 
(No. 15 asphalt felt). 

B. Weep/Cavity Vent Products: Use one of the following unless otherwise indicated: 

1. Wicking Material: Absorbent rope, made from cotton or [UV-resistant synthetic fiber, 
1/4 to 3/8 inch (6 to 10 mm) in diameter, in length required to produce 2-inch (50-mm) 
exposure on exterior and 18 inches (450 mm) in cavity. Use only for weeps. 

2. Round Plastic Weep/Vent Tubing: Medium-density polyethylene, 3/8-inch (9-mm) OD 
by 4 inches (100 mm) long. 

3. Rectangular Plastic Weep/Vent Tubing: Clear butyrate, 3/8 by 1-1/2 by 3-1/2 inches (9 
by 38 by 89 mm) long. 

4. Cellular Plastic Weep/Vent: One-piece, flexible extrusion made from UV-resistant 
polypropylene copolymer, full height and width of head joint and depth 1/8 inch (3 mm) 
less than depth of outer wythe, in color selected from manufacturer's standard. 

5. Mesh Weep/Vent: Free-draining mesh; made from polyethylene strands, full height and 
width of head joint and depth 1/8 inch (3 mm) less than depth of outer wythe; in color 
selected from manufacturer's standard. 

a. <Double click here to find, evaluate, and insert list of manufacturers and 
products.> 

6. Vinyl Weep Hole/Vent: Units made from flexible PVC, designed to fit into a head joint 
and consisting of a louvered vertical leg, flexible wings to seal against ends of masonry 
units, and a top flap to keep mortar out of the head joint; in color selected by Architect. 
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a. <Double click here to find, evaluate, and insert list of manufacturers and 
products.> 

2.9 MASONRY CLEANERS 

A. Proprietary Acidic Cleaner: Manufacturer's standard-strength cleaner designed for removing 
mortar/grout stains, efflorescence, and other new construction stains from new masonry without 
discoloring or damaging masonry surfaces. Use product expressly approved for intended use by 
cleaner manufacturer and manufacturer of masonry units being cleaned. 

2.10 MORTAR AND GROUT MIXES 

A. General: Do not use admixtures, including pigments, air-entraining agents, accelerators, 
retarders, water-repellent agents, antifreeze compounds, or other admixtures unless otherwise 
indicated. 

1. Do not use calcium chloride in mortar or grout. 
2. For exterior masonry, use portland cement-lime masonry cement or mortar cement 

mortar 
3. For reinforced masonry, use portland cement-lime masonry cement[or mortar cement 

mortar. 
4. Add cold-weather admixture (if used) at same rate for all mortar that will be exposed to 

view, regardless of weather conditions, to ensure that mortar color is consistent. 

B. Preblended, Dry Mortar Mix: Furnish dry mortar ingredients in form of a preblended mix. 
Measure quantities by weight to ensure accurate proportions, and thoroughly blend ingredients 
before delivering to Project site. 

C. Mortar for Unit Masonry: Comply with ASTM C270, Specification. Provide the following types 
of mortar for applications stated unless another type is indicated or needed to provide 
required compressive strength of masonry. 

1. For masonry below grade or in contact with earth, use Type M. 
2. For reinforced masonry, use Type M 
3. For mortar parge coats, use Type S. 
4. For exterior, above-grade, load-bearing and nonload-bearing walls and parapet walls; for 

interior load-bearing walls; for interior nonload-bearing partitions; and for other 
applications where another type is not indicated, use Type N. 

5. For interior nonload-bearing partitions, Type O may be used instead of Type N. 

D. Pigmented Mortar: Use colored cement product[ or select and proportion pigments with 
other ingredients to produce color required. Do not add pigments to colored cement 
products]. 

1. Pigments shall not exceed 10 percent of portland cement by weight. 
2. Pigments shall not exceed 5 percent of masonry cement or mortar cement by weight. 
3. Mix to match Architect's sample. 
4. Application: Use pigmented mortar for exposed mortar joints with the following units: 

a. Concrete face brick. 
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b. Clay face brick. 
c. Stone trim units. 
d. Cast-stone trim units. 

E. Colored-Aggregate Mortar: Produce required mortar color by using colored aggregates and 
natural color or white cement as necessary to produce required mortar color. 

1. Mix to match Architect's sample. 
2. Application: Use colored-aggregate mortar for exposed mortar joints with the following 

units: 
a. Clay face brick. 
b. Stone trim units. 
c. Cast-stone trim units. 

F. Grout for Unit Masonry: Comply with ASTM C476. 

1. Use grout of type indicated or, if not otherwise indicated, of type (fine or coarse) that will 
comply with TMS 602/ACI 530.1/ASCE 6 for dimensions of grout spaces and pour 
height. 

2. Proportion grout in accordance with ASTM C476, paragraph 4.2.2 for specified 28-day 
compressive strength indicated, but not less than 2000 psi (14 MPa). 

3. Provide grout with a slump of 8 to 11 inches (200 to 280 mm) as measured according to 
ASTM C143/C143M. 

G. Epoxy Pointing Mortar: Mix epoxy pointing mortar to comply with mortar manufacturer's 
written instructions. 

1. Application: Use epoxy pointing mortar for exposed mortar joints with the following 
units: 

a. Pre-faced CMUs. 
b. Glazed brick. 
c. Glazed structural clay facing tile. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine conditions, with Installer present, for compliance with requirements for installation 
tolerances and other conditions affecting performance of the Work. 

1. For the record, prepare written report, endorsed by Installer, listing conditions detrimental 
to performance of the Work. 

2. Verify that foundations are within tolerances specified. 
3. Verify that reinforcing dowels are properly placed. 
4. Verify that substrates are free of substances that impair mortar bond. 

B. Before installation, examine rough-in and built-in construction for piping systems to verify 
actual locations of piping connections. 
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C. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION, GENERAL 

A. Thickness: Build cavity and composite walls and other masonry construction to full thickness 
shown. Build single-wythe walls to actual widths of masonry units, using units of widths 
indicated. 

B. Build chases and recesses to accommodate items specified in this and other Sections. 

C. Leave openings for equipment to be installed before completing masonry. After installing 
equipment, complete masonry to match construction immediately adjacent to opening. 

D. Use full-size units without cutting if possible. If cutting is required to provide a continuous 
pattern or to fit adjoining construction, cut units with motor-driven saws; provide clean, sharp, 
unchipped edges. Allow units to dry before laying unless wetting of units is specified. Install cut 
units with cut surfaces and, where possible, cut edges concealed. 

E. Select and arrange units for exposed unit masonry to produce a uniform blend of colors and 
textures. Mix units from several pallets or cubes as they are placed. 

F. Matching Existing Masonry: Match coursing, bonding, color, and texture of existing masonry. 

3.3 TOLERANCES 

A. Dimensions and Locations of Elements: 

1. For dimensions in cross section or elevation, do not vary by more than plus 1/2 inch (12 
mm) or minus 1/4 inch (6 mm). 

2. For location of elements in plan, do not vary from that indicated by more than plus or 
minus 1/2 inch (12 mm). 

3. For location of elements in elevation, do not vary from that indicated by more than plus 
or minus 1/4 inch (6 mm) in a story height or 1/2 inch (12 mm) total. 

B. Lines and Levels: 

1. For bed joints and top surfaces of bearing walls, do not vary from level by more than 1/4 
inch in 10 feet (6 mm in 3 m), or 1/2-inch (12-mm) maximum. 

2. For conspicuous horizontal lines, such as lintels, sills, parapets, and reveals, do not vary 
from level by more than 1/8 inch in 10 feet (3 mm in 3 m), 1/4 inch in 20 feet (6 mm in 6 
m), or 1/2-inch (12-mm) maximum. 

3. For vertical lines and surfaces, do not vary from plumb by more than 1/4 inch in 10 feet 
(6 mm in 3 m), 3/8 inch in 20 feet (9 mm in 6 m), or 1/2-inch (12-mm) maximum. 

4. For conspicuous vertical lines, such as external corners, door jambs, reveals, and 
expansion and control joints, do not vary from plumb by more than 1/8 inch in 10 feet (3 
mm in 3 m), 1/4 inch in 20 feet (6 mm in 6 m), or 1/2-inch (12-mm) maximum. 

5. For lines and surfaces, do not vary from straight by more than 1/4 inch in 10 feet (6 mm 
in 3 m), 3/8 inch in 20 feet (9 mm in 6 m), or 1/2-inch (12-mm) maximum. 
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6. For vertical alignment of exposed head joints, do not vary from plumb by more than 1/4 
inch in 10 feet (6 mm in 3 m), or 1/2-inch (12-mm) maximum. 

7. For faces of adjacent exposed masonry units, do not vary from flush alignment by more 
than 1/16 inch (1.5 mm) except due to warpage of masonry units within tolerances 
specified for warpage of units. 

C. Joints: 

1. For bed joints, do not vary from thickness indicated by more than plus or minus 1/8 inch 
(3 mm), with a maximum thickness limited to 1/2 inch (12 mm). 

2. For exposed bed joints, do not vary from bed-joint thickness of adjacent courses by more 
than 1/8 inch (3 mm). 

3. For head and collar joints, do not vary from thickness indicated by more than plus 3/8 
inch (9 mm) or minus 1/4 inch (6 mm). 

4. For exposed head joints, do not vary from thickness indicated by more than plus or minus 
1/8 inch (3 mm).[ Do not vary from adjacent bed-joint and head-joint thicknesses by 
more than 1/8 inch (3 mm).] 

5. For exposed bed joints and head joints of stacked bond, do not vary from a straight line 
by more than 1/16 inch (1.5 mm) from one masonry unit to the next. 

3.4 LAYING MASONRY WALLS 

A. Lay out walls in advance for accurate spacing of surface bond patterns with uniform joint 
thicknesses and for accurate location of openings, movement-type joints, returns, and offsets. 
Avoid using less-than-half-size units, particularly at corners, jambs, and, where possible, at 
other locations. 

B. Bond Pattern for Exposed Masonry: Unless otherwise indicated, lay exposed masonry in 
running bond unless alternate bond pattern is indicated on Drawings; do not use units with 
less-than-nominal 4-inch (100-mm) horizontal face dimensions at corners or jambs. 

C. Lay concealed masonry with all units in a wythe in running bond or bonded by lapping not less 
than 2 inches (50 mm). Bond and interlock each course of each wythe at corners. Do not use 
units with less-than-nominal 4-inch (100-mm) horizontal face dimensions at corners or jambs. 

D. Stopping and Resuming Work: Stop work by stepping back units in each course from those in 
course below; do not tooth. When resuming work, clean masonry surfaces that are to receive 
mortar, remove loose masonry units and mortar, and wet brick if required before laying fresh 
masonry. 

E. Built-in Work: As construction progresses, build in items specified in this and other Sections. 
Fill in solidly with masonry around built-in items. 

F. Where built-in items are to be embedded in cores of hollow masonry units, place a layer of 
metal lath, wire mesh, or plastic mesh in the joint below, and rod mortar or grout into core. 

G. Fill cores in hollow CMUs with grout 24 inches (600 mm) under bearing plates, beams, lintels, 
posts, and similar items unless otherwise indicated. 
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H. Build nonload-bearing interior partitions full height of story to underside of solid floor or roof 
structure above unless otherwise indicated. 

3.5 MORTAR BEDDING AND JOINTING 

A. Lay CMUs as follows: 

1. Bed face shells in mortar and make head joints of depth equal to bed joints. 
2. Bed webs in mortar in all courses of piers, columns, and pilasters. 
3. Bed webs in mortar in grouted masonry, including starting course on footings. 
4. Fully bed entire units, including areas under cells, at starting course on footings where 

cells are not grouted. 
5. Fully bed units and fill cells with mortar at anchors and ties as needed to fully embed 

anchors and ties in mortar. 

B. Lay solid masonry units with completely filled bed and head joints; butter ends with sufficient 
mortar to fill head joints and shove into place. Do not deeply furrow bed joints or slush head 
joints. 

C. Set cast-stone trim units in full bed of mortar with full vertical joints. Fill dowel, anchor, and 
similar holes. 

1. Clean soiled surfaces with fiber brush and soap powder and rinse thoroughly with clear 
water. 

2. Wet joint surfaces thoroughly before applying mortar. 
3. Rake out mortar joints for pointing with sealant. 

D. Tool exposed joints slightly concave when thumbprint hard, using a jointer larger than joint 
thickness unless otherwise indicated. 

3.6 CAVITY WALLS 

A. Bond wythes of cavity walls together using one of the following methods: 

1. Individual Metal Ties: Provide ties as shown installed in horizontal joints, but not less 
than one metal tie for 4.5 sq. ft. (0.42 sq. m)o.c. horizontally and 16 inches (406 mm) 
o.c. vertically. Stagger ties in alternate courses. Provide additional ties within 12 inches 
(305 mm) of openings and space not more than 36 inches (915 mm) apart around 
perimeter of openings. At intersecting and abutting walls, provide ties at no more than 24 
inches (610 mm) o.c. vertically. 

a. Where bed joints of wythes do not align, use adjustable-type (two-piece-type) ties. 
b. Where one wythe is of clay masonry and the other of concrete masonry, use 

adjustable-type (two-piece-type) ties to allow for differential movement regardless 
of whether bed joints align. 

2. Masonry-Joint Reinforcement: Installed in horizontal mortar joints. 
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a. Where bed joints of both wythes align, use ladder-type reinforcement extending 
across both wythes. 

b. Where bed joints of wythes do not align, use adjustable-type (two-piece-type) 
reinforcement[ with continuous horizontal wire in facing wythe attached to 
ties]. 

c. Where one wythe is of clay masonry and the other of concrete masonry, use 
adjustable-type (two-piece-type) reinforcement[ with continuous horizontal wire 
in facing wythe attached to ties] to allow for differential movement regardless of 
whether bed joints align. 

B. Bond wythes of cavity walls together using bonding system indicated on Drawings. 

C. Keep cavities clean of mortar droppings and other materials during construction. Bevel beds 
away from cavity, to minimize mortar protrusions into cavity. Do not attempt to trowel or 
remove mortar fins protruding into cavity. 

D. Parge cavity face of backup wythe in a single coat approximately 3/8 inch (10 mm) thick. 
Trowel face of parge coat smooth. 

E. Installing Cavity Wall Insulation: Place small dabs of adhesive, spaced approximately 12 inches 
(300 mm) o.c. both ways, on inside face of insulation boards, or attach with plastic fasteners 
designed for this purpose. Fit courses of insulation between wall ties and other confining 
obstructions in cavity, with edges butted tightly both ways. Press units firmly against inside 
wythe of masonry or other construction as shown. 

1. Fill cracks and open gaps in insulation with crack sealer compatible with insulation and 
masonry. 

F. Provide not less than [2 inches (50 mm)] [1 inch (25 mm)] <Insert distance> of airspace 
between back of masonry veneer and face of [sheathing] [insulation]. 

1. Keep airspace clean of mortar droppings and other materials during construction. Bevel 
beds away from airspace, to minimize mortar protrusions into airspace. Do not attempt to 
trowel or remove mortar fins protruding into airspace. 

3.7 MASONRY-JOINT REINFORCEMENT 

A. General: Install entire length of longitudinal side rods in mortar with a minimum cover of 5/8 
inch (16 mm) on exterior side of walls, 1/2 inch (13 mm) elsewhere. Lap reinforcement a 
minimum of 6 inches (150 mm). 

1. Space reinforcement not more than 16 inches (406 mm) o.c. 
2. Space reinforcement not more than 8 inches (203 mm) o.c. in foundation walls and 

parapet walls. 
3. Provide reinforcement not more than 8 inches (203 mm) above and below wall openings 

and extending 12 inches (305 mm) beyond openings[ in addition to continuous 
reinforcement]. 

B. Interrupt joint reinforcement at control and expansion joints unless otherwise indicated. 
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C. Provide continuity at wall intersections by using prefabricated T-shaped units. 

D. Provide continuity at corners by using prefabricated L-shaped units. 

E. Cut and bend reinforcing units as directed by manufacturer for continuity at corners, returns, 
offsets, column fireproofing, pipe enclosures, and other special conditions. 

3.8 ANCHORING MASONRY TO STRUCTURAL STEEL AND CONCRETE 

A. Anchor masonry to structural steel and concrete, where masonry abuts or faces structural steel 
or concrete, to comply with the following: 

1. Provide an open space not less than 1/2 inch (13 mm) wide between masonry and 
structural steel or concrete unless otherwise indicated. Keep open space free of mortar 
and other rigid materials. 

2. Anchor masonry with anchors embedded in masonry joints and attached to structure. 
3. Space anchors as indicated, but not more than 24 inches (610 mm) o.c. vertically and 36 

inches (915 mm) o.c. horizontally. 

3.9 CONTROL AND EXPANSION JOINTS 

A. General: Install control- and expansion-joint materials in unit masonry as masonry progresses. 
Do not allow materials to span control and expansion joints without provision to allow for in-
plane wall or partition movement. 

B. Form control joints in concrete masonry using one of the following methods]: 

1. Fit bond-breaker strips into hollow contour in ends of CMUs on one side of control joint. 
Fill resultant core with grout, and rake out joints in exposed faces for application of 
sealant. 

2. Install preformed control-joint gaskets designed to fit standard sash block. 
3. Install interlocking units designed for control joints. Install bond-breaker strips at joint. 

Keep head joints free and clear of mortar, or rake out joint for application of sealant. 
4. Install temporary foam-plastic filler in head joints, and remove filler when unit masonry 

is complete for application of sealant. 

C. Form expansion joints in brick as follows: 

1. Build flanges of metal expansion strips into masonry. Lap each joint 4 inches (100 mm) 
in direction of water flow. Seal joints below grade and at junctures with horizontal 
expansion joints if any. 

2. Build flanges of factory-fabricated, expansion-joint units into masonry. 
3. Build in compressible joint fillers where indicated. 
4. Form open joint full depth of brick wythe and of width indicated, but not less than 3/8 

inch (10 mm) for installation of sealant and backer rod specified in Section 079200 
"Joint Sealants." 
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D. Provide horizontal, pressure-relieving joints by either leaving an airspace or inserting a 
compressible filler of width required for installing sealant and backer rod specified in 
Section 079200 "Joint Sealants," but not less than 3/8 inch (10 mm). 

1. Locate horizontal, pressure-relieving joints beneath shelf angles supporting masonry. 

E. . 

3.10 FLASHING, WEEP HOLES, AND CAVITY VENTS 

A. General: Install embedded flashing and weep holes in masonry at shelf angles, lintels, ledges, 
other obstructions to downward flow of water in wall, and where indicated.[ Install cavity 
vents at shelf angles, ledges, and other obstructions to upward flow of air in cavities, and 
where indicated.] 

B. Install flashing as follows unless otherwise indicated: 

1. Prepare masonry surfaces so they are smooth and free from projections that could 
puncture flashing. Where flashing is within mortar joint, place through-wall flashing on 
sloping bed of mortar and cover with mortar. Before covering with mortar, seal 
penetrations in flashing with adhesive, sealant, or tape[ as recommended by flashing 
manufacturer]. 

2. At multiwythe masonry walls, including cavity walls, extend flashing through outer 
wythe, turned up a minimum of 4 inches (100 mm), and through inner wythe to within 
1/2 inch (13 mm) of the interior face of wall in exposed masonry. Where interior face of 
wall is to receive furring or framing, carry flashing completely through inner wythe and 
turn flashing up approximately 2 inches (50 mm) on interior face. 

3. At masonry-veneer walls, extend flashing through veneer, across airspace behind veneer, 
and up face of sheathing at least 8 inches (200 mm); with upper edge tucked under 
water-resistive barrier lapping at least 4 inches (100 mm). 

4. At lintels and shelf angles, extend flashing a minimum of 6 inches (150 mm) into 
masonry at each end. At heads and sills, extend flashing 6 inches (150 mm) at ends and 
turn up not less than 2 inches (50 mm) to form end dams. 

5. Interlock end joints of ribbed sheet metal flashing by overlapping ribs not less than 1-1/2 
inches (38 mm) or as recommended by flashing manufacturer, and seal lap with 
elastomeric sealant complying with requirements in Section 079200 "Joint Sealants" for 
application indicated. 

6. Install metal drip edges with ribbed sheet metal flashing by interlocking hemmed edges 
to form hooked seam. Seal seam with elastomeric sealant complying with requirements in 
Section 079200 "Joint Sealants" for application indicated. 

C. Install single-wythe CMU flashing system in bed joints of CMU walls where indicated to 
comply with manufacturer's written instructions. Install CMU cell pans with upturned edges 
located below face shells and webs of CMUs above and with weep spouts aligned with face of 
wall. Install CMU web covers so that they cover upturned edges of CMU cell pans at CMU 
webs and extend from face shell to face shell. 

D. Install reglets and nailers for flashing and other related construction where they are shown to be 
built into masonry. 
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E. Install weep holes in exterior wythes and veneers in head joints of first course of masonry 
immediately above embedded flashing. 

1. Use specified weep/cavity vent products or open-head joints to form weep holes. 
2. Use wicking material to form weep holes above flashing under brick sills. Turn wicking 

down at lip of sill to be as inconspicuous as possible. 
3. Space weep holes 24 inches (600 mm) o.c. unless otherwise indicated. 
4. Space weep holes formed from plastic tubing or wicking material]16 inches (400 mm) 

o.c. 
5. Cover cavity side of weep holes with plastic insect screening at cavities insulated with 

loose-fill insulation. 
6. Trim wicking material flush with outside face of wall after mortar has set. 

F. Place pea gravel in cavities as soon as practical to a height equal to height of first course above 
top of flashing, but not less than 2 inches (50 mm), to maintain drainage. 

3.11 REINFORCED UNIT MASONRY INSTALLATION 

A. Temporary Formwork and Shores: Construct formwork and shores as needed to support 
reinforced masonry elements during construction. 

1. Construct formwork to provide shape, line, and dimensions of completed masonry as 
indicated. Make forms sufficiently tight to prevent leakage of mortar and grout. Brace, 
tie, and support forms to maintain position and shape during construction and curing of 
reinforced masonry. 

2. Do not remove forms and shores until reinforced masonry members have hardened 
sufficiently to carry their own weight and that of other loads that may be placed on them 
during construction. 

B. Placing Reinforcement: Comply with requirements in TMS 602/ACI 530.1/ASCE 6. 

C. Grouting: Do not place grout until entire height of masonry to be grouted has attained enough 
strength to resist grout pressure. 

1. Comply with requirements in TMS 602/ACI 530.1/ASCE 6 for cleanouts and for grout 
placement, including minimum grout space and maximum pour height. 

3.12 FIELD QUALITY CONTROL 

A. Testing and Inspecting: Owner will engage special inspectors to perform tests and inspections 
and prepare reports. Allow inspectors access to scaffolding and work areas as needed to perform 
tests and inspections. Retesting of materials that fail to comply with specified requirements shall 
be done at Contractor's expense. 

B. Inspections: Special inspections according to Level B in TMS 402/ACI 530/ASCE 5. 

C. Testing Frequency: One set of tests for each 5000 sq. ft. (464 sq. m) of wall area or portion 
thereof. 
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D. Clay Masonry Unit Test: For each type of unit provided, according to ASTM C67 for 
compressive strength. 

E. Concrete Masonry Unit Test: For each type of unit provided, according to ASTM C140 for 
compressive strength. 

F. Mortar Aggregate Ratio Test (Proportion Specification): For each mix provided, according to 
ASTM C780. 

G. Mortar Test (Property Specification): For each mix provided, according to ASTM C780. Test 
mortar for mortar air content and compressive strength. 

H. Grout Test (Compressive Strength): For each mix provided, according to ASTM C1019. 

I. Prism Test: For each type of construction provided, according to ASTM C1314 at 7 days and 
at 28 days. 

3.13 PARGING 

A. Parge exterior faces of below-grade masonry walls, where indicated, in two uniform coats to a 
total thickness of 3/4 inch (19 mm). Dampen wall before applying first coat, and scarify first 
coat to ensure full bond to subsequent coat. 

B. Use a steel-trowel finish to produce a smooth, flat, dense surface with a maximum surface 
variation of 1/8 inch per foot (3 mm per 300 mm). Form a wash at top of parging and a cove at 
bottom. 

C. Damp-cure parging for at least 24 hours and protect parging until cured. 

3.14 REPAIRING, POINTING, AND CLEANING 

A. Remove and replace masonry units that are loose, chipped, broken, stained, or otherwise 
damaged or that do not match adjoining units. Install new units to match adjoining units; install 
in fresh mortar, pointed to eliminate evidence of replacement. 

B. Pointing: During the tooling of joints, enlarge voids and holes, except weep holes, and 
completely fill with mortar. Point up joints, including corners, openings, and adjacent 
construction, to provide a neat, uniform appearance. Prepare joints for sealant application, 
where indicated. 

C. In-Progress Cleaning: Clean unit masonry as work progresses by dry brushing to remove mortar 
fins and smears before tooling joints. 

D. Final Cleaning: After mortar is thoroughly set and cured, clean exposed masonry as follows: 

1. Remove large mortar particles by hand with wooden paddles and nonmetallic scrape hoes 
or chisels. 

2. Test cleaning methods on sample wall panel; leave one-half of panel uncleaned for 
comparison purposes. Obtain Architect's approval of sample cleaning before proceeding 
with cleaning of masonry. 
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3. Protect adjacent stone and nonmasonry surfaces from contact with cleaner by covering 
them with liquid strippable masking agent or polyethylene film and waterproof masking 
tape. 

4. Wet wall surfaces with water before applying cleaners; remove cleaners promptly by 
rinsing surfaces thoroughly with clear water. 

5. Clean brick by bucket-and-brush hand-cleaning method described in BIA Technical 
Notes 20. 

6. Clean concrete masonry by applicable cleaning methods indicated in NCMA TEK 8-4A. 
7. Clean masonry with a proprietary acidic cleaner applied according to manufacturer's 

written instructions. 
8. Clean stone trim to comply with stone supplier's written instructions. 

3.15 MASONRY WASTE DISPOSAL 

A. Salvageable Materials: Unless otherwise indicated, excess masonry materials are Contractor's 
property. At completion of unit masonry work, remove from Project site. 

B. Masonry Waste Recycling: Return broken CMUs not used as fill to manufacturer for recycling. 

C. Excess Masonry Waste: Remove excess clean masonry waste that cannot be used as fill, as 
described above or recycled, and other masonry waste, and legally dispose of off Owner's 
property. 

END OF SECTION 042000 
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SECTION 042200 - CONCRETE UNIT MASONRY 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Concrete masonry units. 
2. Mortar and grout. 
3. Steel reinforcing bars. 
4. Masonry-joint reinforcement. 
5. Miscellaneous masonry accessories. 
6. Masonry-cell fill. 

B. Products Installed but not Furnished under This Section: 

1. Cast-stone trim in concrete unit masonry. 

1.3 DEFINITIONS 

A. CMU(s): Concrete masonry unit(s). 

B. Reinforced Masonry: Masonry containing reinforcing steel in grouted cells. 

1.4 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site. 

1.5 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: For the following: 

1. Masonry Units: Show sizes, profiles, coursing, and locations of special shapes. 
2. Reinforcing Steel: Detail bending, lap lengths, and placement of unit masonry reinforcing 

bars. Comply with ACI 315. 
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1.6 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For testing agency. 

B. Material Certificates: For each type and size of the following: 

1. Masonry units. 

a. Include data on material properties 
b. For masonry units used in structural masonry, include data and calculations 

establishing average net-area compressive strength of units. 
2. Cementitious materials. Include name of manufacturer, brand name, and type. 
3. Mortar admixtures. 
4. Preblended, dry mortar mixes. Include description of type and proportions of ingredients. 
5. Grout mixes. Include description of type and proportions of ingredients. 
6. Reinforcing bars. 
7. Joint reinforcement. 
8. Anchors, ties, and metal accessories. 

C. Mix Designs: For each type of mortar. Include description of type and proportions of 
ingredients. 

1. Include test reports for mortar mixes required to comply with property specification. Test 
according to ASTM C109/C109M for compressive strength, ASTM C1506 for water 
retention, and ASTM C91/C91M for air content. 

2. Include test reports, according to ASTM C1019, for grout mixes required to comply with 
compressive strength requirement. 

D. Cold-Weather[ and Hot-Weather] Procedures: Detailed description of methods, materials, and 
equipment to be used to comply with requirements. 

1.7 QUALITY ASSURANCE 

A. Sample Panels: Build sample panels to verify selections made under Sample submittals and to 
demonstrate aesthetic effects. Comply with requirements in Section 014000 "Quality 
Requirements" for mockups. 

1. Build sample panels for each type of exposed unit masonry construction in sizes 
approximately 48 inches (1200 mm) long by 48 inches (1200 mm)]  high by full 
thickness. 

2. Build sample panels facing south. 
3. Where masonry is to match existing, build panels adjacent and parallel to existing 

surface. 
4. Protect approved sample panels from the elements with weather-resistant membrane. 
5. Approval of sample panels is for color, texture, and blending of masonry units; 

relationship of mortar and sealant colors to masonry unit colors; tooling of joints; 
aesthetic qualities of workmanship; and other material and construction qualities 
specifically approved by Architect in writing. 
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a. Approval of sample panels does not constitute approval of deviations from the 
Contract Documents contained in sample panels unless Architect specifically 
approves such deviations in writing. 

B. Mockups: Build mockups to verify selections made under Sample submittals, to demonstrate 
aesthetic effects, and to set quality standards for materials and execution. 

1. Subject to compliance with requirements, approved mockups may become part of the 
completed Work if undisturbed at time of Substantial Completion. 

1.8 DELIVERY, STORAGE, AND HANDLING 

A. Store masonry units on elevated platforms in a dry location. If units are not stored in an 
enclosed location, cover tops and sides of stacks with waterproof sheeting, securely tied. If units 
become wet, do not install until they are dry. 

B. Store cementitious materials on elevated platforms, under cover, and in a dry location. Do not 
use cementitious materials that have become damp. 

C. Store aggregates where grading and other required characteristics can be maintained and 
contamination avoided. 

D. Deliver preblended, dry mortar mix in moisture-resistant containers. Store preblended, dry 
mortar mix in delivery containers on elevated platforms in a dry location or in covered 
weatherproof dispensing silos. 

E. Store masonry accessories, including metal items, to prevent corrosion and accumulation of dirt 
and oil. 

1.9 FIELD CONDITIONS 

A. Protection of Masonry: During construction, cover tops of walls, projections, and sills with 
waterproof sheeting at end of each day's work. Cover partially completed masonry when 
construction is not in progress. 

1. Extend cover a minimum of 24 inches (600 mm) down both sides of walls, and hold 
cover securely in place. 

B. Do not apply uniform floor or roof loads for at least 12 hours and concentrated loads for at least 
three days after building masonry walls or columns. 

C. Stain Prevention: Prevent grout, mortar, and soil from staining the face of masonry to be left 
exposed or painted. Immediately remove grout, mortar, and soil that come in contact with such 
masonry. 

1. Protect base of walls from rain-splashed mud and from mortar splatter by spreading 
coverings on ground and over wall surface. 

2. Protect sills, ledges, and projections from mortar droppings. 
3. Protect surfaces of window and door frames, as well as similar products with painted and 

integral finishes, from mortar droppings. 
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4. Turn scaffold boards near the wall on edge at the end of each day to prevent rain from 
splashing mortar and dirt onto completed masonry. 

D. Cold-Weather Requirements: Do not use frozen materials or materials mixed or coated with ice 
or frost. Do not build on frozen substrates. Remove and replace unit masonry damaged by frost 
or by freezing conditions. Comply with cold-weather construction requirements contained in 
TMS 602/ACI 530.1/ASCE 6. 

1. Cold-Weather Cleaning: Use liquid cleaning methods only when air temperature is 40 
deg F (4 deg C) and higher and will remain so until masonry has dried, but not less than 
seven days after completing cleaning. 

E. Hot-Weather Requirements: Comply with hot-weather construction requirements contained in 
TMS 602/ACI 530.1/ASCE 6. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Source Limitations for Masonry Units: Obtain exposed masonry units of a uniform texture and 
color, or a uniform blend within the ranges accepted for these characteristics, from single source 
from single manufacturer for each product required. 

B. Source Limitations for Mortar Materials: Obtain mortar ingredients of a uniform quality, 
including color for exposed masonry, from single manufacturer for each cementitious 
component and from single source or producer for each aggregate. 

2.2 PERFORMANCE REQUIREMENTS 

A. Provide structural unit masonry that develops indicated net-area compressive strengths at 28 
days. 

1. Determine net-area compressive strength of masonry from average net-area compressive 
strengths of masonry units and mortar types (unit-strength method) according to 
TMS 602/ACI 530.1/ASCE 6. 

2.3 UNIT MASONRY, GENERAL 

A. Masonry Standard: Comply with TMS 602/ACI 530.1/ASCE 6 except as modified by 
requirements in the Contract Documents. 

B. Defective Units: Referenced masonry unit standards may allow a certain percentage of units to 
contain chips, cracks, or other defects exceeding limits stated. Do not use units where such 
defects are exposed in the completed Work and will be within 20 feet (6 m) vertically and 
horizontally of a walking surface. 
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2.4 CONCRETE MASONRY UNITS 

A. CMUs: ASTM C90. 

1. Unit Compressive Strength: Provide units with minimum average net-area compressive 
strength of 2150 psi (14.8 MPa). 

2. Density Classification: Normal weight unless otherwise indicated. 
3. Size (Width): Manufactured to dimensions 3/8 inch (10 mm) less-than-nominal 

dimensions. 
4. Exposed Faces: Provide color and texture matching the range represented by Architect's 

sample. 
5. Faces to Receive Plaster: Where units are indicated to receive a direct application of 

plaster, provide textured-face units made with gap-graded aggregates. 

B. Concrete Building Brick: ASTM C55. 

1. Unit Compressive Strength: Provide units with minimum average net-area compressive 
strength of 2800 psi (19.3 MPa). 

2. Density Classification: Normal weight. 

2.5 MORTAR AND GROUT MATERIALS 

A. Portland Cement: ASTM C150/C150M, Type I or II, except Type III may be used for cold-
weather construction. Provide natural color or white cement as required to produce mortar color 
indicated. 

1. Alkali content shall not be more than 0.1 percent when tested according to ASTM C114. 

B. Hydrated Lime: ASTM C207, Type S. 

C. Portland Cement-Lime Mix: Packaged blend of portland cement and hydrated lime containing 
no other ingredients. 

D. Masonry Cement: ASTM C91/C91M. 

E. Mortar Cement: ASTM C1329/C1329M. 

2.6 REINFORCEMENT 

A. Uncoated Steel Reinforcing Bars: ASTM A615/A615M or ASTM A996/A996M, Grade 60 
(Grade 420). 

B. Reinforcing Bar Positioners: Wire units designed to fit into mortar bed joints spanning masonry 
unit cells and to hold reinforcing bars in center of cells. Units are formed from 0.148-inch (3.77-
mm) steel wire, hot-dip galvanized after fabrication. Provide units designed for number of bars 
indicated. 

C. Masonry-Joint Reinforcement, General: Ladder type complying with ASTM A951/A951M. 
1. Exterior Walls: Hot-dip galvanized carbon steel. 
2. Wire Size for Side Rods: 0.148-inch (3.77-mm) diameter. 
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3. Wire Size for Cross Rods: 0.148-inch (3.77-mm) diameter. 
4. Spacing of Cross Rods: Not more than 16 inches (407 mm) o.c. 
5. Provide in lengths of not less than 10 feet (3 m). 

2.7 TIES AND ANCHORS 

A. General: Ties and anchors shall extend at least 1-1/2 inches (38 mm) into masonry but with at 
least a 5/8-inch (16-mm) cover on outside face. 

B. Materials: Provide ties and anchors specified in this article that are made from materials that 
comply with the following unless otherwise indicated: 

2.8 EMBEDDED FLASHING MATERIALS 

A. Metal Flashing: Provide metal flashing complying with SMACNA's "Architectural Sheet Metal 
Manual" and as follows: 

1. Stainless Steel: ASTM A240/A240M or ASTM A666, Type 304, 0.016 inch (0.40 mm) 
thick. 

2. Fabricate continuous flashings in sections 96 inches (2400 mm) long minimum, but not 
exceeding 12 feet (3.7 m). Provide splice plates at joints of formed, smooth metal 
flashing. 

3. Fabricate through-wall metal flashing embedded in masonry from stainless steel, with 
ribs at 3-inch (76-mm) intervals along length of flashing to provide an integral mortar 
bond. 

4. Fabricate metal [drip edges] [and] [sealant stops] for ribbed metal flashing from plain 
metal flashing of same metal as ribbed flashing and extending at least 3 inches (76 mm) 
into wall with hemmed inner edge to receive ribbed flashing and form a hooked seam. 
Form hem on upper surface of metal so that completed seam sheds water. 

B. Application: Unless otherwise indicated, use the following: 

1. Where flashing is indicated to receive counterflashing, use metal flashing. 
2. Where flashing is indicated to be turned down at or beyond the wall face, use metal 

flashing. 
3. Where flashing is partly exposed and is indicated to terminate at the wall face, use metal 

flashing with a drip edge. 
4. Where flashing is fully concealed, use metal flashing or flexible flashing. 

2.9 MISCELLANEOUS MASONRY ACCESSORIES 

A. Bond-Breaker Strips: Asphalt-saturated felt complying with ASTM D226/D226M, Type I 
(No. 15 asphalt felt). 
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2.10 MORTAR AND GROUT MIXES 

A. General: Do not use admixtures, including pigments, air-entraining agents, accelerators, 
retarders, water-repellent agents, antifreeze compounds, or other admixtures unless otherwise 
indicated. 

1. Do not use calcium chloride in mortar or grout. 
2. For exterior masonry, use portland cement-lime [masonry cement or mortar cement 

mortar. 
3. For reinforced masonry, use portland cement-lime masonry cement or mortar cement  

mortar. 
4. Add cold-weather admixture (if used) at same rate for all mortar that will be exposed to 

view, regardless of weather conditions, to ensure that mortar color is consistent. 

B. Grout for Unit Masonry: Comply with ASTM C476. 

1. Use grout of type indicated or, if not otherwise indicated, of type (fine or coarse) that will 
comply with TMS 602/ACI 530.1/ASCE 6 for dimensions of grout spaces and pour 
height. 

2. Proportion grout in accordance with ASTM C476, paragraph 4.2.2 for specified 28-day 
compressive strength indicated, but not less than 2000 psi (14 MPa)]. 

3. Provide grout with a slump of 8 to 11 inches (200 to 280 mm) as measured according to 
ASTM C143/C143M. 

C. Epoxy Pointing Mortar: Mix epoxy pointing mortar to comply with mortar manufacturer's 
written instructions. 

1. Application: Use epoxy pointing mortar for exposed mortar joints with pre-faced CMUs. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine conditions, with Installer present, for compliance with requirements for installation 
tolerances and other conditions affecting performance of the Work. 

1. For the record, prepare written report, endorsed by Installer, listing conditions detrimental 
to performance of the Work. 

2. Verify that foundations are within tolerances specified. 
3. Verify that reinforcing dowels are properly placed. 
4. Verify that substrates are free of substances that would impair mortar bond. 

B. Before installation, examine rough-in and built-in construction for piping systems to verify 
actual locations of piping. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 
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3.2 INSTALLATION, GENERAL 

A. Build chases and recesses to accommodate items specified in this and other Sections. 

B. Leave openings for equipment to be installed before completing masonry. After installing 
equipment, complete masonry to match construction immediately adjacent to opening. 

C. Use full-size units without cutting if possible. If cutting is required to provide a continuous 
pattern or to fit adjoining construction, cut units with motor-driven saws; provide clean, sharp, 
unchipped edges. Allow units to dry before laying unless wetting of units is specified. Install cut 
units with cut surfaces and, where possible, cut edges concealed. 

3.3 TOLERANCES 

A. Dimensions and Locations of Elements: 

1. For dimensions in cross section or elevation, do not vary by more than plus 1/2 inch (12 
mm) or minus 1/4 inch (6 mm). 

2. For location of elements in plan, do not vary from that indicated by more than plus or 
minus 1/2 inch (12 mm). 

3. For location of elements in elevation, do not vary from that indicated by more than plus 
or minus 1/4 inch (6 mm) in a story height or 1/2 inch (12 mm) total. 

B. Lines and Levels: 

1. For bed joints and top surfaces of bearing walls, do not vary from level by more than 1/4 
inch in 10 feet (6 mm in 3 m), or 1/2-inch (12-mm) maximum. 

2. For conspicuous horizontal lines, such as lintels, sills, parapets, and reveals, do not vary 
from level by more than 1/8 inch in 10 feet (3 mm in 3 m), 1/4 inch in 20 feet (6 mm in 6 
m), or 1/2-inch (12-mm) maximum. 

3. For vertical lines and surfaces do not vary from plumb by more than 1/4 inch in 10 feet (6 
mm in 3 m), 3/8 inch in 20 feet (9 mm in 6 m), or 1/2-inch (12-mm) maximum. 

4. For conspicuous vertical lines, such as external corners, door jambs, reveals, and 
expansion and control joints, do not vary from plumb by more than 1/8 inch in 10 feet (3 
mm in 3 m), 1/4 inch in 20 feet (6 mm in 6 m), or 1/2-inch (12-mm) maximum. 

5. For lines and surfaces, do not vary from straight by more than 1/4 inch in 10 feet (6 mm 
in 3 m), 3/8 inch in 20 feet (9 mm in 6 m), or 1/2-inch (12-mm) maximum. 

6. For vertical alignment of exposed head joints, do not vary from plumb by more than 1/4 
inch in 10 feet (6 mm in 3 m), or 1/2-inch (12-mm) maximum. 

7. For faces of adjacent exposed masonry units, do not vary from flush alignment by more 
than 1/16 inch (1.5 mm). 

C. Joints: 

1. For bed joints, do not vary from thickness indicated by more than plus or minus 1/8 inch 
(3 mm), with a maximum thickness limited to 1/2 inch (12 mm). 

2. For exposed bed joints, do not vary from bed-joint thickness of adjacent courses by more 
than 1/8 inch (3 mm). 

3. For head and collar joints, do not vary from thickness indicated by more than plus 3/8 
inch (9 mm) or minus 1/4 inch (6 mm). 
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4. For exposed head joints, do not vary from thickness indicated by more than plus or minus 
1/8 inch (3 mm). 

3.4 LAYING MASONRY WALLS 

A. Lay out walls in advance for accurate spacing of surface bond patterns with uniform joint 
thicknesses and for accurate location of openings, movement-type joints, returns, and offsets. 
Avoid using less-than-half-size units, particularly at corners, jambs, and, where possible, at 
other locations. 

B. Bond Pattern for Exposed Masonry: Unless otherwise indicated, lay exposed masonry in bond 
pattern indicated on Drawings; do not use units with less-than-nominal 4-inch (100-mm) 
horizontal face dimensions at corners or jambs. 

C. Lay concealed masonry with all units in a wythe in running bond or bonded by lapping not less 
than [2 inches (50 mm)] [4 inches (100 mm)]. Bond and interlock each course of each wythe at 
corners. Do not use units with less-than-nominal 4-inch (100-mm) horizontal face dimensions at 
corners or jambs. 

D. Stopping and Resuming Work: Stop work by stepping back units in each course from those in 
course below; do not tooth. When resuming work, clean masonry surfaces that are to receive 
mortar, remove loose masonry units and mortar, and wet brick if required before laying fresh 
masonry. 

E. Built-in Work: As construction progresses, build in items specified in this and other Sections. 
Fill in solidly with masonry around built-in items. 

F. Fill space between steel frames and masonry solidly with mortar unless otherwise indicated. 

G. Where built-in items are to be embedded in cores of hollow masonry units, place a layer of 
metal lath, wire mesh, or plastic mesh in the joint below, and rod mortar or grout into core. 

H. Fill cores in hollow CMUs with grout 24 inches (600 mm) under bearing plates, beams, lintels, 
posts, and similar items unless otherwise indicated. 

I. Build nonload-bearing interior partitions full height of story to underside of solid floor or roof 
structure above unless otherwise indicated. 

3.5 MORTAR BEDDING AND JOINTING 

A. Lay hollow CMUs as follows: 

1. Bed face shells in mortar and make head joints of depth equal to bed joints. 
2. Bed webs in mortar in all courses of piers, columns, and pilasters. 
3. Bed webs in mortar in grouted masonry, including starting course on footings. 
4. Fully bed entire units, including areas under cells, at starting course on footings where 

cells are not grouted. 

B. Lay solid CMUs with completely filled bed and head joints; butter ends with sufficient mortar 
to fill head joints and shove into place. Do not deeply furrow bed joints or slush head joints. 
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C. Set cast-stone trim units in full bed of mortar with full vertical joints. Fill dowel, anchor, and 
similar holes. 

1. Clean soiled surfaces with fiber brush and soap powder and rinse thoroughly with clear 
water. 

2. Wet joint surfaces thoroughly before applying mortar. 
3. Rake out mortar joints for pointing with sealant. 

D. Rake out mortar joints at pre-faced CMUs to a uniform depth of 1/4 inch (6 mm) and point with 
epoxy mortar to comply with epoxy-mortar manufacturer's written instructions. 

E. Tool exposed joints slightly concave when thumbprint hard, using a jointer larger than joint 
thickness unless otherwise indicated. 

F. Cut joints flush for masonry walls to receive plaster or other direct-applied finishes (other than 
paint) unless otherwise indicated. 

G. Cut joints flush where indicated to receive waterproofing unless otherwise indicated. 

3.6 MASONRY-JOINT REINFORCEMENT 

A. General: Install entire length of longitudinal side rods in mortar with a minimum cover of 5/8 
inch (16 mm) on exterior side of walls, 1/2 inch (13 mm) elsewhere. Lap reinforcement a 
minimum of 6 inches (150 mm). 

1. Space reinforcement not more than 16 inches (406 mm) o.c. 
2. Space reinforcement not more than 8 inches (203 mm) o.c. in foundation walls and 

parapet walls. 
3. Provide reinforcement not more than 8 inches (203 mm) above and below wall openings 

and extending 12 inches (305 mm) beyond openingsin addition to continuous 
reinforcement. 

B. Interrupt joint reinforcement at control and expansion joints unless otherwise indicated. 

C. Provide continuity at wall intersections by using prefabricated T-shaped units. 

D. Provide continuity at corners by using prefabricated L-shaped units. 

E. Cut and bend reinforcing units as directed by manufacturer for continuity at corners, returns, 
offsets, column fireproofing, pipe enclosures, and other special conditions. 

3.7 ANCHORING MASONRY TO STRUCTURAL STEEL AND CONCRETE 

A. Anchor masonry to structural steel and concrete, where masonry abuts or faces structural steel 
or concrete, to comply with the following: 

1. Provide an open space not less than [1/2 inch (13 mm)] [1 inch (25 mm)] [2 inches (50 
mm)] wide between masonry and structural steel or concrete unless otherwise indicated. 
Keep open space free of mortar and other rigid materials. 

2. Anchor masonry with anchors embedded in masonry joints and attached to structure. 
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3. Space anchors as indicated, but not more than 24 inches (610 mm) o.c. vertically and 36 
inches (915 mm) o.c. horizontally. 

3.8 CONTROL AND EXPANSION JOINTS 

A. General: Install control- and expansion-joint materials in unit masonry as masonry progresses. 
Do not allow materials to span control and expansion joints without provision to allow for in-
plane wall or partition movement. 

B. Form control joints in concrete masonry using one of the following methods: 

1. Fit bond-breaker strips into hollow contour in ends of CMUs on one side of control joint. 
Fill resultant core with grout, and rake out joints in exposed faces for application of 
sealant. 

2. Install preformed control-joint gaskets designed to fit standard sash block. 
3. Install interlocking units designed for control joints. Install bond-breaker strips at joint. 

Keep head joints free and clear of mortar, or rake out joint for application of sealant. 
4. Install temporary foam-plastic filler in head joints, and remove filler when unit masonry 

is complete for application of sealant. 

3.9 FLASHING 

A. General: Install embedded flashing at ledges and other obstructions to downward flow of water 
in wall where indicated. 

B. Install flashing as follows unless otherwise indicated: 

1. Prepare masonry surfaces so they are smooth and free from projections that could 
puncture flashing. Where flashing is within mortar joint, place through-wall flashing on 
sloping bed of mortar and cover with mortar. Before covering with mortar, seal 
penetrations in flashing with adhesive, sealant, or tape as recommended by flashing 
manufacturer. 

2. At lintels, extend flashing a minimum of 6 inches (150 mm) into masonry at each end. At 
heads and sills, extend flashing 6 inches (150 mm) at ends and turn up not less than 2 
inches (50 mm) to form end dams. 

3. Interlock end joints of ribbed sheet metal flashing by overlapping ribs not less than 1-1/2 
inches (38 mm) or as recommended by flashing manufacturer, and seal lap with 
elastomeric sealant complying with requirements in Section 079200 "Joint Sealants" for 
application indicated. 

4. Install metal drip edges with ribbed sheet metal flashing by interlocking hemmed edges 
to form hooked seam. Seal seam with elastomeric sealant complying with requirements in 
Section 079200 "Joint Sealants" for application indicated. 

C. Install single-wythe CMU flashing system in bed joints of CMU walls where indicated to 
comply with manufacturer's written instructions. Install CMU cell pans with upturned edges 
located below face shells and webs of CMUs above and with weep spouts aligned with face of 
wall. Install CMU web covers so that they cover upturned edges of CMU cell pans at CMU 
webs and extend from face shell to face shell. 
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D. Install reglets and nailers for flashing and other related construction where they are shown to be 
built into masonry. 

3.10 REINFORCED UNIT MASONRY INSTALLATION 

A. Placing Reinforcement: Comply with requirements in TMS 602/ACI 530.1/ASCE 6. 

B. Grouting: Do not place grout until entire height of masonry to be grouted has attained enough 
strength to resist grout pressure. 

1. Comply with requirements in TMS 602/ACI 530.1/ASCE 6 for cleanouts and for grout 
placement, including minimum grout space and maximum pour height. 

2. Limit height of vertical grout pours to not more than 60 inches (1520 mm). 

3.11 FIELD QUALITY CONTROL 

A. Testing and Inspecting: Owner will engage special inspectors to perform tests and inspections 
and prepare reports. Allow inspectors access to scaffolding and work areas as needed to perform 
tests and inspections. Retesting of materials that fail to comply with specified requirements shall 
be done at Contractor's expense. 

1. Begin masonry construction only after inspectors have verified proportions of site-
prepared mortar. 

2. Place grout only after inspectors have verified compliance of grout spaces and of grades, 
sizes, and locations of reinforcement. 

3. Place grout only after inspectors have verified proportions of site-prepared grout. 

B. Testing Prior to Construction: One set of tests. 

C. Testing Frequency: One set of tests for each 5000 sq. ft. (464 sq. m) of wall area or portion 
thereof. 

D. Concrete Masonry Unit Test: For each type of unit provided, according to ASTM C140 for 
compressive strength. 

E. Mortar Aggregate Ratio Test (Proportion Specification): For each mix provided, according to  

F. Mortar Test (Property Specification): For each mix provided, according to ASTM C780. Test 
mortar for mortar air content and compressive strength. 

G. Grout Test (Compressive Strength): For each mix provided, according to ASTM C1019. 

H. Prism Test: For each type of construction provided, according to ASTM C1314 at 7 days and 
at 28 days. 
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3.12 PARGING 

A. Parge exterior faces of below-grade masonry walls, where indicated, in two uniform coats to a 
total thickness of 3/4 inch (19 mm). Dampen wall before applying first coat, and scarify first 
coat to ensure full bond to subsequent coat. 

B. Use a steel-trowel finish to produce a smooth, flat, dense surface with a maximum surface 
variation of 1/8 inch per foot (3 mm per 300 mm). Form a wash at top of parging and a cove at 
bottom. 

C. Damp-cure parging for at least 24 hours and protect parging until cured. 

3.13 REPAIRING, POINTING, AND CLEANING 

A. Remove and replace masonry units that are loose, chipped, broken, stained, or otherwise 
damaged or that do not match adjoining units. Install new units to match adjoining units; install 
in fresh mortar, pointed to eliminate evidence of replacement. 

B. Pointing: During the tooling of joints, enlarge voids and holes, except weep holes, and 
completely fill with mortar. Point up joints, including corners, openings, and adjacent 
construction, to provide a neat, uniform appearance. Prepare joints for sealant application, 
where indicated. 

C. In-Progress Cleaning: Clean unit masonry as work progresses by dry brushing to remove mortar 
fins and smears before tooling joints. 

D. Final Cleaning: After mortar is thoroughly set and cured, clean exposed masonry as follows: 

1. Remove large mortar particles by hand with wooden paddles and nonmetallic scrape hoes 
or chisels. 

2. Test cleaning methods on sample wall panel; leave one-half of panel uncleaned for 
comparison purposes. Obtain Architect's approval of sample cleaning before proceeding 
with cleaning of masonry. 

3. Clean concrete masonry by applicable cleaning methods indicated in NCMA TEK 8-4A. 

3.14 MASONRY WASTE DISPOSAL 

A. Salvageable Materials: Unless otherwise indicated, excess masonry materials are Contractor's 
property. At completion of unit masonry work, remove from Project site. 

B. Waste Disposal as Fill Material: Dispose of clean masonry waste, including excess or soil-
contaminated sand, waste mortar, and broken masonry units, by crushing and mixing with fill 
material as fill is placed. 

1. Crush masonry waste to less than 4 inches (100 mm) in each dimension. 
2. Mix masonry waste with at least two parts of specified fill material for each part of 

masonry waste. Fill material is specified in Section 312000 "Earth Moving." 
3. Do not dispose of masonry waste as fill within 18 inches (450 mm) of finished grade. 

C. Masonry Waste Recycling: Return broken CMUs not used as fill to manufacturer for recycling. 
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D. Excess Masonry Waste: Remove excess clean masonry waste that cannot be used as fill, as 
described above or recycled, and other masonry waste, and legally dispose of off Owner's 
property. 

END OF SECTION 042200 
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SECTION 057300 - DECORATIVE METAL RAILINGS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 
1. Aluminum decorative railings with stainless-steel cable infill.  
2. Aluminum decorative railings with aluminum pickets.  

1.3 DEFINITIONS 

A. Railings: Guards, handrails, and similar devices used for protection of occupants at open-sided 
floor areas and for pedestrian guidance and support, visual separation, or wall protection. 

1.4 COORDINATION AND SCHEDULING 

A. Coordinate selection of shop primers with topcoats to be applied over them. Comply with paint 
and coating manufacturers' written instructions to ensure that shop primers and topcoats are 
compatible. 

B. Coordinate installation of anchorages for railings. Furnish setting drawings, templates, and 
directions for installing anchorages, including sleeves, concrete inserts, anchor bolts, and items 
with integral anchors, that are to be embedded in concrete or masonry. Deliver items to Project 
site in time for installation. 

C. Schedule installation so wall attachments are made only to completed walls. Do not support 
railings temporarily by any means that do not meet structural performance requirements. 

1.5 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site.. 

1.6 ACTION SUBMITTALS 

A. Product Data: For the following: 

1. Manufacturer's product lines of railings assembled from standard components. 
2. Grout, anchoring cement, and paint products. 
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B. Shop Drawings: Include plans, elevations, sections, and attachment details. 

1. Retain "Samples for Initial Selection" and "Samples for Verification" paragraphs below 
for two-stage Samples. 

C. Samples for Initial Selection: For products involving selection of color, texture, or 
design, including mechanical finishes. 

D. Samples for Verification: For each type of exposed finish required. 

1. Sections of each distinctly different linear railing member, including handrails, top rails, 
posts, and balusters. 

2. Fittings and brackets. 
3. Welded connections. 
4. Brazed connections. 
5. Assembled Samples of railing systems, made from full-size components, including top 

rail, post, handrail, and infill. Show method of finishing members at intersections. 
Samples need not be full height. 

E. Delegated-Design Submittal: For installed products indicated to comply with performance 
requirements and design criteria, including analysis data signed and sealed by the qualified 
professional engineer responsible for their preparation. 

1.7 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For professional engineer. 

B. Product Test Reports: Based on evaluation of comprehensive tests performed by a qualified 
testing agency, according to ASTM E894 and ASTM E935. 

C. Preconstruction test reports. 

D. Evaluation Reports: For post-installed anchors, from ICC-ES. 

1.8 QUALITY ASSURANCE 

A. Welding Qualifications: Qualify procedures and personnel according to the following: 
1. AWS D1.6/D1.6M, "Structural Welding Code - Stainless Steel." 

B. Mockups: Build mockups to verify selections made under Sample submittals, to demonstrate 
aesthetic effects, and to set quality standards for fabrication and installation. 
1. Build mockups for each form and finish of railing consisting of two posts, top rail, infill 

area, and anchorage system components that are full height and are not less than 24 
inches (600 mm) in length. 

2. Subject to compliance with requirements, approved mockups may become part of the 
completed Work if undisturbed at time of Substantial Completion. 
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1.9 FIELD CONDITIONS 

A. Field Measurements: Verify actual locations of walls and other construction contiguous with 
railings by field measurements before fabrication and indicate measurements on Shop 
Drawings. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Aluminum and Steel Decorative Railings: as indicated on drawings. 

B. Source Limitations: Obtain each type of railing from single source from single manufacturer. 

C. Product Options: Information on Drawings and in Specifications establishes requirements for 
system's aesthetic effects and performance characteristics. Aesthetic effects are indicated by 
dimensions, arrangements, alignment, and profiles of components and assemblies as they relate 
to sightlines, to one another, and to adjoining construction. Performance characteristics are 
indicated by criteria subject to verification by one or more methods, including structural 
analysis, preconstruction testing, field testing, and in-service performance. 

1. Do not modify intended aesthetic effects, as judged solely by Architect, except with 
Landscape Architect's approval. If modifications are proposed, submit comprehensive 
explanatory data to Landscape Architect for review. 

2.2 PERFORMANCE REQUIREMENTS 

A. General: In engineering railings to withstand structural loads indicated, determine allowable 
design working stresses of railing materials based on the following: 
1. Stainless Steel: 60 percent of minimum yield strength. 

B. Structural Performance: Railings, including attachment to building construction, shall withstand 
the effects of gravity loads and the following loads and stresses within limits and under 
conditions indicated: 

1. Handrails and Top Rails of Guards: 

a. Uniform load of 50 lbf/ft. (0.73 kN/m) applied in any direction. 
b. Concentrated load of 200 lbf (0.89 kN) applied in any direction. 
c. Uniform and concentrated loads need not be assumed to act concurrently. 

2. Infill of Guards: 

a. Concentrated load of 50 lbf (0.22 kN) applied horizontally on an area of 1 sq. ft. 
(0.093 sq. m). 

b. Infill load and other loads need not be assumed to act concurrently. 
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C. Thermal Movements: Allow for thermal movements from ambient and surface temperature 
changes acting on exterior railings by preventing buckling, opening of joints, overstressing of 
components, failure of connections, and other detrimental effects. 

1. Temperature Change: 120 deg F (67 deg C), ambient; 180 deg F (100 deg C), material 
surfaces. 

2.3 METALS, GENERAL 

A. Metal Surfaces, General: Provide materials with smooth surfaces, without seam marks, roller 
marks, rolled trade names, stains, discolorations, or blemishes. 

B. Brackets, Flanges, and Anchors: Same metal and finish as supported rails unless otherwise 
indicated. 

2.4 ALUMINUM 

A. Aluminum, General: Provide alloy and temper recommended by aluminum producer and 
finisher for type of use and finish indicated, and with strength and durability properties for each 
aluminum form required not less than that of alloy and temper designated below. 

B. Extruded Bars and Shapes, Including Extruded Tubing: ASTM B221 (ASTM B221M), 
Alloy 6063-T5/T52. 

C. Extruded Structural Pipe and Round Tubing: ASTM B429/B429M, Alloy 6063-T6. 

1. Provide Standard Weight (Schedule 40) pipe unless otherwise indicated. 

D. Drawn Seamless Tubing: ASTM B210 (ASTM B210M), Alloy 6063-T832. 

E. Plate and Sheet: ASTM B209 (ASTM B209M), Alloy 5005-H32 or Alloy 6061-T6 

F. Die and Hand Forgings: ASTM B247 (ASTM B247M), Alloy 6061-T6. 

G. Castings: ASTM B26/B26M, Alloy A356.0-T6. 

1. Basis-of-Design Product: Provide product with perforations matching that indicated on 
drawings. 

2.5 STAINLESS STEEL 

A. Cable, Wire Rope and Fittings: 
1. Wire Rope: as indicated on drawings, wire rope made from wire complying with 

ASTM A492, Type 316. 
2. Wire-Rope Fittings: Connectors of types indicated, fabricated from stainless steel, and 

with capability to sustain, without failure, a load equal to minimum breaking strength of 
wire rope with which they are used. 
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2.6 FASTENERS 

A. Fastener Materials: Unless otherwise indicated, provide the following: 

1. Aluminum Components: Type 304 stainless-steel fasteners. 
2. Stainless-Steel Components: Type 304 or Type 316 stainless-steel fasteners. 

B. Fasteners for Anchoring to Other Construction: Select fasteners of type, grade, and class 
required to produce connections suitable for anchoring railings to other types of construction 
indicated and capable of withstanding design loads. 

C. Provide concealed fasteners for interconnecting railing components and for attaching railings to 
other work unless exposed fasteners are the standard fastening method for railings 
indicated. 

1. Provide Manufacturers standard machine screws for exposed fasteners unless otherwise 
indicated. 

D. Post-Installed Anchors: Fastener systems with working capacity greater than or equal to the 
design load, according to an evaluation report acceptable to authorities having jurisdiction, 
based on ICC-ES AC193. 
1. Material for Exterior Locations and Where Stainless Steel Is Indicated: Alloy Group 1 

(A1) stainless-steel bolts, ASTM F593 (ASTM F738M), and nuts, ASTM F594 
(ASTM F836M). 

2.7 MISCELLANEOUS MATERIALS 

1. For aluminum railings, provide type and alloy as recommended by producer of metal to 
be welded and as required for color match, strength, and compatibility in fabricated 
items. 

B. Nonshrink, Nonmetallic Grout: Factory-packaged, nonstaining, noncorrosive, nongaseous grout 
complying with ASTM C1107/C1107M. Provide grout specifically recommended by 
manufacturer for interior and exterior applications. 

C. Anchoring Cement: Factory-packaged, nonshrink, nonstaining, hydraulic-controlled expansion 
cement formulation for mixing with water at Project site to create pourable anchoring, patching, 
and grouting compound. 

1. Water-Resistant Product: At exterior locations provide formulation that is resistant to 
erosion from water exposure without needing protection by a sealer or waterproof coating 
and that is recommended by manufacturer for exterior use. 

2.8 FABRICATION 

A. General: Fabricate railings to comply with requirements indicated for design, dimensions, 
member sizes and spacing, details, finish, and anchorage, but not less than that required to 
support structural loads. 
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B. Assemble railings in the shop to greatest extent possible to minimize field splicing and 
assembly. Disassemble units only as necessary for shipping and handling limitations. Clearly 
mark units for reassembly and coordinated installation. Use connections that maintain structural 
value of joined pieces. 

C. Make up wire-rope assemblies in the shop to field-measured dimensions with fittings machine 
swaged. Minimize amount of turnbuckle take-up used for dimensional adjustment so maximum 
amount is available for tensioning wire ropes. Tag wire-rope assemblies and fittings to identify 
installation locations and orientations for coordinated installation. 

D. Cut, drill, and punch metals cleanly and accurately. Remove burrs and ease edges to a radius of 
approximately 1/32 inch (1 mm) unless otherwise indicated. Remove sharp or rough areas on 
exposed surfaces. 

E. Form work true to line and level with accurate angles and surfaces. 

F. Fabricate connections that will be exposed to weather in a manner to exclude water. Provide 
weep holes where water may accumulate. Locate weep holes in inconspicuous locations. 

G. Cut, reinforce, drill, and tap as indicated to receive finish hardware, screws, and similar items. 

H. Connections: Fabricate railings with welded or nonwelded connections unless otherwise 
indicated. 

I. Welded Connections: Cope components at connections to provide close fit, or use fittings 
designed for this purpose. Weld all around at connections, including at fittings. 

1. Use materials and methods that minimize distortion and develop strength and corrosion 
resistance of base metals. 

2. Obtain fusion without undercut or overlap. 
3. Remove flux immediately. 
4. At exposed connections, finish exposed welds to comply with NOMMA's "Voluntary 

Joint Finish Standards" for Type 1 welds; no evidence of a welded joint. 

J. Welded Connections for Aluminum Pipe: Fabricate railings to interconnect members with 
concealed internal welds that eliminate surface grinding, using manufacturer's standard system 
of sleeve and socket fittings. 
1. Roughness shows after finishing and brazed surface matches contours of adjoining 

surfaces. 

K. Mechanical Connections: Connect members with concealed mechanical fasteners and fittings. 
Fabricate members and fittings to produce flush, smooth, rigid, hairline joints. 

1. Fabricate splice joints for field connection using an epoxy structural adhesive if this is 
manufacturer's standard splicing method. 

L. Form changes in direction as follows: 

1. As detailed. 
2. By bending or by inserting prefabricated elbow fittings]. 
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M. Bend members in jigs to produce uniform curvature for each configuration required; maintain 
cross section of member throughout entire bend without buckling, twisting, cracking, or 
otherwise deforming exposed surfaces of components. 

N. Close exposed ends of hollow railing members with prefabricated end fittings. 

O. Provide wall returns at ends of wall-mounted handrails unless otherwise indicated. Close ends 
of returns, unless clearance between end of rail and wall is 1/4 inch (6 mm) or less. 

P. Brackets, Flanges, Fittings, and Anchors: Provide wall brackets, flanges, miscellaneous fittings, 
and anchors to interconnect railing members to other work unless otherwise indicated. 

1. At brackets and fittings fastened to plaster or gypsum board partitions, provide crush-
resistant fillers, or other means to transfer loads through wall finishes to structural 
supports and to prevent bracket or fitting rotation and crushing of substrate. 

Q. Provide inserts and other anchorage devices for connecting railings to concrete or masonry 
work. Fabricate anchorage devices capable of withstanding loads imposed by railings. 
Coordinate anchorage devices with supporting structure. 

R. For railing posts set in concrete, provide steel stainless-steel sleeves not less than 6 inches (150 
mm) long with inside dimensions not less than 1/2 inch (13 mm) greater than outside 
dimensions of post, with metal plate forming bottom closure. 

2.9 GENERAL FINISH REQUIREMENTS 

A. Comply with NAAMM's "Metal Finishes Manual for Architectural and Metal Products" 
recommendations for applying and designating finishes. 

B. Protect mechanical finishes on exposed surfaces from damage by applying a strippable, 
temporary protective covering before shipment. 

C. Appearance of Finished Work: Noticeable variations in same piece are not acceptable. 
Variations in appearance of abutting or adjacent pieces are acceptable if they are within one-half 
of the range of approved Samples. Variations in appearance of other components are acceptable 
if they are within the range of approved Samples and are assembled or installed to minimize 
contrast. 

D. Provide exposed fasteners with finish matching appearance, including color and texture, of 
railings. 

2.10 ALUMINUM FINISHES 

A. Finish designations prefixed by AA comply with the system established by the Aluminum 
Association for designating aluminum finishes. 

B. Color Anodic Finish: AAMA 611, AA-M12C22A42/A44, Class I, 0.018 mm or thicker. 
1. Color: As selected by Architect from full range of industry colors and color densities. 
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C. Baked-Enamel or Powder-Coat Finish: AAMA 2603 except with a minimum dry film thickness 
of 1.5 mils (0.04 mm). Comply with coating manufacturer's written instructions for cleaning, 
conversion coating, and applying and baking finish. 

1. Color and Gloss: selected by Architect from manufacturer's full range. 

2.11 STAINLESS STEEL FINISHES 

A. Surface Preparation: Remove tool and die marks and stretch lines, or blend into finish. 

B. Polished Finishes: Grind and polish surfaces to produce uniform finish, free of cross scratches. 

1. Run grain of directional finishes with long dimension of each piece. 

C. Directional Satin Finish: ASTM A480/A480M, No. 4. 

D. Dull Satin Finish: ASTM A480/A480M, No. 6. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine plaster and gypsum board assemblies, where reinforced to receive anchors, to verify 
that locations of concealed reinforcements have been clearly marked for Installer. Locate 
reinforcements and mark locations if not already done. 

3.2 INSTALLATION, GENERAL 

A. Fit exposed connections together to form tight, hairline joints. 

B. Perform cutting, drilling, and fitting required for installing railings. Set railings accurately in 
location, alignment, and elevation; measured from established lines and levels and free of rack. 

1. Do not weld, cut, or abrade surfaces of railing components that have been coated or 
finished after fabrication and that are intended for field connection by mechanical or 
other means without further cutting or fitting. 

2. Set posts plumb within a tolerance of 1/16 inch in 3 feet (2 mm in 1 m). 
3. Align rails so variations from level for horizontal members and variations from parallel 

with rake of steps and ramps for sloping members do not exceed 1/4 inch in 12 feet (5 
mm in 3 m). 

C. Control of Corrosion: Prevent galvanic action and other forms of corrosion by insulating metals 
and other materials from direct contact with incompatible materials. 

1. Coat concealed surfaces of aluminum that will be in contact with grout, concrete, 
masonry, wood, or dissimilar metals, with a heavy coat of bituminous paint. 

D. Adjust railings before anchoring to ensure matching alignment at abutting joints. 
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E. Fastening to In-Place Construction: Use anchorage devices and fasteners where necessary for 
securing railings and for properly transferring loads to in-place construction. 

3.3 RAILING CONNECTIONS 

A. Nonwelded Connections: Use mechanical or adhesive joints for permanently connecting railing 
components. Use wood blocks and padding to prevent damage to railing members and fittings. 
Seal recessed holes of exposed locking screws using plastic cement filler colored to match 
finish of railings. 

B. Welded Connections: Use fully welded joints for permanently connecting railing components. 
Comply with requirements for welded connections in "Fabrication" Article whether welding is 
performed in the shop or in the field. 

C. Expansion Joints: Install expansion joints at locations indicated but not farther apart than 
required to accommodate thermal movement. Provide slip-joint internal sleeve extending 2 
inches (50 mm) beyond joint on either side, fasten internal sleeve securely to one side, and 
locate joint within 6 inches (150 mm) of post. 

3.4 ANCHORING POSTS 

A. Use steel pipe sleeves preset and anchored into concrete for installing posts. After posts have 
been inserted into sleeves, fill annular space between post and sleeve with nonshrink, 
nonmetallic grout or anchoring cement, mixed and placed to comply with anchoring material 
manufacturer's written instructions. 

B. Form or core-drill holes not less than 5 inches (125 mm) deep and 3/4 inch (20 mm) larger than 
OD of post for installing posts in concrete. Clean holes of loose material, insert posts, and fill 
annular space between post and concrete with nonshrink, nonmetallic grout or anchoring 
cement, mixed and placed to comply with anchoring material manufacturer's written 
instructions. 

C. Leave anchorage joint exposed with [1/8-inch (3-mm) buildup, sloped away from post] 
[anchoring material flush with adjacent surface]. 

1. For aluminum railings, attach posts as indicated using fittings designed and engineered 
for this purpose. 

3.5 CLEANING 

A. Clean aluminum and stainless steel by washing thoroughly with clean water and soap, rinsing 
with clean water, and wiping dry. 

B. Touchup Painting: Immediately after erection, clean field welds, bolted connections, and 
abraded areas of shop paint, and paint exposed areas with the same material used for shop 
painting to comply with SSPC-PA 1 for touching up shop-painted surfaces. 

1. Apply by brush or spray to provide a minimum 2.0-mil (0.05-mm) dry film thickness. 
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3.6 PROTECTION 

A. Protect finishes of railings from damage during construction period with temporary protective 
coverings approved by railing manufacturer. Remove protective coverings at time of Substantial 
Completion. 

B. Restore finishes damaged during installation and construction period so no evidence remains of 
correction work. Return items that cannot be refinished in the field to the shop; make required 
alterations and refinish entire unit, or provide new units. 

END OF SECTION 057300 
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SECTION 311000 - SITE CLEARING 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Protecting existing vegetation to remain. 
2. Removing existing vegetation. 
3. Clearing and grubbing. 
4. Stripping and stockpiling topsoil. 
5. Removing above- and below-grade site improvements. 
6. Disconnecting, capping or sealing, and removing site utilities and abandoning site 

utilities in place. 

B. Related Requirements: 

1. Section 015000 "Temporary Facilities and Controls" for temporary erosion- and 
sedimentation-control measures. 

1.3 DEFINITIONS 

A. Subsoil: Soil beneath the level of subgrade; soil beneath the topsoil layers of a naturally 
occurring soil profile, typified by less than 1 percent organic matter and few soil organisms. 

B. Surface Soil: Soil that is present at the top layer of the existing soil profile. In undisturbed areas, 
surface soil is typically called "topsoil," but in disturbed areas such as urban environments, the 
surface soil can be subsoil. 

C. Topsoil: Top layer of the soil profile consisting of existing native surface topsoil or existing in-
place surface soil; the zone where plant roots grow. Its appearance is generally friable, pervious, 
and black or a darker shade of brown, gray, or red than underlying subsoil; reasonably free of 
subsoil, clay lumps, gravel, and other objects larger than 2 inches (50 mm) in diameter; and free 
of weeds, roots, toxic materials, or other nonsoil materials. 

D. Plant-Protection Zone: Area surrounding individual trees, groups of trees, shrubs, or other 
vegetation to be protected during construction and indicated on Drawings. 

E. Tree-Protection Zone: Area surrounding individual trees or groups of trees to be protected 
during construction and indicated on Drawings.  

F. Vegetation: Trees, shrubs, groundcovers, grass, and other plants. 
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1.4 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site. 

1.5 MATERIAL OWNERSHIP 

A. Except for materials indicated to be stockpiled or otherwise remain Owner's property, cleared 
materials shall become Contractor's property and shall be removed from Project site. 

1.6 INFORMATIONAL SUBMITTALS 

A. Existing Conditions: Documentation of existing trees and plantings, adjoining construction, and 
site improvements that establishes preconstruction conditions that might be misconstrued as 
damage caused by site clearing. 

1. Use sufficiently detailed photographs or video recordings. 
2. Include plans and notations to indicate specific wounds and damage conditions of each 

tree or other plant designated to remain. 

B. Topsoil stripping and stockpiling program. 

C. Record Drawings: Identifying and accurately showing locations of capped utilities and other 
subsurface structural, electrical, and mechanical conditions. 

1.7 QUALITY ASSURANCE 

A. Topsoil Stripping and Stockpiling Program: Prepare a written program to systematically 
demonstrate the ability of personnel to properly follow procedures and handle materials and 
equipment during the Work. Include dimensioned diagrams for placement and protection of 
stockpiles. 

1.8 FIELD CONDITIONS 

A. Traffic: Minimize interference with adjoining roads, streets, walks, and other adjacent occupied 
or used facilities during site-clearing operations. 

1. Do not close or obstruct streets, walks, or other adjacent occupied or used facilities 
without permission from Owner and authorities having jurisdiction. 

2. Provide alternate routes around closed or obstructed trafficways if required by Owner or 
authorities having jurisdiction. 

B. Improvements on Adjoining Property: Authority for performing site clearing indicated on 
property adjoining Owner's property will be obtained by Owner before award of Contract. 

1. Do not proceed with work on adjoining property until directed by Landscape Architect. 

C. Salvageable Improvements: Carefully remove items indicated to be salvaged and store on 
Owner's premises. 
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D. Utility Locator Service: Notify utility locator service for area where Project is located before 
site clearing. 

E. Do not commence site clearing operations until temporary erosion- and sedimentation-
control and plant-protection measures are in place. 

F. Tree- and Plant-Protection Zones: Protect according to requirements in Section 015639 
"Temporary Tree and Plant Protection." 

G. Soil Stripping, Handling, and Stockpiling: Perform only when the soil is dry or slightly moist. 

PART 2 - PRODUCTS 

2.1 MATERIALS 

A. Satisfactory Soil Material: Requirements for satisfactory soil material are specified in 
Section 312000 "Earth Moving." 

1. Obtain approved borrow soil material off-site when satisfactory soil material is not 
available on-site. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Protect and maintain benchmarks and survey control points from disturbance during 
construction. 

B. Verify that trees, shrubs, and other vegetation to remain or to be relocated have been flagged 
and that protection zones have been identified and enclosed according to requirements in 
Section 015639 "Temporary Tree and Plant Protection." 

C. Protect existing site improvements to remain from damage during construction. 

1. Restore damaged improvements to their original condition, as acceptable to Owner. 

3.2 TREE AND PLANT PROTECTION 

A. Protect trees and plants remaining on-site according to requirements in Section 015639 
"Temporary Tree and Plant Protection." 

B. Repair or replace trees, shrubs, and other vegetation indicated to remain or be relocated that are 
damaged by construction operations according to requirements in Section 015639 "Temporary 
Tree and Plant Protection." 
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3.3 EXISTING UTILITIES 

A. Owner will arrange for disconnecting and sealing indicated utilities that serve existing structures 
before site clearing, when requested by Contractor. 

1. Verify that utilities have been disconnected and capped before proceeding with site 
clearing. 

B. Locate, identify, disconnect, and seal or cap utilities indicated to be removed or abandoned in 
place. 

1. Arrange with utility companies to shut off indicated utilities. 
2. Owner will arrange to shut off indicated utilities when requested by Contractor. 

C. Locate, identify, and disconnect utilities indicated to be abandoned in place. 

D. Interrupting Existing Utilities: Do not interrupt utilities serving facilities occupied by Owner or 
others, unless permitted under the following conditions and then only after arranging to provide 
temporary utility services according to requirements indicated: 

1. Notify Architect not less than two days in advance of proposed utility interruptions. 
2. Do not proceed with utility interruptions without Architect's written permission. 

E. Excavate for and remove underground utilities indicated to be removed. 

F. Removal of underground utilities is included in earthwork sections; in applicable fire 
suppression, plumbing, HVAC, electrical, communications, electronic safety and security, and 
utilities sections; and in Section 024116 "Structure Demolition" and Section 024119 "Selective 
Demolition." 

3.4 CLEARING AND GRUBBING 

A. Remove obstructions, trees, shrubs, and other vegetation to permit installation of new 
construction. 

1. Do not remove trees, shrubs, and other vegetation indicated to remain or to be relocated. 
2. Grind down stumps and remove roots larger than 2 inches (50 mm) in diameter, 

obstructions, and debris to a depth of 18 inches (450 mm) below exposed subgrade. 
3. Use only hand methods or air spade for grubbing within protection zones. 
4. Chip removed tree branches and stockpile in areas approved by Landscape Architect 

or dispose of off-site as directed. 

B. Fill depressions caused by clearing and grubbing operations with satisfactory soil material 
unless further excavation or earthwork is indicated. 

1. Place fill material in horizontal layers not exceeding a loose depth of 8 inches (200 
mm),and compact each layer to a density equal to adjacent original ground. 
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3.5 TOPSOIL STRIPPING 

A. Remove sod and grass before stripping topsoil. 

B. Strip topsoil to depth of 6 inches (150 mm) in a manner to prevent intermingling with 
underlying subsoil or other waste materials. 

1. Remove subsoil and nonsoil materials from topsoil, including clay lumps, gravel, and 
other objects larger than 2 inches (50 mm) in diameter; trash, debris, weeds, roots, and 
other waste materials. 

C. Stockpile topsoil away from edge of excavations without intermixing with subsoil or other 
materials. Grade and shape stockpiles to drain surface water. Cover to prevent windblown dust 
and erosion by water. 

1. Limit height of topsoil stockpiles to 72 inches (1800 mm). 
2. Do not stockpile topsoil within protection zones. 
3. Stockpile surplus topsoil to allow for respreading deeper topsoil. 

3.6 STOCKPILING ROCK 

A. Remove from construction area naturally formed rocks that measure more than 1 foot (300 
mm)] across in least dimension. Do not include excavated or crushed rock. 

1. Separate or wash off non-rock materials from rocks, including soil, clay lumps, gravel, 
and other objects larger than 2 inches (50 mm) in diameter; trash, debris, weeds, roots, 
and other waste materials. 

B. Stockpile rock away from edge of excavations without intermixing with other materials. Cover 
to prevent windblown debris from accumulating among rocks. 

1. Limit height of rock stockpiles to 36 inches (900 mm). 
2. Do not stockpile rock within protection zones. 
3. Dispose of surplus rock. Surplus rock is that which exceeds quantity indicated to be 

stockpiled or reused. 

3.7 SITE IMPROVEMENTS 

A. Remove existing above- and below-grade improvements as indicated and necessary to facilitate 
new construction. 

B. Remove slabs, paving, curbs, gutters, and aggregate base as indicated. 

1. Unless existing full-depth joints coincide with line of demolition, neatly saw-cut along 
line of existing pavement to remain before removing adjacent existing pavement. Saw-cut 
faces vertically. 

2. Paint cut ends of steel reinforcement in concrete to remain with two coats of antirust 
coating, following coating manufacturer's written instructions. Keep paint off surfaces 
that will remain exposed. 
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3.8 DISPOSAL OF SURPLUS AND WASTE MATERIALS 

A. Remove surplus soil material, unsuitable topsoil, obstructions, demolished materials, and waste 
materials including trash and debris, and legally dispose of them off Owner's property. 

B. Separate recyclable materials produced during site clearing from other nonrecyclable materials. 
Store or stockpile without intermixing with other materials, and transport them to recycling 
facilities. Do not interfere with other Project work. 

END OF SECTION 311000 
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SECTION 312000 - EARTH MOVING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Excavating and filling for rough grading the Site. 
2. Preparing subgrades for slabs-on-grade, walks, pavements, turf and grasses, and 

plants. 
3. Excavating and backfilling for buildings and structures. 
4. Drainage course for concrete slabs-on-grade. 
5. Subbase course for concrete walks and pavements. 
6. Subbase course and base course for asphalt paving. 
7. Subsurface drainage backfill for walls and trenches. 
8. Excavating and backfilling trenches for utilities and pits for buried utility structures. 

B. Related Requirements: 

1. Section 013200 "Construction Progress Documentation" Section 013233 
"Photographic Documentation" for recording preexcavation and earth-moving 
progress. 

2. Section 033000 "Cast-in-Place Concrete" for granular course if placed over vapor 
retarder and beneath the slab-on-grade. 

3. Section 311000 "Site Clearing" for site stripping, grubbing, stripping and stockpiling 
topsoil, and removal of above- and below-grade improvements and utilities. 

4. Section 329200 "Turf and Grasses" for finish grading in turf and grass areas, including 
preparing and placing planting soil for turf areas. 

5. Section 329300 "Plants" for finish grading in planting areas and tree and shrub pit 
excavation and planting. 

C. Rock Measurement: Volume of rock actually removed, measured in original position, but not to 
exceed the following. Unit prices for rock excavation include replacement with approved 
materials. 

1. 24 inches (600 mm) outside of concrete forms other than at footings. 
2. 12 inches (300 mm) outside of concrete forms at footings. 
3. 6 inches (150 mm) outside of minimum required dimensions of concrete cast against 

grade. 
4. Outside dimensions of concrete walls indicated to be cast against rock without forms or 

exterior waterproofing treatments. 
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5. 6 inches (150 mm) beneath bottom of concrete slabs-on-grade. 
6. 6 inches (150 mm) beneath pipe in trenches, and the greater of 24 inches (600 mm) 

wider than pipe or 42 inches (1065 mm) wide. 

1.3 DEFINITIONS 

A. Backfill: Soil material or controlled low-strength material used to fill an excavation. 

1. Initial Backfill: Backfill placed beside and over pipe in a trench, including haunches to 
support sides of pipe. 

2. Final Backfill: Backfill placed over initial backfill to fill a trench. 

B. Base Course: Aggregate layer placed between the subbase course and hot-mix asphalt paving. 

C. Bedding Course: Aggregate layer placed over the excavated subgrade in a trench before laying 
pipe. 

D. Borrow Soil: Satisfactory soil imported from off-site for use as fill or backfill. 

E. Drainage Course: Aggregate layer supporting the slab-on-grade that also minimizes upward 
capillary flow of pore water. 

F. Excavation: Removal of material encountered above subgrade elevations and to lines and 
dimensions indicated. 

1. Authorized Additional Excavation: Excavation below subgrade elevations or beyond 
indicated lines and dimensions as directed by Architect. Authorized additional excavation 
and replacement material will be paid for according to Contract provisions for unit 
prices. 

2. Bulk Excavation: Excavation more than 10 feet (3 m) in width and more than [30 feet 
(9 m) in length. 

3. Unauthorized Excavation: Excavation below subgrade elevations or beyond indicated 
lines and dimensions without direction by Architect. Unauthorized excavation, as well as 
remedial work directed by Architect, shall be without additional compensation. 

G. Fill: Soil materials used to raise existing grades. 

H. Rock: Rock material in beds, ledges, unstratified masses, conglomerate deposits, and boulders 
of rock material that exceed [1 cu. yd. (0.76 cu. m) for bulk excavation or [3/4 cu. yd. (0.57 
cu. m) for footing, trench, and pit excavation that cannot be removed by rock-excavating 
equipment equivalent to the following in size and performance ratings, without systematic 
drilling, ram hammering, ripping, or blasting, when permitted: 

1. Equipment for Footing, Trench, and Pit Excavation: Late-model, track-mounted 
hydraulic excavator; equipped with a 42-inch- (1065-mm-) maximum-width, short-tip-
radius rock bucket; rated at not less than 138-hp (103-kW) flywheel power with bucket-
curling force of not less than 28,700 lbf (128 kN) and stick-crowd force of not less than 
18,400 lbf (82 kN) with extra-long reach boom. 
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2. Equipment for Bulk Excavation: Late-model, track-mounted loader; rated at not less than 
230-hp (172-kW) flywheel power and developing a minimum of 47,992-lbf (213.3-kN) 
breakout force with a general-purpose bare bucket. 

I. Structures: Buildings, footings, foundations, retaining walls, slabs, tanks, curbs, mechanical and 
electrical appurtenances, or other man-made stationary features constructed above or below the 
ground surface. 

J. Subbase Course: Aggregate layer placed between the subgrade and base course for hot-mix 
asphalt pavement, or aggregate layer placed between the subgrade and a cement concrete 
pavement or a cement concrete or hot-mix asphalt walk. 

K. Subgrade: Uppermost surface of an excavation or the top surface of a fill or backfill 
immediately below subbase, drainage fill, drainage course, or topsoil materials. 

L. Utilities: On-site underground pipes, conduits, ducts, and cables as well as underground services 
within buildings. 

1.4 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct preexcavation conference at Project site. 

1. Review methods and procedures related to earthmoving, including, but not limited to, the 
following: 

a. Personnel and equipment needed to make progress and avoid delays. 
b. Coordination of Work with utility locator service. 
c. Coordination of Work and equipment movement with the locations of tree- and 

plant-protection zones. 
d. Extent of trenching by hand or with air spade. 
e. Field quality control. 

1.5 ACTION SUBMITTALS 

A. Product Data: For each type of the following manufactured products required: 

1. Geotextiles. 
2. Controlled low-strength material, including design mixture. 
3. Geofoam. 
4. Warning tapes. 

B. Samples for Verification: For the following products, in sizes indicated below: 

1. Geotextile: 12 by 12 inches (300 by 300 mm). 
2. Warning Tape: 12 inches (300 mm) long; of each color. 

1.6 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For qualified testing agency. 
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B. Material Test Reports: For each on-site and borrow soil material proposed for fill and backfill 
as follows: 

1. Classification according to ASTM D2487. 
2. Laboratory compaction curve according to ASTM D698 or ASTM D1557. 

C. Preexcavation Photographs or Videotape: Show existing conditions of adjoining construction 
and site improvements, including finish surfaces that might be misconstrued as damage caused 
by earth-moving operations. Submit before earth moving begins. 

1.7 QUALITY ASSURANCE 

A. Geotechnical Testing Agency Qualifications: Qualified according to ASTM E329 and 
ASTM D3740 for testing indicated. 

1.8 FIELD CONDITIONS 

A. Traffic: Minimize interference with adjoining roads, streets, walks, and other adjacent occupied 
or used facilities during earth-moving operations. 

1. Do not close or obstruct streets, walks, or other adjacent occupied or used facilities 
without permission from Owner and authorities having jurisdiction. 

2. Provide alternate routes around closed or obstructed traffic ways if required by Owner or 
authorities having jurisdiction. 

B. Improvements on Adjoining Property: Authority for performing earth moving indicated on 
property adjoining Owner's property will be obtained by Owner before award of Contract. 

1. Do not proceed with work on adjoining property until directed by Architect. 

C. Utility Locator Service: Notify utility locator service for area where Project is located before 
beginning earth-moving operations. 

D. Do not commence earth-moving operations until temporary site fencing and erosion- and 
sedimentation-control measures specified in Section 015000 "Temporary Facilities and 
Controls"and Section 311000 "Site Clearing" are in place. 

E. Do not commence earth-moving operations until plant-protection measures specified in 
Section 015639 "Temporary Tree and Plant Protection" are in place. 

F. The following practices are prohibited within protection zones: 

1. Storage of construction materials, debris, or excavated material. 
2. Parking vehicles or equipment. 
3. Erection of sheds or structures. 
4. Impoundment of water. 
5. Excavation or other digging unless otherwise indicated. 
6. Attachment of signs to or wrapping materials around trees or plants unless otherwise 

indicated. 
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G. Do not direct vehicle or equipment exhaust towards protection zones. 

H. Prohibit heat sources, flames, ignition sources, and smoking within or near protection zones. 

PART 2 - PRODUCTS 

2.1 SOIL MATERIALS 

A. General: Provide borrow soil materials when sufficient satisfactory soil materials are not 
available from excavations. 

B. Satisfactory Soils: Soil Classification Groups GW, GP, GM, SW, SP, and SM according to 
ASTM D2487 and Groups A-1, A-2-4, A-2-5, and A-3 according to AASHTO M 145, or a 
combination of these groups; free of rock or gravel larger than 3 inches (75 mm) in any 
dimension, debris, waste, frozen materials, vegetation, and other deleterious matter. 

C. Unsatisfactory Soils: Soil Classification Groups GC, SC, CL, ML, OL, CH, MH, OH, and 
PT according to ASTM D2487 and Groups A-2-6, A-2-7, A-4, A-5, A-6, and A-7 according 
to AASHTO M 145, or a combination of these groups. 

1. Unsatisfactory soils also include satisfactory soils not maintained within 2 percent of 
optimum moisture content at time of compaction. 

D. Subbase Material: Naturally or artificially graded mixture of natural or crushed gravel, crushed 
stone, and natural or crushed sand; ASTM D2940/D2940M; with at least 90 percent passing a 1-
1/2-inch (37.5-mm) sieve and not more than 12 percent passing a No. 200 (0.075-mm) sieve. 

E. Base Course: Naturally or artificially graded mixture of natural or crushed gravel, crushed 
stone, and natural or crushed sand; ASTM D2940/D2940M; with at least 95 percent passing a 1-
1/2-inch (37.5-mm) sieve and not more than 8 percent passing a No. 200 (0.075-mm) sieve. 

F. Engineered Fill: Naturally or artificially graded mixture of natural or crushed gravel, crushed 
stone, and natural or crushed sand; ASTM D2940/D2940M; with at least 90 percent passing a 1-
1/2-inch (37.5-mm) sieve and not more than 12 percent passing a No. 200 (0.075-mm) sieve. 

G. Bedding Course: Naturally or artificially graded mixture of natural or crushed gravel, crushed 
stone, and natural or crushed sand; ASTM D2940/D2940M; except with 100 percent passing a 
1-inch (25-mm) sieve and not more than 8 percent passing a No. 200 (0.075-mm) sieve. 

H. Drainage Course: Narrowly graded mixture of washed crushed stone, or crushed or uncrushed 
gravel; ASTM D448; coarse-aggregate grading Size 57; with 100 percent passing a 1-1/2-inch 
(37.5-mm) sieve and zero to 5 percent passing a No. 8 (2.36-mm) sieve. 

I. Filter Material: Narrowly graded mixture of natural or crushed gravel, or crushed stone and 
natural sand; ASTM D448; coarse-aggregate grading Size 67; with 100 percent passing a 1-inch 
(25-mm) sieve and zero to 5 percent passing a No. 4 (4.75-mm) sieve. 

J. Sand: ASTM C33/C33M; fine aggregate. 

K. Impervious Fill: Clayey gravel and sand mixture capable of compacting to a dense state. 
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2.2 GEOTEXTILES 

A. Subsurface Drainage Geotextile: Nonwoven needle-punched geotextile, manufactured for 
subsurface drainage applications, made from polyolefins or polyesters; with elongation greater 
than 50 percent; complying with AASHTO M 288 and the following, measured per test 
methods referenced: 
1. Survivability: As follows: 

a. Grab Tensile Strength: 157 lbf (700 N); ASTM D4632. 
b. Sewn Seam Strength: 142 lbf (630 N); ASTM D4632. 
c. Tear Strength: 56 lbf (250 N); ASTM D4533. 
d. Puncture Strength: 56 lbf (250 N); ASTM D4833. 

2. Apparent Opening Size: [No. 40 (0.425-mm)] [No. 60 (0.250-mm)] [No. 70 (0.212-
mm)] sieve, maximum; ASTM D4751. 

3. Permittivity: [0.5] [0.2] [0.1] per second, minimum; ASTM D4491. 
4. UV Stability: 50 percent after 500 hours' exposure; ASTM D4355. 

B. Separation Geotextile: Woven geotextile fabric, manufactured for separation applications, made 
from polyolefins or polyesters; with elongation less than 50 percent; complying with 
AASHTO M 288 and the following, measured per test methods referenced: 

1. Survivability: Class 2; AASHTO M 288. 
2. Survivability: As follows: 

a. Grab Tensile Strength: 247 lbf (1100 N); ASTM D4632. 
b. Sewn Seam Strength: 222 lbf (990 N); ASTM D4632. 
c. Tear Strength: 90 lbf (400 N); ASTM D4533. 
d. Puncture Strength: 90 lbf (400 N); ASTM D4833. 

3. Apparent Opening Size: No. 60 (0.250-mm) sieve, maximum; ASTM D4751. 
4. Permittivity: 0.02 per second, minimum; ASTM D4491. 
5. UV Stability: 50 percent after 500 hours' exposure; ASTM D4355. 

2.3 GEOFOAM 

A. Extruded-Polystyrene Board Insulation: ASTM C578, Type IV, 1.55-lb/cu. ft. (25-kg/cu. m) 
density, 25-psi (173-kPa) compressive strength 

B. Molded-Polystyrene Board Insulation: ASTM C578, Type I, 0.90-lb/cu. ft. (15-kg/cu. m) 
density, 10-psi (69-kPa) compressive strength 

C. Connectors: Geofoam manufacturer's multibarbed, galvanized-steel sheet connectors. 

2.4 ACCESSORIES 

A. Warning Tape: Acid- and alkali-resistant, polyethylene film warning tape manufactured for 
marking and identifying underground utilities, 6 inches (150 mm) wide and 4 mils (0.1 mm) 
thick, continuously inscribed with a description of the utility; colored as follows: 
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1. Red: Electric. 
2. Yellow: Gas, oil, steam, and dangerous materials. 
3. Orange: Telephone and other communications. 
4. Blue: Water systems. 
5. Green: Sewer systems. 

B. Detectable Warning Tape: Acid- and alkali-resistant, polyethylene film warning tape 
manufactured for marking and identifying underground utilities, a minimum of 6 inches (150 
mm) wide and 4 mils (0.1 mm) thick, continuously inscribed with a description of the utility, 
with metallic core encased in a protective jacket for corrosion protection, detectable by metal 
detector when tape is buried up to 30 inches (750 mm) deep; colored as follows: 

1. Red: Electric. 
2. Yellow: Gas, oil, steam, and dangerous materials. 
3. Orange: Telephone and other communications. 
4. Blue: Water systems. 
5. Green: Sewer systems. 

PART 3 - EXECUTION 

3.1 PREPARATION 

A. Protect structures, utilities, sidewalks, pavements, and other facilities from damage caused by 
settlement, lateral movement, undermining, washout, and other hazards created by earth-moving 
operations. 

B. Protect and maintain erosion and sedimentation controls during earth-moving operations. 

C. Protect subgrades and foundation soils from freezing temperatures and frost. Remove temporary 
protection before placing subsequent materials. 

3.2 DEWATERING 

A. Provide dewatering system of sufficient scope, size, and capacity to control hydrostatic 
pressures and to lower, control, remove, and dispose of ground water and permit excavation and 
construction to proceed on dry, stable subgrades. 

B. Prevent surface water and ground water from entering excavations, from ponding on prepared 
subgrades, and from flooding Project site and surrounding area. 

C. Protect subgrades from softening, undermining, washout, and damage by rain or water 
accumulation. 

1. Reroute surface water runoff away from excavated areas. Do not allow water to 
accumulate in excavations. Do not use excavated trenches as temporary drainage ditches. 

D. Dispose of water removed by dewatering in a manner that avoids endangering public health, 
property, and portions of work under construction or completed. Dispose of water and sediment 
in a manner that avoids inconvenience to others. 
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3.3 EXPLOSIVES 

A. Explosives: Do not use explosives. 

3.4 EXCAVATION, GENERAL 

A. Unclassified Excavation: Excavate to subgrade elevations regardless of the character of surface 
and subsurface conditions encountered. Unclassified excavated materials may include rock, soil 
materials, and obstructions. No changes in the Contract Sum or the Contract Time will be 
authorized for rock excavation or removal of obstructions. 

1. If excavated materials intended for fill and backfill include unsatisfactory soil materials 
and rock, replace with satisfactory soil materials. 

2. Remove rock to lines and grades indicated to permit installation of permanent 
construction without exceeding the following dimensions: 

a. 24 inches (600 mm) outside of concrete forms other than at footings. 
b. 12 inches (300 mm) outside of concrete forms at footings. 
c. 6 inches (150 mm) outside of minimum required dimensions of concrete cast 

against grade. 
d. Outside dimensions of concrete walls indicated to be cast against rock without 

forms or exterior waterproofing treatments. 
e. 6 inches (150 mm) beneath bottom of concrete slabs-on-grade. 
f. 6 inches (150 mm) beneath pipe in trenches and the greater of 24 inches (600 

mm) wider than pipe or 42 inches (1065 mm) wide. 

B. Classified Excavation: Excavate to subgrade elevations. Material to be excavated will be 
classified as earth and rock. Do not excavate rock until it has been classified and cross sectioned 
by Architect. The Contract Sum will be adjusted for rock excavation according to unit prices 
included in the Contract Documents. Changes in the Contract Time may be authorized for rock 
excavation. 

1. Earth excavation includes excavating pavements and obstructions visible on surface; 
underground structures, utilities, and other items indicated to be removed; and soil, 
boulders, and other materials not classified as rock or unauthorized excavation. 

a. Intermittent drilling; blasting, if permitted; ram hammering; or ripping of material 
not classified as rock excavation is earth excavation. 

2. Rock excavation includes removal and disposal of rock. Remove rock to lines and 
subgrade elevations indicated to permit installation of permanent construction without 
exceeding the following dimensions: 

a. 24 inches (600 mm) outside of concrete forms other than at footings. 
b. 12 inches (300 mm) outside of concrete forms at footings. 
c. 6 inches (150 mm) outside of minimum required dimensions of concrete cast 

against grade. 
d. Outside dimensions of concrete walls indicated to be cast against rock without 

forms or exterior waterproofing treatments. 
e. 6 inches (150 mm) beneath bottom of concrete slabs-on-grade. 
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f. 6 inches (150 mm) beneath pipe in trenches and the greater of 24 inches (600 
mm) wider than pipe or 42 inches (1065 mm) wide. 

3.5 EXCAVATION FOR STRUCTURES 

A. Excavate to indicated elevations and dimensions within a tolerance of plus or minus 1 inch (25 
mm). If applicable, extend excavations a sufficient distance from structures for placing and 
removing concrete formwork, for installing services and other construction, and for inspections. 

1. Excavations for Footings and Foundations: Do not disturb bottom of excavation. 
Excavate by hand to final grade just before placing concrete reinforcement. Trim bottoms 
to required lines and grades to leave solid base to receive other work. 

2. Excavation for Underground Tanks, Basins, and Mechanical or Electrical Utility 
Structures: Excavate to elevations and dimensions indicated within a tolerance of plus or 
minus 1 inch (25 mm). Do not disturb bottom of excavations intended as bearing 
surfaces. 

B. Excavations at Edges of Tree- and Plant-Protection Zones: 

1. Excavate by hand or with an air spade to indicated lines, cross sections, elevations, and 
subgrades. If excavating by hand, use narrow-tine spading forks to comb soil and expose 
roots. Do not break, tear, or chop exposed roots. Do not use mechanical equipment that 
rips, tears, or pulls roots. 

2. Cut and protect roots according to requirements in Section 015639 "Temporary Tree and 
Plant Protection." 

3.6 EXCAVATION FOR WALKS AND PAVEMENTS 

A. Excavate surfaces under walks and pavements to indicated lines, cross sections, elevations, and 
subgrades. 

3.7 EXCAVATION FOR UTILITY TRENCHES 

A. Excavate trenches to indicated gradients, lines, depths, and elevations. 

1. Beyond building perimeter, excavate trenches to allow installation of top of pipe below 
frost line. 

B. Excavate trenches to uniform widths to provide the following clearance on each side of pipe or 
conduit. Excavate trench walls vertically from trench bottom to 12 inches (300 mm) higher than 
top of pipe or conduit unless otherwise indicated. 

1. Clearance: 12 inches (300 mm) each side of pipe or conduit or as indicated. 

C. Trench Bottoms: Excavate and shape trench bottoms to provide uniform bearing and support of 
pipes and conduit. Shape subgrade to provide continuous support for bells, joints, and barrels of 
pipes and for joints, fittings, and bodies of conduits. Remove projecting stones and sharp 
objects along trench subgrade. 
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1. For pipes and conduit less than 6 inches (150 mm) in nominal diameter, hand-excavate 
trench bottoms and support pipe and conduit on an undisturbed subgrade. 

2. For pipes and conduit 6 inches (150 mm) or larger in nominal diameter, shape bottom of 
trench to support bottom 90 degrees of pipe or conduit circumference. Fill depressions 
with tamped sand backfill. 

3. For flat-bottomed, multiple-duct conduit units, hand-excavate trench bottoms and support 
conduit on an undisturbed subgrade. 

4. Excavate trenches 6 inches (150 mm) deeper than elevation required in rock or other 
unyielding bearing material to allow for bedding course. 

D. Trenches in Tree- and Plant-Protection Zones: 

1. Hand-excavate to indicated lines, cross sections, elevations, and subgrades. Use narrow-
tine spading forks to comb soil and expose roots. Do not break, tear, or chop exposed 
roots. Do not use mechanical equipment that rips, tears, or pulls roots. 

2. Do not cut main lateral roots or taproots; cut only smaller roots that interfere with 
installation of utilities. 

3. Cut and protect roots according to requirements in Section 015639 "Temporary Tree and 
Plant Protection." 

3.8 SUBGRADE INSPECTION 

A. Notify Architect when excavations have reached required subgrade. 

B. If Architect determines that unsatisfactory soil is present, continue excavation and replace with 
compacted backfill or fill material as directed. 

C. Proof-roll subgrade below the building slabs and pavements with a pneumatic-tired and 
loaded 10-wheel, tandem-axle dump truck weighing not less than 15 tons (13.6 tonnes) to 
identify soft pockets and areas of excess yielding. Do not proof-roll wet or saturated subgrades. 

1. Completely proof-roll subgrade in one direction, repeating proof-rolling in direction 
perpendicular to first direction. Limit vehicle speed to 3 mph (5 km/h). 

2. Excavate soft spots, unsatisfactory soils, and areas of excessive pumping or rutting, as 
determined by Architect, and replace with compacted backfill or fill as directed. 

D. Authorized additional excavation and replacement material will be paid for according to 
Contract provisions for unit prices. 

E. Reconstruct subgrades damaged by freezing temperatures, frost, rain, accumulated water, or 
construction activities, as directed by Architect, without additional compensation. 

3.9 UNAUTHORIZED EXCAVATION 

A. Fill unauthorized excavation under foundations or wall footings by extending bottom elevation 
of concrete foundation or footing to excavation bottom, without altering top elevation. Lean 
concrete fill, with 28-day compressive strength of 2500 psi (17.2 MPa), may be used when 
approved by Architect. 
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1. Fill unauthorized excavations under other construction, pipe, or conduit as directed by 
Architect. 

3.10 STORAGE OF SOIL MATERIALS 

A. Stockpile borrow soil materials and excavated satisfactory soil materials without intermixing. 
Place, grade, and shape stockpiles to drain surface water. Cover to prevent windblown dust. 

1. Stockpile soil materials away from edge of excavations. Do not store within drip line of 
remaining trees. 

3.11 BACKFILL 

A. Place and compact backfill in excavations promptly, but not before completing the following: 

1. Construction below finish grade including, where applicable, subdrainage, dampproofing, 
waterproofing, and perimeter insulation. 

2. Surveying locations of underground utilities for Record Documents. 
3. Testing and inspecting underground utilities. 
4. Removing concrete formwork. 
5. Removing trash and debris. 
6. Removing temporary shoring, bracing, and sheeting. 
7. Installing permanent or temporary horizontal bracing on horizontally supported walls. 

B. Place backfill on subgrades free of mud, frost, snow, or ice. 

3.12 UTILITY TRENCH BACKFILL 

A. Place backfill on subgrades free of mud, frost, snow, or ice. 

B. Place and compact bedding course on trench bottoms and where indicated. Shape bedding 
course to provide continuous support for bells, joints, and barrels of pipes and for joints, 
fittings, and bodies of conduits. 

C. Trenches under Footings: Backfill trenches excavated under footings and within [18 inches 
(450 mm) of bottom of footings with satisfactory soil; fill with concrete to elevation of bottom 
of footings. Concrete is specified in Section 033000 "Cast-in-Place Concrete." 

D. Trenches under Roadways: Provide [4-inch- (100-mm-) thick, concrete-base slab support for 
piping or conduit less than 30 inches (750 mm) below surface of roadways. After installing and 
testing, completely encase piping or conduit in a minimum of 4 inches (100 mm) of concrete 
before backfilling or placing roadway subbase course. Concrete is specified in Section 033000 
"Cast-in-Place Concrete." 

E. Backfill voids with satisfactory soil while removing shoring and bracing. 

F. Initial Backfill: 
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1. Soil Backfill: Place and compact initial backfill of [subbase material] [satisfactory 
soil], free of particles larger than [1 inch (25 mm)] <Insert dimension> in any 
dimension, to a height of 12 inches (300 mm) over the pipe or conduit. 

a. Carefully compact initial backfill under pipe haunches and compact evenly up on 
both sides and along the full length of piping or conduit to avoid damage or 
displacement of piping or conduit. Coordinate backfilling with utilities testing. 

G. Final Backfill: 

1. Soil Backfill: Place and compact final backfill of satisfactory soil to final subgrade 
elevation. 

H. Warning Tape: Install warning tape directly above utilities, 12 inches (300 mm) below finished 
grade, except 6 inches (150 mm) below subgrade under pavements and slabs. 

3.13 SOIL FILL 

A. Plow, scarify, bench, or break up sloped surfaces steeper than 1 vertical to 4 horizontal so fill 
material will bond with existing material. 

B. Place and compact fill material in layers to required elevations as follows: 

1. Under grass and planted areas, use satisfactory soil material. 
2. Under walks and pavements, use satisfactory soil material. 
3. Under steps and ramps, use engineered fill. 
4. Under building slabs, use engineered fill. 
5. Under footings and foundations, use engineered fill. 

C. Place soil fill on subgrades free of mud, frost, snow, or ice. 

3.14 CONTROL 

A. Uniformly moisten or aerate subgrade and each subsequent fill or backfill soil layer before 
compaction to within 2 percent of optimum moisture content. 

1. Do not place backfill or fill soil material on surfaces that are muddy, frozen, or contain 
frost or ice. 

2. Remove and replace, or scarify and air dry, otherwise satisfactory soil material that 
exceeds optimum moisture content by 2 percent and is too wet to compact to specified 
dry density. 

3.15 COMPACTION OF SOIL BACKFILLS AND FILLS 

A. Place backfill and fill soil materials in layers not more than 8 inches (200 mm) in loose depth 
for material compacted by heavy compaction equipment and not more than 4 inches (100 mm) 
in loose depth for material compacted by hand-operated tampers. 



Copyright 2017 AIA Liberty Park Renovation 12/17/2018 

EARTH MOVING 312000 - 13 

B. Place backfill and fill soil materials evenly on all sides of structures to required elevations and 
uniformly along the full length of each structure. 

C. Compact soil materials to not less than the following percentages of maximum dry density 
according to ASTM D698 or ASTM D1557: 

1. Under structures, building slabs, steps, and pavements, scarify and recompact top 12 
inches (300 mm) of existing subgrade and each layer of backfill or fill soil material at 95 
percent. 

2. Under walkways, scarify and recompact top 6 inches (150 mm) below subgrade and 
compact each layer of backfill or fill soil material at 95 percent. 

3. Under turf or unpaved areas, scarify and recompact top 6 inches (150 mm) below 
subgrade and compact each layer of backfill or fill soil material at 85 percent. 

4. For utility trenches, compact each layer of initial and final backfill soil material at 85 
percent. 

3.16 GRADING 

A. General: Uniformly grade areas to a smooth surface, free of irregular surface changes. Comply 
with compaction requirements and grade to cross sections, lines, and elevations indicated. 

1. Provide a smooth transition between adjacent existing grades and new grades. 
2. Cut out soft spots, fill low spots, and trim high spots to comply with required surface 

tolerances. 

B. Site Rough Grading: Slope grades to direct water away from buildings and to prevent ponding. 
Finish subgrades to elevations required to achieve indicated finish elevations, within the 
following subgrade tolerances: 

1. Turf or Unpaved Areas: Plus or minus 1 inch (25 mm). 
2. Walks: Plus or minus [1 inch (25 mm). 
3. Pavements: Plus or minus [1/2 inch (13 mm). 

C. Grading inside Building Lines: Finish subgrade to a tolerance of 1/2 inch (13 mm) when tested 
with a 10-foot (3-m) straightedge. 

3.17 SUBSURFACE DRAINAGE 

A. Subsurface Drain: Place subsurface drainage geotextile around perimeter of subdrainage trench. 
Place a 6-inch (150-mm) course of filter material on subsurface drainage geotextile to support 
subdrainage pipe. Encase subdrainage pipe in a minimum of 12 inches (300 mm) of filter 
material, placed in compacted layers 6 inches (150 mm) thick, and wrap in subsurface drainage 
geotextile, overlapping sides and ends at least 6 inches (150 mm). 

1. Compact each filter material layer to 85 percent of maximum dry unit weight 
according to ASTM D698 [with a minimum of two passes of a plate-type vibratory 
compactor. 

2. Place and compact impervious fill over drainage backfill in 6-inch- (150-mm-) thick 
compacted layers to final subgrade. 
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3.18 SUBBASE AND BASE COURSES UNDER PAVEMENTS AND WALKS 

A. Place subbase course and base course on subgrades free of mud, frost, snow, or ice. 

B. On prepared subgrade, place subbase course and base course under pavements and walks as 
follows: 

1. Install separation geotextile on prepared subgrade according to manufacturer's written 
instructions, overlapping sides and ends. 

2. Place base course material over subbase course under hot-mix asphalt pavement. 
3. Shape subbase course[ and base course] to required crown elevations and cross-slope 

grades. 
4. Place subbase course[ and base course] 6 inches (150 mm) or less in compacted 

thickness in a single layer. 
5. Place subbase course[ and base course] that exceeds 6 inches (150 mm) in compacted 

thickness in layers of equal thickness, with no compacted layer more than 6 inches (150 
mm) thick or less than 3 inches (75 mm) thick. 

6. Compact subbase course and base course at optimum moisture content to required 
grades, lines, cross sections, and thickness to not less than95 percent of maximum dry 
unit weight according to ASTM D698 or ASTM D1557. 

C. Pavement Shoulders: Place shoulders along edges of subbase course and base course to 
prevent lateral movement. Construct shoulders, at least 12 inches (300 mm) wide, of 
satisfactory soil materials and compact simultaneously with each subbase and base layer to not 
less than 95 percent of maximum dry unit weight according to ASTM D698 or ASTM D1557. 

3.19 DRAINAGE COURSE UNDER CONCRETE SLABS-ON-GRADE 

A. Place drainage course on subgrades free of mud, frost, snow, or ice. 

B. On prepared subgrade, place and compact drainage course under cast-in-place concrete slabs-
on-grade as follows: 

1. Install subdrainage geotextile on prepared subgrade according to manufacturer's written 
instructions, overlapping sides and ends. 

2. Place drainage course 6 inches (150 mm) or less in compacted thickness in a single layer. 
3. Place drainage course that exceeds 6 inches (150 mm) in compacted thickness in layers of 

equal thickness, with no compacted layer more than 6 inches (150 mm) thick or less than 
3 inches (75 mm) thick. 

4. Compact each layer of drainage course to required cross sections and thicknesses to not 
less than 95 percent of maximum dry unit weight according to ASTM D698. 

3.20 FIELD QUALITY CONTROL 

A. Special Inspections: Owner will engage a qualified special inspector to perform the following 
special inspections: 

1. Determine prior to placement of fill that site has been prepared in compliance with 
requirements. 



Copyright 2017 AIA Liberty Park Renovation 12/17/2018 

EARTH MOVING 312000 - 15 

2. Determine that fill material classification and maximum lift thickness comply with 
requirements. 

3. Determine, during placement and compaction, that in-place density of compacted fill 
complies with requirements. 

B. Testing Agency: Owner will engage a qualified geotechnical engineering testing agency to 
perform tests and inspections. 

C. Allow testing agency to inspect and test subgrades and each fill or backfill layer. Proceed with 
subsequent earth moving only after test results for previously completed work comply with 
requirements. 

D. Footing Subgrade: At footing subgrades, at least one test of each soil stratum will be performed 
to verify design bearing capacities. Subsequent verification and approval of other footing 
subgrades may be based on a visual comparison of subgrade with tested subgrade when 
approved by Architect. 

E. Testing agency will test compaction of soils in place according to ASTM D1556, 
ASTM D2167, ASTM D2937, and ASTM D6938, as applicable. Tests will be performed at the 
following locations and frequencies:. 

1. Paved and Building Slab Areas: At subgrade and at each compacted fill and backfill 
layer, at least one test for every 2000 sq. ft. (186 sq. m) or less of paved area or building 
slab but in no case fewer than three tests. 

2. Foundation Wall Backfill: At each compacted backfill layer, at least one test for every 
100 feet (30 m or less of wall length but no fewer than two tests. 

3. Trench Backfill: At each compacted initial and final backfill layer, at least one test for 
every 150 feet (46 m) or less of trench length but no fewer than two tests. 

F. When testing agency reports that subgrades, fills, or backfills have not achieved degree of 
compaction specified, scarify and moisten or aerate, or remove and replace soil materials to 
depth required; recompact and retest until specified compaction is obtained. 

3.21 PROTECTION 

A. Protecting Graded Areas: Protect newly graded areas from traffic, freezing, and erosion. Keep 
free of trash and debris. 

B. Repair and reestablish grades to specified tolerances where completed or partially completed 
surfaces become eroded, rutted, settled, or where they lose compaction due to subsequent 
construction operations or weather conditions. 

1. Scarify or remove and replace soil material to depth as directed by Architect; reshape and 
recompact. 

C. Where settling occurs before Project correction period elapses, remove finished surfacing, 
backfill with additional soil material, compact, and reconstruct surfacing. 

1. Restore appearance, quality, and condition of finished surfacing to match adjacent work, 
and eliminate evidence of restoration to greatest extent possible. 
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3.22 DISPOSAL OF SURPLUS AND WASTE MATERIALS 

A.             Remove surplus satisfactory soil and waste materials, including unsatisfactory soil, 
trash, and debris, and legally dispose of them off Owner's property. 

END OF SECTION 312000 
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SECTION 321216 - ASPHALT PAVING 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Cold milling of existing asphalt pavement. 
2. Hot-mix asphalt patching. 
3. Hot-mix asphalt paving. 
4. Hot-mix asphalt overlay. 

. 

B. Related Requirements: 

1. Section 024119 "Selective Demolition" for demolition and removal of existing asphalt 
pavement. 

2. Section 312000 "Earth Moving" for subgrade preparation, fill material, separation 
geotextiles, unbound-aggregate subbase and base courses, and aggregate pavement 
shoulders. 

3. Section 321313 "Concrete Paving" for concrete pavement and for separate concrete 
curbs, gutters, and driveway aprons. 

4. Section 321373 "Concrete Paving Joint Sealants" for joint sealants and fillers at 
pavement terminations. 

1.3 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site. 

1. Review methods and procedures related to hot-mix asphalt paving including, but not 
limited to, the following: 

a. Review proposed sources of paving materials, including capabilities and location 
of plant that will manufacture hot-mix asphalt. 

b. Review requirements for protecting paving work, including restriction of traffic 
during installation period and for remainder of construction period. 

1.4 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Include technical data and tested physical and performance properties. 
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2. Job-Mix Designs: Certification, by authorities having jurisdiction, of approval of each job 
mix proposed for the Work. 

B. Samples for Verification: For the following product, in manufacturer's standard sizes unless 
otherwise indicated: 

1. Paving Fabric: 12 by 12 inches (300 by 300 mm) minimum. 

1.5 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For manufacturer and testing agency. 

B. Material Certificates: For each paving material. Include statement that mixes containing 
recycled materials will perform equal to mixes produced from all new materials. 

C. Material Test Reports: For each paving material, by a qualified testing agency. 

D. Field quality-control reports. 

1.6 QUALITY ASSURANCE 

A. Manufacturer Qualifications: A paving-mix manufacturer registered with and approved by 
authorities having jurisdiction or the DOT of state in which Project is located. 

B. Testing Agency Qualifications: Qualified according to ASTM D3666 for testing indicated. 

C. Regulatory Requirements: Comply with materials, workmanship, and other applicable 
requirements of Town of Mooresville and NCDOT for asphalt paving work. 

1. Measurement and payment provisions and safety program submittals included in standard 
specifications do not apply to this Section. 

1.7 FIELD CONDITIONS 

A. Environmental Limitations: Do not apply asphalt materials if subgrade is wet or excessively 
damp, if rain is imminent or expected before time required for adequate cure, or if the following 
conditions are not met: 

1. Prime Coat: Minimum surface temperature of 60 deg F (15.6 deg C). 
2. Tack Coat: Minimum surface temperature of 60 deg F (15.6 deg C). 
3. Slurry Coat: Comply with weather limitations in ASTM D3910. 
4. Asphalt Base Course: Minimum surface temperature of 40 deg F (4.4 deg C) and rising at 

time of placement. 
5. Asphalt Surface Course: Minimum surface temperature of 60 deg F (15.6 deg C) at time 

of placement. 
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PART 2 - PRODUCTS 

2.1 AGGREGATES 

A. General: Use materials and gradations that have performed satisfactorily in previous 
installations. 

B. Coarse Aggregate: ASTM D692/D692M, sound; angular crushed stone, crushed gravel, or 
cured, crushed blast-furnace slag. 

C. Fine Aggregate: ASTM D1073 or AASHTO M 29, sharp-edged natural sand or sand prepared 
from stone, gravel, cured blast-furnace slag, or combinations thereof. 

2.2 ASPHALT MATERIALS 

A. Asphalt Binder: ASTM D6373 or AASHTO M 320 binder designation PG 64-22 or PG 58-28 
PG 70-22. 

B. Emulsified Asphalt Prime Coat: ASTM D977 or AASHTO M 140 emulsified asphalt, or 
ASTM D2397/D2397M or AASHTO M 208 cationic emulsified asphalt, slow setting, diluted 
in water, of suitable grade and consistency for application. 

C. Tack Coat: ASTM D977 or AASHTO M 140 emulsified asphalt, or ASTM D2397/D2397M 
or AASHTO M 208 cationic emulsified asphalt, slow setting, diluted in water, of suitable grade 
and consistency for application. 

2.3 AUXILIARY MATERIALS 

A. Recycled Materials for Hot-Mix Asphalt Mixes: Reclaimed asphalt pavement; reclaimed, 
unbound-aggregate base material; and recycled tires, asphalt shingles, or glass from sources 
and gradations that have performed satisfactorily in previous installations, equal to performance 
of required hot-mix asphalt paving produced from all new materials. 

B. Sand: ASTM D1073 or AASHTO M 29, Grade No. 2 or No. 3. 

C. Paving Geotextile: AASHTO M 288 paving fabric; nonwoven polypropylene; resistant to 
chemical attack, rot, and mildew; and specifically designed for paving applications. 

D. Joint Sealant: ASTM D6690, Type II or III, hot-applied, single-component, polymer-modified 
bituminous sealant. 
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2.4 MIXES 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Verify that subgrade is dry and in suitable condition to begin paving. 

B. Proceed with paving only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Protection: Provide protective materials, procedures, and worker training to prevent asphalt 
materials from spilling, coating, or building up on curbs, driveway aprons, manholes, and other 
surfaces adjacent to the Work. 

B. Proof-roll subgrade below pavements with heavy pneumatic-tired equipment to identify soft 
pockets and areas of excess yielding. Do not proof-roll wet or saturated subgrades. 

1. Completely proof-roll subgrade in one direction, repeating proof-rolling in direction 
perpendicular to first direction. Limit vehicle speed to 3 mph (5 km/h). 

2. Proof roll with a loaded 10-wheel, tandem-axle dump truck weighing not less than 15 
tons (13.6 tonnes). 

3. Excavate soft spots, unsatisfactory soils, and areas of excessive pumping or rutting, as 
determined by Architect, and replace with compacted backfill or fill as directed. 

3.3 COLD MILLING 

A. Clean existing pavement surface of loose and deleterious material immediately before cold 
milling. Remove existing asphalt pavement by cold milling to grades and cross sections 
indicated. 

1. Mill to a depth of 1-1/2 inches (38 mm). 
2. Mill to a uniform finished surface free of excessive gouges, grooves, and ridges. 
3. Control rate of milling to prevent tearing of existing asphalt course. 
4. Repair or replace curbs, driveway aprons, manholes, and other construction damaged 

during cold milling. 
5. Excavate and trim unbound-aggregate base course, if encountered, and keep material 

separate from milled hot-mix asphalt. 
6. Patch surface depressions deeper than 1 inch (25 mm) after milling, before wearing 

course is laid. 
7. Handle milled asphalt material according to approved waste management plan required in 

Section 017419 "Construction Waste Management and Disposal." 
8. Keep milled pavement surface free of loose material and dust. 
9. Do not allow milled materials to accumulate on-site. 
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3.4 PATCHING 

A. Asphalt Pavement: Saw cut perimeter of patch and excavate existing pavement section to sound 
base. Excavate rectangular or trapezoidal patches, extending 12 inches (300 mm) into perimeter 
of adjacent sound pavement, unless otherwise indicated. Cut excavation faces vertically. 
Remove excavated material. Recompact existing unbound-aggregate base course to form new 
subgrade. 

B. Placing Patch Material: Partially fill excavated pavements with hot-mix asphalt base mix and, 
while still hot, compact. Cover asphalt base course with compacted, hot-mix surface layer 
finished flush with adjacent surfaces. 

3.5 REPAIRS 

A. Leveling Course: Install and compact leveling course consisting of hot-mix asphalt surface 
course to level sags and fill depressions deeper than 1 inch (25 mm) in existing pavements. 

1. Install leveling wedges in compacted lifts not exceeding 3 inches (75 mm) thick. 

B. Crack and Joint Filling: Remove existing joint filler material from cracks or joints to a depth of 
[1/4 inch (6 mm). 

1. Clean cracks and joints in existing hot-mix asphalt pavement. 
2. Use emulsified-asphalt slurry to seal cracks and joints less than 1/4 inch (6 mm) wide. 

Fill flush with surface of existing pavement and remove excess. 
3. Use hot-applied joint sealant to seal cracks and joints more than 1/4 inch (6 mm) wide. 

Fill flush with surface of existing pavement and remove excess. 

3.6 SURFACE PREPARATION 

A. Immediately before placing asphalt materials, remove loose and deleterious material from 
substrate surfaces. Ensure that prepared subgrade is ready to receive paving. 

B. Cutback Prime Coat: Apply uniformly over surface of compacted unbound-aggregate base 
course at a rate of 0.15 to 0.50 gal./sq. yd. (0.7 to 2.3 L/sq. m). Apply enough material to 
penetrate and seal, but not flood, surface. Allow prime coat to cure. 

1. If prime coat is not entirely absorbed within 24 hours after application, spread sand over 
surface to blot excess asphalt. Use enough sand to prevent pickup under traffic. Remove 
loose sand by sweeping before pavement is placed and after volatiles have evaporated. 

2. Protect primed substrate from damage until ready to receive paving. 

C. Emulsified Asphalt Prime Coat: Apply uniformly over surface of compacted unbound-aggregate 
base course at a rate of 0.10 to 0.30 gal./sq. yd. per inch depth (0.5 to 1.40 L/sq. m per 25 mm 
depth). Apply enough material to penetrate and seal, but not flood, surface. Allow prime coat to 
cure. 
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1. If prime coat is not entirely absorbed within 24 hours after application, spread sand over 
surface to blot excess asphalt. Use enough sand to prevent pickup under traffic. Remove 
loose sand by sweeping before pavement is placed and after volatiles have evaporated. 

2. Protect primed substrate from damage until ready to receive paving. 

D. Tack Coat: Apply uniformly to surfaces of existing pavement at a rate of 0.05 to 0.15 gal./sq. 
yd. (0.2 to 0.7 L/sq. m). 

1. Allow tack coat to cure undisturbed before applying hot-mix asphalt paving. 
2. Avoid smearing or staining adjoining surfaces, appurtenances, and surroundings. Remove 

spillages and clean affected surfaces. 

3.7 PLACING HOT-MIX ASPHALT 

A. Machine place hot-mix asphalt on prepared surface, spread uniformly, and strike off. Place 
asphalt mix by hand in areas inaccessible to equipment in a manner that prevents segregation of 
mix. Place each course to required grade, cross section, and thickness when compacted. 

1. Place hot-mix asphalt base course in number of lifts and thicknesses indicated. 
2. Spread mix at a minimum temperature of 250 deg F (121 deg C). 
3. Begin applying mix along centerline of crown for crowned sections and on high side of 

one-way slopes unless otherwise indicated. 
4. Regulate paver machine speed to obtain smooth, continuous surface free of pulls and 

tears in asphalt-paving mat. 

B. Place paving in consecutive strips not less than 10 feet (3 m) wide unless infill edge strips of a 
lesser width are required. 

1. After first strip has been placed and rolled, place succeeding strips and extend rolling to 
overlap previous strips. Overlap mix placement about 1 to 1-1/2 inches (25 to 38 mm) 
from strip to strip to ensure proper compaction of mix along longitudinal joints. 

2. Complete a section of asphalt base course before placing asphalt surface course. 

C. Promptly correct surface irregularities in paving course behind paver. Use suitable hand tools to 
remove excess material forming high spots. Fill depressions with hot-mix asphalt to prevent 
segregation of mix; use suitable hand tools to smooth surface. 

3.8 JOINTS 

A. Construct joints to ensure a continuous bond between adjoining paving sections. Construct 
joints free of depressions, with same texture and smoothness as other sections of hot-mix 
asphalt course. 

1. Clean contact surfaces and apply tack coat to joints. 
2. Offset longitudinal joints, in successive courses, a minimum of 6 inches (150 mm). 
3. Offset transverse joints, in successive courses, a minimum of 24 inches (600 mm). 
4. Construct transverse joints at each point where paver ends a day's work and resumes 

work at a subsequent time. Construct these joints using either "bulkhead" or 
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"papered" method according to AI MS-22, for both "Ending a Lane" and 
"Resumption of Paving Operations." 

5. Compact joints as soon as hot-mix asphalt will bear roller weight without excessive 
displacement. 

6. Compact asphalt at joints to a density within 2 percent of specified course density. 

3.9 COMPACTION 

A. General: Begin compaction as soon as placed hot-mix paving will bear roller weight without 
excessive displacement. Compact hot-mix paving with hot, hand tampers or with vibratory-plate 
compactors in areas inaccessible to rollers. 

1. Complete compaction before mix temperature cools to 185 deg F (85 deg C). 

B. Breakdown Rolling: Complete breakdown or initial rolling immediately after rolling joints and 
outside edge. Examine surface immediately after breakdown rolling for indicated crown, grade, 
and smoothness. Correct laydown and rolling operations to comply with requirements. 

C. Intermediate Rolling: Begin intermediate rolling immediately after breakdown rolling while 
hot-mix asphalt is still hot enough to achieve specified density. Continue rolling until hot-mix 
asphalt course has been uniformly compacted to the following density: 

1. Average Density: 96 percent of reference laboratory density according to ASTM D6927 
or AASHTO T 245, but not less than 94 percent or greater than 100 percent. 

2. Average Density: 92 percent of reference maximum theoretical density according to 
ASTM D2041/D2041M, but not less than 90 percent or greater than 96 percent. 

D. Finish Rolling: Finish roll paved surfaces to remove roller marks while hot-mix asphalt is still 
warm. 

E. Edge Shaping: While surface is being compacted and finished, trim edges of pavement to 
proper alignment. Bevel edges while asphalt is still hot; compact thoroughly. 

F. Repairs: Remove paved areas that are defective or contaminated with foreign materials and 
replace with fresh, hot-mix asphalt. Compact by rolling to specified density and surface 
smoothness. 

G. Protection: After final rolling, do not permit vehicular traffic on pavement until it has cooled 
and hardened. 

H. Erect barricades to protect paving from traffic until mixture has cooled enough not to become 
marked. 

3.10 INSTALLATION TOLERANCES 

A. Pavement Thickness: Compact each course to produce the thickness indicated within the 
following tolerances: 

1. Base Course: Plus or minus 1/2 inch (13 mm). 
2. Surface Course: Plus 1/4 inch (6 mm), no minus. 
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B. Pavement Surface Smoothness: Compact each course to produce a surface smoothness within 
the following tolerances as determined by using a 10-foot (3-m) straightedge applied 
transversely or longitudinally to paved areas: 

1. Base Course: [1/4 inch (6 mm). 
2. Surface Course: [1/8 inch (3 mm). 

3.11 SURFACE TREATMENTS 

A. Fog Seals: Apply fog seal at a rate of 0.10 to 0.15 gal./sq. yd. (0.45 to 0.7 L/sq. m) to existing 
asphalt pavement and allow to cure. With fine sand, lightly dust areas receiving excess fog seal. 

B. Slurry Seals: Apply slurry coat in a uniform thickness according to ASTM D3910 and allow to 
cure. 

1. Roll slurry seal to remove ridges and provide a uniform, smooth surface. 

3.12 FIELD QUALITY CONTROL 

A. Testing Agency: Engage a qualified testing agency to perform tests and inspections. 

B. Thickness: In-place compacted thickness of hot-mix asphalt courses will be determined 
according to ASTM D3549/D3549M. 

C. Surface Smoothness: Finished surface of each hot-mix asphalt course will be tested for 
compliance with smoothness tolerances. 

D. In-Place Density: Testing agency will take samples of uncompacted paving mixtures and 
compacted pavement according to ASTM D979/D979M or AASHTO T 168. 

1. Reference maximum theoretical density will be determined by averaging results from 
four samples of hot-mix asphalt-paving mixture delivered daily to site, prepared 
according to ASTM D2041/D2041M, and compacted according to job-mix 
specifications. 

2. In-place density of compacted pavement will be determined by testing core samples 
according to ASTM D1188 or ASTM D2726/D2726M. 

a. One core sample will be taken for every 1000 sq. yd. (836 sq. m) or less of 
installed pavement, with no fewer than three cores taken. 

b. Field density of in-place compacted pavement may also be determined by nuclear 
method according to ASTM D2950 and correlated with ASTM D1188 or 
ASTM D2726/D2726M. 

E. Replace and compact hot-mix asphalt where core tests were taken. 

F. Remove and replace or install additional hot-mix asphalt where test results or measurements 
indicate that it does not comply with specified requirements. 
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3.13 WASTE HANDLING 

A. General: Handle asphalt-paving waste according to approved waste management plan required 
in Section 017419 "Construction Waste Management and Disposal." 

END OF SECTION 321216 
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SECTION 321313 - CONCRETE PAVING 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes Concrete Paving Including the Following: 

1. Walks. 
2. Curbs and gutters. 
 

B. Related Requirements: 

1. Section 033000 "Cast-in-Place Concrete" for general building applications of concrete. 
2. Section 321723 "Pavement Markings." 
3. Section 321726 "Tactile Warning Surfacing" for detectable warning  

1.3 DEFINITIONS 

A. Cementitious Materials: Portland cement alone or in combination with one or more of blended 
hydraulic cement, fly ash, slag cement, and other pozzolans. 

B. W/C Ratio: The ratio by weight of water to cementitious materials. 

1.4 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site. 

1. Review methods and procedures related to concrete paving, including but not limited to, 
the following: 

a. Concrete mixture design. 
b. Quality control of concrete materials and concrete paving construction practices. 

2. Require representatives of each entity directly concerned with concrete paving to attend, 
including the following: 

a. Contractor's superintendent. 
b. Independent testing agency responsible for concrete design mixtures. 
c. Concrete paving Subcontractor. 
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1.5 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Samples for Initial Selection: For each type of product, ingredient, or admixture requiring color 
selection. 

C. Design Mixtures: For each concrete paving mixture. Include alternate design mixtures when 
characteristics of materials, Project conditions, weather, test results, or other circumstances 
warrant adjustments. 

1.6 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For qualified Installer of stamped detectable warnings ready-mix 
concrete manufacturer and testing agency. 

B. Material Certificates: For the following, from manufacturer: 

1. Cementitious materials. 
2. Steel reinforcement and reinforcement accessories. 
3. Fiber reinforcement. 
4. Admixtures. 
5. Curing compounds. 
6. Applied finish materials. 
7. Bonding agent or epoxy adhesive. 
8. Joint fillers. 

C. Field quality-control reports. 

1.7 QUALITY ASSURANCE 

A. Stamped Detectable Warning Installer Qualifications: An employer of workers trained and 
approved by manufacturer of stamped concrete paving systems. 

B. Ready-Mix-Concrete Manufacturer Qualifications: A firm experienced in manufacturing ready-
mixed concrete products and that complies with ASTM C94/C94M requirements for production 
facilities and equipment. 

C. Testing Agency Qualifications: Qualified according to ASTM C1077 and ASTM E329 for 
testing indicated. 

1. Personnel conducting field tests shall be qualified as ACI Concrete Field Testing 
Technician, Grade 1, according to ACI CP-1 or an equivalent certification program. 

1.8 PRECONSTRUCTION TESTING 

A. Preconstruction Testing Service: Engage a qualified independent testing agency to perform 
preconstruction testing on concrete paving mixtures. 
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1.9 FIELD CONDITIONS 

A. Traffic Control: Maintain access for vehicular and pedestrian traffic as required for other 
construction activities. 

B. Cold-Weather Concrete Placement: Protect concrete work from physical damage or reduced 
strength that could be caused by frost, freezing, or low temperatures. Comply with ACI 306.1 
and the following: 

1. When air temperature has fallen to or is expected to fall below 40 deg F (4.4 deg C), 
uniformly heat water and aggregates before mixing to obtain a concrete mixture 
temperature of not less than 50 deg F (10 deg C) and not more than 80 deg F (27 deg C) 
at point of placement. 

2. Do not use frozen materials or materials containing ice or snow. 
3. Do not use calcium chloride, salt, or other materials containing antifreeze agents or 

chemical accelerators unless otherwise specified and approved in design mixtures. 

C. Hot-Weather Concrete Placement: Comply with ACI 301 (ACI 301M) and as follows when hot-
weather conditions exist: 

1. Cool ingredients before mixing to maintain concrete temperature below 90 deg F (32 
deg C) at time of placement. Chilled mixing water or chopped ice may be used to control 
temperature, provided water equivalent of ice is calculated in total amount of mixing 
water. Using liquid nitrogen to cool concrete is Contractor's option. 

2. Cover steel reinforcement with water-soaked burlap, so steel temperature will not exceed 
ambient air temperature immediately before embedding in concrete. 

3. Fog-spray forms[, steel reinforcement,] and subgrade just before placing concrete. Keep 
subgrade moisture uniform without standing water, soft spots, or dry areas. 

PART 2 - PRODUCTS 

2.1 CONCRETE, GENERAL 

A. ACI Publications: Comply with ACI 301 (ACI 301M) unless otherwise indicated. 

2.2 FORMS 

A. Form Materials: Plywood, metal, metal-framed plywood, or other approved panel-type 
materials to provide full-depth, continuous, straight, and smooth exposed surfaces. 

1. Use flexible or uniformly curved forms for curves with a radius of 100 feet (30.5 m) or 
less. 

B. Form-Release Agent: Commercially formulated form-release agent that will not bond with, 
stain, or adversely affect concrete surfaces and that will not impair subsequent treatments of 
concrete surfaces. 
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2.3 STEEL REINFORCEMENT 

A. Reinforcing Bars: ASTM A615/A615M, Grade 60 (Grade 420); deformed. 

B. Epoxy-Coated, Joint Dowel Bars: ASTM A775/A775M; with ASTM A615/A615M, Grade 60 
(Grade 420) plain-steel bars. 

C. Tie Bars: ASTM A615/A615M, Grade 60 (Grade 420); deformed. 

D. Hook Bolts: ASTM A307, Grade A (ASTM F568M, Property Class 4.6), internally and 
externally threaded. Design hook-bolt joint assembly to hold coupling against paving form and 
in position during concreting operations, and to permit removal without damage to concrete or 
hook bolt. 

E. Bar Supports: Bolsters, chairs, spacers, and other devices for spacing, supporting, and fastening 
reinforcing bars, welded-wire reinforcement, and dowels in place. Manufacture bar supports 
according to CRSI's "Manual of Standard Practice" from steel wire, plastic, or precast concrete 
of greater compressive strength than concrete specified, and as follows: 

Equip wire bar supports with sand plates or horizontal runners where base material will 
not support chair legs. 

1. For epoxy-coated reinforcement, use epoxy-coated or other dielectric-polymer-coated 
wire bar supports. 

F. Epoxy Repair Coating: Liquid, two-part, epoxy repair coating, compatible with epoxy coating 
on reinforcement. 

G. Zinc Repair Material: ASTM A780/A780M. 

2.4 CONCRETE MATERIALS 

A. Cementitious Materials: Use the following cementitious materials, of same type, brand, and 
source throughout Project: 

1. Portland Cement: ASTM C150/C150M, white portland cement Type II. 

B. Normal-Weight Aggregates: ASTM C33/C33M, [Class 4S] [Class 4M] [Class 1N] <Insert 
class>, uniformly graded. Provide aggregates from a single source[ with documented service-
record data of at least 10 years' satisfactory service in similar paving applications and 
service conditions using similar aggregates and cementitious materials]. 

1. Maximum Coarse-Aggregate Size: 1-1/2 inches (38 mm).. 
2. Fine Aggregate: Free of materials with deleterious reactivity to alkali in cement. 

C. Evaporation Retarder: Waterborne, monomolecular, film forming, manufactured for application 
to fresh concrete. 

D. Clear, Waterborne, Membrane-Forming Curing Compound: ASTM C309, Type 1, Class B, 
dissipating. 
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2.5 RELATED MATERIALS 

A. Joint Fillers: ASTM D1751, asphalt-saturated cellulosic fiber in preformed strips. 

B. Bonding Agent: ASTM C1059/C1059M, Type II, non-redispersible, acrylic emulsion or styrene 
butadiene. 

C. Epoxy-Bonding Adhesive: ASTM C881/C881M, two-component epoxy resin capable of humid 
curing and bonding to damp surfaces; of class suitable for application temperature, of grade 
complying with requirements, and of the following types: 

1. Types I and II, nonload bearing, for bonding hardened or freshly mixed concrete to 
hardened concrete. 

D. Chemical Surface Retarder: Water-soluble, liquid, set retarder with color dye, for horizontal 
concrete surface application, capable of temporarily delaying final hardening of concrete to a 
depth of 1/8 to 1/4 inch (3 to 6 mm). 

2.6 STAMPED DETECTABLE WARNING MATERIALS 

A. Detectable Warning Stamp: Semirigid polyurethane mats with formed underside capable of 
imprinting detectable warning pattern on plastic concrete; perforated with a vent hole at each 
dome. 
1. Size of Stamp: One piece, matching detectable warning area shown on Drawings. 

B. Liquid Release Agent: Manufacturer's standard, clear, evaporating formulation designed to 
facilitate release of stamp mats. 

2.7 CONCRETE MIXTURES 

A. Prepare design mixtures, proportioned according to ACI 301 (ACI 301M), for each type and 
strength of normal-weight concrete, and as determined by either laboratory trial mixtures or 
field experience. 

1. Use a qualified independent testing agency for preparing and reporting proposed concrete 
design mixtures for the trial batch method. 

2. When automatic machine placement is used, determine design mixtures and obtain 
laboratory test results that comply with or exceed requirements. 

B. Limit water-soluble, chloride-ion content in hardened concrete to 0.15 percent by weight of 
cement. 

C. Chemical Admixtures: Use admixtures according to manufacturer's written instructions. 

1. Use high-range, water-reducing and retarding admixture in concrete as required for 
placement and workability. 

2. Use water-reducing and retarding admixture when required by high temperatures, low 
humidity, or other adverse placement conditions. 

3. Compressive Strength (28 Days) 4000 psi (27.6 MPa). 
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4. Maximum W/C Ratio at Point of Placement: 0.45. 
5. Slump Limit: 4 inches (100 mm) plus or minus 1 inch (25 mm). 

2.8 CONCRETE MIXING 

A. Project-Site Mixing: Measure, batch, and mix concrete materials and concrete according to 
ASTM C94/C94M. Mix concrete materials in appropriate drum-type batch machine mixer. 

1. For concrete batches of 1 cu. yd. (0.76 cu. m) or smaller, continue mixing at least 1-1/2 
minutes, but not more than 5 minutes after ingredients are in mixer, before any part of 
batch is released. 

2. For concrete batches larger than 1 cu. yd. (0.76 cu. m), increase mixing time by 15 
seconds for each additional 1 cu. yd. (0.76 cu. m). 

3. Provide batch ticket for each batch discharged and used in the Work, indicating Project 
identification name and number, date, mixture type, mixing time, quantity, and amount of 
water added. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine exposed subgrades and subbase surfaces for compliance with requirements for 
dimensional, grading, and elevation tolerances. 

B. Proof-roll prepared subbase surface below concrete paving to identify soft pockets and areas of 
excess yielding. 

1. Completely proof-roll subbase in one direction\. Limit vehicle speed to 3 mph (5 km/h). 
2. Proof-roll with a pneumatic-tired and loaded, 10-wheel, tandem-axle dump truck 

weighing not less than 15 tons (13.6 tonnes). 
3. Correct subbase with soft spots and areas of pumping or rutting exceeding depth of [1/2 

inch (13 mm) according to requirements in Section 312000 "Earth Moving." 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Remove loose material from compacted subbase surface immediately before placing concrete. 

3.3 EDGE FORMS AND SCREED CONSTRUCTION 

A. Set, brace, and secure edge forms, bulkheads, and intermediate screed guides to required lines, 
grades, and elevations. Install forms to allow continuous progress of work and so forms can 
remain in place at least 24 hours after concrete placement. 

B. Clean forms after each use and coat with form-release agent to ensure separation from concrete 
without damage. 



Copyright 2015 AIA Liberty Park Renovation 12/17/2018 

CONCRETE PAVING 321313 - 7 

3.4 STEEL REINFORCEMENT INSTALLATION 

A. General: Comply with CRSI's "Manual of Standard Practice" for fabricating, placing, and 
supporting reinforcement. 

B. Clean reinforcement of loose rust and mill scale, earth, ice, or other bond-reducing materials. 

C. Arrange, space, and securely tie bars and bar supports to hold reinforcement in position during 
concrete placement. Maintain minimum cover to reinforcement. 

D. Install welded-wire reinforcement in lengths as long as practicable. Lap adjoining pieces at least 
one full mesh, and lace splices with wire. Offset laps of adjoining widths to prevent continuous 
laps in either direction. 

3.5 JOINTS 

A. General: Form construction, isolation, and contraction joints and tool edges true to line, with 
faces perpendicular to surface plane of concrete. Construct transverse joints at right angles to 
centerline unless otherwise indicated. 

1. When joining existing paving, place transverse joints to align with previously placed 
joints unless otherwise indicated. 

B. Construction Joints: Set construction joints at side and end terminations of paving and at 
locations where paving operations are stopped for more than one-half hour unless paving 
terminates at isolation joints. 

1. Continue steel reinforcement across construction joints unless otherwise indicated. Do 
not continue reinforcement through sides of paving strips unless otherwise indicated. 

2. Provide tie bars at sides of paving strips where indicated. 
3. Doweled Joints: Install dowel bars and support assemblies at joints where indicated. 

Lubricate or coat with asphalt one-half of dowel length to prevent concrete bonding to 
one side of joint. 

C. Isolation Joints: Form isolation joints of preformed joint-filler strips abutting concrete curbs, 
catch basins, manholes, inlets, structures, other fixed objects, and where indicated. 

1. Locate expansion joints at intervals of 50 feet (15.25 m) unless otherwise indicated. 
2. Extend joint fillers full width and depth of joint. 
3. Terminate joint filler not less than 1/2 inch (13 mm) or more than 1 inch (25 mm) below 

finished surface if joint sealant is indicated. 
4. Place top of joint filler flush with finished concrete surface if joint sealant is not 

indicated. 
5. Furnish joint fillers in one-piece lengths. Where more than one length is required, lace or 

clip joint-filler sections together. 
6. During concrete placement, protect top edge of joint filler with metal, plastic, or other 

temporary preformed cap. Remove protective cap after concrete has been placed on both 
sides of joint. 
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D. Contraction Joints: Form weakened-plane contraction joints, sectioning concrete into areas as 
indicated. Construct contraction joints for a depth equal to at least one-fourth of the concrete 
thickness, as follows to match jointing of existing adjacent concrete paving: 

1. Grooved Joints: Form contraction joints after initial floating by grooving and finishing 
each edge of joint with grooving tool to a 3/8-inch (10-mm) radius. Repeat grooving of 
contraction joints after applying surface finishes. Eliminate grooving-tool marks on 
concrete surfaces. 

a. Tolerance: Ensure that grooved joints are within 3 inches (75 mm) either way 
from centers of dowels. 

2. Sawed Joints: Form contraction joints with power saws equipped with shatterproof 
abrasive or diamond-rimmed blades. Cut 1/8-inch- (3-mm-) wide joints into concrete 
when cutting action will not tear, abrade, or otherwise damage surface and before 
developing random contraction cracks. 

a. Tolerance: Ensure that sawed joints are within 3 inches (75 mm) either way from 
centers of dowels. 

3. Doweled Contraction Joints: Install dowel bars and support assemblies at joints where 
indicated. Lubricate or coat with asphalt one-half of dowel length to prevent concrete 
bonding to one side of joint. 

E. Edging: After initial floating, tool edges of paving, gutters, curbs, and joints in concrete with an 
edging tool to a 3/8-inch (10-mm) radius. Repeat tooling of edges after applying surface 
finishes. Eliminate edging-tool marks on concrete surfaces. 

3.6 CONCRETE PLACEMENT 

A. Before placing concrete, inspect and complete formwork installation, steel reinforcement, and 
items to be embedded or cast-in. 

B. Remove snow, ice, or frost from subbase surface and steel reinforcement before placing 
concrete. Do not place concrete on frozen surfaces. 

C. Moisten subbase to provide a uniform dampened condition at time concrete is placed. Do not 
place concrete around manholes or other structures until they are at required finish elevation and 
alignment. 

D. Comply with ACI 301 (ACI 301M) requirements for measuring, mixing, transporting, and 
placing concrete. 

E. Do not add water to concrete during delivery or at Project site. Do not add water to fresh 
concrete after testing. 

F. Deposit and spread concrete in a continuous operation between transverse joints. Do not push or 
drag concrete into place or use vibrators to move concrete into place. 
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G. Consolidate concrete according to ACI 301 (ACI 301M) by mechanical vibrating equipment 
supplemented by hand spading, rodding, or tamping. 

1. Consolidate concrete along face of forms and adjacent to transverse joints with an 
internal vibrator. Keep vibrator away from joint assemblies[, reinforcement,] or side 
forms. Use only square-faced shovels for hand spreading and consolidation. Consolidate 
with care to prevent dislocating reinforcement, dowels, and joint devices. 

H. Screed paving surface with a straightedge and strike off. 

I. Commence initial floating using bull floats or darbies to impart an open-textured and uniform 
surface plane before excess moisture or bleedwater appears on the surface. Do not further 
disturb concrete surfaces before beginning finishing operations or spreading surface treatments. 

J. Curbs and Gutters: Use design mixture for automatic machine placement. Produce curbs and 
gutters to required cross section, lines, grades, finish, and jointing. 

3.7 FLOAT FINISHING 

A. General: Do not add water to concrete surfaces during finishing operations. 

B. Float Finish: Begin the second floating operation when bleedwater sheen has disappeared and 
concrete surface has stiffened sufficiently to permit operations. Float surface with power-driven 
floats or by hand floating if area is small or inaccessible to power units. Finish surfaces to true 
planes. Cut down high spots and fill low spots. Refloat surface immediately to uniform granular 
texture. 
1. Medium-to-Fine-Textured Broom Finish: Draw a soft-bristle broom across float-finished 

concrete surface, perpendicular to line of traffic, to provide a uniform, fine-line texture. 

3.8 DETECTABLE WARNING INSTALLATION 

A. Blockouts: Form blockouts in concrete for installation of detectable paving units specified in 
Section 321726 "Tactile Warning Surfacing." 

1. Tolerance for Opening Size: Plus 1/4 inch (6 mm), no minus. 

B. Cast-in-Place Detectable Warning Tiles: Form blockouts in concrete for installation of tiles 
specified in Section 321726 "Tactile Warning Surfacing." Screed surface of concrete where tiles 
are to be installed to elevation, so that edges of installed tiles will be flush with surrounding 
concrete paving. Embed tiles in fresh concrete to comply with Section 321726 "Tactile Warning 
Surfacing" immediately after screeding concrete surface. 

C. Stamped Detectable Warnings: Install stamped detectable warnings as part of a continuous 
concrete paving placement and according to stamp-mat manufacturer's written instructions. 

1. Before using stamp mats, verify that the vent holes are unobstructed. 
2. Apply liquid release agent to the concrete surface and the stamp mat. 
3. Stamping: While initially finished concrete is plastic, accurately align and place stamp 

mats in sequence. Uniformly load, gently vibrate, and press mats into concrete to produce 
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imprint pattern on concrete surface. Load and tamp mats directly perpendicular to the 
stamp-mat surface to prevent distortion in shape of domes. Press and tamp until mortar 
begins to come through all of the vent holes. Gently remove stamp mats. 

4. Trimming: After 24 hours, cut off the tips of mortar formed by the vent holes. 
5. Remove residual release agent according to manufacturer's written instructions, but no 

fewer than three days after stamping concrete. High-pressure-wash surface and joint 
patterns, taking care not to damage stamped concrete. Control, collect, and legally 
dispose of runoff.. 

3.9 CONCRETE PROTECTION AND CURING 

A. General: Protect freshly placed concrete from premature drying and excessive cold or hot 
temperatures. 

B. Comply with ACI 306.1 for cold-weather protection. 

C. Evaporation Retarder: Apply evaporation retarder to concrete surfaces if hot, dry, or windy 
conditions cause moisture loss approaching 0.2 lb/sq. ft. x h (1 kg/sq. m x h) before and during 
finishing operations. Apply according to manufacturer's written instructions after placing, 
screeding, and bull floating or darbying concrete but before float finishing. 

D. Begin curing after finishing concrete but not before free water has disappeared from concrete 
surface. 

E. Curing Methods: Cure concrete by moisture curing, moisture-retaining-cover curing, curing 
compound or a combination of these as follows: 

1. Moisture Curing: Keep surfaces continuously moist for not less than seven days with the 
following materials: 

a. Water. 
b. Continuous water-fog spray. 
c. Absorptive cover, water saturated and kept continuously wet. Cover concrete 

surfaces and edges with 12-inch (300-mm) lap over adjacent absorptive covers. 

2. Moisture-Retaining-Cover Curing: Cover concrete surfaces with moisture-retaining 
cover, placed in widest practicable width, with sides and ends lapped at least 12 inches 
(300 mm), and sealed by waterproof tape or adhesive. Immediately repair any holes or 
tears occurring during installation or curing period, using cover material and waterproof 
tape. 

3. Curing Compound: Apply uniformly in continuous operation by power spray or roller 
according to manufacturer's written instructions. Recoat areas subjected to heavy rainfall 
within three hours after initial application. Maintain continuity of coating, and repair 
damage during curing period. 

3.10 PAVING TOLERANCES 

A. Comply with tolerances in ACI 117 (ACI 117M) and as follows: 
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1. Elevation: 3/4 inch (19 mm). 
2. Thickness: Plus 3/8 inch (10 mm), minus 1/4 inch (6 mm). 
3. Surface: Gap below 10-feet- (3-m-) long; unleveled straightedge not to exceed 1/2 inch 

(13 mm). 
4. Alignment of Tie-Bar End Relative to Line Perpendicular to Paving Edge: 1/2 inch per 12 

inches (13 mm per 300 mm) of tie bar. 
5. Lateral Alignment and Spacing of Dowels: 1 inch (25 mm). 
6. Vertical Alignment of Dowels: 1/4 inch (6 mm). 
7. Alignment of Dowel-Bar End Relative to Line Perpendicular to Paving Edge: 1/4 inch 

per 12 inches (6 mm per 300 mm) of dowel. 
8. Joint Spacing: 3 inches (75 mm). 
9. Contraction Joint Depth: Plus 1/4 inch (6 mm), no minus. 
10. Joint Width: Plus 1/8 inch (3 mm), no minus. 

3.11 FIELD QUALITY CONTROL 

A. Testing Agency: Engage a qualified testing agency to perform tests and inspections. 

B. Testing Services: Testing and inspecting of composite samples of fresh concrete obtained 
according to ASTM C172/C172M shall be performed according to the following requirements: 

1. Testing Frequency: Obtain at least one composite sample for each 100 cu. yd. (76 cu. m) 
or fraction thereof of each concrete mixture placed each day. 

a. When frequency of testing will provide fewer than five compressive-strength tests 
for each concrete mixture, testing shall be conducted from at least five randomly 
selected batches or from each batch if fewer than five are used. 

2. Slump: ASTM C143/C143M; one test at point of placement for each composite sample, 
but not less than one test for each day's pour of each concrete mixture. Perform additional 
tests when concrete consistency appears to change. 

3. Air Content: ASTM C231/C231M, pressure method; one test for each composite sample, 
but not less than one test for each day's pour of each concrete mixture. 

4. Concrete Temperature: ASTM C1064/C1064M; one test hourly when air temperature is 
40 deg F (4.4 deg C) and below and when it is 80 deg F (27 deg C) and above, and one 
test for each composite sample. 

5. Compression Test Specimens: ASTM C31/C31M; cast and laboratory cure one set of 
three standard cylinder specimens for each composite sample. 

6. Compressive-Strength Tests: ASTM C39/C39M; test one specimen at seven days and 
two specimens at 28 days. 

a. A compressive-strength test shall be the average compressive strength from two 
specimens obtained from same composite sample and tested at 28 days. 

C. Strength of each concrete mixture will be satisfactory if average of any three consecutive 
compressive-strength tests equals or exceeds specified compressive strength and no 
compressive-strength test value falls below specified compressive strength by more than 500 psi 
(3.4 MPa). 
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D. Test results shall be reported in writing to Architect, concrete manufacturer, and Contractor 
within 48 hours of testing. Reports of compressive-strength tests shall contain Project 
identification name and number, date of concrete placement, name of concrete testing and 
inspecting agency, location of concrete batch in Work, design compressive strength at 28 days, 
concrete mixture proportions and materials, compressive breaking strength, and type of break 
for both 7- and 28-day tests. 

E. Nondestructive Testing: Impact hammer, sonoscope, or other nondestructive device may be 
permitted by Architect but will not be used as sole basis for approval or rejection of concrete. 

F. Additional Tests: Testing and inspecting agency shall make additional tests of concrete when 
test results indicate that slump, air entrainment, compressive strengths, or other requirements 
have not been met, as directed by Architect. 

G. Concrete paving will be considered defective if it does not pass tests and inspections. 

H. Additional testing and inspecting, at Contractor's expense, will be performed to determine 
compliance of replaced or additional work with specified requirements. 

I. Prepare test and inspection reports. 

3.12 REPAIR AND PROTECTION 

A. Remove and replace concrete paving that is broken, damaged, or defective or that does not 
comply with requirements in this Section. Remove work in complete sections from joint to joint 
unless otherwise approved by Architect. 

B. Drill test cores, where directed by Architect, when necessary to determine magnitude of cracks 
or defective areas. Fill drilled core holes in satisfactory paving areas with portland cement 
concrete bonded to paving with epoxy adhesive. 

C. Protect concrete paving from damage. Exclude traffic from paving for at least 14 days after 
placement. When construction traffic is permitted, maintain paving as clean as possible by 
removing surface stains and spillage of materials as they occur. 

D. Maintain concrete paving free of stains, discoloration, dirt, and other foreign material. Sweep 
paving not more than two days before date scheduled for Substantial Completion inspections. 

END OF SECTION 321313 
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SECTION 321400 - UNIT PAVING 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Brick pavers set in [aggregate] [bituminous] [and] [mortar] setting beds. 
2. Cast-in-place concrete edge restraints. 

B. Related Requirements: 

1.3 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site. 

1.4 ACTION SUBMITTALS 

A. Product Data: For materials other than water and aggregates. 

B. Product Data: For the following: 

1. Pavers. 
2. Edge restraints. 

C. Sieve Analyses: For aggregate setting-bed materials, according to ASTM C136. 

D. Samples for Initial Selection: For each type of unit paver indicated.  

1. Joint materials involving color selection. 
2. Exposed edge restraints involving color selection. 

E. Samples for Verification: For full-size units of each type of unit paver indicated. 

1. Pavers 

2. Joint materials. 
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1.5 INFORMATIONAL SUBMITTALS 

A. Material Certificates: For unit pavers. Include statements of material properties indicating 
compliance with requirements, including compliance with standards. Provide for each type and 
size of unit. 

B. Product Test Reports: Based on evaluation of comprehensive tests performed by a qualified 
testing agency, for unit pavers, indicating compliance with requirements. 

1.6 QUALITY ASSURANCE 

A. Mockups: Build mockups to verify selections made under Sample submittals, to demonstrate 
aesthetic effects, and to set quality standards for materials and execution. 

1. Subject to compliance with requirements, approved mockups may become part of the 
completed Work if undisturbed at time of Substantial Completion. 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Store pavers on elevated platforms in a dry location. If units are not stored in an enclosed 
location, cover tops and sides of stacks with waterproof sheeting, securely tied. 

B. Store cementitious materials on elevated platforms, under cover, and in a dry location. Do not 
use cementitious materials that have become damp. 

C. Store aggregates where grading and other required characteristics can be maintained and 
contamination avoided. 

D. Store liquids in tightly closed containers protected from freezing. 

E. Store asphalt cement and other bituminous materials in tightly closed containers. 

1.8 FIELD CONDITIONS 

A. Cold-Weather Protection: Do not use frozen materials or materials mixed or coated with ice or 
frost. Do not build on frozen subgrade or setting beds. Remove and replace unit paver work 
damaged by frost or freezing. 

B. Weather Limitations for Bituminous Setting Bed: 

1. Install bituminous setting bed only when ambient temperature is above 40 deg F (4 
deg C) and when base is dry. 

2. Apply asphalt adhesive only when ambient temperature is above 50 deg F (10 deg C) and 
when temperature has not been below 35 deg F (2 deg C) for 12 hours immediately 
before application. Do not apply when setting bed is wet or contains excess moisture. 

C. Weather Limitations for Mortar and Grout: 
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1. Cold-Weather Requirements: Comply with cold-weather construction requirements 
contained in TMS 602/ACI 530.1/ASCE 6. 

PART 2 - PRODUCTS 

2.1 MANUFACTURERS 

A. Source Limitations: Obtain each type of unit paver, joint material, and setting material from 
single source with resources to provide materials and products of consistent quality in 
appearance and physical properties. 

2.2 BRICK PAVERS 

A. Brick Pavers: As indicated. Provide brick without frogs or cores in surfaces exposed to view in 
the completed Work. 

1. Thickness: As indicated. 
2. Face Size: As indicated. 
3. Color: As selected by Landscape Architect and approved by Owner from 

manufacturer's full range. 

B. Efflorescence: Brick shall be rated "not effloresced" when tested according to ASTM C67. 

2.3 CURBS AND EDGE RESTRAINTS 

A. Plastic Edge Restraints: Manufacturer's standard triangular PVC extrusions 3-1/8 inches (79 
mm) high by 9-1/2 inches (241 mm) wide designed to serve as edge restraints for unit pavers; 
rigid type for straight edges and flexible type for curved edges; with pipe connectors and 3/8-
inch (9.5-mm) diameter by 12-inch- (300-mm-) long steel spikes. 

B. Job-Built Concrete Edge Restraints: Comply with requirements in Section 033000 "Cast-in-
Place Concrete" for normal-weight, air-entrained, ready-mixed concrete with minimum 28-day 
compressive strength of 3000 psi (20 MPa). 

2.4 AGGREGATE SETTING-BED MATERIALS 

A. Graded Aggregate for Base: Sound, crushed stone or gravel complying with 
ASTM D2940/D2940M, base material. 

B. Sand for Leveling Course: Sound, sharp, washed, natural sand or crushed stone complying with 
gradation requirements in ASTM C33/C33M for fine aggregate. 

C. Stone Screenings for Leveling Course: Sound stone screenings complying with ASTM D448 for 
Size No. 10. 

D. Sand for Joints: Fine, sharp, washed, natural sand or crushed stone with 100 percent passing 
No. 16 (1.18-mm) sieve and no more than 10 percent passing No. 200 (0.075-mm) sieve. 
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PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine surfaces indicated to receive unit paving, with Installer present, for compliance with 
requirements for installation tolerances and other conditions affecting performance. 

3.2 PREPARATION 

A. Proof-roll prepared subgrade according to requirements in Section 312000 "Earth Moving" to 
identify soft pockets and areas of excess yielding. Proceed with unit paver installation only after 
deficient subgrades have been corrected and are ready to receive base course for unit pavers. 

3.3 INSTALLATION, GENERAL 

A. Do not use unit pavers with chips, cracks, voids, discolorations, or other defects that might be 
visible or cause staining in finished work. 

B. Mix pavers from several pallets or cubes, as they are placed, to produce uniform blend of colors 
and textures. 

C. Cut unit pavers with motor-driven masonry saw equipment to provide clean, sharp, unchipped 
edges. Cut units to provide pattern indicated and to fit adjoining work neatly. Use full units 
without cutting where possible. Hammer cutting is not acceptable. 

D. Joint Pattern: As indicated. 

E. Provide edge restraints as indicated. Install edge restraints before placing unit pavers. 

1. Install edge restraints to comply with manufacturer's written instructions. Install stakes at 
intervals required to hold edge restraints in place during and after unit paver installation. 

2. Install job-built concrete edge restraints to comply with requirements in Section 033000 
"Cast-in-Place Concrete." 

3.4 AGGREGATE SETTING-BED APPLICATIONS 

A. Compact soil subgrade uniformly to at least 95 percent of ASTM D698 laboratory density. 

B. Proof-roll prepared subgrade to identify soft pockets and areas of excess yielding. Excavate soft 
spots, unsatisfactory soils, and areas of excessive pumping or rutting, as determined by 
Architect, and replace with compacted backfill or fill as directed. 

C. Place aggregate base, compact by tamping with plate vibrator, and screed to depth indicated. 

D. Place leveling course and screed to a thickness of 1 to 1-1/2 inches (25 to 38 mm), taking care 
that moisture content remains constant and density is loose and uniform until pavers are set and 
compacted. 
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E. Treat leveling course with herbicide to inhibit growth of grass and weeds. 

F. Set pavers with a minimum joint width of 1/16 inch (1.5 mm) and a maximum of 1/8 inch (3 
mm), being careful not to disturb leveling base. If pavers have spacer bars, place pavers hand 
tight against spacer bars. Use string lines to keep straight lines. Fill gaps between units that 
exceed 3/8 inch (10 mm) with pieces cut to fit from full-size unit pavers. 

1. When installation is performed with mechanical equipment, use only unit pavers with 
spacer bars on sides of each unit. 

G. Spread dry sand and fill joints immediately after vibrating pavers into leveling course. Vibrate 
pavers and add sand until joints are completely filled, then remove excess sand. Leave a slight 
surplus of sand on the surface for joint filling. 

H. Do not allow traffic on installed pavers until sand has been vibrated into joints. 

I. Repeat joint-filling process 30 days later. 

3.5 REPAIRING, POINTING, AND CLEANING 

A. Remove and replace unit pavers that are loose, chipped, broken, stained, or otherwise damaged 
or that do not match adjoining units. Provide new units to match adjoining units and install in 
same manner as original units, with same joint treatment and with no evidence of replacement. 

END OF SECTION 321400 
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SECTION 321723 - PAVEMENT MARKINGS 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section includes painted markings applied to asphalt and concrete pavement. 

B. Related Requirements: 

1. Section 071800 "Traffic Coatings" for painting whole areas of building floors and 
pavements with coatings having an integral wearing surface. 

2. Section 099113 "Exterior Painting" for painting exterior concrete surfaces other than 
pavement. 

3. Section 099123 "Interior Painting" for painting interior concrete surfaces other than 
pavement. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Include technical data and tested physical and performance properties. 

B. Shop Drawings: For pavement markings. 

1. Indicate pavement markings, colors, lane separations, defined parking spaces, and 
dimensions to adjacent work. 

2. Indicate, with international symbol of accessibility, spaces allocated for people with 
disabilities. 

1.4 QUALITY ASSURANCE 

A. Regulatory Requirements: Comply with materials, workmanship, and other applicable 
requirements of NCDOT and Town of Mooresville for pavement-marking work. 

1. Measurement and payment provisions and safety program submittals included in standard 
specifications do not apply to this Section. 

1.5 FIELD CONDITIONS 

A. Environmental Limitations: Proceed with pavement marking only on clean, dry surfaces and at 
a minimum ambient or surface temperature of 40 deg F (4.4 deg C) for alkyd materials or 55 
deg F (12.8 deg C) for water-based materials, and not exceeding 95 deg F (35 deg C). 
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PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Accessibility Standard: Comply with applicable provisions in the USDOJ's "2010 ADA 
Standards for Accessible Design". 

2.2 PAVEMENT-MARKING PAINT 

A. Pavement-Marking Paint: Alkyd-resin type, lead and chromate free, ready mixed, complying 
with AASHTO M 248 Type F; colors complying with FS TT-P-1952. 

B. Pavement-Marking Paint: MPI #32, solvent-borne traffic-marking paint. 

C. Pavement-Marking Paint: Latex, waterborne emulsion, lead and chromate free, ready mixed, 
complying with FS TT-P-1952, Type II, with drying time of less than three minutes. 

D. Pavement-Marking Paint: MPI #97, latex traffic-marking paint. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Verify that pavement is dry and in suitable condition to begin pavement marking according to 
manufacturer's written instructions. 

B. Proceed with pavement marking only after unsatisfactory conditions have been corrected. 

3.2 PAVEMENT MARKING 

A. Do not apply pavement-marking paint until layout, colors, and placement have been verified 
with Architect. 

B. Allow paving to age for a minimum of 30 days before starting pavement marking. 

C. Sweep and clean surface to eliminate loose material and dust. 

D. Apply paint with mechanical equipment to produce pavement markings, of dimensions 
indicated, with uniform, straight edges. Apply at manufacturer's recommended rates to provide 
a minimum wet film thickness of 15 mils (0.4 mm). 

1. Apply graphic symbols and lettering with paint-resistant, die-cut stencils, firmly secured 
to pavement. Mask an extended area beyond edges of each stencil to prevent paint 
application beyond stencil. Apply paint so that it cannot run beneath stencil. 

2. Broadcast glass beads uniformly into wet markings at a rate of 6 lb/gal. (0.72 kg/L). 
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3.3 PROTECTING AND CLEANING 

A. Protect pavement markings from damage and wear during remainder of construction period. 

B. Clean spillage and soiling from adjacent construction using cleaning agents and procedures 
recommended by manufacturer of affected construction. 

END OF SECTION 321723 
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SECTION 321726 - TACTILE WARNING SURFACING 

TIGENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Cast-in-place detectable warning tiles. 

B. Related Requirements: 

1. Section 321313 "Concrete Paving" for concrete walkways serving as substrates for tactile 
warning surfacing. 

2. Section 321400 "Unit Paving" for unit paving installations incorporating detectable 
warning unit pavers specified in this Section. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1.4 CLOSEOUT SUBMITTALS 

A. Maintenance Data: For tactile warning surfacing, to include in maintenance manuals. 

1.5 PROJECT CONDITIONS 

A. Cold-Weather Protection: Do not use frozen materials or materials mixed or coated with ice or 
frost. Do not build on frozen subgrade or setting beds. Remove and replace unit paver work 
damaged by frost or freezing. 

1.6 WARRANTY 

A. Special Warranty: Manufacturer agrees to repair or replace components of tactile warning 
surfaces that fail in materials or workmanship within specified warranty period. 

1. Failures include, but are not limited to, the following: 

a. Deterioration of finishes beyond normal weathering and wear. 
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b. Separation or delamination of materials and components. 

2. Warranty Period: Five years from date of Substantial Completion. 

PART 2 - PRODUCTS 

2.1 TACTILE WARNING SURFACING, GENERAL. 

A. Accessibility Requirements: Comply with applicable provisions in NCDOT Standard 848.05 for 
tactile warning surfaces. 

B. Source Limitations: Obtain each type of tactile warning surfacing from single source with 
resources to provide materials and products of consistent quality in appearance and physical 
properties. 

C. Sealant: As recommended by manufacturer for sealing perimeter of tactile warning surfacing 
unit. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Verify that pavement is in suitable condition to begin installation according to manufacturer's 
written instructions. Verify that installation of tactile warning surfacing will comply with 
accessibility requirements upon completion. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION OF TACTILE WARNING SURFACING 

A. General: Prepare substrate and install tactile warning surfacing according to manufacturer's 
written instructions unless otherwise indicated. 

B. Place tactile warning surfacing units in dimensions and orientation indicated. Comply with 
location requirements of AASHTO MP 12. 

3.3 INSTALLATION OF DETECTABLE WARNING TILES. 

A. Cast-in-Place Detectable Warning Tiles: 

1. Concrete Paving Installation: Comply with installation requirements in Section 321313 
"Concrete Paving." Mix, place, and finish concrete to conditions complying with 
detectable warning tile manufacturer's written requirements for satisfactory embedment 
of tile. 



Copyright 2014 AIA Liberty Park Renovation 12/17/2018 

TACTILE WARNING SURFACING 321726 - 3 

2. Set each detectable warning tile accurately and firmly in place and completely seat tile 
back and embedments in wet concrete by tamping or vibrating. If necessary, temporarily 
apply weight to tiles to ensure full contact with concrete. 

3. Set surface of tile flush with surrounding concrete and adjacent tiles, with variations 
between tiles and between concrete and tiles not exceeding plus or minus 1/8 inch (3 
mm) from flush. 

4. Protect exposed surfaces of installed tiles from contact with wet concrete. Complete 
finishing of concrete paving surrounding tiles. Remove concrete from tile surfaces. 

5. Clean tiles using methods recommended in writing by manufacturer. 

3.4 CLEANING AND PROTECTION 

A. Remove and replace tactile warning surfacing that is broken or damaged or does not comply 
with requirements in this Section. Remove in complete sections from joint to joint unless 
otherwise approved by Architect. Replace using tactile warning surfacing installation methods 
acceptable to Architect. 

B. Protect tactile warning surfacing from damage and maintain free of stains, discoloration, dirt, 
and other foreign material. 

END OF SECTION 321726 
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SECTION 323119 - DECORATIVE METAL FENCES AND GATES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Decorative metallic-coated-steel tubular picket fences. 
2. Swing gates. 

B. Related Requirements: 

1. Section 033053 "Miscellaneous Cast-in-Place Concrete" for concrete fill. 

1.3 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site. 

1.4 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: For fencing and gates. 

1. Include plans, elevations, sections, gate locations, post spacing, mounting attachment 
details, and grounding details. 

C. Samples: For each fence material and for each color specified. 

1. Provide Samples 12 inches (300 mm in length for linear materials. 

1.5 INFORMATIONAL SUBMITTALS 

A. Field quality-control reports. 

B. Product Test Reports: For decorative metallic-coated-steel tubular picket fences, including 
finish, indicating compliance with referenced standard. 
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1.6 CLOSEOUT SUBMITTALS 

A. Maintenance Data: For gate operators to include in maintenance manuals. 

1.7 QUALITY ASSURANCE 

A. Installer Qualifications: Fabricator of products. 

PART 2 - PRODUCTS 

2.1 PERFORMANCE REQUIREMENTS 

A. Lightning-Protection System: Maximum grounding-resistance value of 25 ohms under normal 
dry conditions. 

2.2 DECORATIVE METALLIC-COATED-STEEL TUBULAR PICKET FENCES 

A. Decorative Metallic-Coated-Steel Tubular Picket Fences: Comply with ASTM F2408 for light-
industrial application (class) unless otherwise indicated. 

B. Posts: 

1. End and Corner Posts: Square tubes 2-1/2 by 2-1/2 inches (64 by 64 mm) formed from 
0.108-inch (2.74-mm) nominal-thickness, metallic-coated steel sheet or formed from 
0.105-inch (2.66-mm) nominal-thickness steel sheet and hot-dip galvanized after 
fabrication. 

2. Posts at Swing Gate Openings: Square tubes 3 by 3 inches (76 by 76 mm) formed from 
0.108-inch (2.74-mm) nominal-thickness, metallic-coated steel sheet or formed from 
0.105-inch (2.66-mm) nominal-thickness steel sheet and hot-dip galvanized after 
fabrication. 

C. Post Caps: Formed from steel sheet and hot-dip galvanized after forming 

D. Rails: Double-wall channels. 

1. Size: 1-1/2 by 1-1/2 inches (38 by 38 mm). 
2. Metal and Thickness: 0.079-inch (2.01-mm) nominal-thickness, metallic-coated steel 

sheet or 0.075-inch (1.90-mm) nominal-thickness, uncoated steel sheet, hot-dip 
galvanized after fabrication. 

E. Pickets: Square tubes. 

1. [Terminate tops of pickets at top rail for flush top appearance. 
2. Picket Spacing: 6 inches (152.4 mm)clear, maximum. 

F. Fasteners: Manufacturer's standard concealed fastening system. 
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G. Fasteners: Manufacturer's standard corrosion-resistant, color-coated fasteners matching fence 
components. 

H. Metallic-Coated Steel Sheet: Galvanized-steel sheet or aluminum-zinc, alloy-coated steel sheet. 

I. Interior surface of tubes formed from uncoated steel sheet shall be hot-dip zinc coated same as 
exterior or coated with zinc-rich thermosetting coating to comply with ASTM F2408. 

J. Finish: Organic coating complying with requirements in ASTM F2408 or Powder coating.. 

2.3 SWING GATES 

A. Gate Configuration: As indicated. 

B. Gate Frame Height: 48 inches. 

C. Gate Opening Width: 48 inches. 

D. Galvanized-Steel Frames and Bracing: Fabricate members from square tubes [1-1/2 by 1-1/2 
inches (38 by 38 mm)] [1-3/4 by 1-3/4 inches (45 by 45 mm)] [2 by 2 inches (51 by 51 mm)] 
[2-1/2 by 2-1/2 inches (64 by 64 mm)] formed from 0.108-inch (2.74-mm) nominal-thickness, 
metallic-coated steel sheet or formed from 0.105-inch (2.66-mm) nominal-thickness steel sheet 
and hot-dip galvanized after fabrication. 

E. Frame Corner Construction: [Welded] [or] [assembled with corner fittings] [and 5/16-inch- 
(7.9-mm-) diameter, adjustable truss rods for panels 5 feet (1.52 m) wide or wider]. 

F. Infill: Comply with requirements for adjacent fence. 

G. Picket Size, Configuration, and Spacing: Comply with requirements for adjacent fence. 

H. Hardware: Latches permitting operation from both sides of gate, hinges, and keepers for each 
gate leaf more than 5 feet (1.52 m) wide. Fabricate latches with integral eye openings for 
padlocking; padlock accessible from both sides of gate. 

I. Hinges: BHMA A156.1, Grade 1, suitable for exterior use. 

1. Function: 39 - Full surface, triple weight, antifriction bearing. 
2. Material: Wrought steel, forged steel, cast steel, or malleable iron; galvanized. 

J. Finish exposed welds to comply with NOMMA Guideline. 

K. For items other than hardware that are indicated to be galvanized, hot-dip galvanize to comply 
with ASTM A123/A123M. For hardware items, hot-dip galvanize to comply with 
ASTM A153/A153M. 

L. Metallic-Coated-Steel Finish: High-performance coating. 
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2.4 GROUNDING MATERIALS 

A. Comply with requirements of Section 260526 "Grounding and Bonding for Electrical Systems." 

B. Grounding Conductors: Size as indicated on Drawings. Bare, solid wire for No. 6 AWG and 
smaller; stranded wire for No. 4 AWG and larger. 

1. Material above Finished Grade: Copper. 
2. Material on or below Finished Grade: Copper. 
3. Bonding Jumpers: Braided copper tape, 1-5/8 inch (41 mm) wide and 1/16 inch (1.6 mm) 

thick, woven of No. 30 AWG bare copper wire, terminated with copper ferrules. 

C. Grounding Connectors and Grounding Rods: Comply with UL 467. 

1. Connectors for Below-Grade Use: Exothermic-welded type. 
2. Grounding Rods: Copper-clad steel. 

a. Size: 5/8 by 96 inches (16 by 2440 mm). 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine areas and conditions, with Installer present, for compliance with requirements for site 
clearing, earthwork, pavement work, construction layout, and other conditions affecting 
performance of the Work. 

B. Do not begin installation before final grading is completed unless otherwise permitted by 
Architect. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Stake locations of fence lines, gates, and terminal posts. Do not exceed intervals of 500 feet 
(152.5 m) or line of sight between stakes. Indicate locations of utilities, lawn sprinkler system, 
underground structures, benchmarks, and property monuments. 

1. Construction layout and field engineering are specified in Section 017300 "Execution." 

3.3 DECORATIVE FENCE INSTALLATION 

A. Install fences according to manufacturer's written instructions. 

B. Install fences by setting posts as indicated and fastening rails and infill panels to posts. Peen 
threads of bolts after assembly to prevent removal.] 
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C. Post Excavation: Drill or hand-excavate holes for posts in firm, undisturbed soil. Excavate holes 
to a diameter of not less than 4 times post size and a depth of not less than 36 inches plus 3 
inches (75 mm) for each foot (300 mm) or fraction of a foot (300 mm) that fence height exceeds 
4 feet (1.2 m). 

D. Post Setting: Set posts in concrete at indicated spacing into firm, undisturbed soil. 

1. Verify that posts are set plumb, aligned, and at correct height and spacing, and hold in 
position during setting with concrete or mechanical devices. 

2. Concrete Fill: Place concrete around posts and vibrate or tamp for consolidation. Protect 
aboveground portion of posts from concrete splatter. 
a. Concealed Concrete: Top 2 inches (51 mm) below grade to allow covering with 

surface material. Slope top surface of concrete to drain water away from post. 

3. Posts Set in Concrete: Extend post to within 6 inches (150 mm) of specified excavation 
depth, but not closer than 3 inches (75 mm) to bottom of concrete. 

4. Space posts uniformly at [6 feet (1.83 m)] [8 feet (2.44 m)] <Insert dimension> o.c. 

3.4 GATE INSTALLATION 

A. Install gates according to manufacturer's written instructions, level, plumb, and secure for full 
opening without interference. Attach hardware using tamper-resistant or concealed means. 
Install ground-set items in concrete for anchorage. Adjust hardware for smooth operation and 
lubricate where necessary. 

3.5 GATE OPERATOR INSTALLATION 

A. General: Install gate operators according to manufacturer's written instructions, aligned and true 
to fence line and grade. 

3.6 GROUNDING AND BONDING 

A. Comply with Section 260526 "Grounding and Bonding for Electrical Systems." 

B. Fence Grounding: Install at maximum intervals of 1500 feet (450 m) except as follows: 

1. Fences within 100 Feet (30 m) of Buildings, Structures, Walkways, and Roadways: 
Ground at maximum intervals of 750 feet (225 m). 

a. Gates and Other Fence Openings: Ground fence on each side of opening. 

1) Bond metal gates to gate posts. 

C. Protection at Crossings of Overhead Electrical Power Lines: Ground fence at location of 
crossing and at a maximum distance of 150 feet (45 m) on each side of crossing. 

D. Bonding to Lightning-Protection System: If fence terminates at lightning-protected building or 
structure, ground the fence and bond the fence grounding conductor to lightning-protection 
down conductor or lightning-protection grounding conductor, complying with NFPA 780. 



Copyright 2016 AIA Liberty Park Renovation 12/17/2018 

DECORATIVE METAL FENCES AND GATES 323119 - 6 

3.7 FIELD QUALITY CONTROL 

3.8 ADJUSTING 

A. Gates: Adjust gates to operate smoothly, easily, and quietly, free of binding, warp, excessive 
deflection, distortion, nonalignment, misplacement, disruption, or malfunction, throughout 
entire operational range. Confirm that latches and locks engage accurately and securely without 
forcing or binding. 

B. Lubricate hardware and other moving parts. 

3.9 DEMONSTRATION 

A. Train Owner's personnel to adjust, operate, and maintain gates. 

END OF SECTION 323119 
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SECTION 323300 - SITE FURNISHINGS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Seating. 
2. Bicycle racks. 
3. Bicycle lockers. 
4. Trash receptacles. 
5. Bollards. 

B. Related Requirements: 

1. Section 033000 "Cast-in-Place Concrete" for installing pipe sleeves cast or installing 
anchor bolts cast in concrete footings. 

2. Section 312000 "Earth Moving" for excavation for installing concrete footings. 

1.3 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Samples: For each exposed product and for each color and texture specified. 

C. Samples for Initial Selection: For units with factory-applied finishes. 

D. Samples for Verification: For each type of exposed finish, not less than 6-inch- (152-mm-) long 
linear components and 4-inch- (102-mm-) square sheet components. 

E. Product Schedule: For site furnishings. 

1.4 INFORMATIONAL SUBMITTALS 

A. Material Certificates: For site furnishings manufactured with preservative-treated wood. 

1. Indicate type of preservative used and net amount of preservative retained. 
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1.5 CLOSEOUT SUBMITTALS 

A. Maintenance Data: For site furnishings to include in maintenance manuals. 

PART 2 - PRODUCTS 

2.1 SEATING  

A. Wall Mounted Bench 2/C9.04 per plan detail, color to match Typical Bench 

B. Bench Typical 1/C9.04 per plan detail, color to be approved by Owner 

C. Trash Receptacle 3/C9.04, color to match typical bench 

D. Bicycle Rack 4/C9.04, Stainless Steel finish 

E. Removable Bollard 6/C9.00, Powder Coated Black finish 

F.  Trash Receptacle,  

G. Pedestrian Light Pole/Fixture - Owner provided. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine areas and conditions, with Installer present, for compliance with requirements for 
correct and level finished grade, mounting surfaces, installation tolerances, and other conditions 
affecting performance of the Work. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 INSTALLATION 

A. Comply with manufacturer's written installation instructions unless more stringent requirements 
are indicated. Complete field assembly of site furnishings where required. 

B. Unless otherwise indicated, install site furnishings after landscaping and paving have been 
completed. 

C. Install site furnishings level, plumb, true, and [securely anchored] [positioned] at locations 
indicated on Drawings. 

D. Post Setting: Set cast-in support posts in concrete footing with smooth top, shaped to shed 
water. Protect portion of posts above footing from concrete splatter. Verify that posts are set 
plumb or at correct angle and are aligned and at correct height and spacing. Hold posts in 
position during placement and finishing operations until concrete is sufficiently cured. 
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E. Posts Set into Voids in Concrete: Form or core-drill holes for installing posts in concrete to 
depth recommended in writing by manufacturer of site furnishings and 3/4 inch (19 mm) larger 
than OD of post. Clean holes of loose material, insert posts, and fill annular space between post 
and concrete with anchoring cement, mixed and placed to comply with anchoring material 
manufacturer's written instructions, with top smoothed and shaped to shed water. 

F. Pipe Sleeves: Use steel pipe sleeves preset and anchored into concrete for installing posts. After 
posts have been inserted into sleeves, fill annular space between post and sleeve with 
anchoring cement, mixed and placed to comply with anchoring material manufacturer's written 
instructions, with top smoothed and shaped to shed water. 

END OF SECTION 323300 
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SECTION 329200 - TURF AND GRASSES 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTs 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Seeding. 
2. Hydroseeding. 
3. Erosion-control material(s). 

B. Related Requirements: 

1. Section 329300 "Plants" for trees, shrubs, ground covers, and other plants as well as 
border edgings. 

1.3 DEFINITIONS 

A. Finish Grade: Elevation of finished surface of planting soil. 

B. Pesticide: A substance or mixture intended for preventing, destroying, repelling, or mitigating a 
pest. Pesticides include insecticides, miticides, herbicides, fungicides, rodenticides, and 
molluscicides. They also include substances or mixtures intended for use as a plant regulator, 
defoliant, or desiccant. 

C. Pests: Living organisms that occur where they are not desired or that cause damage to plants, 
animals, or people. Pests include insects, mites, grubs, mollusks (snails and slugs), rodents 
(gophers, moles, and mice), unwanted plants (weeds), fungi, bacteria, and viruses. 

D. Planting Soil: Existing, on-site soil; imported soil; or manufactured soil that has been modified 
with soil amendments and perhaps fertilizers to produce a soil mixture best for plant growth. 
See Section 329113 "Soil Preparation" and drawing designations for planting soils. 

E. Subgrade: The surface or elevation of subsoil remaining after excavation is complete, or the top 
surface of a fill or backfill before planting soil is placed. 

1.4 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site. 
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1.5 INFORMATIONAL SUBMITTALS 

A. Qualification Data: For landscape Installer. 

B. Certification of Grass Seed: From seed vendor for each grass-seed monostand or mixture, 
stating the botanical and common name, percentage by weight of each species and variety, and 
percentage of purity, germination, and weed seed. Include the year of production and date of 
packaging. 

C. Product Certificates: For fertilizers, from manufacturer. 

D. Pesticides and Herbicides: Product label and manufacturer's application instructions specific to 
Project. 

1.6 CLOSEOUT SUBMITTALS 

A. Maintenance Data: Recommended procedures to be established by Owner for maintenance of 
turf during a calendar year. Submit before expiration of required maintenance periods. 

1.7 QUALITY ASSURANCE 

A. Installer Qualifications: A qualified landscape installer whose work has resulted in successful 
turf establishment. 

1. Professional Membership: Installer shall be a member in good standing of either the 
National Association of Landscape Professionals or American Hort. 

2. Installer's Field Supervision: Require Installer to maintain an experienced full-time 
supervisor on Project site when work is in progress. 

3. Personnel Certifications: Installer's field supervisor shall have certification in one of the 
following categories from the National Association of Landscape Professionals: 

a. Landscape Industry Certified Technician - Exterior. 
b. Landscape Industry Certified Lawn Care Manager. 
c. Landscape Industry Certified Lawn Care Technician. 

4. Pesticide Applicator: State licensed, commercial. 

1.8 DELIVERY, STORAGE, AND HANDLING 

A. Seed and Other Packaged Materials: Deliver packaged materials in original, unopened 
containers showing weight, certified analysis, name and address of manufacturer, and indication 
of compliance with state and Federal laws, as applicable. 

B. Bulk Materials: 

1. Do not dump or store bulk materials near structures, utilities, walkways and pavements, 
or on existing turf areas or plants. 
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2. Provide erosion-control measures to prevent erosion or displacement of bulk materials; 
discharge of soil-bearing water runoff; and airborne dust reaching adjacent properties, 
water conveyance systems, or walkways. 

3. Accompany each delivery of bulk materials with appropriate certificates. 

1.9 FIELD CONDITIONS 

A. Planting Restrictions: Plant during period approved by Landscape Architect or Owner. 
Coordinate planting periods with initial maintenance periods to provide required maintenance 
from date of Substantial Completion. 

B. Weather Limitations: Proceed with planting only when existing and forecasted weather 
conditions permit planting to be performed when beneficial and optimum results may be 
obtained. Apply products during favorable weather conditions according to manufacturer's 
written instructions. 

PART 2 - PRODUCTS 

2.1 SEED 

A. Grass Seed: Fresh, clean, dry, new-crop seed complying with AOSA's "Rules for Testing 
Seeds" for purity and germination tolerances. 

B. Seed Species: Commercial Fescue Blend. 

1. Quality: State-certified seed of grass species as listed below for solar exposure. 
2. Quality: Seed of grass species as listed below for solar exposure, with not less than 85  

percent germination, not less than95 percent pure seed, and not more than 0.5 percent 
weed seed: 

2.2 FERTILIZERS 

A. Commercial Fertilizer: Commercial-grade complete fertilizer of neutral character, consisting of 
fast- and slow-release nitrogen, 50 percent derived from natural organic sources of urea 
formaldehyde, phosphorous, and potassium in the following composition: 

1. Composition: 1 lb/1000 sq. ft. (0.45 kg/92.9 sq. m) of actual nitrogen, 4 percent 
phosphorous, and 2 percent potassium, by weight. 

2. Composition: Nitrogen, phosphorous, and potassium in amounts recommended in soil 
reports from a qualified soil-testing laboratory. 

B. Slow-Release Fertilizer: Granular or pelleted fertilizer consisting of 50 percent water-insoluble 
nitrogen, phosphorus, and potassium in the following composition: 

1. Composition: 20 percent nitrogen, 10 percent phosphorous, and 10 percent potassium, by 
weight. 

2. Composition: Nitrogen, phosphorous, and potassium in amounts recommended in soil 
reports from a qualified soil-testing laboratory. 
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2.3 MULCHES 

A. Straw Mulch: Provide air-dry, clean, mildew- and seed-free, salt hay or threshed straw of wheat, 
rye, oats, or barley. 

B. Fiber Mulch: Biodegradable, dyed-wood, cellulose-fiber mulch; nontoxic and free of plant-
growth or germination inhibitors; with a maximum moisture content of 15 percent and a pH 
range of 4.5 to 6.5. 

C. Nonasphaltic Tackifier: Colloidal tackifier recommended by fiber-mulch manufacturer for 
slurry application; nontoxic and free of plant-growth or germination inhibitors. 

D. Asphalt Emulsion: ASTM D977, Grade SS-1; nontoxic and free of plant-growth or germination 
inhibitors. 

2.4 PESTICIDES 

A. General: Pesticide, registered and approved by the EPA, acceptable to authorities having 
jurisdiction, and of type recommended by manufacturer for each specific problem and as 
required for Project conditions and application. Do not use restricted pesticides unless 
authorized in writing by authorities having jurisdiction. 

B. Post-Emergent Herbicide (Selective and Nonselective): Effective for controlling weed growth 
that has already germinated. 

2.5 EROSION-CONTROL MATERIALS 

A. Erosion-Control Blankets: Biodegradable wood excelsior, straw, or coconut-fiber mat enclosed 
in a photodegradable plastic mesh. Include manufacturer's recommended steel wire staples, 6 
inches (150 mm) long. 

B. Erosion-Control Fiber Mesh: Biodegradable burlap or spun-coir mesh, a minimum of 0.92 lb/sq. 
yd. (0.5 kg/sq. m), with 50 to 65 percent open area. Include manufacturer's recommended steel 
wire staples, 6 inches (150 mm) long. 

C. Erosion-Control Mats: Cellular, nonbiodegradable slope-stabilization mats designed to isolate 
and contain small areas of soil over steeply sloped surface, of 3-inch (75-mm)> nominal mat 
thickness. Include manufacturer's recommended anchorage system for slope conditions. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine areas to be planted for compliance with requirements and other conditions affecting 
installation and performance of the Work. 

1. Verify that no foreign or deleterious material or liquid such as paint, paint washout, 
concrete slurry, concrete layers or chunks, cement, plaster, oils, gasoline, diesel fuel, 
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paint thinner, turpentine, tar, roofing compound, or acid has been deposited in soil within 
a planting area. 

2. Suspend planting operations during periods of excessive soil moisture until the moisture 
content reaches acceptable levels to attain the required results. 

3. Uniformly moisten excessively dry soil that is not workable or which is dusty. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

C. If contamination by foreign or deleterious material or liquid is present in soil within a planting 
area, remove the soil and contamination as directed by Architect and replace with new planting 
soil. 

3.2 PREPARATION 

A. Protect structures; utilities; sidewalks; pavements; and other facilities, trees, shrubs, and 
plantings from damage caused by planting operations. 

1. Protect adjacent and adjoining areas from hydroseeding and hydromulching overspray. 
2. Protect grade stakes set by others until directed to remove them. 

B. Install erosion-control measures to prevent erosion or displacement of soils and discharge of 
soil-bearing water runoff or airborne dust to adjacent properties and walkways. 

3.3 TURF AREA PREPARATION 

A. General: Prepare planting area for soil placement and mix planting soil according to 
[Section 329113 "Soil Preparation."] [Section 329115 "Soil Preparation (Performance 
Specification)."] 

B. over exposed subgrade. 

3.4 PREPARATION FOR EROSION-CONTROL MATERIALS 

A. Prepare area as specified in "Turf Area Preparation" Article. 

B. For erosion-control mats, install planting soil in two lifts, with second lift equal to thickness of 
erosion-control mats. Install erosion-control mat and fasten as recommended by material 
manufacturer. 

C. Fill cells of erosion-control mat with planting soil and compact before planting. 

D. For erosion-control blanket or mesh, install from top of slope, working downward, and as 
recommended by material manufacturer for site conditions. Fasten as recommended by material 
manufacturer. 

E. Moisten prepared area before planting if surface is dry. Water thoroughly and allow surface to 
dry before planting. Do not create muddy soil. 
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3.5 SEEDING 

A. Sow seed with spreader or seeding machine. Do not broadcast or drop seed when wind velocity 
exceeds 5 mph (8 km/h). 

1. Evenly distribute seed by sowing equal quantities in two directions at right angles to each 
other. 

2. Do not use wet seed or seed that is moldy or otherwise damaged. 
3. Do not seed against existing trees. Limit extent of seed to outside edge of planting saucer. 

B. Sow seed at a total rate of 3 to 4 lb/1000 sq. ft. (1.4 to 1.8 kg/92.9 sq. m). 

C. Rake seed lightly into top 1/8 inch (3 mm) of soil, roll lightly, and water with fine spray. 

D. Protect seeded areas with slopes exceeding 1:4 with erosion-control blankets and 1:6 with 
erosion-control fiber mesh installed and stapled according to manufacturer's written 
instructions. 

E. Protect seeded areas with erosion-control mats where indicated on Drawings; install and anchor 
according to manufacturer's written instructions. 

F. Protect seeded areas with slopes not exceeding 1:6 by spreading straw mulch. Spread uniformly 
at a minimum rate of 2 tons/acre (42 kg/92.9 sq. m) to form a continuous blanket 1-1/2 inches 
(38 mm) in loose thickness over seeded areas. Spread by hand, blower, or other suitable 
equipment. 

1. Anchor straw mulch by crimping into soil with suitable mechanical equipment. 

3.6 HYDROSEEDING 

A. Hydroseeding: Mix specified seed, commercial fertilizer, and fiber mulch in water, using 
equipment specifically designed for hydroseed application. Continue mixing until uniformly 
blended into homogeneous slurry suitable for hydraulic application. 

1. Mix slurry with Polyacrylamide tackifier. 
2. Spray-apply slurry uniformly to all areas to be seeded in a one-step process. Apply slurry 

at a rate so that mulch component is deposited at not less than 1500-lb/acre (15.6-kg/92.9 
sq. m) dry weight, and seed component is deposited at not less than the specified seed-
sowing rate. 

3.7 TURF MAINTENANCE 

A. General: Maintain and establish turf by watering, fertilizing, weeding, mowing, trimming, 
replanting, and performing other operations as required to establish healthy, viable turf. Roll, 
regrade, and replant bare or eroded areas and remulch to produce a uniformly smooth turf. 
Provide materials and installation the same as those used in the original installation. 

1. Fill in as necessary soil subsidence that may occur because of settling or other processes. 
Replace materials and turf damaged or lost in areas of subsidence. 
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2. In areas where mulch has been disturbed by wind or maintenance operations, add new 
mulch and anchor as required to prevent displacement. 

3. Apply treatments as required to keep turf and soil free of pests and pathogens or disease. 
Use integrated pest management practices whenever possible to minimize the use of 
pesticides and reduce hazards. 

Watering: Install and maintain temporary piping, hoses, and turf-watering equipment to convey water 
from sources and to keep turf uniformly moist to a depth of 4 inches (100 mm). 

4. Schedule watering to prevent wilting, puddling, erosion, and displacement of seed or 
mulch. Lay out temporary watering system to avoid walking over muddy or newly 
planted areas. 

5. Water turf with fine spray at a minimum rate of 1 inch (25 mm) per week unless rainfall 
precipitation is adequate. 

B. Mow turf as soon as top growth is tall enough to cut. Repeat mowing to maintain specified 
height without cutting more than one-third of grass height. Remove no more than one-third of 
grass-leaf growth in initial or subsequent mowings. Do not delay mowing until grass blades 
bend over and become matted. Do not mow when grass is wet. Schedule initial and subsequent 
mowings to maintain the following grass height: 
1. Mow [turf-type tall fescue > to a height of 2 to 3 inches (50 to 75 mm). 

C. : Apply commercial fertilizer after initial mowing and when grass is dry. 

1. Use fertilizer that provides actual nitrogen of at least 1 lb/1000 sq. ft. (0.45 kg/92.9 
sq. m) to turf area. 

3.8 SATISFACTORY TURF 

A. Turf installations shall meet the following criteria as determined by Architect: 

1. Satisfactory Seeded Turf: At end of maintenance period, a healthy, uniform, close stand 
of grass has been established, free of weeds and surface irregularities, with coverage 
exceeding 90 percent over any 10 sq. ft. (0.92 sq. m) and bare spots not exceeding 5 
by 5 inches (125 by 125 mm). 

2. Satisfactory Sodded Turf: At end of maintenance period, a healthy, well-rooted, even-
colored, viable turf has been established, free of weeds, open joints, bare areas, and 
surface irregularities. 

3. Satisfactory Plugged Turf: At end of maintenance period, the required number of plugs 
has been established as well-rooted, viable patches of grass, and areas between plugs are 
free of weeds and other undesirable vegetation. 

4. Satisfactory Sprigged Turf: At end of maintenance period, the required number of sprigs 
has been established as well-rooted, viable plants, and areas between sprigs are free of 
weeds and other undesirable vegetation. 

B. Use specified materials to reestablish turf that does not comply with requirements, and continue 
maintenance until turf is satisfactory. 
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3.9 PESTICIDE APPLICATION 

A. Apply pesticides and other chemical products and biological control agents according to 
requirements of authorities having jurisdiction and manufacturer's written recommendations. 
Coordinate applications with Owner's operations and others in proximity to the Work. Notify 
Owner before each application is performed. 

B. Post-Emergent Herbicides (Selective and Nonselective): Apply only as necessary to treat 
already-germinated weeds and according to manufacturer's written recommendations. 

3.10 CLEANUP AND PROTECTION 

A. Promptly remove soil and debris created by turf work from paved areas. Clean wheels of 
vehicles before leaving site to avoid tracking soil onto roads, walks, or other paved areas. 

B. Remove surplus soil and waste material, including excess subsoil, unsuitable soil, trash, and 
debris, and legally dispose of them off Owner's property. 

C. Erect temporary fencing or barricades and warning signs as required to protect newly planted 
areas from traffic. Maintain fencing and barricades throughout initial maintenance period and 
remove after plantings are established. 

D. Remove nondegradable erosion-control measures after grass establishment period. 

3.11 MAINTENANCE SERVICE 

A. Turf Maintenance Service: Provide full maintenance by skilled employees of landscape 
Installer. Maintain as required in "Turf Maintenance" Article. Begin maintenance immediately 
after each area is planted and continue until acceptable turf is established, but for not less than 
the following periods: 

1. Seeded Turf: 60 days from date of planting completion. 

a. When initial maintenance period has not elapsed before end of planting season, or 
if turf is not fully established, continue maintenance during next planting season. 

END OF SECTION 329200 
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SECTION 329300 - PLANTS 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Plants. 
2. Tree stabilization. 
3. Tree-watering devices. 
4. Landscape edgings. 
5. Tree grates. 

B. Related Requirements: 

1. Section 015639 "Temporary Tree and Plant Protection" for protecting, trimming, 
pruning, repairing, and replacing existing trees to remain that interfere with, or are 
affected by, execution of the Work. 

2. Section 329200 "Turf and Grasses" for turf (lawn) and meadow planting, hydroseeding, 
and erosion-control materials. 

1.3 DEFINITIONS 

A. Backfill: The earth used to replace or the act of replacing earth in an excavation. 

B. Balled and Burlapped Stock: Plants dug with firm, natural balls of earth in which they were 
grown, with a ball size not less than [sizes indicated] [diameter and depth recommended by 
ANSI Z60.1 for type and size of plant required]; wrapped with burlap, tied, rigidly supported, 
and drum laced with twine with the root flare visible at the surface of the ball as recommended 
by ANSI Z60.1. 

C. Balled and Potted Stock: Plants dug with firm, natural balls of earth in which they are grown 
and placed, unbroken, in a container. Ball size is not less than [sizes indicated] [diameter and 
depth recommended by ANSI Z60.1 for type and size of plant required]. 

D. Bare-Root Stock: Plants with a well-branched, fibrous-root system developed by transplanting 
or root pruning, with soil or growing medium removed, and with not less than the minimum 
root spread according to ANSI Z60.1 for type and size of plant required. 

E. Container-Grown Stock: Healthy, vigorous, well-rooted plants grown in a container, with a 
well-established root system reaching sides of container and maintaining a firm ball when 
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removed from container. Container shall be rigid enough to hold ball shape and protect root 
mass during shipping and be sized according to ANSI Z60.1 for type and size of plant required. 

F. Fabric Bag-Grown Stock: Healthy, vigorous, well-rooted plants established and grown in-
ground in a porous fabric bag with well-established root system reaching sides of fabric bag. 
Fabric bag size is not less than diameter, depth, and volume required by ANSI Z60.1 for type 
and size of plant. 

G. Finish Grade: Elevation of finished surface of planting soil. 

H. Pesticide: A substance or mixture intended for preventing, destroying, repelling, or mitigating a 
pest. Pesticides include insecticides, miticides, herbicides, fungicides, rodenticides, and 
molluscicides. They also include substances or mixtures intended for use as a plant regulator, 
defoliant, or desiccant. Some sources classify herbicides separately from pesticides. 

I. Pests: Living organisms that occur where they are not desired or that cause damage to plants, 
animals, or people. Pests include insects, mites, grubs, mollusks (snails and slugs), rodents 
(gophers, moles, and mice), unwanted plants (weeds), fungi, bacteria, and viruses. 

J. Planting Area: Areas to be planted. 

K. Planting Soil: Existing, on-site soil; imported soil; or manufactured soil that has been modified 
with soil amendments and perhaps fertilizers to produce a soil mixture best for plant growth. 
See Section 329113 "Soil Preparation" for drawing designations for planting soils. 

L. Plant; Plants; Plant Material: These terms refer to vegetation in general, including trees, shrubs, 
vines, ground covers, ornamental grasses, bulbs, corms, tubers, or herbaceous vegetation. 

M. Root Flare: Also called "trunk flare." The area at the base of the plant's stem or trunk where the 
stem or trunk broadens to form roots; the area of transition between the root system and the 
stem or trunk. 

N. Stem Girdling Roots: Roots that encircle the stems (trunks) of trees below the soil surface. 

O. Subgrade: The surface or elevation of subsoil remaining after excavation is complete, or the top 
surface of a fill or backfill before planting soil is placed. 

1.4 COORDINATION 

A. Coordination with Turf Areas (Lawns): Plant trees, shrubs, and other plants after finish grades 
are established and before planting turf areas unless otherwise indicated. 

1. When planting trees, shrubs, and other plants after planting turf areas, protect turf areas, 
and promptly repair damage caused by planting operations. 

1.5 PREINSTALLATION MEETINGS 

A. Preinstallation Conference: Conduct conference at Project site. 
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1.6 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

1. Plant Materials: Include quantities, sizes, quality, and sources for plant materials. 
2. Plant Photographs: Include color photographs in digital format of each required species 

and size of plant material as it will be furnished to Project. Take photographs from an 
angle depicting true size and condition of the typical plant to be furnished. Include a scale 
rod or other measuring device in each photograph. For species where more than 10 plants 
are required, include a minimum of three photographs showing the average plant, the 
best quality plant, and the worst quality plant to be furnished. Identify each photograph 
with the full scientific name of the plant, plant size, and name of the growing nursery. 

B. Samples for Verification: For each of the following: 
1. Organic Mulch: 1-quart (1-L) volume of each organic mulch required; in sealed plastic 

bags labeled with composition of materials by percentage of weight and source of mulch. 
Each Sample shall be typical of the lot of material to be furnished; provide an accurate 
representation of color, texture, and organic makeup. 

2. Mineral Mulch: 2 lb (1.0 kg) of each mineral mulch required, in sealed plastic bags 
labeled with source of mulch. Sample shall be typical of the lot of material to be 
delivered and installed on-site; provide an accurate indication of color, texture, and 
makeup of the material. 

3. Edging Materials and Accessories: Manufacturer's standard size, to verify color selected. 

1.7 INFORMATIONAL SUBMITTALS 

A. Product Certificates: For each type of manufactured product, from manufacturer, and complying 
with the following: 

1. Manufacturer's certified analysis of standard products. 
2. Analysis of other materials by a recognized laboratory made according to methods 

established by the Association of Official Analytical Chemists, where applicable. 

B. Pesticides and Herbicides: Product label and manufacturer's application instructions specific to 
Project. 

C. Sample Warranty: For special warranty. 

1.8 CLOSEOUT SUBMITTALS 

A. Maintenance Data: Recommended procedures to be established by Owner for maintenance of 
plants during a calendar year. Submit before expiration of required maintenance periods. 

1.9 QUALITY ASSURANCE 

A. Installer Qualifications: A qualified landscape installer whose work has resulted in successful 
establishment of plants. 
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1. Professional Membership: Installer shall be a member in good standing of either the 
Professional Landcare Network or the American Nursery and Landscape Association. 

2. Installer's Field Supervision: Require Installer to maintain an experienced full-time 
supervisor on Project site when work is in progress. 

3. Personnel Certifications: Installer's field supervisor shall have certification in one of the 
following categories from the Professional Landcare Network: 

a. Landscape Industry Certified Technician - Exterior. 
b. Landscape Industry Certified Interior. 
c. Landscape Industry Certified Horticultural Technician. 

4. Pesticide Applicator: State licensed, commercial. 

B. Provide quality, size, genus, species, and variety of plants indicated, complying with applicable 
requirements in ANSI Z60.1. 

1. Selection of plants purchased under allowances is made by Architect, who tags plants at 
their place of growth before they are prepared for transplanting. 

C. Measurements: Measure according to ANSI Z60.1. Do not prune to obtain required sizes. 

1. Trees and Shrubs: Measure with branches and trunks or canes in their normal position. 
Take height measurements from or near the top of the root flare for field-grown stock and 
container-grown stock. Measure main body of tree or shrub for height and spread; do not 
measure branches or roots tip to tip. Take caliper measurements 6 inches (150 mm) above 
the root flare for trees up to 4-inch (100-mm) caliper size, and 12 inches (300 mm) above 
the root flare for larger sizes. 

2. Other Plants: Measure with stems, petioles, and foliage in their normal position. 

D. Plant Material Observation: Architect may observe plant material either at place of growth or at 
site before planting for compliance with requirements for genus, species, variety, cultivar, size, 
and quality. Architect may also observe trees and shrubs further for size and condition of balls 
and root systems, pests, disease symptoms, injuries, and latent defects and may reject 
unsatisfactory or defective material at any time during progress of work. Remove rejected trees 
or shrubs immediately from Project site. 

1. Notify Architect of sources of planting materials [seven] <Insert number> days in 
advance of delivery to site. 

1.10 DELIVERY, STORAGE, AND HANDLING 

A. Packaged Materials: Deliver packaged materials in original, unopened containers showing 
weight, certified analysis, name and address of manufacturer, and indication of compliance with 
state and Federal laws if applicable. 

B. Bulk Materials: 

1. Do not dump or store bulk materials near structures, utilities, walkways and pavements, 
or on existing turf areas or plants. 
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2. Provide erosion-control measures to prevent erosion or displacement of bulk materials; 
discharge of soil-bearing water runoff; and airborne dust reaching adjacent properties, 
water conveyance systems, or walkways. 

3. Accompany each delivery of bulk materials with appropriate certificates. 

C. Deliver bare-root stock plants within 36 hours of digging. Immediately after digging up bare-
root stock, pack root system in wet straw, hay, or other suitable material to keep root system 
moist until planting. Transport in covered, temperature-controlled vehicles, and keep plants cool 
and protected from sun and wind at all times. 

D. Do not prune trees and shrubs before delivery. Protect bark, branches, and root systems from 
sun scald, drying, wind burn, sweating, whipping, and other handling and tying damage. Do not 
bend or bind-tie trees or shrubs in such a manner as to destroy their natural shape. Provide 
protective covering of plants during shipping and delivery. Do not drop plants during delivery 
and handling. 

E. Handle planting stock by root ball. 

F. Store bulbs, corms, and tubers in a dry place at 60 to 65 deg F (16 to 18 deg C) until planting. 

G. Wrap trees and shrubs with burlap fabric over trunks, branches, stems, twigs, and foliage to 
protect from wind and other damage during digging, handling, and transportation. 

H. Deliver plants after preparations for planting have been completed,and install immediately. If 
planting is delayed more than six hours after delivery, set plants and trees in their appropriate 
aspect (sun, filtered sun, or shade), protect from weather and mechanical damage, and keep 
roots moist. 
1. Set balled stock on ground and cover ball with soil, peat moss, sawdust, or other 

acceptable material. 
2. Do not remove container-grown stock from containers before time of planting. 
3. Water root systems of plants stored on-site deeply and thoroughly with a fine-mist spray. 

Water as often as necessary to maintain root systems in a moist, but not overly wet 
condition. 

1.11 FIELD CONDITIONS 

A. Field Measurements: Verify actual grade elevations, service and utility locations, irrigation 
system components, and dimensions of plantings and construction contiguous with new 
plantings by field measurements before proceeding with planting work. 

B. Planting Restrictions: Plant during period approved by the Landscape Architect or Owner. 
Coordinate planting periods with maintenance periods to provide required maintenance from 
date of Substantial Completion. 

C. Weather Limitations: Proceed with planting only when existing and forecasted weather 
conditions permit planting to be performed when beneficial and optimum results may be 
obtained. Apply products during favorable weather conditions according to manufacturer's 
written instructions and warranty requirements. 
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1.12 WARRANTY 

A. Special Warranty: Installer agrees to repair or replace plantings and accessories that fail in 
materials, workmanship, or growth within specified warranty period. 

1. Failures include, but are not limited to, the following: 

a. Death and unsatisfactory growth, except for defects resulting from abuse, lack of 
adequate maintenance, or neglect by Owner. 

b. Structural failures including plantings falling or blowing over. 
c. Faulty performance of tree stabilization or edgings. 
d. Deterioration of metals, metal finishes, and other materials beyond normal 

weathering. 

2. Warranty Periods: From date of Substantial Completion. 

a. Trees, Shrubs, Vines, and Ornamental Grasses:[12 months. 
b. Ground Covers, Biennials, Perennials, and Other Plants: 12 months. 
c. Annuals: Three months. 

3. Include the following remedial actions as a minimum: 

a. Immediately remove dead plants and replace unless required to plant in the 
succeeding planting season. 

b. Replace plants that are more than 25 percent dead or in an unhealthy condition at 
end of warranty period. 

c. A limit of one replacement of each plant is required except for losses or 
replacements due to failure to comply with requirements. 

d. Provide extended warranty for period equal to original warranty period, for 
replaced plant material. 

PART 2 - PRODUCTS 

2.1 PLANT MATERIAL 

A. General: Furnish nursery-grown plants true to genus, species, variety, cultivar, stem form, 
shearing, and other features indicated in Plant List, Plant Schedule, or Plant Legend indicated 
on Drawings and complying with ANSI Z60.1; and with healthy root systems developed by 
transplanting or root pruning. Provide well-shaped, fully branched, healthy, vigorous stock, 
densely foliated when in leaf and free of disease, pests, eggs, larvae, and defects such as knots, 
sun scald, injuries, abrasions, and disfigurement. 

1. Trees with damaged, crooked, or multiple leaders; tight vertical branches where bark is 
squeezed between two branches or between branch and trunk ("included bark"); crossing 
trunks; cut-off limbs more than 3/4 inch (19 mm) in diameter; or with stem girdling roots 
are unacceptable. 

2. Collected Stock: Do not use plants harvested from the wild, from native stands, from an 
established landscape planting, or not grown in a nursery unless otherwise indicated. 
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B. Provide plants of sizes, grades, and ball or container sizes complying with ANSI Z60.1 for types 
and form of plants required. Plants of a larger size may be used if acceptable to Architect, with a 
proportionate increase in size of roots or balls. 

C. Root-Ball Depth: Furnish trees and shrubs with root balls measured from top of root ball, which 
begins at root flare according to ANSI Z60.1. Root flare shall be visible before planting. 

D. Labeling: Label at least one plant of each variety, size, and caliper with a securely attached, 
waterproof tag bearing legible designation of common name and full scientific name, including 
genus and species. Include nomenclature for hybrid, variety, or cultivar, if applicable for the 
plant. 

E. If formal arrangements or consecutive order of plants is indicated on Drawings, select stock for 
uniform height and spread, and number the labels to assure symmetry in planting. 

F. Biennials: Provide healthy, disease-free plants of species and variety shown or listed, with well-
established root systems reaching to sides of the container to maintain a firm ball, but not with 
excessive root growth encircling the container. Provide only plants that are acclimated to 
outdoor conditions before delivery and that are in bud but not yet in bloom. 

2.2 FERTILIZERS 

A. Planting Tablets: Tightly compressed chip-type, long-lasting, slow-release, commercial-grade 
planting fertilizer in tablet form. Tablets shall break down with soil bacteria, converting 
nutrients into a form that can be absorbed by plant roots. 

1. Size: 10-gram or 21-gram tablets. 
2. Nutrient Composition: 20 percent nitrogen, 10 percent phosphorous, and 5 percent 

potassium, by weight plus micronutrients. 

2.3 MULCHES 

A. Organic Mulch: Free from deleterious materials and suitable as a top dressing of trees and 
shrubs, consisting of one of the following: 

1. Type: Shredded hardwood 
2. Color: Natural. 

B. Compost Mulch: Well-composted, stable, and weed-free organic matter, pH of 5.5 to 8; 
moisture content 35 to 55 percent by weight; 100 percent passing through a 1-inch (25-mm) 
sieve; soluble-salt content of 2 to 5 dS/m; not exceeding 0.5 percent inert contaminants and free 
of substances toxic to plantings; and as follows: 

1. Organic Matter Content: 50 to 60 percent of dry weight. 
2. Feedstock: Agricultural, food, or industrial residuals; biosolids; yard trimmings; or 

source-separated or compostable mixed solid waste. 

C. Mineral Mulch: Hard, durable stone, washed free of loam, sand, clay, and other foreign 
substances, of the following type, size range, and color: 
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1. Type: Crushed stone or gravel. 
2. Size Range: 3/4 inch (19 mm) maximum, 1/4 inch (6.4 mm) minimum. 
3. Color: Readily available natural gravel color range. 

2.4 WEED-CONTROL BARRIERS 

2.5 PESTICIDES 

A. General: Pesticide registered and approved by the EPA, acceptable to authorities having 
jurisdiction, and of type recommended by manufacturer for each specific problem and as 
required for Project conditions and application. Do not use restricted pesticides unless 
authorized in writing by authorities having jurisdiction. 

2.6 TREE-STABILIZATION MATERIALS 

A. Trunk-Stabilization Materials: 

1. Upright and Guy Stakes: Rough-sawn, sound, new [hardwood] [softwood with 
specified wood pressure-preservative treatment], free of knots, holes, cross grain, and 
other defects, 2-by-2-inch nominal (38-by-38-mm actual) by length indicated, pointed at 
one end. 

2. Wood Deadmen: Timbers measuring 8 inches (200 mm) in diameter and 48 inches (1200 
mm) long, treated with specified wood pressure-preservative treatment. 

3. Tree-Tie Webbing: UV-resistant polypropylene or nylon webbing with brass grommets. 
4. Flags: Standard surveyor's plastic flagging tape, white, 6 inches (150 mm) long. 

2.7 LANDSCAPE EDGINGS 

A. Steel Edging: Standard commercial-steel edging, fabricated in sections of standard lengths, with 
loops stamped from or welded to face of sections to receive stakes. 
1. Edging Size: per plan details. 
2. Stakes: Tapered steel, a minimum of 12 inches (300 mm) long. 
3. Accessories: Standard tapered ends, corners, and splicers. 
4. Finish: per plan detail.  

2.8 TREE-WATERING DEVICES 

A. Slow-Release Watering Device: Standard product manufactured for drip irrigation of plants and 
emptying its water contents over two to nine hours manufactured from UV-light-stabilized 
nylon-reinforced polyethylene sheet, PVC, or HDPE plastic. 

2.9 MISCELLANEOUS PRODUCTS 

A. Burlap: Non-synthetic, biodegradable. 
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B. Planter Drainage Gravel: Washed, sound crushed stone or gravel complying with ASTM D448 
for Size No. 8. 

C. Planter Filter Fabric: Woven geotextile manufactured for separation applications and made of 
polypropylene, polyolefin, or polyester fibers or combination of them. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine areas to receive plants, with Installer present, for compliance with requirements and 
conditions affecting installation and performance of the Work. 

1. Verify that no foreign or deleterious material or liquid such as paint, paint washout, 
concrete slurry, concrete layers or chunks, cement, plaster, oils, gasoline, diesel fuel, 
paint thinner, turpentine, tar, roofing compound, or acid has been deposited in soil within 
a planting area. 

2. Verify that plants and vehicles loaded with plants can travel to planting locations with 
adequate overhead clearance. 

3. Suspend planting operations during periods of excessive soil moisture until the moisture 
content reaches acceptable levels to attain the required results. 

4. Uniformly moisten excessively dry soil that is not workable or which is dusty. 

B. If contamination by foreign or deleterious material or liquid is present in soil within a planting 
area, remove the soil and contamination as directed by Architect and replace with new planting 
soil. 

C. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 PREPARATION 

A. Protect structures, utilities, sidewalks, pavements, and other facilities and turf areas and existing 
plants from damage caused by planting operations. 

B. Install erosion-control measures to prevent erosion or displacement of soils and discharge of 
soil-bearing water runoff or airborne dust to adjacent properties and walkways. 

C. Lay out individual tree and shrub locations and areas for multiple plantings. Stake locations, 
outline areas, adjust locations when requested, and obtain Architect's acceptance of layout 
before excavating or planting. Make minor adjustments as required. 

3.3 PLANTING AREA ESTABLISHMENT 

A. General: Prepare planting area for soil placement and mix planting soil according to 
Section 329113 "Soil Preparation." 

B. Placing Planting Soil: Place and mix planting soil in-place over exposed subgrade.  
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C. Before planting, obtain Architect's acceptance of finish grading; restore planting areas if eroded 
or otherwise disturbed after finish grading. 

3.4 EXCAVATION FOR TREES AND SHRUBS 

A. Planting Pits and Trenches: Excavate circular planting pits. 

1. Excavate planting pits with sides sloping inward at a 45-degree angle. Excavations with 
vertical sides are unacceptable. Trim perimeter of bottom leaving center area of bottom 
raised slightly to support root ball and assist in drainage away from center. Do not further 
disturb base. Ensure that root ball will sit on undisturbed base soil to prevent settling. 
Scarify sides of planting pit smeared or smoothed during excavation. 

2. Excavate approximately three times as wide as ball diameter for larger balled and 
burlapped or container-grown stock. 

3. Do not excavate deeper than depth of the root ball, measured from the root flare to the 
bottom of the root ball. 

4. If area under the plant was initially dug too deep, add soil to raise it to the correct level 
and thoroughly tamp the added soil to prevent settling. 

5. Maintain angles of repose of adjacent materials to ensure stability. Do not excavate 
subgrades of adjacent paving, structures, hardscapes, or other new or existing 
improvements. 

6. Maintain supervision of excavations during working hours. 
7. Keep excavations covered or otherwise protected after working hours or when 

unattended by Installer's personnel. 

B. Backfill Soil: Subsoil and topsoil removed from excavations may not be used as backfill soil 
unless otherwise indicated. 

C. Obstructions: Notify Architect if unexpected rock or obstructions detrimental to trees or shrubs 
are encountered in excavations. 

D. Drainage: Notify Architect if subsoil conditions evidence unexpected water seepage or retention 
in tree or shrub planting pits. 

3.5 TREE, SHRUB, AND VINE PLANTING 

Inspection: At time of planting, verify that root flare is visible at top of root ball according to 
ANSI Z60.1. If root flare is not visible, remove soil in a level manner from the root ball to 
where the top-most root emerges from the trunk. After soil removal to expose the root flare, 
verify that root ball still meets size requirements. 

A. Roots: Remove stem girdling roots and kinked roots. Remove injured roots by cutting cleanly; 
do not break. 

B. Balled and Burlapped Stock: Set each plant plumb and in center of planting pit or trench with 
root flare 1 inch (25 mm) above adjacent finish grades. 
1. After placing some backfill around root ball to stabilize plant, carefully cut and remove 

burlap, rope, and wire baskets from tops of root balls and from sides, but do not remove 
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from under root balls. Remove pallets, if any, before setting. Do not use planting stock if 
root ball is cracked or broken before or during planting operation. 

2. Backfill around root ball in layers, tamping to settle soil and eliminate voids and air 
pockets. When planting pit is approximately one-half filled, water thoroughly before 
placing remainder of backfill. Repeat watering until no more water is absorbed. 

3. Place tablets beside the root ball about 1 inch (25 mm) from root tips; do not place tablets 
in bottom of the hole. 

a. Quantity: Three for each caliper inch of tree. 

4. Continue backfilling process. Water again after placing and tamping final layer of soil. 

C. Container-Grown Stock: Set each plant plumb and in center of planting pit or trench with root 
flare 1 inch (25 mm) above adjacent finish grades. 
1. Carefully remove root ball from container without damaging root ball or plant. 
2. Backfill around root ball in layers, tamping to settle soil and eliminate voids and air 

pockets. When planting pit is approximately one-half filled, water thoroughly before 
placing remainder of backfill. Repeat watering until no more water is absorbed. 

3. Continue backfilling process. Water again after placing and tamping final layer of soil. 

D. Bare-Root Stock: Set and support each plant in center of planting pit or trench with root flare 1 
inch (25 mm) above adjacent finish grade. 
1. Spread roots without tangling or turning toward surface. Plumb before backfilling, and 

maintain plumb while working. 
2. Carefully work backfill in layers around roots by hand. Bring roots into close contact 

with the soil. 
3. When planting pit is approximately one-half filled, water thoroughly before placing 

remainder of backfill. Repeat watering until no more water is absorbed. 

4. Continue backfilling process. Water again after placing and tamping final layer of soil. 

E. Slopes: When planting on slopes, set the plant so the root flare on the uphill side is flush with 
the surrounding soil on the slope; the edge of the root ball on the downhill side will be above 
the surrounding soil. Apply enough soil to cover the downhill side of the root ball. 

3.6 TREE, SHRUB, AND VINE PRUNING 

A. Remove only dead, dying, or broken branches. Do not prune for shape. 

B. Prune, thin, and shape trees, shrubs, and vines as directed by Landscape Architect. 

C. Prune, thin, and shape trees, shrubs, and vines according to standard professional horticultural 
and arboricultural practices. Unless otherwise indicated by Landscape Architect, do not cut tree 
leaders; remove only injured, dying, or dead branches from trees and shrubs; and prune to retain 
natural character. 

D. Do not apply pruning paint to wounds. 



Copyright 2016 AIA Liberty Park Renovation 12/17/2018 

PLANTS 329300 - 12 

3.7 TREE STABILIZATION 

A. Trunk Stabilization by Staking and Guying: Install trunk stabilization as follows unless 
otherwise indicated on Drawings. Stake and guy trees more than 14 feet (4.2 m) in height and 
more than 3 inches (75 mm) in caliper unless otherwise indicated. 

1. Site-Fabricated, Staking-and-Guying Method: Install no fewer than three guys spaced 
equally around tree. 
a. For trees more than 6 inches (150 mm) in caliper, anchor guys to wood deadmen 

buried at least 36 inches (900 mm) below grade. Provide turnbuckle or 
compression spring for each guy wire and tighten securely. 

b. Support trees with bands of flexible ties at contact points with tree trunk and 
reaching to [turnbuckle] [compression spring]. Allow enough slack to avoid 
rigid restraint of tree. 

c. Attach flags to each guy wire, 30 inches (760 mm) above finish grade. 
d. Paint [turnbuckles] [compression springs] with luminescent white paint. 

3.8 PLACING SOIL IN PLANTERS 

A. Place a layer of drainage gravel at least 4 inches (100 mm) thick in bottom of planter. Cover 
bottom with filter fabric and wrap filter fabric 4 inches (100 mm) up on all sides. Duct tape 
along the entire top edge of the filter fabric, to secure the filter fabric against the sides during 
the soil-filling process. 

B. Fill planter with planting soil. Place soil in lightly compacted layers to an elevation of 1-1/2 
inches (38 mm) below top of planter, allowing natural settlement. 

3.9 GROUND COVER AND PLANT PLANTING 

A. Set out and space ground cover and plants other than trees, shrubs, and vines as indicated on 
Drawings. 

B. Use planting soil for backfill. 

C. Dig holes large enough to allow spreading of roots. 

D. For rooted cutting plants supplied in flats, plant each in a manner that minimally disturbs the 
root system but to a depth not less than two nodes. 

E. Work soil around roots to eliminate air pockets and leave a slight saucer indentation around 
plants to hold water. 

F. Water thoroughly after planting, taking care not to cover plant crowns with wet soil. 

G. Protect plants from hot sun and wind; remove protection if plants show evidence of recovery 
from transplanting shock. 
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3.10 PLANTING AREA MULCHING 

A. Mulch backfilled surfaces of planting areas and other areas indicated. 

1. Trees[ and Treelike Shrubs] in Turf Areas: Apply organic mulch ring of  3-inch (75-
mm) minimum depth, with 36-inch (900-mm) radius around trunks or stems. Do not 
place mulch within 6 inches (150 mm) of trunks or stems. 

2. Organic Mulch in Planting Areas: Apply 3-inch (75-mm) average thickness of organic 
mulch extending 12 inches (300 mm) beyond edge of individual planting pit or 
trench and over whole surface of planting area, and finish level with adjacent finish 
grades. Do not place mulch within 6 inches (150 mm)] of trunks or stems. 

3.11 EDGING INSTALLATION 

A. Steel Edging: Install steel edging where indicated according to manufacturer's written 
instructions. Anchor with steel stakes spaced approximately 30 inches (760 mm) apart, driven 
below top elevation of edging. 

B. . 

C. Shovel-Cut Edging: Separate mulched areas from turf areas, curbs, and paving with a 45-
degree, 4- to 6-inch- (100- to 150-mm-) deep, shovel-cut edge as indicated on Drawings. 

3.12 INSTALLING SLOW-RELEASE WATERING DEVICE 

A. Provide one device for each tree. 

B. Place device on top of the mulch at base of tree stem and fill with water according to 
manufacturer's written instructions. 

3.13 PLANT MAINTENANCE 

A. Maintain plantings by pruning, cultivating, watering, weeding, fertilizing, mulching, restoring 
planting saucers, adjusting and repairing tree-stabilization devices, resetting to proper grades or 
vertical position, and performing other operations as required to establish healthy, viable 
plantings. 

B. Fill in, as necessary, soil subsidence that may occur because of settling or other processes. 
Replace mulch materials damaged or lost in areas of subsidence. 

C. Apply treatments as required to keep plant materials, planted areas, and soils free of pests and 
pathogens or disease. Use integrated pest management practices when possible to minimize use 
of pesticides and reduce hazards. Treatments include physical controls such as hosing off 
foliage, mechanical controls such as traps, and biological control agents. 
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3.14 PESTICIDE APPLICATION 

A. Post-Emergent Herbicides (Selective and Nonselective): Apply only as necessary to treat 
already-germinated weeds and according to manufacturer's written recommendations. 

3.15 REPAIR AND REPLACEMENT 

A. General: Repair or replace existing or new trees and other plants that are damaged by 
construction operations, in a manner approved by Architect. 

1. Submit details of proposed pruning and repairs. 
2. Perform repairs of damaged trunks, branches, and roots within 24 hours, if approved. 
3. Replace trees and other plants that cannot be repaired and restored to full-growth status, 

as determined by Architect. 

B. Remove and replace trees that are more than 25 percent dead or in an unhealthy condition 
before the end of the corrections period or are damaged during construction operations that 
Landscape Architect determines are incapable of restoring to normal growth pattern. 

1. Provide new trees of same size as those being replaced for each tree. 
2. Species of Replacement Trees: Same species being replaced. 

3.16 CLEANING AND PROTECTION 

A. During planting, keep adjacent paving and construction clean and work area in an orderly 
condition. Clean wheels of vehicles before leaving site to avoid tracking soil onto roads, walks, 
or other paved areas. 

B. Remove surplus soil and waste material including excess subsoil, unsuitable soil, trash, and 
debris and legally dispose of them off Owner's property. 

C. Protect plants from damage due to landscape operations and operations of other contractors and 
trades. Maintain protection during installation and maintenance periods. Treat, repair, or replace 
damaged plantings. 

D. After installation and before Substantial Completion, remove nursery tags, nursery stakes, tie 
tape, labels, wire, burlap, and other debris from plant material, planting areas, and Project site. 

E. At time of Substantial Completion, verify that tree-watering devices are in good working order 
and leave them in place. Replace improperly functioning devices. 

3.17 MAINTENANCE SERVICE 

A. Maintenance Service for Trees and Shrubs: Provide maintenance by skilled employees of 
landscape Installer. Maintain as required in "Plant Maintenance" Article. Begin maintenance 
immediately after plants are installed and continue until plantings are acceptably healthy and 
well established, but for not less than maintenance period below: 

1. Maintenance Period:[12 months from date of Substantial Completion. 



Copyright 2016 AIA Liberty Park Renovation 12/17/2018 

PLANTS 329300 - 15 

B. Maintenance Service for Ground Cover and Other Plants: Provide maintenance by skilled 
employees of landscape Installer. Maintain as required in "Plant Maintenance" Article. Begin 
maintenance immediately after plants are installed and continue until plantings are acceptably 
healthy and well established, but for not less than maintenance period below: 

1. Maintenance Period: 12 months from date of Substantial Completion. 

END OF SECTION 329300 
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SECTION 330500 - COMMON WORK RESULTS FOR UTILITIES 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. This Section includes the following: 

1. Piping joining materials. 
2. Transition fittings. 
3. Dielectric fittings. 
4. Sleeves. 
5. Identification devices. 
6. Grout. 
7. Flowable fill. 
8. Piped utility demolition. 
9. Piping system common requirements. 
10. Equipment installation common requirements. 
11. Painting. 
12. Concrete bases. 
13. Metal supports and anchorages. 

1.3 DEFINITIONS 

A. Exposed Installations: Exposed to view outdoors or subject to outdoor ambient temperatures 
and weather conditions. 

B. Concealed Installations: Concealed from view and protected from weather conditions and 
physical contact by building occupants but subject to outdoor ambient temperatures. Examples 
include installations within unheated shelters. 

C. ABS: Acrylonitrile-butadiene-styrene plastic. 

D. CPVC: Chlorinated polyvinyl chloride plastic. 

E. PE: Polyethylene plastic. 

F. PVC: Polyvinyl chloride plastic. 

1.4 ACTION SUBMITTALS 

A. Product Data: For the following: 

1. Dielectric fittings. 
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2. Identification devices. 

1.5 INFORMATIONAL SUBMITTALS 

A. Welding certificates. 

1.6 QUALITY ASSURANCE 

A. Steel Support Welding: Qualify procedures and personnel according to AWS D1.1/D1.1M, 
"Structural Welding Code - Steel." 

B. Steel Piping Welding: Qualify processes and operators according to ASME Boiler and Pressure 
Vessel Code: Section IX, "Welding and Brazing Qualifications." 

1. Comply with provisions in ASME B31 Series, "Code for Pressure Piping." 
2. Certify that each welder has passed AWS qualification tests for welding processes 

involved and that certification is current. 

C. Comply with ASME A13.1 for lettering size, length of color field, colors, and viewing angles of 
identification devices. 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Deliver pipes and tubes with factory-applied end caps. Maintain end caps through shipping, 
storage, and handling to prevent pipe end damage and to prevent entrance of dirt, debris, and 
moisture. 

B. Store plastic pipes protected from direct sunlight. Support to prevent sagging and bending. 

1.8 COORDINATION 

A. Coordinate installation of required supporting devices and set sleeves in poured-in-place 
concrete and other structural components as they are constructed. 

B. Coordinate installation of identifying devices after completing covering and painting if devices 
are applied to surfaces. 

C. Coordinate size and location of concrete bases. Formwork, reinforcement, and concrete 
requirements are specified in Section 033000 "Cast-in-Place Concrete."and Section 033053 
"Miscellaneous Cast-in-Place Concrete.". 
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PART 2 - PRODUCTS 

2.1 PIPING JOINING MATERIALS 

A. Pipe-Flange Gasket Materials: Suitable for chemical and thermal conditions of piping system 
contents. 

1. ASME B16.21, nonmetallic, flat, asbestos free, 1/8-inch (3.2-mm) maximum thickness, 
unless otherwise indicated. 

a. Full-Face Type: For flat-face, Class 125, cast-iron and cast-bronze flanges. 
b. Narrow-Face Type: For raised-face, Class 250, cast-iron and steel flanges. 

2. AWWA C110, rubber, flat face, 1/8 inch (3.2 mm) thick, unless otherwise indicated; and 
full-face or ring type, unless otherwise indicated. 

B. Flange Bolts and Nuts: ASME B18.2.1, carbon steel, unless otherwise indicated. 

C. Plastic, Pipe-Flange Gasket, Bolts, and Nuts: Type and material recommended by piping system 
manufacturer, unless otherwise indicated. 

D. Solder Filler Metals: ASTM B32, lead-free alloys. Include water-flushable flux according to 
ASTM B813. 

E. Brazing Filler Metals: AWS A5.8, BCuP Series, copper-phosphorus alloys for general-duty 
brazing, unless otherwise indicated; and AWS A5.8, BAg1, silver alloy for refrigerant piping, 
unless otherwise indicated. 

F. Welding Filler Metals: Comply with AWS D10.12/D10.12M for welding materials appropriate 
for wall thickness and chemical analysis of steel pipe being welded. 

G. Solvent Cements for Joining Plastic Piping: 

1. ABS Piping: ASTM D2235. 
2. CPVC Piping: ASTM F493. 
3. PVC Piping: ASTM D2564. Include primer according to ASTM F656. 
4. PVC to ABS Piping Transition: ASTM D3138. 

H. Fiberglass Pipe Adhesive: As furnished or recommended by pipe manufacturer. 

2.2 TRANSITION FITTINGS 

A. Transition Fittings, General: Same size as, and with pressure rating at least equal to and with 
ends compatible with, piping to be joined. 

B. Transition Couplings NPS 1-1/2 (DN 40) and Smaller: 

1. Underground Piping: Manufactured piping coupling or specified piping system fitting. 
2. Aboveground Piping: Specified piping system fitting. 
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C. AWWA Transition Couplings NPS 2 (DN 50) and Larger: 
1. Description: AWWA C219, metal sleeve-type coupling for underground pressure piping. 

D. Plastic-to-Metal Transition Fittings: 
1. Description: CPVC and PVC one-piece fitting with manufacturer's Schedule 80 

equivalent dimensions; one end with threaded brass insert, and one solvent-cement-
joint[ or threaded] end. 

E. Plastic-to-Metal Transition Unions: 
1. Description: MSS SP-107, CPVC and PVC four-part union. Include brass or stainless-

steel threaded end, solvent-cement-joint[ or threaded] plastic end, rubber O-ring, and 
union nut. 

F. Flexible Transition Couplings for Underground Nonpressure Drainage Piping: 
1. Description: ASTM C1173 with elastomeric sleeve, ends same size as piping to be 

joined, and corrosion-resistant metal band on each end. 

2.3 DIELECTRIC FITTINGS 

A. Dielectric Fittings, General: Assembly of copper alloy and ferrous materials or ferrous material 
body with separating nonconductive insulating material suitable for system fluid, pressure, and 
temperature. 

B. Dielectric Unions: 
1. Description: Factory fabricated, union, NPS 2 (DN 50) and smaller. 

a. Pressure Rating: 150 psig (1035 kPa) minimum at 180 deg F (82 deg C). 
b. End Connections: Solder-joint copper alloy and threaded ferrous; threaded ferrous. 

C. Dielectric Flanges: 
1. Description: Factory-fabricated, bolted, companion-flange assembly, NPS 2-1/2 to NPS 4 

(DN 65 to DN 100) and larger. 

a. Pressure Rating: 150 psig (1035 kPa) minimum 
b. End Connections: Solder-joint copper alloy and threaded ferrous; threaded solder-

joint copper alloy and threaded ferrous. 

D. Dielectric-Flange Kits: 
1. Description: Nonconducting materials for field assembly of companion flanges, NPS 2-

1/2 (DN 65) and larger. 

a. Pressure Rating: 150 psig (1035 kPa) minimum. 
b. Gasket: Neoprene or phenolic. 
c. Bolt Sleeves: Phenolic or polyethylene. 
d. Washers: Phenolic with steel backing washers. 

E. Dielectric Couplings: 
1. Description: Galvanized-steel coupling with inert and noncorrosive, thermoplastic lining, 

NPS 3 (DN 80) and smaller. 
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a. Pressure Rating: 300 psig (2070 kPa) at 225 deg F (107 deg C). 
b. End Connections: Threaded. 

F. Dielectric Nipples: 
1. Description: Electroplated steel nipple with inert and noncorrosive, thermoplastic lining. 

a. Pressure Rating: 300 psig (2070 kPa) at 225 deg F (107 deg C). 
b. End Connections: Threaded or grooved. 

2.4 SLEEVES 

A. Mechanical sleeve seals for pipe penetrations are specified in Section 220517 "Sleeves and 
Sleeve Seals for Plumbing Piping." 

B. Galvanized-Steel Sheet Sleeves: 0.0239-inch (0.6-mm) minimum thickness; round tube closed 
with welded longitudinal joint. 

C. Steel Pipe Sleeves: ASTM A53/A53M, Type E, Grade B, Schedule 40, galvanized, plain ends. 

D. Cast-Iron Sleeves: Cast or fabricated "wall pipe" equivalent to ductile-iron pressure pipe, with 
plain ends and integral waterstop, unless otherwise indicated. 

E. Molded PVC Sleeves: Permanent, with nailing flange for attaching to wooden forms. 

F. PVC Pipe Sleeves: ASTM D1785, Schedule 40. 

G. Molded PE Sleeves: Reusable, PE, tapered-cup shaped, and smooth outer surface with nailing 
flange for attaching to wooden forms. 

2.5 IDENTIFICATION DEVICES 

A. General: Products specified are for applications referenced in other utilities Sections. If more 
than single type is specified for listed applications, selection is Installer's option. 

B. Equipment Nameplates: Metal permanently fastened to equipment with data engraved or 
stamped. 

1. Data: Manufacturer, product name, model number, serial number, capacity, operating and 
power characteristics, labels of tested compliances, and essential data. 

2. Location: Accessible and visible. 

C. Stencils: Standard stencils prepared with letter sizes complying with recommendations in 
ASME A13.1. Minimum letter height is 1-1/4 inches (30 mm) for ducts, and 3/4 inch (20 mm) 
for access door signs and similar operational instructions. 

1. Material: Fiberboard or Brass. 
2. Stencil Paint: Exterior, oil-based, alkyd-gloss black enamel, unless otherwise indicated. 

Paint may be in pressurized spray-can form. 
3. Identification Paint: Exterior, oil-based, alkyd enamel in colors according to 

ASME A13.1, unless otherwise indicated. 
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D. Snap-on Plastic Pipe Markers: Manufacturer's standard preprinted, semirigid, snap-on type. 
Include color-coding according to ASME A13.1, unless otherwise indicated. 

E. Pressure-Sensitive Pipe Markers: Manufacturer's standard preprinted, color-coded, pressure-
sensitive-vinyl type with permanent adhesive. 

F. Pipes with OD, Including Insulation, Less Than 6 Inches (150 mm): Full-band pipe markers, 
extending 360 degrees around pipe at each location. 

G. Pipes with OD, Including Insulation, 6 Inches (150 mm) and Larger: Either full-band or strip-
type pipe markers, at least three times letter height and of length required for label. 

H. Lettering: Manufacturer's standard preprinted captions as selected by Architect. 

I. Lettering: Use piping system terms indicated and abbreviate only as necessary for each 
application length. 

1. Arrows: Either integrally with piping system service lettering to accommodate both 
directions of flow, or as separate unit on each pipe marker to indicate direction of flow. 

J. Plastic Tape: Manufacturer's standard color-coded, pressure-sensitive, self-adhesive vinyl tape, 
at least 3 mils (0.08 mm) thick. 

1. Width: 1-1/2 inches (40 mm) on pipes with OD, including insulation, less than 6 inches 
(150 mm); 2-1/2 inches (65 mm) for larger pipes. 

2. Color: Comply with ASME A13.1, unless otherwise indicated. 

K. Valve Tags: Stamped or engraved with 1/4-inch (6.4-mm) letters for piping system abbreviation 
and 1/2-inch (13-mm) sequenced numbers. Include 5/32-inch (4-mm) hole for fastener. 
1. Material: Valve manufacturer's standard solid plastic. 
2. Size: 1-1/2 inches (40 mm) in diameter, unless otherwise indicated. 
3. Shape: As indicated for each piping system. 

L. Valve Tag Fasteners: Brass, wire-link or beaded chain; or brass S-hooks. 

M. Engraved Plastic-Laminate Signs: ASTM D709, Type I, cellulose, paper-base, phenolic-resin-
laminate engraving stock; Grade ES-2, black surface, black phenolic core, with white melamine 
subcore, unless otherwise indicated. Fabricate in sizes required for message. Provide holes for 
mechanical fastening. 

1. Engraving: Engraver's standard letter style, of sizes and with terms to match equipment 
identification. 

2. Thickness: 1/16 inch (1.6 mm) 1/8 inch (3 mm), unless otherwise indicated. 
3. Fasteners: Self-tapping, stainless-steel screws or contact-type permanent adhesive. 

N. Plastic Equipment Markers: Manufacturer's standard laminated plastic, in the following color 
codes: 

1. Green: Cooling equipment and components. 
2. Yellow: Heating equipment and components. 
3. Brown: Energy reclamation equipment and components. 



Copyright 2011 AIA Liberty Park Renovation 12/17/2018 

COMMON WORK RESULTS FOR UTILITIES 330500 - 7 

4. Blue: Equipment and components that do not meet criteria above. 
5. Hazardous Equipment: Use colors and designs recommended by ASME A13.1. 
6. Terminology: Match schedules as closely as possible. Include the following: 

a. Name and plan number. 
b. Equipment service. 
c. Design capacity. 
d. Other design parameters such as pressure drop, entering and leaving conditions, 

and speed. 

7. Size: 2-1/2 by 4 inches (65 by 100 mm) for control devices, dampers, and valves; 4-1/2 
by 6 inches (115 by 150 mm) for equipment. 

O. Plasticized Tags: Preprinted or partially preprinted, accident-prevention tags, of plasticized card 
stock with mat finish suitable for writing. 

1. Size: 3-1/4 by 5-5/8 inches (83 by 143 mm). 
2. Fasteners: Brass grommets and wire. 
3. Nomenclature: Large-size primary caption such as DANGER, CAUTION, or DO NOT 

OPERATE. 

P. Lettering and Graphics: Coordinate names, abbreviations, and other designations used in piped 
utility identification with corresponding designations indicated. Use numbers, letters, and terms 
indicated for proper identification, operation, and maintenance of piped utility systems and 
equipment. 

1. Multiple Systems: Identify individual system number and service if multiple systems of 
same name are indicated. 

2.6 GROUT 

A. Description: ASTM C1107, Grade B, nonshrink and nonmetallic, dry hydraulic-cement grout. 

1. Characteristics: Post hardening, volume adjusting, nonstaining, noncorrosive, 
nongaseous, and recommended for interior and exterior applications. 

2. Design Mix: 5000-psi (34.5-MPa), 28-day compressive strength. 
3. Packaging: Premixed and factory packaged. 

2.7 FLOWABLE FILL 

A. Description: Low-strength-concrete, flowable-slurry mix. 

1. Cement: ASTM C150, Type I, portland. 
2. Density: 115- to 145-lb/cu. ft. (1840- to 2325-kg/cu. m). 
3. Aggregates: ASTM C33, natural sand, fine and crushed gravel or stone, coarse. 
4. Aggregates: ASTM C33, natural sand, fine. 
5. Admixture: ASTM C618, fly-ash mineral. 
6. Water: Comply with ASTM C94/C94M. 
7. Strength: 100 to 200 psig (690 to 1380 kPa) at 28 days. 
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PART 3 - EXECUTION 

3.1 PIPED UTILITY DEMOLITION 

A. Refer to Section 024119 "Selective Demolition" for general demolition requirements and 
procedures. 

B. Disconnect, demolish, and remove piped utility systems, equipment, and components indicated 
to be removed. 

1. Piping to Be Removed: Remove portion of piping indicated to be removed and cap or 
plug remaining piping with same or compatible piping material. 

2. Piping to Be Abandoned in Place: Drain piping. Fill abandoned piping with flowable fill, 
and cap or plug piping with same or compatible piping material. 

3. Equipment to Be Removed: Disconnect and cap services and remove equipment. 
4. Equipment to Be Removed and Reinstalled: Disconnect and cap services and remove, 

clean, and store equipment; when appropriate, reinstall, reconnect, and make operational. 
5. Equipment to Be Removed and Salvaged: Disconnect and cap services and remove 

equipment and deliver to Owner. 

C. If pipe, insulation, or equipment to remain is damaged in appearance or is unserviceable, 
remove damaged or unserviceable portions and replace with new products of equal capacity and 
quality. 

3.2 DIELECTRIC FITTING APPLICATIONS 

A. Dry Piping Systems: Connect piping of dissimilar metals with the following: 

1. NPS 2 (DN 50) and Smaller: Dielectric unions. 
2. NPS 2-1/2 to NPS 12 (DN 65 to DN 300): Dielectric flanges or dielectric flange kits. 

B. Wet Piping Systems: Connect piping of dissimilar metals with the following: 

1. NPS 2 (DN 50) and Smaller: Dielectric couplings or dielectric nipples. 
2. NPS 2-1/2 to NPS 4 (DN 65 to DN 100): Dielectric nipples. 
3. NPS 2-1/2 to NPS 8 (DN 65 to DN 200): Dielectric nipples or dielectric flange kits. 
4. NPS 10 and NPS 12 (DN 250 and DN 300): Dielectric flange kits. 

3.3 PIPING INSTALLATION 

A. Install piping according to the following requirements and utilities Sections specifying piping 
systems. 

B. Drawing plans, schematics, and diagrams indicate general location and arrangement of piping 
systems. Indicated locations and arrangements were used to size pipe and calculate friction loss, 
expansion, pump sizing, and other design considerations. Install piping as indicated unless 
deviations to layout are approved on the Coordination Drawings. 
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C. Install piping indicated to be exposed and piping in equipment rooms and service areas at right 
angles or parallel to building walls. Diagonal runs are prohibited unless specifically indicated 
otherwise. 

D. Install piping to permit valve servicing. 

E. Install piping at indicated slopes. 

F. Install piping free of sags and bends. 

G. Install fittings for changes in direction and branch connections. 

H. Select system components with pressure rating equal to or greater than system operating 
pressure. 

I. Sleeves are not required for core-drilled holes. 

J. Permanent sleeves are not required for holes formed by removable PE sleeves. 

K. Install sleeves for pipes passing through concrete and masonry walls and concrete floor and roof 
slabs. 

1. Cut sleeves to length for mounting flush with both surfaces. 

a. Exception: Extend sleeves installed in floors of equipment areas or other wet areas 
2 inches (50 mm) above finished floor level. 

2. Install sleeves in new walls and slabs as new walls and slabs are constructed. 

a. Steel Pipe Sleeves: For pipes smaller than NPS 6 (DN 150). 
b. Steel Sheet Sleeves: For pipes NPS 6 (DN 150) and larger, penetrating gypsum-

board partitions. 

L. Verify final equipment locations for roughing-in. 

M. Refer to equipment specifications in other Sections for roughing-in requirements. 

3.4 PIPING JOINT CONSTRUCTION 

A. Join pipe and fittings according to the following requirements and utilities Sections specifying 
piping systems. 

B. Ream ends of pipes and tubes and remove burrs. Bevel plain ends of steel pipe. 

C. Remove scale, slag, dirt, and debris from inside and outside of pipe and fittings before 
assembly. 

D. Threaded Joints: Thread pipe with tapered pipe threads according to ASME B1.20.1. Cut 
threads full and clean using sharp dies. Ream threaded pipe ends to remove burrs and restore 
full ID. Join pipe fittings and valves as follows: 
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1. Apply appropriate tape or thread compound to external pipe threads unless dry seal 
threading is specified. 

2. Damaged Threads: Do not use pipe or pipe fittings with threads that are corroded or 
damaged. Do not use pipe sections that have cracked or open welds. 

E. Welded Joints: Construct joints according to AWS D10.12/D10.12M, using qualified processes 
and welding operators according to Part 1 "Quality Assurance" Article. 

F. Flanged Joints: Select appropriate gasket material, size, type, and thickness for service 
application. Install gasket concentrically positioned. Use suitable lubricants on bolt threads. 

G. Grooved Joints: Assemble joints with grooved-end pipe coupling with coupling housing, gasket, 
lubricant, and bolts according to coupling and fitting manufacturer's written instructions. 

H. Soldered Joints: Apply ASTM B813 water-flushable flux, unless otherwise indicated, to tube 
end. Construct joints according to ASTM B828 or CDA's "Copper Tube Handbook," using 
lead-free solder alloy (0.20 percent maximum lead content) complying with ASTM B32. 

I. Brazed Joints: Construct joints according to AWS's "Brazing Handbook," "Pipe and Tube" 
Chapter, using copper-phosphorus brazing filler metal complying with AWS A5.8. 

J. Pressure-Sealed Joints: Assemble joints for plain-end copper tube and mechanical pressure seal 
fitting with proprietary crimping tool to according to fitting manufacturer's written instructions. 

K. Plastic Piping Solvent-Cemented Joints: Clean and dry joining surfaces. Join pipe and fittings 
according to the following: 

1. Comply with ASTM F402 for safe-handling practice of cleaners, primers, and solvent 
cements. 

2. ABS Piping: Join according to ASTM D2235 and ASTM D2661 appendixes. 
3. CPVC Piping: Join according to ASTM D2846/D2846M Appendix. 
4. PVC Pressure Piping: Join schedule number ASTM D1785, PVC pipe and PVC socket 

fittings according to ASTM D2672. Join other-than-schedule-number PVC pipe and 
socket fittings according to ASTM D2855. 

5. PVC Nonpressure Piping: Join according to ASTM D2855. 
6. PVC to ABS Nonpressure Transition Fittings: Join according to ASTM D3138 Appendix. 

L. Plastic Pressure Piping Gasketed Joints: Join according to ASTM D3139. 

M. Plastic Nonpressure Piping Gasketed Joints: Join according to ASTM D3212. 

N. Plastic Piping Heat-Fusion Joints: Clean and dry joining surfaces by wiping with clean cloth or 
paper towels. Join according to ASTM D2657. 

1. Plain-End PE Pipe and Fittings: Use butt fusion. 
2. Plain-End PE Pipe and Socket Fittings: Use socket fusion. 

O. Bonded Joints: Prepare pipe ends and fittings, apply adhesive, and join according to pipe 
manufacturer's written instructions. 
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3.5 PIPING CONNECTIONS 

A. Make connections according to the following, unless otherwise indicated: 

1. Install unions, in piping NPS 2 (DN 50) and smaller, adjacent to each valve and at final 
connection to each piece of equipment. 

2. Install flanges, in piping NPS 2-1/2 (DN 65) and larger, adjacent to flanged valves and at 
final connection to each piece of equipment. 

3. Install dielectric fittings at connections of dissimilar metal pipes. 

3.6 EQUIPMENT INSTALLATION 

A. Install equipment level and plumb, unless otherwise indicated. 

B. Install equipment to facilitate service, maintenance, and repair or replacement of components. 
Connect equipment for ease of disconnecting, with minimum interference with other 
installations. Extend grease fittings to an accessible location. 

C. Install equipment to allow right of way to piping systems installed at required slope. 

3.7 PAINTING 

A. Painting of piped utility systems, equipment, and components is specified in Section 099113 
"Exterior Painting," Section 099123 "Interior Painting," and Section 099600 "High-Performance 
Coatings." 

B. Damage and Touchup: Repair marred and damaged factory-painted finishes with materials and 
procedures to match original factory finish. 

3.8 IDENTIFICATION 

A. Piping Systems: Install pipe markers on each system. Include arrows showing normal direction 
of flow. 

1. Stenciled Markers: According to ASME A13.1. 
2. Plastic markers, with application systems. Install on insulation segment if required for hot 

noninsulated piping. 
3. Locate pipe markers on exposed piping according to the following: 

a. Near each valve and control device. 
b. Near each branch, excluding short takeoffs for equipment and terminal units. Mark 

each pipe at branch if flow pattern is not obvious. 
c. Near locations where pipes pass through walls or floors or enter inaccessible 

enclosures. 
d. At manholes and similar access points that permit view of concealed piping. 
e. Near major equipment items and other points of origination and termination. 

B. Equipment: Install engraved plastic-laminate sign or equipment marker on or near each major 
item of equipment. 
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1. Lettering Size: Minimum 1/4 inch (6.4 mm) high for name of unit if viewing distance is 
less than 24 inches (610 mm), 1/2 inch (13 mm) high for distances up to 72 inches (1800 
mm), and proportionately larger lettering for greater distances. Provide secondary 
lettering two-thirds to three-fourths of size of principal lettering. 

2. Text of Signs: Provide name of identified unit. Include text to distinguish among multiple 
units, inform user of operational requirements, indicate safety and emergency 
precautions, and warn of hazards and improper operations. 

C. Adjusting: Relocate identifying devices that become visually blocked by work of this or other 
Divisions. 

3.9 CONCRETE BASES 

A. Concrete Bases: Anchor equipment to concrete base according to equipment manufacturer's 
written instructions and according to seismic codes at Project. 

1. Construct concrete bases of dimensions indicated, but not less than 4 inches (100 mm) 
larger in both directions than supported unit. 

2. Install dowel rods to connect concrete base to concrete floor. Unless otherwise indicated, 
install dowel rods on 18-inch (450-mm) centers around the full perimeter of base. 

3. Install epoxy-coated anchor bolts for supported equipment that extend through concrete 
base, and anchor into structural concrete floor. 

4. Place and secure anchorage devices. Use supported equipment manufacturer's setting 
drawings, templates, diagrams, instructions, and directions furnished with items to be 
embedded. 

5. Install anchor bolts to elevations required for proper attachment to supported equipment. 
6. Install anchor bolts according to anchor-bolt manufacturer's written instructions. 
7. Use 3000-psi (20.7-MPa), 28-day compressive-strength concrete and reinforcement as 

specified in Section 033000 "Cast-in-Place Concrete." and Section 033053 
"Miscellaneous Cast-in-Place Concrete." 

3.10 ERECTION OF METAL SUPPORTS AND ANCHORAGES 

A. Refer to Section 055000 "Metal Fabrications" for structural steel. 

B. Cut, fit, and place miscellaneous metal supports accurately in location, alignment, and elevation 
to support and anchor piped utility materials and equipment. 

C. Field Welding: Comply with AWS D1.1/D1.1M. 

3.11 GROUTING 

A. Mix and install grout for equipment base bearing surfaces, pump and other equipment base 
plates, and anchors. 

B. Clean surfaces that will come into contact with grout. 

C. Provide forms as required for placement of grout. 
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D. Avoid air entrapment during placement of grout. 

E. Place grout, completely filling equipment bases. 

F. Place grout on concrete bases and provide smooth bearing surface for equipment. 

G. Place grout around anchors. 

H. Cure placed grout. 

END OF SECTION 330500 
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SECTION 334200 - STORMWATER CONVEYANCE 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Ductile-iron culvert pipe and fittings. 
2. PVC pipe and fittings. 
3. Fiberglass sewer pipe and fittings. 
4. Concrete pipe and fittings. 
5. Non-pressure transition couplings. 
6. Expansion joints and deflection fittings. 
7. Cleanouts. 
8. Drains. 
9. Encasement for piping. 
10. Manholes. 
11. Polymer-concrete, channel drainage systems. 
12. Plastic, channel drainage systems. 
13. Catch basins. 
14. Stormwater inlets. 
15. Stormwater detention structures. 
16. Pipe outlets. 
17. Stormwater disposal systems. 

1.3 DEFINITIONS 

1.4 ACTION SUBMITTALS 

A. Product Data: For each type of product. 

B. Shop Drawings: 

1. Manholes: Include plans, elevations, sections, details, frames, and covers. 
2. Catch basins and stormwater inlets: Include plans, elevations, sections, details, frames, 

covers, and grates. 
3. Stormwater Detention Structures: Include plans, elevations, sections, details, frames, 

covers, design calculations, and concrete design-mix reports. 
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1.5 INFORMATIONAL SUBMITTALS 

A. Coordination Drawings: Show pipe sizes, locations, and elevations. Show other piping in same 
trench and clearances from storm drainage system piping. Indicate interface and spatial 
relationship between manholes, piping, and proximate structures. 

B. Profile Drawings: Show system piping in elevation. Draw profiles at horizontal scale of not less 
than 1 inch equals 50 feet (1:500) and vertical scale of not less than 1 inch equals 5 feet (1:50). 
Indicate manholes and piping. Show types, sizes, materials, and elevations of other utilities 
crossing system piping. 

C. Product Certificates: For each type of cast-iron soil pipe and fitting, from manufacturer. 

D. Field quality-control reports. 

1.6 QUALITY ASSURANCE 

A. Piping materials shall bear label, stamp, or other markings of specified testing agency. 

1.7 DELIVERY, STORAGE, AND HANDLING 

A. Do not store plastic manholes, pipe, and fittings in direct sunlight. 

B. Protect pipe, pipe fittings, and seals from dirt and damage. 

C. Handle manholes in accordance with manufacturer's written rigging instructions. 

D. Handle catch basins[and stormwater inlets in accordance with manufacturer's written rigging 
instructions. 

1.8 FIELD CONDITIONS 

A. Interruption of Existing Storm Drainage Service: Do not interrupt service to facilities occupied 
by Owner or others unless permitted under the following conditions and then only after 
arranging to provide temporary service in accordance with requirements indicated: 

1. Notify Owner] no fewer than two days in advance of proposed interruption of service. 
2. Do not proceed with interruption of service without Owner's written permission. 

PART 2 - PRODUCTS 

2.1 HUB-AND-SPIGOT, CAST-IRON SOIL PIPE AND FITTINGS 

A. Source Limitations: Obtain hub-and-spigot, cast-iron soil pipe and fittings from single 
manufacturer.  

B. Pipe and Fittings: 
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1. Marked with CISPI collective trademark and NSF certification mark. 
2. Class: ASTM A74, Service and Extra Heavy]class(es)  

C. Gaskets: ASTM C564, rubber. 

D. Caulking Materials: ASTM B29, pure lead and oakum or hemp fiber. 

2.2 HUBLESS CAST-IRON SOIL PIPE AND FITTINGS 

A. Source Limitations: Obtain hubless cast-iron soil pipe and fittings from single manufacturer.  

B. Pipe and Fittings: 

1. Marked with CISPI collective trademark and NSF certification mark. 
2. Standard: ASTM A888 or CISPI 301. 

C. CISPI, Hubless-Piping Couplings: 
1. Source Limitations: Obtain CISPI, hubless-piping couplings from single manufacturer. 
2. Description: Stainless-steel corrugated shield; stainless-steel bands and tightening 

devices; and rubber sleeve with integral, center pipe stop. 
3. Standards: 

a. ASTM C1277 and CIPSI 310 for couplings. 
b. ASTM C564 for gaskets. 

D. Heavy-Duty, Hubless-Piping Couplings: 

1. <Double click here to find, evaluate, and insert list of manufacturers and products.> 
2. Source Limitations: Obtain heavy-duty, hubless-piping couplings from single 

manufacturer.  
3. Description: Stainless-steel shield; stainless-steel bands and tightening devices; and 

rubber sleeve with integral, center pipe stop. 
4. Standards: 

a. ASTM C1277 and ASTM C1540 for couplings. 
b. ASTM C564 for rubber gaskets. 

E. Cast-Iron, Hubless-Piping Couplings: 

1. <Double click here to find, evaluate, and insert list of manufacturers and products.> 
2. Source Limitations: Obtain cast-iron, hubless-piping couplings from single manufacturer.  
3. Description: Two-piece, cast-iron housing; stainless-steel bolts and nuts; and rubber 

sleeve with integral, center pipe stop. 
4. Standards: 

a. ASTM C1277 for couplings. 
b. ASTM A48/A48M for cast-iron castings. 
c. ASTM C564 for gaskets. 
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2.3 DUCTILE-IRON, CULVERT PIPE AND FITTINGS 

A. Pipe: ASTM A716, for push-on joints. 

B. Standard Fittings: AWWA C110/A21.10, ductile or gray iron, for push-on joints. 

C. Compact Fittings: AWWA C153/A21.53, for push-on joints. 

D. Gaskets: AWWA C111/A21.11, rubber. 

E. Ductile-Iron, Push-on-Joint Piping: 

1. Ductile-Iron Pipe: AWWA C151/A21.51, with push-on-joint bell and plain spigot end 
unless grooved or flanged ends are indicated. 

2. Ductile-Iron Fittings: AWWA C110/A21.10, push-on-joint ductile- or gray-iron standard 
pattern or AWWA C153/A21.53, ductile-iron compact pattern. 

3. Gaskets: AWWA C111/A21.11, rubber. 

F. Ductile-Iron, Mechanical-Joint Piping: 

1. Ductile-Iron Pipe: AWWA C151/A21.51, with mechanical-joint bell and plain spigot end 
unless grooved or flanged ends are indicated. 

2. Ductile-Iron Fittings: AWWA C110/A21.10, mechanical-joint ductile- or gray-iron 
standard pattern or AWWA C153/A21.53, ductile-iron compact pattern. 

3. Glands, Gaskets, and Bolts: AWWA C111/A21.11, ductile- or gray-iron glands, rubber 
gaskets, and steel bolts. 

4.  

2.4 PVC PIPE AND FITTINGS 

A. Source Limitations: Obtain PVC pipe and fittings from single manufacturer. 

B. NSF Marking: Comply with NSF 14, "Plastics Piping Systems Components and Related 
Materials," for plastic piping components. Include marking with "NSF-drain" for plastic storm 
drain and "NSF-sewer" for plastic storm sewer piping. 

C. PVC Cellular-Core Piping: 

1. PVC Cellular-Core Pipe and Fittings: ASTM F891, Sewer and Drain Series, PS 50 
minimum stiffness, PVC cellular-core pipe with plain ends for solvent-cemented joints. 

2. Fittings: ASTM D3034, SDR 35, PVC socket-type fittings. 

D. PVC Corrugated Sewer Piping: 

1. Pipe: ASTM F949, PVC, corrugated pipe with bell-and-spigot ends for gasketed joints. 
2. Fittings: ASTM F949, PVC molded or fabricated, socket type. 
3. Gaskets: ASTM F477, elastomeric seals. 

E. PVC Profile Sewer Piping: 
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1. Pipe: ASTM F794, PVC profile, gravity sewer pipe with bell-and-spigot ends for 
gasketed joints. 

2. Fittings: ASTM D3034, PVC with bell ends. 
3. Gaskets: ASTM F477, elastomeric seals. 

F. PVC Type PSM Sewer Piping: 

1. Pipe: ASTM D3034, SDR 35, PVC Type PSM sewer pipe with bell-and-spigot ends for 
gasketed joints. 

2. Fittings: ASTM D3034, PVC with bell ends. 
3. Gaskets: ASTM F477, elastomeric seals. 

G. PVC Gravity Sewer Piping: 

1. Pipe and Fittings: ASTM F679, T-2 wall thickness, PVC gravity sewer pipe with bell-
and-spigot ends and with integral ASTM F477, elastomeric seals for gasketed joints. 

H. PVC Pressure Piping: 

1. Pipe: AWWA C900, [Class 100] [Class 150] [and] [Class 200] PVC pipe with bell-and-
spigot ends for gasketed joints. 

2. Fittings: AWWA C900, [Class 100] [Class 150] [and] [Class 200] PVC pipe with bell 
ends 

3. Gaskets: ASTM F477, elastomeric seals. 

I. PVC Water-Service Piping: 

1. Pipe: ASTM D1785, Schedule 40 and PVC, with plain ends for solvent-cemented joints. 
2. Fittings: ASTM D2466, Schedule 40 PVC, socket type. 

J. Adhesive Primer: ASTM F656. 

2.5 CONCRETE PIPE AND FITTINGS 

A. Source Limitations: Obtain concrete pipe and fittings from single manufacturer. 

B. Reinforced-Concrete Sewer Pipe and Fittings: ASTM C76 (ASTM C76M). 

1. Bell-and-spigot or tongue-and-groove ends and gasketed joints with ASTM C443 
(ASTM C443M), rubber gaskets or sealant joints with ASTM C990 
(ASTM C990M), bitumen or butyl-rubber sealant] 

2. Class II, Wall [A] [B] [C]. 

2.6 NONPRESSURE TRANSITION COUPLINGS 

A. Comply with ASTM C1173, elastomeric, sleeve-type, reducing or transition coupling, for 
joining underground nonpressure piping. Include ends of same sizes as piping to be joined, and 
corrosion-resistant-metal tension band and tightening mechanism on each end. 
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B. Sleeve Materials: 

1. For Concrete Pipes: ASTM C443 (ASTM C443M), rubber. 
2. For Cast-Iron Soil Pipes: ASTM C564, rubber. 
3. For Fiberglass Pipes: ASTM F477, elastomeric seal or ASTM D5926, PVC. 
4. For Plastic Pipes: ASTM F477, elastomeric seal or ASTM D5926, PVC. 
5. For Dissimilar Pipes: ASTM D5926, PVC or other material compatible with pipe 

materials being joined. 

C. Unshielded, Flexible Couplings: 
1. Source Limitations: Obtain unshielded, flexible couplings from single manufacturer. 
2. Description: Elastomeric sleeve with[ stainless-steel shear ring and] corrosion-resistant-

metal tension band and tightening mechanism on each end. 

D. Shielded, Flexible Couplings: 

1. <Double click here to find, evaluate, and insert list of manufacturers and products.> 
2. Source Limitations: Obtain shielded, flexible couplings from single manufacturer. 
3. Description: ASTM C1460, elastomeric or rubber sleeve with full-length, corrosion-

resistant outer shield and corrosion-resistant-metal tension band and tightening 
mechanism on each end. 

E. Ring-Type, Flexible Couplings: 

1. <Double click here to find, evaluate, and insert list of manufacturers and products.> 
2. Source Limitations: Obtain ring-type, flexible couplings from single manufacturer. 
3. Description: Elastomeric compression seal with dimensions to fit inside bell of larger 

pipe and for spigot of smaller pipe to fit inside ring. 

2.7 PRESSURE PIPE COUPLINGS 

A. <Double click here to find, evaluate, and insert list of manufacturers and products.> 

B. Source Limitations: Obtain pressure pipe couplings from single manufacturer. 

C. Description: AWWA C219, tubular-sleeve coupling, with center sleeve, gaskets, end rings, and 
bolt fasteners. 

D. Metal, bolted, sleeve-type, reducing or transition coupling, for joining underground pressure 
piping. Include 150- (1035-) psig (kPa) minimum pressure rating and ends sized to fit adjoining 
pipes. 

E. Center-Sleeve Material: Manufacturer's standard 

F. Gasket Material: Natural or synthetic rubber. 

G. Metal Component Finish: Corrosion-resistant coating or material. 

2.8 EXPANSION JOINTS AND DEFLECTION FITTINGS 
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A. Ductile-Iron, Flexible Expansion Joints: 
1. Source Limitations: Obtain ductile-iron, flexible expansion joints from single 

manufacturer. 
2. Description: Compound fitting with combination of flanged and mechanical-joint ends 

complying with AWWA C110/A21.10 or AWWA C153/A21.53. Include two gasketed 
ball-joint sections and one or more gasketed sleeve sections, rated for 250-psig (1725-
kPa) minimum working pressure and for offset and expansion indicated. 

B. Ductile-Iron Expansion Joints: 
1. Source Limitations: Obtain ductile-iron expansion joints from single manufacturer. 
2. Description: Three-piece assembly of telescoping sleeve with gaskets and restrained-type, 

ductile iron or steel with protective coatin; bell-and-spigot end sections complying with 
AWWA C110/A21.10 or AWWA C153/A21.53. 

3. Pressure Rating: 250-psig (1725-kPa) minimum working pressure and for expansion 
indicated. 

C. Ductile-Iron Deflection Fittings: 
1. Source Limitations: Obtain ductile-iron deflection fittings from single manufacturer. 
2. Description: Compound, ductile-iron coupling fitting with sleeve and one or two flexing 

sections for up to 15-degree deflection, gaskets, and restrained-joint ends complying with 
AWWA C110/A21.10 or AWWA C153/A21.53. Include AWWA C111/A21.11, ductile-
iron glands, rubber gaskets, and steel bolts. Include AWWA C111/A21.11 ductile-iron 
glands, rubber gaskets, and steel bolts. 

3. Pressure Rating: 250 psig (1725 kPa) minimum. 

2.9 BACKWATER VALVES 

A. Cast-Iron Backwater Valves: 

1. <Double click here to find, evaluate, and insert list of manufacturers and products.> 
2. Source Limitations: Obtain cast-iron backwater valves from single manufacturer. 
3. Description: ASME A112.14.1, gray-iron body and bolted cover, with bronze seat. 
4. Horizontal type; with swing check valve and hub-and-spigot ends. 
5. Combination horizontal and manual gate-valve type; with swing check valve, integral 

gate valve, and hub-and-spigot ends. 
6. Terminal type; with bronze seat, swing check valve, and hub inlet. 

B. PVC Backwater Valves: 

1. <Double click here to find, evaluate, and insert list of manufacturers and products.> 
2. Source Limitations: Obtain PVC backwater valves from single manufacturer. 
3. Description: Horizontal type; with PVC body, PVC removable cover, and PVC swing 

check valve. 

2.10 CLEANOUTS 

A. Cast-Iron Cleanouts: 

1. <Double click here to find, evaluate, and insert list of manufacturers and products.> 
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2. Source Limitations: Obtain cast-iron cleanouts from single manufacturer. 
3. Description: ASME A112.36.2M, round, gray-iron housing with clamping device and 

round, secured, scoriated, gray-iron cover. Include gray-iron ferrule with inside caulk or 
spigot connection and countersunk, tapered-thread, brass closure plug. 

4. Top-Loading Classification(s): Heavy Duty. 
5. Sewer Pipe Fitting and Riser to Cleanout: ASTM A74, Service class, cast-iron soil pipe 

and fittings. 

B. PVC Cleanouts: 

1. <Double click here to find, evaluate, and insert list of manufacturers and products.> 
2. Source Limitations: Obtain PVC cleanouts from single manufacturer. 
3. Description: PVC body with PVC threaded plug. Include PVC sewer pipe fitting and riser 

to cleanout of same material as sewer piping. 

2.11 DRAINS 

A. Cast-Iron Area Drains: 
1. Source Limitations: Obtain cast-iron area drains from single manufacturer. 
2. Description: ASME A112.6.3 gray-iron round body with anchor flange and round grate. 

Include bottom outlet with inside caulk or spigot connection, of sizes indicated. 
3. Top-Loading Classification(s): Heavy Duty. 

B. Cast-Iron Trench Drains: 

1. <Double click here to find, evaluate, and insert list of manufacturers and products.> 
2. Source Limitations: Obtain cast-iron trench drains from single manufacturer. 
3. Description: ASME A112.6.3, 6-inch- (150-mm-) wide top surface, rectangular body 

with anchor flange or other anchoring device, and rectangular[ secured] grate. Include 
units of total length indicated and quantity of bottom outlets with inside caulk or spigot 
connections, of sizes indicated. 

4. Top-Loading Classification(s): Heavy Duty 

C. Grate Openings: [maximum 1/4 inch (6.4 mm) slots. 

2.12 MANHOLES 

A. Standard Precast Concrete Manholes: 

1. Description: ASTM C478 (ASTM C478M), precast, reinforced concrete, of depth 
indicated, with provision for sealant joints. 

2. Diameter: 48 inches (1200 mm) minimum unless otherwise indicated. 
3. Ballast: Increase thickness of precast concrete sections or add concrete to base section as 

required to prevent flotation. 
4. Base Section: 6-inch (150-mm) minimum thickness for floor slab and 4-inch (102-mm) 

minimum thickness for walls and base riser section, and separate base slab or base 
section with integral floor. 

5. Riser Sections: 4-inch (102-mm) minimum thickness, and lengths to provide depth 
indicated. 
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6. Top Section: Eccentric-cone type unless concentric-cone or flat-slab-top type is 
indicated, and top of cone of size that matches grade rings. 

7. Joint Sealant: ASTM C990 (ASTM C990M), bitumen or butyl rubber. 
8. Resilient Pipe Connectors: ASTM C923 (ASTM C923M), cast or fitted into manhole 

walls, for each pipe connection. 
9. Steps: 1/2-inch (13-mm) steel reinforcing rods encased in ASTM D4101, wide enough 

to allow worker to place both feet on one step and designed to prevent lateral slippage off 
step. Cast or anchor steps into sidewalls at 12- to 16-inch (300- to 400-mm) intervals. 
Omit steps if total depth from floor of manhole to finished grade is less than 60 (1500) 
inches (mm). 

10. Adjusting Rings: Interlocking HDPE rings with level or sloped edge in thickness and 
diameter matching manhole frame and cover, and of height required to adjust manhole 
frame and cover to indicated elevation and slope. Include sealant recommended by ring 
manufacturer. 

11. Grade Rings: Reinforced-concrete rings, 6- to 9-inch (150- to 225-mm) total thickness, to 
match diameter of manhole frame and cover, and height as required to adjust manhole 
frame and cover to indicated elevation and slope. 

B. Designed Precast Concrete Manholes: 

1. Description: ASTM C913; designed in accordance with ASTM C890 for A-16 
(AASHTO HS20-44), heavy-traffic, structural loading; of depth, shape, and dimensions 
indicated, with provision for sealant joints. 

2. Ballast: Increase thickness of one or more precast concrete sections or add concrete to 
manhole as required to prevent flotation. 

3. Joint Sealant: ASTM C990 (ASTM C990M), bitumen or butyl rubber. 
4. Resilient Pipe Connectors: ASTM C923 (ASTM C923M), cast or fitted into manhole 

walls, for each pipe connection. 
5. Steps: 1/2-inch (13-mm) steel reinforcing rods encased in ASTM D4101, PP, wide 

enough to allow worker to place both feet on one step and designed to prevent lateral 
slippage off step. Cast or anchor steps into sidewalls at 12- to 16-inch (300- to 400-mm) 
intervals. Omit steps if total depth from floor of manhole to finished grade is less than 60 
(1500) inches (mm). 

6. Adjusting Rings: Interlocking HDPE rings with level or sloped edge in thickness and 
diameter matching manhole frame and cover, and of height required to adjust manhole 
frame and cover to indicated elevation and slope. Include sealant recommended by ring 
manufacturer. 

7. Grade Rings: Reinforced-concrete rings, 6- to 9-inch (150- to 225-mm) total thickness, to 
match diameter of manhole frame and cover, and of height required to adjust manhole 
frame and cover to indicated elevation and slope. 

C. Fiberglass Manholes: 

1. <Double click here to find, evaluate, and insert list of manufacturers and products.> 
2. Source Limitations: Obtain fiberglass manholes from single manufacturer. 
3. Description: ASTM D3753. 
4. Diameter: 48 inches (1200 mm) minimum unless otherwise indicated. 
5. Ballast: Increase thickness of concrete base as required to prevent flotation. 
6. Base Section: Concrete, 6-inch (150-mm) minimum thickness. 
7. Resilient Pipe Connectors: ASTM C923 (ASTM C923M), cast or fitted into manhole 

walls, for each pipe connection. 
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8. Steps: Individual FRP steps or FRP ladder, wide enough to allow worker to place both 
feet on one step and designed to prevent lateral slippage off step. Cast or anchor steps 
into sidewalls at 12- to 16-inch (300- to 400-mm) intervals. Omit steps if total depth from 
floor of manhole to finished grade is less than 60 (1500) inches (mm). 

9. Adjusting Rings: Interlocking HDPE rings with level or sloped edge in thickness and 
diameter matching manhole frame and cover, and of height required to adjust manhole 
frame and cover to indicated elevation and slope. Include sealant recommended by ring 
manufacturer. 

10. Grade Rings: Reinforced-concrete rings, 6- to 9-inch (150- to 225-mm) total thickness, to 
match diameter of manhole frame and cover, and height as required to adjust manhole 
frame and cover to indicated elevation and slope. 

D. Manhole Frames and Covers: 

1. Description: Ferrous; 24-inch (610-mm) ID by 7- to 9-inch (175- to 225-mm) riser with 
4-inch- (102-mm-) minimum width flange and 26-inch- (660-mm-) diameter cover. 
Include indented top design with lettering cast into cover, using wording equivalent to 
"STORM SEWER." 

2. Material: ASTM A536, Grade 60-40-18 ductile iron unless otherwise indicated. 

2.13 CONCRETE 

A. General: Cast-in-place concrete in accordance with ACI 318 (ACI 318M), ACI 350 
(ACI 350M), and the following: 

1. Cement: ASTM C150/C150M, Type II. 
2. Fine Aggregate: ASTM C33/C33M, sand. 
3. Coarse Aggregate: ASTM C33/C33M, crushed gravel. 
4. Water: Potable. 

B. Portland Cement Design Mix: 4000 psi (27.6 MPa) minimum, with 0.45 maximum 
water/cementitious materials ratio. 

1. Reinforcing Fabric: ASTM A1064/A1064M, steel, welded wire fabric, plain. 
2. Reinforcing Bars: ASTM A615/A615M, Grade 60 (420 MPa) deformed steel. 

C. Manhole Channels and Benches: Factory or field formed from concrete. Portland cement design 
mix, 4000 psi (27.6 MPa) minimum, with 0.45 maximum water/cementitious materials ratio. 
Include channels and benches in manholes. 

1. Channels: Concrete invert, formed to same width as connected piping, with height of 
vertical sides to three-fourths of pipe diameter. Form curved channels with smooth, 
uniform radius and slope. 

a. Invert Slope: [1] [2] percent through manhole. 

2. Benches: Concrete, sloped to drain into channel. 

a. Slope: [4] [8] percent. 
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D. Ballast and Pipe Supports: Portland cement design mix, 3000 psi (20.7 MPa) minimum, with 
0.58 maximum water/cementitious materials ratio. 

1. Reinforcing Fabric: ASTM A1064/A1064M, steel, welded wire fabric, plain. 
2. Reinforcing Bars: ASTM A615/A615M, Grade 60 (420 MPa) deformed steel. 

2.14 POLYMER-CONCRETE, CHANNEL DRAINAGE SYSTEMS 

A. Wide, Level-Invert, Polymer-Concrete Channel Drainage Systems: 
1. Source Limitations: Obtain wide, level-invert channel drainage systems from single 

manufacturer.  
2. Description: Modular system of channel sections, grates, and appurtenances; designed so 

grates fit into channel recesses without rocking or rattling. 
3. Channel Sections: Wide, interlocking-joint, precast, polymer-concrete modular units with 

end caps. 

a. Include flat or rounded bottom, with level invert and with outlets in number, sizes, 
and locations indicated. 

b. Dimensions: as indicated in details. Include number of units required to form total 
lengths indicated. 

1) Frame: Gray iron or galvanized steel for grates.. 

4. Grates: Manufacturer's designation "heavy duty," with slots or perforations, and of width 
and thickness that fit recesses in channel sections. 

a. Material: Ductile iron 
b. Locking Mechanism: Manufacturer's standard device for securing grates to 

channel sections 

5. Covers: Solid ductile iron, of width and thickness that fit recesses in channel sections, 
and of lengths indicated. 

6. Supports, Anchors, and Setting Devices: Manufacturer's standard unless otherwise 
indicated. 

7. Channel-Section Joining and Fastening Materials: As recommended by system 
manufacturer. 

B. Drainage Specialties: Precast, polymer-concrete units. 

1. Large Catch Basins: 

a. 24-by-12-inch (610-by-305-mm) polymer-concrete body, with outlets in quantities 
and sizes indicated. 

b. Gray-iron slotted grate. 
c. Frame: Include gray-iron or steel frame for grate. 

2. Small Catch Basins: 

a. 19- to 24-inch by approximately 6-inch (483- to 610-mm by approximately 150-
mm) polymer-concrete body, with outlets in quantities and sizes indicated. 
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b. Gray-iron slotted grate. 
c. Frame: Include gray-iron or steel frame for grate. 

3. Oil Interceptors: 

a. Polymer-concrete body with interior baffle and four steel support channels and two 
1/4-inch- (6.4-mm-) thick, steel-plate covers. 

b. Capacity: [140 gal. (530 L)] [200 gal. (757 L)] [260 gal. (984 L)]. 
c. Inlet and Outlet: [NPS 4 (DN 100)] [NPS 6 (DN 150)]. 

4. Sediment Interceptors: 

a. 27-inch- (686-mm-) square, polymer-concrete body, with outlets in quantities and 
sizes indicated. 

b. 24-inch- (610-mm-) square, gray-iron frame and slotted grate. 

2.15 CATCH BASINS 

A. Standard Precast Concrete Catch Basins: 

1. Description: ASTM C478 (ASTM C478M), precast, reinforced concrete, of depth 
indicated, with provision for sealant joints. 

2. Base Section: 6-inch (150-mm) minimum thickness for floor slab and 4-inch (102-mm) 
minimum thickness for walls and base riser section, and separate base slab or base 
section with integral floor. 

3. Riser Sections: 4-inch (102-mm) minimum thickness, 48-inch (1200-mm) diameter, and 
lengths to provide depth indicated. 

4. Top Section: Eccentric-cone type unless concentric-cone or flat-slab-top type is 
indicated. Top of cone of size that matches grade rings. 

5. Joint Sealant: ASTM C990 (ASTM C990M), bitumen or butyl rubber. 
6. Adjusting Rings: Interlocking rings with level or sloped edge in thickness and shape 

matching catch basin frame and grate. Include sealant recommended by ring 
manufacturer. 

7. Grade Rings: Include two or three reinforced-concrete rings, of 6- to 9-inch (150- to 225-
mm) total thickness, that match 24-inch- (610-mm-) diameter frame and grate. 

8. Steps: 1/2-inch (13-mm) steel reinforcing rods encased in ASTM D4101, PP, wide 
enough to allow worker to place both feet on one step and designed to prevent lateral 
slippage off step. Cast or anchor steps into sidewalls at 12- to 16-inch (300- to 400-mm) 
intervals. Omit steps if total depth from floor of catch basin to finished grade is less than 
60 (1500) inches (mm). 

9. Pipe Connectors: ASTM C923 (ASTM C923M), resilient, of size required, for each pipe 
connecting to base section. 

B. Designed Precast Concrete Catch Basins: ASTM C913, precast, reinforced concrete; designed 
in accordance with ASTM C890 for A-16 (ASSHTO HS20-44), heavy-traffic, structural 
loading; of depth, shape, and dimensions indicated, with provision for joint sealants. 

1. Joint Sealants: ASTM C990 (ASTM C990M), bitumen or butyl rubber. 
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2. Adjusting Rings: Interlocking rings with level or sloped edge in thickness and shape 
matching catch basin frame and grate. Include sealant recommended by ring 
manufacturer. 

3. Grade Rings: Include two or three reinforced-concrete rings, of 6- to 9-inch (150- to 225-
mm) total thickness, that match 24-inch- (610-mm-) diameter frame and grate. 

4. Steps: 1/2-inch (13-mm) steel reinforcing rods encased in ASTM D4101, PP, wide 
enough to allow worker to place both feet on one step and designed to prevent lateral 
slippage off step. Cast or anchor steps into sidewalls at 12- to 16-inch (300- to 400-mm) 
intervals. Omit steps if total depth from floor of catch basin to finished grade is less than 
60 (1500) inches (mm). 

5. Pipe Connectors: ASTM C923 (ASTM C923M), resilient, of size required, for each pipe 
connecting to base section. 

C. Frames and Grates: ASTM A536, Grade 60-40-18, ductile iron designed for A-16 
(AASHTO HS20-44), structural loading. Include flat grate with small square or short-slotted 
drainage openings. 

1. Size: 24 by 24 inches (610 by 610 mm) minimum unless otherwise indicated. 
2. Grate Free Area: Approximately 50 percent unless otherwise indicated. 

D. Frames and Grates: ASTM A536, Grade 60-40-18, ductile iron designed for A-16 
(AASHTO HS20-44), structural loading. Include 24-inch (610-mm) ID by 7- to 9-inch (175- to 
225-mm) riser with 4-inch- (102-mm-) minimum width flange, and 26-inch- (660-mm-) 
diameter flat grate with small square or short-slotted drainage openings. 

1. Grate Free Area: Approximately 50 percent unless otherwise indicated. 

2.16 STORMWATER INLETS 

A. Curb Inlets: Made with vertical curb opening of materials and dimensions in accordance with 
utility standards. 

B. Gutter Inlets: Made with horizontal gutter opening, of materials and dimensions in 
accordance with utility standards. Include heavy-duty frames and grates. 

C. Combination Inlets: Made with vertical curb and horizontal gutter openings, of materials and 
dimensions in accordance with utility standards. Include heavy-duty frames and grates. 

D. Frames and Grates: Heavy duty, in accordance with utility standards. 

2.17 STORMWATER DETENTION STRUCTURES 

A. Cast-in-Place Concrete, Stormwater Detention Structures: Constructed of reinforced-concrete 
bottom, walls, and top; designed in accordance with ASTM C890 for A-16 (AASHTO HS20-
44), heavy-traffic, structural loading; of depth, shape, dimensions, and appurtenances indicated. 

1. Ballast: Increase thickness of concrete as required to prevent flotation. 
2. Grade Rings: Include two or three reinforced-concrete rings, of 6- to 9-inch (150- to 229-

mm) total thickness, that match 24-inch- (610-mm-) diameter frame and cover. 
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3. Steps: 1/2-inch (13-mm) steel reinforcing rods encased in ASTM D4101, PP, wide 
enough to allow worker to place both feet on one step and designed to prevent lateral 
slippage off step. Cast or anchor steps into sidewalls at 12- to 16-inch (300- to 400-mm) 
intervals. Omit steps if total depth from floor of structure to finished grade is less than 60 
(1500) inches (mm). 

2.18 PIPE OUTLETS 

A. Head Walls: Cast-in-place reinforced concrete, with apron and tapered sides. 

B. Riprap Basins: Broken, irregularly sized and shaped, graded stone in accordance with NSSGA's 
"Quarried Stone for Erosion and Sediment Control." 

C. Filter Stone: In accordance with NSSGA's "Quarried Stone for Erosion and Sediment Control," 
No. FS-2, No. 4 screen opening, average-size graded stone. 

D. Energy Dissipaters: In accordance with NSSGA's "Quarried Stone for Erosion and Sediment 
Control," No. A-1, 3-ton (2721-kg) average weight armor stone, unless otherwise indicated. 
1.   

PART 3 - EXECUTION 

3.1 EARTHWORK 

A. Excavation, trenching, and backfilling are specified in Section 312000 "Earth Moving." 

3.2 PIPING INSTALLATION 

A. General Locations and Arrangements: Drawing plans and details indicate general location and 
arrangement of underground storm drainage piping. Location and arrangement of piping layout 
take into account design considerations. Install piping as indicated, to extent practical. Where 
specific installation is not indicated, follow piping manufacturer's written instructions. 

B. Install piping beginning at low point, true to grades and alignment indicated with unbroken 
continuity of invert. Place bell ends of piping facing upstream. Install gaskets, seals, sleeves, 
and couplings in accordance with manufacturer's written instructions for use of lubricants, 
cements, and other installation requirements. 

C. Install manholes for changes in direction unless fittings are indicated. Use fittings for branch 
connections unless direct tap into existing sewer is indicated. 

D. Install proper size increasers, reducers, and couplings where different sizes or materials of pipes 
and fittings are connected. Reducing size of piping in direction of flow is prohibited. 

E. When installing pipe under streets or other obstructions that cannot be disturbed, use pipe-
jacking process of microtunneling. 

F. Install gravity-flow, nonpressure drainage piping in accordance with the following: 
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1. Install piping pitched down in direction of flow. 
2. Install piping NPS 6 (DN 150) and larger with restrained joints at tee fittings and at 

changes in direction. Use corrosion-resistant rods, pipe or fitting manufacturer's 
proprietary restraint system, or cast-in-place concrete supports or anchors. 

3. Install piping with 36- (915-) minimum cover. 
4. Install hub-and-spigot, cast-iron soil piping in accordance with CISPI's "Cast Iron Soil 

Pipe and Fittings Handbook." 
5. Install hubless cast-iron soil piping in accordance with CISPI 310 and CISPI's "Cast Iron 

Soil Pipe and Fittings Handbook." 
6. Install ductile-iron piping and special fittings in accordance with AWWA C600 or 

AWWA M41. 
7. Install corrugated-steel piping in accordance with ASTM A798/A798M. 
8. Install corrugated-aluminum piping in accordance with ASTM B788/B788M. 
9. Install ABS sewer piping in accordance with ASTM D2321 and ASTM F1668. 
10. Install PE corrugated sewer piping in accordance with ASTM D2321. 
11. Install PVC cellular-core piping in accordance with ASTM D2321 and ASTM F1668. 
12. Install PVC sewer piping in accordance with ASTM D2321 and ASTM F1668. 
13. Install PVC profile gravity sewer piping in accordance with ASTM D2321 and 

ASTM F1668. 
14. Install PVC water-service piping in accordance with ASTM D2321 and ASTM F1668. 
15. Install fiberglass sewer piping in accordance with ASTM D3839 and ASTM F1668. 
16. Install nonreinforced-concrete sewer piping in accordance with ASTM C1479 and 

ACPA's "Concrete Pipe Installation Manual." 
17. Install reinforced-concrete sewer piping in accordance with ASTM C1479 and ACPA's 

"Concrete Pipe Installation Manual." 

G. Install corrosion-protection piping encasement over the following underground metal piping in 
accordance with ASTM A674 or AWWA C105/A21.5: 

1. Hub-and-spigot, cast-iron soil pipe and fittings. 
2. Hubless cast-iron soil pipe and fittings. 
3. Ductile-iron pipe and fittings. 
4. Expansion joints and deflection fittings. 

3.3 PIPE JOINT CONSTRUCTION 

A. Join gravity-flow, nonpressure drainage piping in accordance with the following: 

1. Join hub-and-spigot, cast-iron soil piping with gasketed joints in accordance with CISPI's 
"Cast Iron Soil Pipe and Fittings Handbook" for compression joints. 

2. Join hub-and-spigot, cast-iron soil piping with caulked joints in accordance with CISPI's 
"Cast Iron Soil Pipe and Fittings Handbook" for lead and oakum caulked joints. 

3. Join hubless cast-iron soil piping in accordance with CISPI 310 and CISPI's "Cast Iron 
Soil Pipe and Fittings Handbook" for hubless-coupling joints. 

4. Join ductile-iron culvert piping in accordance with AWWA C600 for push-on joints. 
5. Join ductile-iron piping and special fittings in accordance with AWWA C600 or 

AWWA M41. 
6. Join corrugated-steel sewer piping in accordance with ASTM A798/A798M. 
7. Join corrugated-aluminum sewer piping in accordance with ASTM B788/B788M. 
8. Join ABS sewer piping in accordance with ASTM D2321 for elastomeric-seal joints. 
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9. Join corrugated-PE piping in accordance with ASTM D3212 for push-on joints. 
10. Join PVC cellular-core piping in accordance with ASTM D2321 and ASTM F891 for 

solvent-cemented joints. 
11. Join PVC corrugated sewer piping in accordance with ASTM D2321 for elastomeric-seal 

joints. 
12. Join PVC sewer piping in accordance with ASTM D2321 and ASTM D3034 for 

elastomeric-seal joints or ASTM D3034 for elastomeric-gasketed joints. 
13. Join PVC profile gravity sewer piping in accordance with ASTM D2321 for elastomeric-

seal joints or ASTM F794 for gasketed joints. 
14. Join fiberglass sewer piping in accordance with ASTM D3839 for elastomeric-seal joints. 
15. Join nonreinforced-concrete sewer piping in accordance with ASTM C14 (ASTM C14M) 

and ACPA's "Concrete Pipe Installation Manual" for rubber-gasketed joints. 
16. Join reinforced-concrete sewer piping in accordance with ACPA's "Concrete Pipe 

Installation Manual" for rubber-gasketed joints. 
17. Join dissimilar pipe materials with nonpressure-type flexible couplings. 

B. Join force-main pressure piping in accordance with the following: 

1. Join ductile-iron pressure piping in accordance with AWWA C600 or AWWA M41 for 
push-on joints. 

2. Join ductile-iron special fittings in accordance with AWWA C600 or AWWA M41 for 
push-on joints. 

3. Join PVC pressure piping in accordance with AWWA M23 for gasketed joints. 
4. Join PVC water-service piping in accordance with ASTM D2855 for solvent-cemented 

joints. 
5. Join dissimilar pipe materials with pressure-type couplings. 

3.4 BACKWATER VALVE INSTALLATION 

A. Install horizontal-type backwater valves in piping where indicated. 

B. Install combination horizontal and manual gate-valve type in piping and in manholes where 
indicated. 

C. Install terminal-type backwater valves on end of piping and in manholes where indicated. 

3.5 CLEANOUT INSTALLATION 

A. Install cleanouts and riser extensions from sewer pipes to cleanouts at grade. Use cast-iron soil 
pipe fittings in sewer pipes at branches for cleanouts and cast-iron soil pipe for riser extensions 
to cleanouts. Install piping so cleanouts open in direction of flow in sewer pipe. 

1. Use Light-Duty, top-loading classification cleanouts in earth areas. 
2. Use Medium-Duty, top-loading classification cleanouts in paved foot-traffic areas. 
3. Use Heavy-Duty, top-loading classification cleanouts in vehicle-traffic service areas. 
4. Use Extra-Heavy-Duty, top-loading classification cleanouts in [roads] <Insert area>. 

B. Set cleanout frames and covers in earth in cast-in-place concrete block, [18 by 18 by 12 (450 by 
450 by 300)] inches (mm) deep. Set with tops[1 inch above surrounding earth grade. 
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C. Set cleanout frames and covers in concrete pavement and roads with tops flush with pavement 
surface. 

3.6 DRAIN INSTALLATION 

A. Install type of drains in locations indicated. 
1. Use Medium-Duty, top-loading classification drains in earth and paved foot-traffic 

areas. 
2. Use Heavy-Duty, top-loading classification drains in vehicle-traffic service areas. 
3. Use Extra-Heavy-Duty, top-loading classification drains in roads. 

B. Embed drains in 4-inch- (102-mm-) minimum concrete around bottom and sides. 

C. Fasten grates to drains if indicated. 

D. Set drain frames and covers with tops flush with pavement surface. 

E. Assemble trench sections with flanged joints. 

F. Embed trench sections in 4- (102-) inch- (mm-) minimum concrete around bottom and sides. 

3.7 MANHOLE INSTALLATION 

A. General: Install manholes, complete with appurtenances and accessories indicated. 

B. Install precast concrete manhole sections with sealants in accordance with ASTM C891. 

C. Where specific manhole construction is not indicated, follow manhole manufacturer's written 
instructions. 

D. Set tops of frames and covers flush with finished surface of manholes that occur in pavements. 
Set tops 3 (76) inches (mm) above finished surface elsewhere unless otherwise indicated. 

3.8 CATCH BASIN INSTALLATION 

A. Construct catch basins to sizes and shapes indicated. 

B. Set frames and grates to elevations indicated. 

3.9 STORMWATER INLET  AND OUTLET INSTALLATION 

A. Construct inlet head walls, aprons, and sides of reinforced concrete, as indicated. 

B. Construct riprap of broken stone, as indicated. 

C. Install outlets that spill onto grade, anchored with concrete, where indicated. 

D. Install outlets that spill onto grade, with flared end sections that match pipe, where indicated. 
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E. Construct energy dissipaters at outlets, as indicated. 

3.10 DRY WELL INSTALLATION 

A. Excavate hole to diameter of at least 6 inches (150 mm) greater than outside of dry well. Do not 
extend excavation into ground-water table. 

B. Install precast, concrete-ring dry wells in accordance with the following: 

1. Assemble rings to depth indicated. 
2. Extend rings to height where top of cover will be approximately 8 inches (203 mm) 

below finished grade. 
3. Backfill bottom of inside of rings with filtering material to level at least 12 inches (300 

mm) above bottom. 
4. Extend effluent inlet pipe 12 inches (300 mm) into rings and terminate into side of tee 

fitting. 
5. Backfill around outside of rings with filtering material to top level of rings. 
6. Install cover over top of rings. 

C. Install manufactured, PE dry wells in accordance with manufacturer's written instructions and 
the following: 

1. Assemble and install panels and cover. 
2. Backfill bottom of inside of unit with filtering material to level at least 12 (300) inches 

(mm) above bottom. 
3. Extend effluent inlet pipe 12 (300) inches (mm) into unit and terminate into side of tee 

fitting. 
4. Install filter fabric around outside of unit. 
5. Install filtering material around outside of unit. 

D. Install constructed-in-place dry wells in accordance with the following: 

1. Install brick lining material dry and laid flat, with staggered joints for seepage. Build to 
diameter and depth indicated. 

2. Install block lining material dry, with staggered joints and 20 percent minimum of blocks 
on side for seepage. Install precast concrete rings with notches or weep holes for seepage. 
Build to diameter and depth indicated. 

3. Extend lining material to height where top of manhole will be approximately 8 (203) 
inches (mm) below finished grade. 

4. Backfill bottom of inside of lining with filtering material to level at least 12 (300) inches 
(mm) above bottom. 

5. Extend effluent inlet pipe 12 (300)] inches (mm) into lining and terminate into side of tee 
fitting. 

6. Backfill around outside of lining with filtering material to top level of lining. 
7. Install manhole over top of dry well. Support cover on undisturbed soil. Do not support 

cover on lining. 

3.11 CONCRETE PLACEMENT 
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A. Place cast-in-place concrete in accordance with ACI 318 (ACI 318M). 

3.12 CHANNEL DRAINAGE SYSTEM INSTALLATION 

A. Install with top surfaces of components, except piping, flush with finished surface. 

B. Assemble channel sections to form slope down toward drain outlets. Use sealants, adhesives, 
fasteners, and other materials recommended by system manufacturer. 

C. Embed channel sections and drainage specialties in 4- (102-) inch- (mm-) minimum concrete 
around bottom and sides. 

D. Fasten grates to channel sections if indicated. 

E. Assemble channel sections with flanged or interlocking joints. 

F. Embed channel sections in 4- (102-) inch- (mm-) minimum concrete around bottom and sides. 

3.13 STORMWATER DISPOSAL SYSTEM INSTALLATION 

A. Chamber Systems: Excavate trenches of width and depth, and install system and backfill in 
accordance with chamber manufacturer's written instructions. Include storage and leaching 
chambers, filtering material, and filter mat. 

B. Piping Systems: Excavate trenches of width and depth, and install piping system, filter fabric, 
and backfill, in accordance with piping manufacturer's written instructions. 

3.14 CONNECTIONS 

A. Connect nonpressure, gravity-flow drainage piping in building's storm building drains specified 
in Section 221413 "Facility Storm Drainage Piping." 

B. Connect force-main piping to building's storm drainage force mains specified in Section 221413 
"Facility Storm Drainage Piping." Terminate piping where indicated. 

C. Make connections to existing piping and underground manholes. 

1. Use commercially manufactured wye fittings for piping branch connections. Remove 
section of existing pipe; install wye fitting into existing piping; and encase entire wye 
fitting, plus 6-inch (150-mm) overlap, with not less than 6 inches (150 mm) of concrete 
with 28-day compressive strength of 3000 psi (20.7 MPa). 

2. Make branch connections from side into existing piping, NPS 4 to NPS 20 (DN 100 to 
DN 500). Remove section of existing pipe, install wye fitting into existing piping, and 
encase entire wye with not less than 6 inches (150 mm) of concrete with 28-day 
compressive strength of 3000 psi (20.7 MPa). 

3. Make branch connections from side into existing piping, NPS 21 (DN 525) or larger, or 
to underground manholes and structures by cutting into existing unit and creating an 
opening large enough to allow 3 inches (76 mm) of concrete to be packed around 
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entering connection. Cut end of connection pipe passing through pipe or structure wall to 
conform to shape of and be flush with inside wall unless otherwise indicated. On outside 
of pipe, manhole, or structure wall, encase entering connection in 6 inches (150 mm) of 
concrete for minimum length of 12 inches (300 mm) to provide additional support of 
collar from connection to undisturbed ground. 

a. Use concrete that will attain a minimum 28-day compressive strength of 3000 psi 
(20.7 MPa) unless otherwise indicated. 

b. Use epoxy-bonding compound as interface between new and existing concrete and 
piping materials. 

4. Protect existing piping, manholes, and structures to prevent concrete or debris from 
entering while making tap connections. Remove debris or other extraneous material that 
may accumulate. 

D. Connect to sediment interceptors specified in Section 221323 "Sanitary Waste Interceptors." 

E. Pipe couplings, expansion joints, and deflection fittings with pressure ratings at least equal to 
piping rating may be used in applications below unless otherwise indicated. 

1. Use nonpressure-type flexible couplings where required to join gravity-flow, nonpressure 
sewer piping unless otherwise indicated. 

a. Unshielded or Shielded flexible couplings for same or minor difference OD pipes. 
b. Unshielded, increaser/reducer-pattern, flexible couplings for pipes with different 

OD. 
c. Ring-type flexible couplings for piping of different sizes where annular space 

between smaller piping's OD and larger piping's ID permits installation. 

2. Use pressure-type pipe couplings for force-main joints. 

3.15 CLOSING ABANDONED STORM DRAINAGE SYSTEMS 

A. Abandoned Piping: Close open ends of abandoned underground piping indicated to remain in 
place. Include closures strong enough to withstand hydrostatic and earth pressures that may 
result after ends of abandoned piping have been closed. Use either procedure below: 

1. Close open ends of piping with at least 8- (203- inch- (mm-) thick, brick masonry 
bulkheads. 

2. Close open ends of piping with threaded metal caps, plastic plugs, or other acceptable 
methods suitable for size and type of material being closed. Do not use wood plugs. 

B. Abandoned Manholes and Structures: Excavate around manholes and structures as required and 
use one procedure below: 

1. Remove manhole or structure and close open ends of remaining piping. 
2. Remove top of manhole or structure down to at least [36 (915)] <Insert dimension> 

inches (mm) below final grade. Fill to within [12 (300)] <Insert dimension> inches 
(mm) of top with stone, rubble, gravel, or compacted dirt. Fill to top with concrete. 
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C. Backfill to grade in accordance with Section 312000 "Earth Moving." 

3.16 IDENTIFICATION 

A. Materials and their installation are specified in Section 312000 "Earth Moving." Arrange for 
installation of green warning tape directly over piping and at outside edge of underground 
structures. 

1. Use detectable warning tape over ferrous piping. 
2. Use detectable warning tape over nonferrous piping and over edges of underground 

structures. 

3.17 FIELD QUALITY CONTROL 

A. Inspect interior of piping to determine whether line displacement or other damage has occurred. 
Inspect after approximately 24 inches (610 mm) of backfill is in place, and again at completion 
of Project. 

1. Submit separate reports for each system inspection. 
2. Defects requiring correction include the following: 

a. Alignment: Less than full diameter of inside of pipe is visible between structures. 
b. Deflection: Flexible piping with deflection that prevents passage of ball or cylinder 

of size not less than 92.5 percent of piping diameter. 
c. Damage: Crushed, broken, cracked, or otherwise damaged piping. 
d. Infiltration: Water leakage into piping. 
e. Exfiltration: Water leakage from or around piping. 

3. Replace defective piping using new materials, and repeat inspections until defects are 
within allowances specified. 

4. Reinspect and repeat procedure until results are satisfactory. 

B. Test new piping systems, and parts of existing systems that have been altered, extended, or 
repaired, for leaks and defects. 

1. Do not enclose, cover, or put into service before inspection and approval. 
2. Test completed piping systems in accordance with requirements of authorities having 

jurisdiction. 
3. Schedule tests and inspections by authorities having jurisdiction with at least 24 hours' 

advance notice. 
4. Submit separate report for each test. 
5. Gravity-Flow Storm Drainage Piping: Test in accordance with requirements of authorities 

having jurisdiction, UNI-B-6, and the following: 

a. Exception: Piping with soiltight joints unless required by authorities having 
jurisdiction. 

b. Option: Test plastic piping in accordance with ASTM F1417. 
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6. Force-Main Storm Drainage Piping: Perform hydrostatic test after thrust blocks, supports, 
and anchors have hardened. Test at pressure not less than 1-1/2 times the maximum 
system operating pressure, but not less than 150 (1035) psig (kPa). 

a. Ductile-Iron Piping: Test in accordance with AWWA C600, "Hydraulic Testing" 
Section. 

b. PVC Piping: Test in accordance with AWWA M23, "Testing and Maintenance" 
Chapter. 

C. Leaks and loss in test pressure constitute defects that must be repaired. 

D. Replace leaking piping using new materials, and repeat testing until leakage is within 
allowances specified. 

3.18 CLEANING 

A. Clean interior of piping of dirt and superfluous materials.  Flush with water. 

END OF SECTION 334200 
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SECTION 334600 - SUBDRAINAGE 

PART 1 - GENERAL 

1.1 RELATED DOCUMENTS 

A. Drawings and general provisions of the Contract, including General and Supplementary 
Conditions and Division 01 Specification Sections, apply to this Section. 

1.2 SUMMARY 

A. Section Includes: 

1. Perforated-wall pipe and fittings. 
2. Drainage conduits. 
3. Drainage panels. 
4. Geotextile filter fabrics. 

1.3 ACTION SUBMITTALS 

A. Product Data: 

1. Drainage conduits, including rated capacities. 
2. Drainage panels, including rated capacities. 
3. Geotextile filter fabrics. 

PART 2 - PRODUCTS 

2.1 PERFORATED-WALL PIPES AND FITTINGS 

A. Perforated PE Pipe and Fittings: 

1. NPS 6 (DN 150) and Smaller: ASTM F405 or AASHTO M 252, Type CP; corrugated, 
for coupled joints. 

2. NPS 8 (DN 200) and Larger: ASTM F667; AASHTO M 252, Type CP; or 
AASHTO M 294, Type CP; corrugated; for coupled joints. 

3. Couplings: Manufacturer's standard, band type. 

Perforated PVC Sewer Pipe and Fittings: ASTM D2729, bell-and-spigot ends, for loose joints. 

2.2 DRAINAGE CONDUITS 

A. Molded-Sheet Drainage Conduits: Prefabricated geocomposite with cuspated, molded-plastic 
drainage core wrapped in geotextile filter fabric. 
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1. Nominal Size: 12 inches (305 mm) high by approximately 1 inch (25 mm) thick. 

a. Minimum In-Plane Flow: [30 gpm (114 L/min.)] <Insert value> at hydraulic 
gradient of [1.0] <Insert value> when tested according to ASTM D4716.. 

2. Filter Fabric: PP geotextile. 
3. Fittings: HDPE with combination NPS 4 and NPS 6 (DN 100 and DN 150) outlet 

connection. 

B. Multipipe Drainage Conduits: Prefabricated geocomposite with interconnected, corrugated, 
perforated-pipe core molded from HDPE complying with ASTM D1248 and wrapped in 
geotextile filter fabric. 

1. Nominal Size: 12 inches (305 mm) high by approximately 1-1/4 inches (31 mm) thick. 

a. Minimum In-Plane Flow: [30 gpm (114 L/min.)] <Insert value> at hydraulic 
gradient of [1.0] <Insert value> when tested according to ASTM D4716. 

2. Filter Fabric: Nonwoven, needle-punched geotextile. 
3. Fittings: HDPE with combination NPS 4 and NPS 6 (DN 100 and DN 150) outlet 

connection. 
4. Couplings: HDPE. 

C. Single-Pipe Drainage Conduits: Prefabricated geocomposite with perforated corrugated core 
molded from HDPE complying with ASTM D3350 and wrapped in geotextile filter fabric. 

1. Nominal Size: 12 inches (305 mm) high by approximately 1 inch (25 mm) thick. 

a. Minimum In-Plane Flow: [30 gpm (114 L/min.)] <Insert value> at hydraulic 
gradient of [1.0] <Insert value> when tested according to ASTM D4716. 

2. Filter Fabric: PP geotextile. 
3. Fittings: HDPE with combination NPS 4 and NPS 6 (DN 100 and DN 150) outlet 

connection. 
4. Couplings: Corrugated HDPE band. 

D. Mesh Fabric Drainage Conduits: Prefabricated geocomposite with plastic-filament drainage 
core wrapped in geotextile filter fabric. Include fittings for bends and connection to drainage 
piping. 
1. Nominal Size: 6 inches (150-mm) high by approximately 0.9 inch (23 mm) thick. 

a. Minimum In-Plane Flow: [2.4 gpm (9.1 L/min.)] <Insert value> at hydraulic 
gradient of [1.0] <Insert value> when tested according to ASTM D4716. 

2. Filter Fabric: Nonwoven geotextile made of PP or polyester fibers or combination of 
both. Flow rates range from 120 to 200 gpm/sq. ft. (81 to 136 L/s per sq. m) when tested 
according to ASTM D4491. 

E. Ring Fabric Drainage Conduits: Drainage conduit with HDPE rings-in-grid pattern drainage 
core, for field-applied geotextile filter fabric. Include fittings for bends and connection to 
drainage piping. 



Copyright 2010 AIA Liberty Park Renovation 12/17/2018 

SUBDRAINAGE 334600 - 3 

1. Nominal Size: 18 inches (0.5 m) high by 1 inch (25 mm) thick. 

a. Minimum In-Plane Flow: [82 gpm (310 L/min.)] <Insert value> at hydraulic 
gradient of [1.0] <Insert value> when tested according to ASTM D4716. 

2. Filter Fabric: Comply with requirements for flat geotextile filter fabric specified in Part 2 
"Geotextile Filter Fabrics" Article. 

2.3 DRAINAGE PANELS 

A. Molded-Sheet Drainage Panels: Prefabricated geocomposite, [36 to 60 inches (915 to 1525 
mm)] <Insert dimension> wide with drainage core faced with geotextile filter fabric. 
1. Drainage Core: Three-dimensional, nonbiodegradable, molded PP. 

a. Minimum Compressive Strength: 10,000 lbf/sq. ft. (479 kPa) when tested 
according to ASTM D1621. 

b. Minimum In-Plane Flow Rate: 2.8 gpm/ft. and compressive stress of 25 psig when 
tested according to ASTM D4716. 

2. Filter Fabric: Nonwoven needle-punched geotextile, manufactured for subsurface 
drainage, made from polyolefins or polyesters; with elongation greater than 50 percent; 
complying with the following properties determined according to AASHTO M 288: 

a. Survivability: Class 1 
b. Apparent Opening Size: No. 40 sieve, maximum. 
c. Permittivity: 0.2 per second, minimum. 

3. Filter Fabric: Woven geotextile fabric, manufactured for subsurface drainage, made from 
polyolefins or polyesters; with elongation less than 50 percent; complying with the 
following properties determined according to AASHTO M 288: 

a. Survivability: Class 2. 
b. Apparent Opening Size: No. 40 (0.425-mm) sieve, maximum. 
c. Permittivity: 0.5 per second, minimum. 

4. Drainage Core: Open-construction, resilient, plastic-filament mesh, approximately 0.4 
inches (10.2 mm) thick. 

a. Minimum In-Plane Flow Rate: [2.4 gpm/ft. (30 L/min. per m)] <Insert value> of 
unit width at hydraulic gradient of [1.0] <Insert value> and normal pressure of 25 
psig (172 kPa) when tested according to ASTM D4716. 

5. Filter Fabric: Nonwoven geotextile of PP or polyester fibers or combination of both. 
Flow rates range from 120 to 200 gpm/sq. ft. (81 to 136 L/s per sq. m) when tested 
according to ASTM D4491. 

B. Net Fabric Drainage Panels: Prefabricated geocomposite with drainage core faced with 
geotextile filter fabric. 
1. Drainage Core: Three-dimensional, PE nonwoven-strand geonet, approximately 0.25 

inches (6 mm) thick. 
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a. Minimum In-Plane Flow Rate: 5 gpm/ft. and normal pressure of 25 psig (172 kPa) 
when tested according to ASTM D4716. 

2. Filter Fabric: Nonwoven geotextile of PP or polyester fibers or combination of both. 
Flow rates range from 120 to 200 gpm/sq. ft. (81 to 136 L/s per sq. m) when tested 
according to ASTM D4491. 

3. Drainage Core: Three-dimensional, HDPE rings-in-grid pattern, approximately 1 inch (25 
mm) thick. 

a. Minimum In-Plane Flow Rate: 40 gpm/ft. (500 L/min. per m) of unit width at 
hydraulic gradient of 1.0 and normal pressure of 25 psig (172 kPa) when tested 
according to ASTM D4716. 

2.4 SOIL MATERIALS 

A. Soil materials are specified in Section 312000 "Earth Moving." 

2.5 WATERPROOFING FELTS 

A. Material: Comply with ASTM D226, Type I, asphalt-saturated organic felt. 

2.6 GEOTEXTILE FILTER FABRICS 

A. Description: Fabric of PP or polyester fibers or combination of both, with flow rate range from 
110 to 330 gpm/sq. ft. (4480 to 13 440 L/min. per sq. m) when tested according to 
ASTM D4491. 

B. Structure Type: Nonwoven, needle-punched continuous filament. 

1. Survivability: AASHTO M 288 Class 2 
2. Styles: Flat and sock. 

PART 3 - EXECUTION 

3.1 EXAMINATION 

A. Examine surfaces and areas for suitable conditions where subdrainage systems are to be 
installed. 

B. Proceed with installation only after unsatisfactory conditions have been corrected. 

3.2 EARTHWORK 

A. Excavating, trenching, and backfilling are specified in Section 312000 "Earth Moving." 
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3.3 FOUNDATION DRAINAGE INSTALLATION 

A. Place impervious fill material on subgrade adjacent to bottom of footing after concrete footing 
forms have been removed. Place and compact impervious fill to dimensions indicated, but not 
less than 6 inches (150 mm) deep and 12 inches (300 mm) wide. 

B. Lay flat-style geotextile filter fabric in trench and overlap trench sides. 

C. Place supporting layer of drainage course over compacted subgrade and geotextile filter fabric, 
to compacted depth of not less than 4 inches (100 mm). 

D. Encase pipe with sock-style geotextile filter fabric before installing pipe. Connect sock sections 
with adhesive or [tape. 

E. Install drainage piping as indicated in Part 3 "Piping Installation" Article for foundation 
subdrainage. 

F. Add drainage course to width of at least 6 inches (150 mm) on side away from wall and to top 
of pipe to perform tests. 

G. After satisfactory testing, cover drainage piping to width of at least 6 inches (150 mm) on side 
away from footing and above top of pipe to within 12 inches (300 mm) of finish grade. 

H. Install drainage course and wrap top of drainage course with flat-style geotextile filter fabric. 

I. Place layer of flat-style geotextile filter fabric over top of drainage course, overlapping edges 
at least 4 inches (100 mm). 

J. Install drainage panels on foundation walls as follows: 

1. Coordinate placement with other drainage materials. 
2. Lay perforated drainage pipe at base of footing. Install as indicated in Part 3 "Piping 

Installation" Article. 
3. Separate 4 inches (100 mm) of fabric at beginning of roll and cut away 4 inches (100 

mm) of core. Wrap fabric around end of remaining core. 
4. Attach panels to wall beginning at subdrainage pipe. Place and secure molded-sheet 

drainage panels, with geotextile facing away from wall. 

K. Place backfill material over compacted drainage course. Place material in loose-depth layers not 
exceeding 6 inches (150 mm). Thoroughly compact each layer. Final backfill to finish 
elevations and slope away from building. 

3.4 UNDERSLAB DRAINAGE INSTALLATION 

A. Excavate for underslab drainage system after subgrade material has been compacted but before 
drainage course has been placed. Include horizontal distance of at least 6 inches (150 mm) 
between drainage pipe and trench walls. Grade bottom of trench excavations to required slope, 
and compact to firm, solid bed for drainage system. 

B. Lay flat-style geotextile filter fabric in trench and overlap trench sides. 
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C. Place supporting layer of drainage course over compacted subgrade and geotextile filter fabric, 
to compacted depth of not less than 4 inches (100 mm). 

D. Encase pipe with sock-style geotextile filter fabric before installing pipe. Connect sock sections 
with adhesive or.tape. 

E. Install drainage piping as indicated in Part 3 "Piping Installation" Article for underslab 
subdrainage. 

F. Add drainage course to width of at least 6 inches (150 mm) on side away from wall and to top 
of pipe to perform tests. 

G. After satisfactory testing, cover drainage piping with drainage course to elevation of bottom of 
slab, and compact and wrap top of drainage course with flat-style geotextile filter fabric. 

H. Install horizontal drainage panels as follows: 

1. Coordinate placement with other drainage materials. 
2. Lay perforated drainage pipe at inside edge of footing. 
3. Place drainage panel over drainage pipe with core side up. Peel back fabric and wrap 

fabric around pipe. Locate top of core at bottom elevation of floor slab. 
4. Butt additional panels against other installed panels. If panels have plastic flanges, 

overlap installed panel with flange. 

3.5 RETAINING-WALL DRAINAGE INSTALLATION 

A. Place supporting layer of drainage course over compacted subgrade to compacted depth of not 
less than 4 inches (100 mm). 

B. Encase pipe with sock-style geotextile filter fabric before installing pipe. Connect sock sections 
with adhesive or tape. 

C. Install drainage piping as indicated in Part 3 "Piping Installation" Article for retaining-wall 
subdrainage. 

D. Add drainage course to width of at least 6 inches (150 mm) on side away from wall and to top 
of pipe to perform tests. 

E. After satisfactory testing, cover drainage piping to width of at least 6 inches (150 mm) on side 
away from footing and above top of pipe to within 12 inches (300 mm) of finish grade. 

F. Place drainage course in layers not exceeding 3 inches (75 mm) in loose depth; compact each 
layer placed and wrap top of drainage course with flat-style geotextile filter fabric. 

G. Place layer of flat-style geotextile filter fabric over top of drainage course, overlapping edges 
at least 4 inches (100 mm). 

H. Install drainage panels on wall as follows: 

1. Coordinate placement with other drainage materials. 
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2. Lay perforated drainage pipe at base of footing as described elsewhere in this 
Specification. Do not install aggregate. 

3. If weep holes are used instead of drainage pipe, cut 1/2-inch- (13-mm-) diameter holes on 
core side at weep-hole locations. Do not cut fabric. 

4. Mark horizontal calk line on wall at a point 6 inches (150 mm) less than panel width 
above footing bottom. Before marking wall, subtract footing width. 

5. Separate 4 inches (100 mm) of fabric at beginning of roll and cut away 4 inches (100 
mm) of core. Wrap fabric around end of remaining core. 

6. Attach panel to wall at horizontal mark and at beginning of wall corner. Place core side 
of panel against wall. Use concrete nails with washers through product. Place nails from 
2 to 6 inches (50 to 150 mm) below top of panel, approximately 48 inches (1200 mm) 
apart. Construction adhesives, metal stick pins, or double-sided tape may be used 
instead of nails. Do not penetrate waterproofing. Before using adhesives, discuss with 
waterproofing manufacturer. 

7. If another panel is required on same row, cut away 4 inches (100 mm) of installed panel 
core and wrap fabric over new panel. 

8. If additional rows of panel are required, overlap lower panel with 4 inches (100 mm) of 
fabric. 

9. Cut panel as necessary to keep top 12 inches (300 mm) below finish grade. 
10. For inside corners, bend panel. For outside corners, cut core to provide 3 inches (75 mm) 

for overlap. 

I. Fill to Grade: Place satisfactory soil fill material over compacted drainage course. Place 
material in loose-depth layers not exceeding 6 inches (150 mm). Thoroughly compact each 
layer. Fill to finish grade. 

3.6 LANDSCAPING DRAINAGE INSTALLATION 

A. Provide trench width to allow installation of drainage conduit. Grade bottom of trench 
excavations to required slope, and compact to firm, solid bed for drainage system. 

B. Lay flat-style geotextile filter fabric in trench and overlap trench sides. 

C. Place supporting layer of drainage course over compacted subgrade and geotextile filter fabric, 
to compacted depth of not less than 4 inches (100 mm). 

D. Install drainage conduits as indicated in Part 3 "Piping Installation" Article for landscaping 
subdrainage with horizontal distance of at least 6 inches (150 mm) between conduit and trench 
walls. Wrap drainage conduits without integral geotextile filter fabric with flat-style geotextile 
filter fabric before installation. Connect fabric sections with adhesive or tape. 

E. Add drainage course to top of drainage conduits. 

F. After satisfactory testing, cover drainage conduit to within 12 inches (300 mm) of finish grade. 

G. Install drainage course and wrap top of drainage course with flat-style geotextile filter fabric. 

H. Place layer of flat-style geotextile filter fabric over top of drainage course, overlapping edges 
at least 4 inches (100 mm). 
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I. Fill to Grade: Place satisfactory soil fill material over drainage course. Place material in loose-
depth layers not exceeding 6 inches (150 mm). Thoroughly compact each layer. Fill to finish 
grade. 

3.7 PIPING INSTALLATION 

A. Install piping beginning at low points of system, true to grades and alignment indicated, with 
unbroken continuity of invert. Bed piping with full bearing in filtering material. Install gaskets, 
seals, sleeves, and couplings according to manufacturer's written instructions and other 
requirements indicated. 

1. Foundation Subdrainage: Install piping level and with a minimum cover of 36 inches 
(915 mm) > unless otherwise indicated. 

2. Underslab Subdrainage: Install piping level. 
3. Plaza Deck Subdrainage: Install piping level. 
4. Retaining-Wall Subdrainage: When water discharges at end of wall into stormwater 

piping system, install piping level and with a minimum cover of 36 inches unless 
otherwise indicated. 

5. Landscaping Subdrainage: Install piping pitched down in direction of flow, at a minimum 
slope of 0.5 percent and with a minimum cover of 36 inches (915 mm) unless otherwise 
indicated. 

6. Lay perforated pipe with perforations down. 
7. Excavate recesses in trench bottom for bell ends of pipe. Lay pipe with bells facing 

upslope and with spigot end entered fully into adjacent bell. 

B. Use increasers, reducers, and couplings made for different sizes or materials of pipes and 
fittings being connected. Reduction of pipe size in direction of flow is prohibited. 

C. Install thermoplastic piping according to ASTM D2321. 

3.8 PIPE JOINT CONSTRUCTION 

A. Join perforated PE pipe and fittings with couplings according to ASTM D3212 with loose 
banded, coupled, or push-on joints. 

B. Join perforated PVC sewer pipe and fittings according to ASTM D3212 with loose bell-and-
spigot, push-on joints. 

C. Special Pipe Couplings: Join piping made of different materials and dimensions with special 
couplings made for this application. Use couplings that are compatible with and fit materials 
and dimensions of both pipes. 

3.9 CLEANOUT INSTALLATION 

A. Comply with requirements for cleanouts specified in Section 334100 "Storm Utility Drainage 
Piping." 

B. Cleanouts for Retaining-Wall Subdrainage: 
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1. Install cleanouts from piping to grade. Locate cleanouts at beginning of piping run and at 
changes in direction. Install fittings so cleanouts open in direction of flow in piping. 

2. In vehicular-traffic areas, use NPS 4 (DN 100) cast-iron soil pipe and fittings for piping 
branch fittings and riser extensions to cleanout. Set cleanout frames and covers in a cast-
in-place concrete anchor,[18 by 18 by 12 inches (450 by 450 by 300 mm) deep. Set top 
of cleanout flush with grade. 

3. In nonvehicular-traffic areas, use NPS 4 (DN 100) PVC pipe and fittings for piping 
branch fittings and riser extensions to cleanout. Set cleanout frames and covers in a cast-
in-place concrete anchor, 12 by 12 by 4 inches (300 by 300 by 100 mm) deep. Set top of 
cleanout [1 inch (25 mm)] above grade. 

4. Comply with requirements for concrete specified in Section 033000 "Cast-in-Place 
Concrete." And Section 033053 "Miscellaneous Cast-in-Place Concrete."] 

C. Cleanouts for Underslab Subdrainage: 

1. Install cleanouts and riser extensions from piping to top of slab. Locate cleanouts at 
beginning of piping run and at changes in direction. Install fittings so cleanouts open in 
direction of flow in piping. 

2. Use NPS 4 (DN 100) cast-iron soil pipe and fittings for piping branch fittings and riser 
extensions to cleanout flush with top of slab. 

3.10 CONNECTIONS 

A. Comply with requirements for piping specified in Section 334100 "Storm Utility Drainage 
Piping." Drawings indicate general arrangement of piping, fittings, and specialties. 

3.11 IDENTIFICATION 

A. Arrange for installation of green warning tapes directly over piping. Comply with requirements 
for underground warning tapes specified in specified in Section 312000 "Earth Moving." 

1. Install PE warning tape or detectable warning tape over ferrous piping. 
2. Install detectable warning tape over nonferrous piping and over edges of underground 

structures. 

3.12 FIELD QUALITY CONTROL 

A. Tests and Inspections: 

1. After installing drainage course to top of piping, test drain piping with water to ensure 
free flow before backfilling. 

2. Remove obstructions, replace damaged components, and repeat test until results are 
satisfactory. 

B. Drain piping will be considered defective if it does not pass tests and inspections. 

C. Prepare test and inspection reports. 
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3.13 CLEANING 

A. Clear interior of installed piping and structures of dirt and other superfluous material as work 
progresses. Maintain swab or drag in piping and pull past each joint as it is completed. Place 
plugs in ends of uncompleted pipe at end of each day or when work stops. 

END OF SECTION 334600 
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