
GENERAL  NOTES
1) These drawings are property of the
    designer and may not be copied
    without the designer's written consent.
2) These drawings represent limited 
    scope instruments and as such it is the 
    responsibility of the licensed general 
    contractor to coordinate and construct
    the represented project in compliance
    with all applicable national, state and 
    local codes. The contractor and his 
    subcontractors are to compy with all
    neighborhood or development covenants.
3) The general contractor is to verify any
    and all conditions in question prior to
    commencing construction.
4) All structural information to be supplied
    by a licensed structural engineer.
5) Exact size and reinforcement of all
    concrete footings must be determined
    by local soil conditions and acceptable
    practices of quality construction.
6) Owner and general contractor shall
    call out all specified items in contract
    form to properly qualify any and all
    finishes and materials agreed upon.
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Square  Footage  Calculations
HEATED  SPACES

First  Floor 1835  htd sq ft
Upper  Level 1134  htd sq ft
SUBTOTAL 2969  htd sq ft

Unfinished Space     765  htd sq ft
SUBTOTAL  HOUSE 3734  htd sq ft

ADDITIONAL  SPACES  UNDER  ROOF
Garages   856  sq ft
Front  Porch       66  sq ft
Covered Porch     489  sq ft
SUBTOTAL 1411  sq ft

TOTAL  under  ROOF 5145  sq ft

ADDITIONAL  SPACES
Covered Deck      98  sq ft
Master Deck           98  sq ft
Bonus Room Deck     44  sq ft
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GENERAL  NOTES
1) These drawings are property of the
    designer and may not be copied
    without the designer's written consent.
2) These drawings represent limited 
    scope instruments and as such it is the 
    responsibility of the licensed general 
    contractor to coordinate and construct
    the represented project in compliance
    with all applicable national, state and 
    local codes. The contractor and his 
    subcontractors are to compy with all
    neighborhood or development covenants.
3) The general contractor is to verify any
    and all conditions in question prior to
    commencing construction.
4) All structural information to be supplied
    by a licensed structural engineer.
5) Exact size and reinforcement of all
    concrete footings must be determined
    by local soil conditions and acceptable
    practices of quality construction.
6) Owner and general contractor shall
    call out all specified items in contract
    form to properly qualify any and all
    finishes and materials agreed upon.
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FOUNDATION  PLAN 1
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* Provide Sealed Crawl Space w/ 
   necessary Dehumidifiers

* Crawl Space Pier locations to be
  Coordinated with Structural Plans
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Crawl Space
Access Door
(Location to be
Verified in Field)
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PROVIDE  4"  REINFORCED
CONCRETE  SLAB  ABOVE

ON  WASHED  STONE  ABOVE
WITH  MANUFACTURED  STONE

PAVERS  ON  TOP

NOTES:

*  All Construction to be Compliant with
Energy Star Construction Requirements
and to be Certified at Completion of Project

*  All Structural Aspects to be Verified and Coordinated
with Plans Provided by the Structural Engineer

*  All Exterior Stud Walls to be 2x6 Stud Construction
Except at Garage

*  All Porches to be Timber Framed Construction with
Timber Tales - Porch Ceilings to be 2x6 V-Joint Tongue
and Groove Pine Boards  (stained)

*  Construction Drawings Depict Traditional Stick Built
Construction

*   General  Contractor  to be responsible  that all  Construction
is in Compliance with all Pertinent Building Codes and
Inspection Departments

General  Notes:

1)  House to be Built to Energy Star Qualifications
2)  All Walls to be 2 x6 Stud Construction Unless Otherwise Noted
2)  Provide Acoustic Insulation in all Interior Walls & Between Floors
3)  Provide Dual Fuel Heat Pumps with Propane Back-Up Heaters
4)  Provide Whole House Humidifier
5)  Provide "Sealed" Crawl Space
6)  Provide Programmable HVAC Thermostat Controls that can be operated via Internet
7)  Provide Front Door Lock with Combination Pad that can be operated via Internet
8)  Provide Whole House Surge Protector
9)  Provide Add-Alternate Price for Whole House Generator to Power as Specified on Electrical Plans
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GENERAL  NOTES
1) These drawings are property of the
    designer and may not be copied
    without the designer's written consent.
2) These drawings represent limited 
    scope instruments and as such it is the 
    responsibility of the licensed general 
    contractor to coordinate and construct
    the represented project in compliance
    with all applicable national, state and 
    local codes. The contractor and his 
    subcontractors are to compy with all
    neighborhood or development covenants.
3) The general contractor is to verify any
    and all conditions in question prior to
    commencing construction.
4) All structural information to be supplied
    by a licensed structural engineer.
5) Exact size and reinforcement of all
    concrete footings must be determined
    by local soil conditions and acceptable
    practices of quality construction.
6) Owner and general contractor shall
    call out all specified items in contract
    form to properly qualify any and all
    finishes and materials agreed upon.
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A-2

SLOPED
CEILING

Tr
sh

FIRST  FLOOR  PLAN 1
0' 4' 8' 12'

SQUARE  FOOTAGE  CALCULATIONS
First Floor     1835 htd square feet
Front Porch         66  sq ft
Covered Porch    489  sq ft
Covered  Deck                      98  sq ft
Garage    858  sq ft
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NOTES:

*  All Construction to be Compliant with
Energy Star Construction Requirements
and to be Certified at Completion of Project

*  All Structural Aspects to be Verified and Coordinated
with Plans Provided by the Structural Engineer

*  All Exterior Stud Walls to be 2x6 Stud Construction
Except at Garage

*  All Porches to be Timber Framed Construction with
Timber Tales - Porch Ceilings to be 2x6 V-Joint Tongue
and Groove Pine Boards  (stained)

*  Construction Drawings Depict Traditional Stick Built
Construction

*   General  Contractor  to be responsible  that all  Construction
is in Compliance with all Pertinent Building Codes and
Inspection Departments

General  Notes:

1)  House to be Built to Energy Star Qualifications
2)  All Walls to be 2 x6 Stud Construction Unless Otherwise Noted
2)  Provide Acoustic Insulation in all Interior Walls & Between Floors
3)  Provide Dual Fuel Heat Pumps with Propane Back-Up Heaters
4)  Provide Whole House Humidifier
5)  Provide "Sealed" Crawl Space
6)  Provide Programmable HVAC Thermostat Controls that can be operated via Internet
7)  Provide Front Door Lock with Combination Pad that can be operated via Internet
8)  Provide Whole House Surge Protector
9)  Provide Add-Alternate Price for Whole House Generator to Power as Specified on Electrical Plans

Windows & Exterior Sliding Glass Doors Notes

*  All Windows and Exterior Sliding Glass Doors
to be Pinnacle Clad Series Windows manufactured 
by Windsor Windows & Doors Company.

*  All Windows and Exterior Sliding Glass Doors
to have Clad Exteriors (Verify Color w/ Owner) and 7/8" Simulated Divided
Lites with Low-E Glazing   (Verify Lite Design with
Exterior Elevations).

*  Verify with Owner Color of All Screens and Hardware throughout.

*  Interior Doors & Windows to be Stained Throughout

*  Trim on First Floor to be Stained

*  Trim on Upper Level to be Stained
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GENERAL  NOTES
1) These drawings are property of the
    designer and may not be copied
    without the designer's written consent.
2) These drawings represent limited 
    scope instruments and as such it is the 
    responsibility of the licensed general 
    contractor to coordinate and construct
    the represented project in compliance
    with all applicable national, state and 
    local codes. The contractor and his 
    subcontractors are to compy with all
    neighborhood or development covenants.
3) The general contractor is to verify any
    and all conditions in question prior to
    commencing construction.
4) All structural information to be supplied
    by a licensed structural engineer.
5) Exact size and reinforcement of all
    concrete footings must be determined
    by local soil conditions and acceptable
    practices of quality construction.
6) Owner and general contractor shall
    call out all specified items in contract
    form to properly qualify any and all
    finishes and materials agreed upon.
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NOTES:

*  All Construction to be Compliant with
Energy Star Construction Requirements
and to be Certified at Completion of Project

*  All Structural Aspects to be Verified and Coordinated
with Plans Provided by the Structural Engineer

*  All Exterior Stud Walls to be 2x6 Stud Construction
Except at Garage

*  All Porches to be Timber Framed Construction with
Timber Tales - Porch Ceilings to be 2x6 V-Joint Tongue
and Groove Pine Boards  (stained)

*  Construction Drawings Depict Traditional Stick Built
Construction

*   General  Contractor  to be responsible  that all  Construction
is in Compliance with all Pertinent Building Codes and
Inspection Departments

General  Notes:

1)  House to be Built to Energy Star Qualifications
2)  All Walls to be 2 x6 Stud Construction Unless Otherwise Noted
2)  Provide Acoustic Insulation in all Interior Walls & Between Floors
3)  Provide Dual Fuel Heat Pumps with Propane Back-Up Heaters
4)  Provide Whole House Humidifier
5)  Provide "Sealed" Crawl Space
6)  Provide Programmable HVAC Thermostat Controls that can be operated via Internet
7)  Provide Front Door Lock with Combination Pad that can be operated via Internet
8)  Provide Whole House Surge Protector
9)  Provide Add-Alternate Price for Whole House Generator to Power as Specified on Electrical Plans

Windows & Exterior Sliding Glass Doors Notes

*  All Windows and Exterior Sliding Glass Doors
to be Pinnacle Clad Series Windows manufactured 
by Windsor Windows & Doors Company.

*  All Windows and Exterior Sliding Glass Doors
to have Clad Exteriors (Verify Color w/ Owner) and 7/8" Simulated Divided
Lites with Low-E Glazing   (Verify Lite Design with
Exterior Elevations).

*  Verify with Owner Color of All Screens and Hardware throughout.

*  Interior Doors & Windows to be Stained Throughout

*  Trim on First Floor to be Stained

*  Trim on Upper  Level to be Stained

Ridge Beam
Above

NOTE:
Roof Ridgeline to Align
with Centerline of 
Upstairs Master Bedroom
Below.  
This is a 
CRITICAL  LOCATION
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GENERAL  NOTES
1) These drawings are property of the
    designer and may not be copied
    without the designer's written consent.
2) These drawings represent limited 
    scope instruments and as such it is the 
    responsibility of the licensed general 
    contractor to coordinate and construct
    the represented project in compliance
    with all applicable national, state and 
    local codes. The contractor and his 
    subcontractors are to compy with all
    neighborhood or development covenants.
3) The general contractor is to verify any
    and all conditions in question prior to
    commencing construction.
4) All structural information to be supplied
    by a licensed structural engineer.
5) Exact size and reinforcement of all
    concrete footings must be determined
    by local soil conditions and acceptable
    practices of quality construction.
6) Owner and general contractor shall
    call out all specified items in contract
    form to properly qualify any and all
    finishes and materials agreed upon.
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ROOF  PLAN1
0' 4' 8' 12'

ROOF  VENT  CALCULATIONS
2693 sq. ft. Attic Requires 17.95 sq ft. Ventilation

x/2693 = 1/150   x = 17.95 sq. ft. Ventilation

1' Soffit Vent Equals 9.5 sq. in. Ventilation
120' Soffit Vent = 1140 sq. in. = 7.92 sq. ft. Ventilation

1' Ridge Vent Equals 18 sq. in. Ventilation
130' Ridge Vent = 2340 sq. in = 16.25 sq. ft. Ventilation

CALCULATIONS
  120' Soffit Vent  =      7.92 sq. ft. Ventilation
  130' Ridge Vent =    16.25 sq. ft. Ventilation 

TOTAL              24.17 sq. ft. Ventilation

ROOF  NOTES:
*   PROVIDE  ARCHITECTURAL GRADE  ASPHALT  ROOF  SHINGLES,  
           EXCEPT WHERE  STANDING  SEAM  METAL  ROOF  IS  SPECIFIED

*   STANDING  SEAM  METAL  ROOF  TO   BE  POWDER  COATED  ALUMINUM

*   PROVIDE  ICE  &  WATER  SHIELD  ON  TOP  OF  ROOF  BUILDING  FELTS  
     AND  UNDER ALL  ROOFING  MATERIALS

*   ALL  FLASHING  TO  BE  POWDER  COATED  ALUMINUM 

*   PROVIDE  POWDER  COATED  ALUMINUM  FLASHING  ON  TOP
  OF  ALL  EXTENDED,  EXPOSED  BEAMS

*   PROVIDE  SHINGLE  COVERED  RIDGE  VENT  AT  ALL  RIDGES

*  PROVIDE  OVERSIZED  OGEE  SHAPED  ALUMINUM  GUTTERS 
WITH  LEAF  GUARD  AND  WITH  OVERSIZED  RECTANGULAR
ALUMINUM  DOWNSPOUTS 

*  ALL  DOWNSPOUTS  TO   BE  CONNECTED  TOO UNDERGROUND  PIPING
AND  RUN  DOWNHILL FROM  HOUSE  TO  DAYLIGHT

NOTES:

*  All Construction to be Compliant with
Energy Star Construction Requirements
and to be Certified at Completion of Project

*  All Structural Aspects to be Verified and Coordinated
with Plans Provided by the Structural Engineer

*  All Exterior Stud Walls to be 2x6 Stud Construction
Except at Garage

*  All Porches to be Timber Framed Construction with
Timber Tales - Porch Ceilings to be 2x6 V-Joint Tongue
and Groove Pine Boards  (stained)

*  Construction Drawings Depict Traditional Stick Built
Construction

*   General  Contractor  to be responsible  that all  Construction
is in Compliance with all Pertinent Building Codes and
Inspection Departments
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NOTE:
Roof Ridgeline to Align
with Centerline of 
Upstairs Master Bedroom
Below.  
This is a 
CRITICAL  LOCATION
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GENERAL  NOTES
1) These drawings are property of the
    designer and may not be copied
    without the designer's written consent.
2) These drawings represent limited 
    scope instruments and as such it is the 
    responsibility of the licensed general 
    contractor to coordinate and construct
    the represented project in compliance
    with all applicable national, state and 
    local codes. The contractor and his 
    subcontractors are to compy with all
    neighborhood or development covenants.
3) The general contractor is to verify any
    and all conditions in question prior to
    commencing construction.
4) All structural information to be supplied
    by a licensed structural engineer.
5) Exact size and reinforcement of all
    concrete footings must be determined
    by local soil conditions and acceptable
    practices of quality construction.
6) Owner and general contractor shall
    call out all specified items in contract
    form to properly qualify any and all
    finishes and materials agreed upon.
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NOTE:
*  All Grade Lines to be Verified in Field
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Dimensional
Fiberglass
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Siding w/ Select
Cedarmill Finish 
& 6" Lap Exposure
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& 6" Lap Exposure
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Edge Bottom
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NOTES:

*  All Construction to be Compliant with
Energy Star Construction Requirements
and to be Certified at Completion of Project

*  All Structural Aspects to be Verified and Coordinated
with Plans Provided by the Structural Engineer

*  All Exterior Stud Walls to be 2x6 Stud Construction
Except at Garage

*  All Porches to be Timber Framed Construction with
Timber Tales - Porch Ceilings to be 2x6 V-Joint Tongue
and Groove Pine Boards  (stained)

*  Construction Drawings Depict Traditional Stick Built
Construction

*   General  Contractor  to be responsible  that all  Construction
is in Compliance with all Pertinent Building Codes and
Inspection Departments
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NOTE:
Roof Ridgeline to Align
with Centerline of 
Upstairs Master Bedroom
Below.  
This is a 
CRITICAL  LOCATION
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with Owner)
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GENERAL  NOTES
1) These drawings are property of the
    designer and may not be copied
    without the designer's written consent.
2) These drawings represent limited 
    scope instruments and as such it is the 
    responsibility of the licensed general 
    contractor to coordinate and construct
    the represented project in compliance
    with all applicable national, state and 
    local codes. The contractor and his 
    subcontractors are to compy with all
    neighborhood or development covenants.
3) The general contractor is to verify any
    and all conditions in question prior to
    commencing construction.
4) All structural information to be supplied
    by a licensed structural engineer.
5) Exact size and reinforcement of all
    concrete footings must be determined
    by local soil conditions and acceptable
    practices of quality construction.
6) Owner and general contractor shall
    call out all specified items in contract
    form to properly qualify any and all
    finishes and materials agreed upon.
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*  All Construction to be Compliant with
Energy Star Construction Requirements
and to be Certified at Completion of Project

*  All Structural Aspects to be Verified and Coordinated
with Plans Provided by the Structural Engineer

*  All Exterior Stud Walls to be 2x6 Stud Construction
Except at Garage

*  All Porches to be Timber Framed Construction with
Timber Tales - Porch Ceilings to be 2x6 V-Joint Tongue
and Groove Pine Boards  (stained)

*  Construction Drawings Depict Traditional Stick Built
Construction

*   General  Contractor  to be responsible  that all  Construction
is in Compliance with all Pertinent Building Codes and
Inspection Departments
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GENERAL  NOTES
1) These drawings are property of the
    designer and may not be copied
    without the designer's written consent.
2) These drawings represent limited 
    scope instruments and as such it is the 
    responsibility of the licensed general 
    contractor to coordinate and construct
    the represented project in compliance
    with all applicable national, state and 
    local codes. The contractor and his 
    subcontractors are to compy with all
    neighborhood or development covenants.
3) The general contractor is to verify any
    and all conditions in question prior to
    commencing construction.
4) All structural information to be supplied
    by a licensed structural engineer.
5) Exact size and reinforcement of all
    concrete footings must be determined
    by local soil conditions and acceptable
    practices of quality construction.
6) Owner and general contractor shall
    call out all specified items in contract
    form to properly qualify any and all
    finishes and materials agreed upon.
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GENERAL  NOTES
1) These drawings are property of the
    designer and may not be copied
    without the designer's written consent.
2) These drawings represent limited 
    scope instruments and as such it is the 
    responsibility of the licensed general 
    contractor to coordinate and construct
    the represented project in compliance
    with all applicable national, state and 
    local codes. The contractor and his 
    subcontractors are to compy with all
    neighborhood or development covenants.
3) The general contractor is to verify any
    and all conditions in question prior to
    commencing construction.
4) All structural information to be supplied
    by a licensed structural engineer.
5) Exact size and reinforcement of all
    concrete footings must be determined
    by local soil conditions and acceptable
    practices of quality construction.
6) Owner and general contractor shall
    call out all specified items in contract
    form to properly qualify any and all
    finishes and materials agreed upon.
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FINISH  NOTES:  

* See Interior Trim Elevations
on Sheet A-9 for Trim Details

*  All Interior Window Sashes 
and Doors to be Stained

*  All Interior Beams to be
Stained

*  All Interior Wood Walls and
Ceilings to be Stained
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Provide Electric Heated Floor
Below Tile Floor  w/ Timer

Provide Electric Heated Floor
Below Tile Floor  w/ Timer

Provide Rhododendron Branch Balusters
on Closed Stringer Staircase & at Balcony Loft
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212
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DECK

DECK
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Provide Stainless Steel Wire Cables
Between Cedar Rails and Posts
Provide Stainless Steel Wire Cables
Between Cedar Rails and Posts

120 COVERED  DECK @ MASTER  BEDROOM F7

1" x 7.25"
Hardie 5/4 Rustic

Trim Board -
Casing Side Leg
with Backband

1" x 5.5"
Hardie 5/4 Rustic
Trim Board - 
Casing Side Leg
with Backband

1" x 3.5"
Hardie 5/4 Rustic

Trim Board -
Casing Side Leg
with Backband

EXTERIOR  WINDOW  TRIM 
Scale: 1/2" = 1'-0"1

Windows &  Doors Notes
*  All Windows and Exterior Sliding Glass Doors
to be Pinnacle Clad Series Windows manufactured 
by Windsor Windows & Doors Company.

*  All Windows and Exterior Sliding Glass Doors
to have Clad Exteriors (Verify Color w/ Owner) and 7/8" Simulated Divided
Lites with Low-E Glazing   (Verify Lite Design with
Exterior Elevations).

*  Verify with Owner Color of All Screens and Hardware throughout.

*  Interior Doors & Windows to be Stained Throughout

*  Verify Interior Door Style with Owners

*  All Trim throughout to be Stained

1"x8" Casing
Header with
Backband

1" Rounded
Casing
Divider

1"x6"
Casing
Side Leg
with
Backband

2-Panel
Top Arched
w/ V-Groove
Panels
Style
Interior
Door

1"x8"
Baseboard
w/ Separate
Basecap

INTERIOR  DOOR  TRIM 
Scale: 1/2" = 1'-0"2

1"x8" Casing
Header with
Backband

1" Rounded
Casing
Divider

1"x6"
Casing
Side Leg
with
Backband

1"x4" Casing
Sill with

Backband

INTERIOR  WINDOW  TRIM 
Scale: 1/2" = 1'-0"3
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GENERAL  NOTES
1) These drawings are property of the
    designer and may not be copied
    without the designer's written consent.
2) These drawings represent limited 
    scope instruments and as such it is the 
    responsibility of the licensed general 
    contractor to coordinate and construct
    the represented project in compliance
    with all applicable national, state and 
    local codes. The contractor and his 
    subcontractors are to compy with all
    neighborhood or development covenants.
3) The general contractor is to verify any
    and all conditions in question prior to
    commencing construction.
4) All structural information to be supplied
    by a licensed structural engineer.
5) Exact size and reinforcement of all
    concrete footings must be determined
    by local soil conditions and acceptable
    practices of quality construction.
6) Owner and general contractor shall
    call out all specified items in contract
    form to properly qualify any and all
    finishes and materials agreed upon.
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Provide Electric Power
for Dehumidifier(s)

ELECTRICAL  LEGEND
RECESSED  LIGHT:
with Insulated & Air-Tite Can

INCANDESCENT  FIXTURE:
Surface or Pendant Mounted

INCANDESCENT  FIXTURE:
Wall Mounted 

FLOURESCENT  FIXTURE:
Ceiling  Mounted

UNDERCABINET  FIXTURE:
Mounted Beneath Wall Cabinets

EXHAUST  FAN / CEILING  LIGHT:
Ceiling Mounted

WALL  SWITCH:
Mounted 48" AFF or as Noted

WALL  SWITCH  WITH  DIMMER:
Mounted 48" AFF or as Noted

MULTI-POLE  WALL  SWITCH:
Mounted  48" AFF or as Noted

DUPLEX  RECEPTACLE:
Mounted 12" AFF or as Noted

DUPLEX  RECEPTACLE - TOP  SWITCHED:
Mounted 12" AFF or as noted

FLOOR  RECEPTACLE:
Recessed in Floor

CABLE  TV  OUTLET:
Mounted 12" AFF or as Noted

DATAPORT  OUTLET:
Mounted 12"  AFF or as Noted

R

WM

Fan /
Light

 
 D

 3

TV

ELECTRICAL  NOTES
*  Provide all necessary Electrical Power

to all Appliances, HVAC Equipment,
           Water Heaters and Whirlpool Tubs, etc

as per Manufacturer's Specifications
to Insure Manufacturer's Warrantee

*  Provide wiring for Generator as Directed 
by Owner

*  Provide wiring for Hot Tub

*  Provide necessary wiring for Security System

*  All Electrical Switches to be "Rocker" style switches
by Legrand  (color as selected by Owner)

*  All "Dimmer" Switches to be "Rocker" style switches
with Side Slide Bar by Lutron (color as selected by Owner)

*  All Ceiling Fan Reostats to be "Rocker" style switches
with Side Slide Bar by Lutron  -
unless Provided by Fan Manufacturer
(color as selected by Owner)

NOTES:

*  All Construction to be Compliant with
Energy Star Construction Requirements
and to be Certified at Completion of Project

*  All Structural Aspects to be Verified and Coordinated
with Plans Provided by the Structural Engineer

*  All Exterior Stud Walls to be 2x6 Stud Construction
Except at Garage

*  All Porches to be Timber Framed Construction with
Timber Tales - Porch Ceilings to be 2x6 V-Joint Tongue
and Groove Pine Boards  (stained)

*  Construction Drawings Depict Traditional Stick Built
Construction

*   General  Contractor  to be responsible  that all  Construction
is in Compliance with all Pertinent Building Codes and
Inspection Departments

 

Provide Electric Power
for Dehumidifier(s)

 

Provide Electric Power
for Dehumidifier(s)

ELECTRICAL  LEGEND
RECESSED  LIGHT:
with Insulated & Air-Tite Can

INCANDESCENT  FIXTURE:
Surface or Pendant Mounted

INCANDESCENT  FIXTURE:
Wall Mounted 

FLOURESCENT  FIXTURE:
Ceiling  Mounted

UNDERCABINET  FIXTURE:
Mounted Beneath Wall Cabinets

EXHAUST  FAN / CEILING  LIGHT:
Ceiling Mounted

WALL  SWITCH:
Mounted 48" AFF or as Noted

WALL  SWITCH  WITH  DIMMER:
Mounted 48" AFF or as Noted

MULTI-POLE  WALL  SWITCH:
Mounted  48" AFF or as Noted

DUPLEX  RECEPTACLE:
Mounted 12" AFF or as Noted

DUPLEX  RECEPTACLE - TOP  SWITCHED:
Mounted 12" AFF or as noted

FLOOR  RECEPTACLE:
Recessed in Floor

CABLE  TV  OUTLET:
Mounted 12" AFF or as Noted

DATAPORT  OUTLET:
Mounted 12"  AFF or as Noted

R

WM

Fan /
Light

 
 D

 3

TV

ELECTRICAL  NOTES
*  Provide all necessary Electrical Power

to all Appliances, HVAC Equipment,
           Water Heaters and Whirlpool Tubs, etc

as per Manufacturer's Specifications
to Insure Manufacturer's Warrantee

*  Provide wiring for Generator as Directed 
by Owner

*  Provide wiring for Hot Tub

*  Provide necessary wiring for Security System

*  All Electrical Switches to be "Rocker" style switches
by Legrand  (color as selected by Owner)

*  All "Dimmer" Switches to be "Rocker" style switches
with Side Slide Bar by Lutron (color as selected by Owner)

*  All Ceiling Fan Reostats to be "Rocker" style switches
with Side Slide Bar by Lutron  -
unless Provided by Fan Manufacturer
(color as selected by Owner)

ELECTRICAL - CRAWL  SPACE  PLAN 1
0' 4' 8' 12'

de
si

gn
ed

 b
y:

H
U

TC
H

  J
O

H
N

SO
N

W
H

J 
 D

E
S

IG
N

,  
IN

C
   

   
   

   
   

   
  w

eb
pa

ge
:  

w
w

w
.h

ut
ch

jo
hn

so
n.

co
m

po
st

 o
ffi

ce
 b

ox
 5

20
15

   
   

   
   

   
   

   
   

   
 

   
 3

60
8 

sh
an

no
n 

 ro
ad

 - 
su

ite
 1

00
du

rh
am

, n
or

th
 c

ar
ol

in
a 

 2
77

17
   

   
   

   
   

   
 

   
  d

ur
ha

m
,  

no
rth

 c
ar

ol
in

a 
 2

77
07

91
9-

81
0-

60
29

   
   

   
 e

-m
ai

l: 
 h

ut
ch

@
hu

tc
hj

oh
ns

on
.c

om

C
O

N
ST

R
U

C
TI

O
N

  P
LA

N
S 

- 0
1/

29
/1

9



GENERAL  NOTES
1) These drawings are property of the
    designer and may not be copied
    without the designer's written consent.
2) These drawings represent limited 
    scope instruments and as such it is the 
    responsibility of the licensed general 
    contractor to coordinate and construct
    the represented project in compliance
    with all applicable national, state and 
    local codes. The contractor and his 
    subcontractors are to compy with all
    neighborhood or development covenants.
3) The general contractor is to verify any
    and all conditions in question prior to
    commencing construction.
4) All structural information to be supplied
    by a licensed structural engineer.
5) Exact size and reinforcement of all
    concrete footings must be determined
    by local soil conditions and acceptable
    practices of quality construction.
6) Owner and general contractor shall
    call out all specified items in contract
    form to properly qualify any and all
    finishes and materials agreed upon.
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  FLOOD 2

WM WM

WMWM

WM

W
M

W
M

WM WM

ELECTRICAL  LEGEND
RECESSED  LIGHT:
with Insulated & Air-Tite Can

INCANDESCENT  FIXTURE:
Surface or Pendant Mounted

INCANDESCENT  FIXTURE:
Wall Mounted 

FLOURESCENT  FIXTURE:
Ceiling  Mounted

UNDERCABINET  FIXTURE:
Mounted Beneath Wall Cabinets

EXHAUST  FAN / CEILING  LIGHT:
Ceiling Mounted

WALL  SWITCH:
Mounted 48" AFF or as Noted

WALL  SWITCH  WITH  DIMMER:
Mounted 48" AFF or as Noted

MULTI-POLE  WALL  SWITCH:
Mounted  48" AFF or as Noted

DUPLEX  RECEPTACLE:
Mounted 12" AFF or as Noted

DUPLEX  RECEPTACLE - TOP  SWITCHED:
Mounted 12" AFF or as noted

FLOOR  RECEPTACLE:
Recessed in Floor

CABLE  TV  OUTLET:
Mounted 12" AFF or as Noted

DATAPORT  OUTLET:
Mounted 12"  AFF or as Noted

R

WM

Fan /
Light

 
 D

 3

TV

ELECTRICAL  NOTES
*  Provide all necessary Electrical Power

to all Appliances, HVAC Equipment,
           Water Heaters and Whirlpool Tubs, etc

as per Manufacturer's Specifications
to Insure Manufacturer's Warrantee

*  Provide wiring for Generator as Directed 
by Owner

*  Provide wiring for Hot Tub

*  Provide necessary wiring for Security System

*  All Electrical Switches to be "Rocker" style switches
by Legrand  (color as selected by Owner)

*  All "Dimmer" Switches to be "Rocker" style switches
with Side Slide Bar by Lutron (color as selected by Owner)

*  All Ceiling Fan Reostats to be "Rocker" style switches
with Side Slide Bar by Lutron  -
unless Provided by Fan Manufacturer
(color as selected by Owner)
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ELECTRICAL - FIRST  FLOOR  LAYOUT  PLAN 1
0' 4' 8' 12'

NOTES:

*  All Construction to be Compliant with
Energy Star Construction Requirements
and to be Certified at Completion of Project

*  All Structural Aspects to be Verified and Coordinated
with Plans Provided by the Structural Engineer

*  All Exterior Stud Walls to be 2x6 Stud Construction
Except at Garage

*  All Porches to be Timber Framed Construction with
Timber Tales - Porch Ceilings to be 2x6 V-Joint Tongue
and Groove Pine Boards  (stained)

*  Construction Drawings Depict Traditional Stick Built
Construction

*   General  Contractor  to be responsible  that all  Construction
is in Compliance with all Pertinent Building Codes and
Inspection Departments
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GENERAL  NOTES
1) These drawings are property of the
    designer and may not be copied
    without the designer's written consent.
2) These drawings represent limited 
    scope instruments and as such it is the 
    responsibility of the licensed general 
    contractor to coordinate and construct
    the represented project in compliance
    with all applicable national, state and 
    local codes. The contractor and his 
    subcontractors are to compy with all
    neighborhood or development covenants.
3) The general contractor is to verify any
    and all conditions in question prior to
    commencing construction.
4) All structural information to be supplied
    by a licensed structural engineer.
5) Exact size and reinforcement of all
    concrete footings must be determined
    by local soil conditions and acceptable
    practices of quality construction.
6) Owner and general contractor shall
    call out all specified items in contract
    form to properly qualify any and all
    finishes and materials agreed upon.
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Ceiling Mounted
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Mounted 48" AFF or as Noted
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ELECTRICAL  NOTES
*  Provide all necessary Electrical Power

to all Appliances, HVAC Equipment,
           Water Heaters and Whirlpool Tubs, etc

as per Manufacturer's Specifications
to Insure Manufacturer's Warrantee

*  Provide wiring for Generator as Directed 
by Owner

*  Provide wiring for Hot Tub

*  Provide necessary wiring for Security System

*  All Electrical Switches to be "Rocker" style switches
by Legrand  (color as selected by Owner)

*  All "Dimmer" Switches to be "Rocker" style switches
with Side Slide Bar by Lutron (color as selected by Owner)

*  All Ceiling Fan Reostats to be "Rocker" style switches
with Side Slide Bar by Lutron  -
unless Provided by Fan Manufacturer
(color as selected by Owner)
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ELECTRICAL - FIRST  FLOOR  SWITCHING  PLAN 1
0' 4' 8' 12'

NOTES:

*  All Construction to be Compliant with
Energy Star Construction Requirements
and to be Certified at Completion of Project

*  All Structural Aspects to be Verified and Coordinated
with Plans Provided by the Structural Engineer

*  All Exterior Stud Walls to be 2x6 Stud Construction
Except at Garage

*  All Porches to be Timber Framed Construction with
Timber Tales - Porch Ceilings to be 2x6 V-Joint Tongue
and Groove Pine Boards  (stained)

*  Construction Drawings Depict Traditional Stick Built
Construction

*   General  Contractor  to be responsible  that all  Construction
is in Compliance with all Pertinent Building Codes and
Inspection Departments
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GENERAL  NOTES
1) These drawings are property of the
    designer and may not be copied
    without the designer's written consent.
2) These drawings represent limited 
    scope instruments and as such it is the 
    responsibility of the licensed general 
    contractor to coordinate and construct
    the represented project in compliance
    with all applicable national, state and 
    local codes. The contractor and his 
    subcontractors are to compy with all
    neighborhood or development covenants.
3) The general contractor is to verify any
    and all conditions in question prior to
    commencing construction.
4) All structural information to be supplied
    by a licensed structural engineer.
5) Exact size and reinforcement of all
    concrete footings must be determined
    by local soil conditions and acceptable
    practices of quality construction.
6) Owner and general contractor shall
    call out all specified items in contract
    form to properly qualify any and all
    finishes and materials agreed upon.
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ELECTRICAL  NOTES
*  Provide all necessary Electrical Power

to all Appliances, HVAC Equipment,
           Water Heaters and Whirlpool Tubs, etc

as per Manufacturer's Specifications
to Insure Manufacturer's Warrantee

*  Provide wiring for Generator as Directed 
by Owner

*  Provide wiring for Hot Tub

*  Provide necessary wiring for Security System

*  All Electrical Switches to be "Rocker" style switches
by Legrand  (color as selected by Owner)

*  All "Dimmer" Switches to be "Rocker" style switches
with Side Slide Bar by Lutron (color as selected by Owner)

*  All Ceiling Fan Reostats to be "Rocker" style switches
with Side Slide Bar by Lutron  -
unless Provided by Fan Manufacturer
(color as selected by Owner)
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ELECTRICAL - SECOND FLOOR  LAYOUT  PLAN 1
0' 4' 8' 12'

NOTES:

*  All Construction to be Compliant with
Energy Star Construction Requirements
and to be Certified at Completion of Project

*  All Structural Aspects to be Verified and Coordinated
with Plans Provided by the Structural Engineer

*  All Exterior Stud Walls to be 2x6 Stud Construction
Except at Garage

*  All Porches to be Timber Framed Construction with
Timber Tales - Porch Ceilings to be 2x6 V-Joint Tongue
and Groove Pine Boards  (stained)

*  Construction Drawings Depict Traditional Stick Built
Construction

*   General  Contractor  to be responsible  that all  Construction
is in Compliance with all Pertinent Building Codes and
Inspection Departments
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GENERAL  NOTES
1) These drawings are property of the
    designer and may not be copied
    without the designer's written consent.
2) These drawings represent limited 
    scope instruments and as such it is the 
    responsibility of the licensed general 
    contractor to coordinate and construct
    the represented project in compliance
    with all applicable national, state and 
    local codes. The contractor and his 
    subcontractors are to compy with all
    neighborhood or development covenants.
3) The general contractor is to verify any
    and all conditions in question prior to
    commencing construction.
4) All structural information to be supplied
    by a licensed structural engineer.
5) Exact size and reinforcement of all
    concrete footings must be determined
    by local soil conditions and acceptable
    practices of quality construction.
6) Owner and general contractor shall
    call out all specified items in contract
    form to properly qualify any and all
    finishes and materials agreed upon.
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ELECTRICAL  LEGEND
RECESSED  LIGHT:
with Insulated & Air-Tite Can

INCANDESCENT  FIXTURE:
Surface or Pendant Mounted

INCANDESCENT  FIXTURE:
Wall Mounted 

FLOURESCENT  FIXTURE:
Ceiling  Mounted

UNDERCABINET  FIXTURE:
Mounted Beneath Wall Cabinets

EXHAUST  FAN / CEILING  LIGHT:
Ceiling Mounted

WALL  SWITCH:
Mounted 48" AFF or as Noted

WALL  SWITCH  WITH  DIMMER:
Mounted 48" AFF or as Noted

MULTI-POLE  WALL  SWITCH:
Mounted  48" AFF or as Noted

DUPLEX  RECEPTACLE:
Mounted 12" AFF or as Noted

DUPLEX  RECEPTACLE - TOP  SWITCHED:
Mounted 12" AFF or as noted

FLOOR  RECEPTACLE:
Recessed in Floor

CABLE  TV  OUTLET:
Mounted 12" AFF or as Noted

DATAPORT  OUTLET:
Mounted 12"  AFF or as Noted

R

WM

Fan /
Light

 
 D

 3

TV

ELECTRICAL  NOTES
*  Provide all necessary Electrical Power

to all Appliances, HVAC Equipment,
           Water Heaters and Whirlpool Tubs, etc

as per Manufacturer's Specifications
to Insure Manufacturer's Warrantee

*  Provide wiring for Generator as Directed 
by Owner

*  Provide wiring for Hot Tub

*  Provide necessary wiring for Security System

*  All Electrical Switches to be "Rocker" style switches
by Legrand  (color as selected by Owner)

*  All "Dimmer" Switches to be "Rocker" style switches
with Side Slide Bar by Lutron (color as selected by Owner)

*  All Ceiling Fan Reostats to be "Rocker" style switches
with Side Slide Bar by Lutron  -
unless Provided by Fan Manufacturer
(color as selected by Owner)
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R
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44"

Provide Electric Heated Floor
Below Tile Floor  w/ Timer

NOTES:

*  All Construction to be Compliant with
Energy Star Construction Requirements
and to be Certified at Completion of Project

*  All Structural Aspects to be Verified and Coordinated
with Plans Provided by the Structural Engineer

*  All Exterior Stud Walls to be 2x6 Stud Construction
Except at Garage

*  All Porches to be Timber Framed Construction with
Timber Tales - Porch Ceilings to be 2x6 V-Joint Tongue
and Groove Pine Boards  (stained)

*  Construction Drawings Depict Traditional Stick Built
Construction

*   General  Contractor  to be responsible  that all  Construction
is in Compliance with all Pertinent Building Codes and
Inspection Departments

ELECTRICAL - SECOND  FLOOR  SWITCHING  PLAN 1
0' 4' 8' 12'
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